3GPP TSG RAN Meeting #44
RP-090482
Oranjestad, Aruba, 26-29 May 2009

Title:
R3 CR Pack of LTE interfaces CRs #1

Source:
RAN3

RP-090482: R3 CR Pack of LTE interfaces CRs #1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Phase

	RP-090482
	R3-091487
	Add that a non-GBR must be received and admitted on S1-HO
	36.413
	0476
	2
	Rel-8

	RP-090482
	R3-091488
	Add that eNB must receive and accept a non-GBR on X2 HO
	36.423
	0274
	2
	Rel-8

	RP-090482
	R3-091283
	Alignment of eNB configuration update procedure
	36.413
	0491
	
	Rel-8

	RP-090482
	R3-091343
	Clarification for RAT list in S1 Setup Response and MME configuration Update
	36.413
	0502
	
	Rel-8

	RP-090482
	R3-091404
	Clarification of range bound for maximal number of PLMNs per MME and GUMMEIs
	36.413
	0501
	1
	Rel-8

	RP-090482
	R3-091449
	Clarification of Security Context to be used in HANDOVER REQUEST message
	36.413
	0461
	1
	Rel-8

	RP-090482
	R3-091473
	Clarification on the Paging Function in E-UTRAN
	36.401
	0035
	1
	Rel-8

	RP-090482
	R3-091095
	Correction the text about the Handover Resource Allocation procedure
	36.413
	0459
	
	Rel-8


