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7
Receiver characteristics

7.1
General

Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE. For UE(s) with an integral antenna only, a reference antenna(s) with a gain of 0 dBi is assumed for each antenna port(s). UE with an integral antenna(s) may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. . For UEs with more than one receiver antenna connector, identical interfering signals shall be applied to each receiver antenna port if more than one of these is used (diversity). 

The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective sections below. 
All the parameters in clause 7 are defined using the DL reference measurement channel specified in Annex A.3.2 and using the set-up specified in Annex C.3.1
7.2
Diversity characteristics

The requirements in Section 7 assume that the receiver is equipped with two Rx port as a baseline. Requirements for 4 ports are FFS. With the exception of clause 7.9 all requirements shall be verified by using both (all) antenna ports simultaneously.
7.3
Reference sensitivity power level

The reference sensitivity power level REFSENS is the minimum mean power applied to both the UE antenna ports at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
7.3.1

Minimum requirements (QPSK) 

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A.3.2 with parameters specified in Table 7.3.1-1 and table 7.3.1-2
Table 7.3.1-1: Reference sensitivity QPSK PREFSENS 

	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	1
	-
	-
	-100
	 -97
	-95.2 
	-94 
	FDD

	2
	-103.2
	-100.2
	-98 
	-95
	-93.2
	-92
	FDD

	3
	-102.2
	99.2
	-97 
	-94
	-92.2
	-91
	FDD

	4
	-105.2
	-101.7
	-100
	-97
	-95.2
	-94
	FDD

	5
	-103.2
	-100.2
	-98
	-95
	
	
	FDD

	6
	-
	-
	-100
	-97
	
	
	FDD

	7
	-
	-
	-98
	-95
	-93.2
	-92
	FDD

	8
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	9
	-
	-
	-99
	-96
	-94.2
	-93
	FDD

	10
	-
	-
	-100
	-97
	-95.2
	-94
	FDD

	11
	-
	-
	-98
	-95
	-93.2
	-92
	FDD

	12
	-102.2
	99.2
	-97
	-94
	
	
	FDD

	13
	-102.2
	-99.2
	-97
	-94
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	…
	
	
	
	
	
	
	

	17
	[-102.2]
	-[99.2]
	[-97]
	[-94]
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	34
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	35
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	36
	-106.2
	-102.2
	-100
	-97
	-95.2
	-94
	TDD

	37
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	38
	-
	-
	-100
	-97
	
	
	TDD

	39
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	40
	-
	-
	-100
	-97
	-95.2
	-94
	TDD

	Note 1:
The transmitter shall be set to maximum output power level (Table 7.3.1-2)
Note 2:
Reference measurement channel is A.3.2
Note 3:
The signal power is specified per port

Note 4:
For the UE which supports both Band 3 and Band 9 the reference sensitivity level of Band 3 + 0.5 dB is applicable for band 9



Note 1: The relation to the received PSD is 
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 with NRB is the maximum transmission configuration according to Table 5.6-1.

Table 7.3.1-2 specifies the minimum number of allocated uplink resource blocks for which the reference receive sensitivity requirement must be met. 

Table 7.3.1-2: Maximum uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	1
	-
	-
	25 
	50 
	75 
	100 
	FDD

	2
	6 
	15 
	25 
	50 
	501
	501
	FDD

	3
	6 
	15 
	25 
	50 
	501
	501
	FDD

	4
	6 
	15
	25 
	50 
	75 
	100 
	FDD

	5
	6 
	15 
	25 
	251
	-
	-
	FDD

	6
	-
	-
	25 
	251
	-
	-
	FDD

	7
	-
	-
	25 
	50 
	751
	751
	FDD

	8
	6 
	15
	25 
	251
	-
	-
	FDD

	9
	-
	-
	25 
	50 
	501
	501
	FDD

	10
	-
	-
	25 
	50 
	75 
	100 
	FDD

	11
	-
	-
	25 
	251
	251
	251
	FDD

	12
	6
	15
	201
	201
	
	
	FDD

	13
	6
	15
	201
	201
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	...
	
	
	
	
	
	
	

	17
	6
	15
	201
	201
	
	
	FDD

	…
	
	
	
	
	
	
	

	33
	-
	-
	25 
	50 
	75 
	100 
	TDD

	34
	-
	-
	25 
	50 
	75
	-
	TDD

	35
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	36
	6 
	15 
	25 
	50 
	75 
	100 
	TDD

	37
	-
	-
	25 
	50 
	75 
	100 
	TDD

	38
	-
	-
	25 
	50 
	-
	-
	TDD

	39
	
	
	25 
	50 
	75 
	100 
	TDD

	40
	
	
	
	50 
	75 
	100 
	TDD

	Note 1:       Maximum number of UL  resources blocks allocated is less than the total resources blocks supported by the channel bandwidth 


7.3.2

Requirement for large transmission configurations 

For some combinations of bandwidths and operating bands, a certain relaxation of the UE performance is allowed when the transmission configuration is larger than that in Table 7.3.1-2. Table 7.3.2-1 specifies the allowed maximum sensitivity degradation (MSD) when the UL resource block allocation is the total resource blocks (Table 5.6-1) supported by the channel bandwidth. 

Table 7.3.2-1: Maximum Sensitivity Degradation

	Channel bandwidth

	E-UTRA Band
	1.4 MHz
(dB)
	3 MHz
(dB)
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	Duplex Mode

	1
	
	
	n/a
	n/a
	n/a
	n/a
	FDD

	2
	n/a
	n/a
	n/a
	n/a
	TBD
	TBD
	FDD

	3
	n/a
	n/a
	n/a
	n/a
	TBD
	TBD
	FDD

	4
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a
	FDD

	5
	n/a
	n/a
	n/a
	TBD
	
	
	FDD

	6
	
	
	n/a
	TBD
	
	
	FDD

	7
	
	
	n/a
	n/a
	TBD
	TBD
	FDD

	8
	n/a
	n/a
	n/a
	TBD
	
	
	FDD

	9
	
	
	n/a
	n/a
	TBD
	TBD
	FDD

	10
	
	
	n/a
	n/a
	n/a
	n/a
	FDD

	11
	
	
	n/a
	TBD
	TBD
	TBD
	FDD

	12
	
	
	TBD
	TBD
	
	
	FDD

	13
	n/a
	n/a
	TBD
	TBD
	
	
	FDD

	14
	
	
	
	
	
	
	FDD

	17
	
	
	TBD
	TBD
	
	
	FDD

	Note:


        1.      The transmitter shall be set to maximum output power level with MPR applied and with the maximum transmission configuration (Table 5.5-1) allocated 



7.4
Maximum input level
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