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Due to the complexity of the issue, when considering all the cases in terms of channel bandwidth and Radio access technology (E-UTRA and UTRA), the area would be treated further in a separate Work Item, which is the present MSR work item. However, it was believed that guidance for limited scenarios could be introduced before the WI was started. This guidance was agreed at RAN4#47bis to be limited to E-UTRA channel bandwidths ≥5 MHz, where unwanted emission limits do not depend on the channel bandwidth. Lower bandwidths were not included, since there was no study of how the unwanted emission limits defined for 1.4 and 3 MHz E-UTRA carriers would apply for any wider bandwidth multi-carrier transmission of E-UTRA or combined E-UTRA/UTRA.
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	The scenarios and requirements for unwanted emissions for Multi-carrier BS of E-UTRA and UTRA are clarified, clearly stating that they only cover 5 MHz and higher E-UTRA channel bandwidths. Scenarios for channel bandwidths less than 5 MHz are for further study.
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Annex F (Informative): Unwanted emission requirements for multi-carrier BS
F.1
General
In subclause 6.6, unwanted emission requirements for single carrier or multi-carrier BS are specified. This multi-carrier BS corresponds to a multi-carrier BS of the same channel bandwidth for E-UTRA. The following two pragmatic scenarios are considered in this annex:

-
multi-carrier BS of different E-UTRA channel bandwidths, covering only 5 MHz and higher channel bandwidths 

-
multi-carrier BS of E-UTRA and UTRA, covering only 5 MHz and higher E-UTRA channel bandwidths.
All scenarios for channel bandwidths less than 5 MHz are for further study. Only multi-carrier BS with contiguous carriers are considered. The guidelines below assumes that the power spectral density of the multiple carriers is the same. All other combinations of multiple carriers are ffs.
Note 1:
Further information and analysis for these scenarios can be found in TR 36.942 [9].
F.2
Multi-carrier BS of different E-UTRA channel bandwidths
For a multi-carrier E-UTRA BS transmitting a group of carriers of different channel bandwidths (≥5 MHz), the channel bandwidth of the outermost carriers should be considered for ACLR and Operating band unwanted emission requirements. That is, the corresponding requirements for the channel bandwidth of each of the outermost carriers should be applied at the respective side of the group of transmitted carriers.
F.3
Multi-carrier BS of E-UTRA and UTRA

For a multi-carrier BS transmitting a group of carriers of E-UTRA (channel bandwidth(s) ≥5 MHz) and UTRA, the RAT being used on the outermost carriers should be considered for ACLR and Operating band unwanted emission requirements. That is, the corresponding requirements for the RAT being used on each of the outermost carriers should be applied at the respective side of the group of transmitted carriers.
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