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4.2.2.5.3

Measurements of GSM cells

· 
· 
If the SServingCell of the E-UTRA serving cell is less than or equal to Snonintrasearch then the UE shall measure, according to the measurement rules defined in [1], at least every Tmeasure,GSM (see table 4.2.2.5.3-1):

· if a detailed neighbour cell list is provided, the signal level of the GSM BCCH carrier of each GSM neighbour cell indicated in the measurement control system information of the serving cell; or

· if only BCCH carriers are provided, the signal level of the GSM BCCH carriers indicated in the measurement control system information of the serving cell. 
Note : If it is concluded that only blacklist, or only whitelist can be used for reselection to GSM then one of these bullets can be deleted.
When higher priority GSM BCCH carriers are found by the higher priority search, they shall be measured at least every Tmeasure,GSM, and the UE shall decode the BSIC of the GSM BCCH carrier. If, after detecting a cell in a higher priority search, it is determined that reselection has not occurred then the UE is not required to continuously measure the detected cell to evaluate the ongoing possibility of reselection, or to continuously verify the BSIC of the GSM BCCH carrier every 30s. However, the minimum measurement filtering requirements specified later in this section shall still be met by the UE before it makes any determination that it may stop measuring the cell.
The UE shall maintain a running average of 4 measurements for each GSM BCCH carrier. The measurement samples for each cell shall be as far as possible uniformly distributed over the averaging period.

If continuous GSM measurements are required by the measurement rules in [1], the UE shall attempt to verify the BSIC at least every 30 seconds for each of the 4 strongest GSM BCCH carriers. If a change of BSIC is detected for one GSM cell then that GSM BCCH carrier shall be treated as a new GSM neighbour cell. If the UE detects on a BCCH carrier a BSIC which is indicated as not allowed for that carrier in the measurement control system information of the serving cell, the UE is not required to perform BSIC re-confirmation for that cell.
The UE shall not consider the GSM BCCH carrier in cell reselection, if the UE cannot demodulate the BSIC of that GSM BCCH carrier. Additionally, the UE shall not consider a GSM neighbour cell in cell reselection, if it is indicated as not allowed in the measurement control system information of the serving cell.
Table 4.2.2.5.3-1: Tmeasure,GSM,  
	DRX cycle length [s]
	Tmeasure,GSM [s] (number of DRX cycles)

	0.32
	[5.12 (16)]

	0.64
	[5.12 (8)]

	1.28
	[6.4(5)]

	2.56
	[7.68 (3)]


4.2.2.5.4

Measurements of HRPD cells

In order to perform measurement and cell reselection to HRPD cell, the UE shall acquire the timing of HRPD cells. 

When the measurement rules indicate that HRPD cells are to be measured, the UE shall measure CDMA2000 HRPD Pilot Strength of HRPD cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of HRPD Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all HRPD cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘HRPD Start Measuring E-UTRAN Rx Power Strength Threshold’ and HRPD is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure CDMA2000 HRPD Pilot Strength of the HRPD cells at least every (Number of HRPD Neighbor Frequency)*TmeasureHRPD. In case HRPD is of higher priority than the currently selected E-UTRAN frequency layer the UE shall measure HRPD cells at least every Thigher_proirty_search. The parameter Thigher_proirty_search is defined in section 4.2.2.

The UE shall be capable of evaluating that the HRPD cell has met cell reselection criterion defined in [1] within TevaluateHRPD. 

Table 4.2.2.5.4-1 gives values of TmeasureHRPD and TevaluateHRPD.
Table 4.2.2.5.4-1: TmeasureHRPD and TevaluateHRPD

	DRX cycle length [s]
	TmeasureHRPD [s] (number of DRX cycles)
	TevaluateHRPD [s] (number of DRX cycles)

	0.32
	5.12 (16)
	15.36 (48)

	0.64
	5.12 (8)
	15.36 (24)

	1.28
	6.4 (5)
	19.2 (15)

	2.56
	7.68 (3) 
	23.04 (9) 


4.2.2.5.5

Measurements of cdma2000 1X
In order to perform measurement and cell reselection to cdma2000 1X cell, the UE shall acquire the timing of cdma2000 1X cells. 

When the measurement rules indicate that cdma2000 1X cells are to be measured, the UE shall measure cdma2000 1x RTT Pilot Strength of cdma2000 1X cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of CDMA2000 1X Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all cdma2000 1X cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘CDMA2000 1X Start Measuring E-UTRAN Rx Power Strength Threshold’ and cdma2000 1X is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure Pilot Ec/Io of the CDMA2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)*TmeasureCDMA2000_1X. In case cdma2000 1X is of higher priority than the currently selected E-UTRAN frequency layer, the UE shall measure cdma2000 1X cells at least every  Thigher_proirty_search. The parameter Thigher_proirty_search is defined in section 4.2.2.
The UE shall be capable of evaluating that the cdma2000 1X cell has met cell reselection criterion defined in [1] within TevaluateCDMA2000_1X.
Table 4.2.2.5.5-1 gives values of TmeasureCDMA2000_1X and TevaluateCDMA2000_1X.
Table 4.2.2.5.5-1: TmeasureCDMA2000 1X and TevaluateCDMA2000 1X

	DRX cycle length [s]
	TmeasureCDMA2000_1X  [s] (number of DRX cycles)
	TevaluateCDMA2000_1X  [s] (number of DRX cycles)

	0.32
	5.12 (16)
	15.36 (48)

	0.64
	5.12 (8)
	15.36 (24)

	1.28
	6.4 (5)
	19.2 (15)

	2.56
	7.68 (3) 
	23.04 (9) 
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