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	Typos founded in ASN.1 Code
Some typos have been founded in the already frozen ASN.1 code.
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	REV02: 

         - Remove the change of SecurityContext IE ASN.1 Code

REV01:

         - Update reason for change

        -  Change category from D to F.
REV00:

The summary of ASN.1 modifications are follows;
1) Replacing SEQUENCE to CHOICE in the BroadcastCompletedAreaList IE
· According to the tabular form in 9.2.1.46 Warning Area List IE, the constructor of the ASN.1 code shall be CHOICE, not SEQUENCE 
· Removing the iE-Extentions field.
2) Swapping the IE names in the Security Context IE
· It is clear that the IE names are wrongly linked to the values, so the IE names shall be swapped.
3) Adding M-TMSI in the S-TMSI IE.
· The M-TMSI IE is missing in the current S-TMSI IE, so it shall be included.
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*** Start of change *** 

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

*** Skip to the Next Change ***
BroadcastCompletedAreaList ::= CHOICE {  

cellID-Broadcast



CellID-Broadcast,


tAI-Broadcast




TAI-Broadcast,


emergencyAreaID-Broadcast

EmergencyAreaID-Broadcast,




...

}




*** Skip to the Next Change *** 
S-TMSI ::= SEQUENCE {


mMEC
MME-Code,

m-TMSI
M-TMSI,

iE-Extensions

ProtocolExtensionContainer { {S-TMSI-ExtIEs} } OPTIONAL,


...

}

S-TMSI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

*** End of the change ***
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