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RP-090631: R3 CR Pack of pre-Rel-8 CRs with linked CRs #2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Phase

	RP-090631
	R3-091466
	Addition of  UL 16QAM credit consumption in E-DCH Capacity Consumption Law
	25.433
	1620
	1
	Rel-7

	RP-090631
	R3-091467
	Addition of  UL 16QAM credit consumption in E-DCH Capacity Consumption Law
	25.433
	1621
	1
	Rel-8

	RP-090631
	R3-091384
	Addition of Max UE DTX Cycle into UPLINK SIGNALLING TRANSFER INDICATION message
	25.423
	1492
	1
	Rel-8

	RP-090631
	R3-091383
	Addition of Max UE DTX Cycle into UPLINK SIGNALLING TRANSFER INDICATION message
	25.423
	1491
	1
	Rel-7

	RP-090631
	R3-091462
	Clarification of E-AGCH Table Choice
	25.423
	1489
	1
	Rel-7

	RP-090631
	R3-091463
	Clarification of E-AGCH Table Choice
	25.423
	1490
	1
	Rel-8

	RP-090631
	R3-091465
	Clarification of E-AGCH Table Choice
	25.433
	1619
	1
	Rel-8

	RP-090631
	R3-091464
	Clarification of E-AGCH Table Choice
	25.433
	1618
	1
	Rel-7

	RP-090631
	R3-091041
	Improved CM checks for F-DPCH
	25.433
	1614
	
	Rel-7


