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#Partially omitted
9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-PDU-Descriptions {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

#Partially omitted
-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionResponseFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID





CRITICALITY ignore
TYPE CRNC-CommunicationContextID





PRESENCE mandatory }|


{ ID id-RL-InformationResponseList-RL-AdditionRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-AdditionRspFDD
PRESENCE mandatory }|


{ ID id-CriticalityDiagnostics






CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional },


...

}

RadioLinkAdditionResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {

{ ID id-HS-DSCH-Serving-Cell-Change-Info-Response

CRITICALITY ignore
EXTENSION HS-DSCH-Serving-Cell-Change-Info-Response




PRESENCE optional }|

{ ID id-E-DCH-Serving-Cell-Change-Info-Response


CRITICALITY ignore
EXTENSION E-DCH-Serving-Cell-Change-Info-Response




PRESENCE optional }|

{ ID id-MAChs-ResetIndicator







CRITICALITY ignore
EXTENSION MAChs-ResetIndicator











PRESENCE optional }|

{ ID id-Additional-HS-Cell-Change-Information-Response
CRITICALITY ignore
EXTENSION Additional-HS-Cell-Change-Information-Response-List
PRESENCE optional },

...

}

Additional-HS-Cell-Change-Information-Response-List
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF Additional-HS-Cell-Change-Information-Response-ItemIEs
Additional-HS-Cell-Change-Information-Response-ItemIEs
::=SEQUENCE{


hSPDSCH-RL-ID











RL-ID,


hS-DSCH-Secondary-Serving-Cell-Change-Information-Response
HS-DSCH-Secondary-Serving-Cell-Change-Information-Response,


iE-Extensions




ProtocolExtensionContainer { { Additional-HS-Cell-Change-Information-Response-ItemIEs-ExtIEs} } OPTIONAL,


...

}
Additional-HS-Cell-Change-Information-Response-ItemIEs-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container {{ RL-InformationResponseItemIE-RL-AdditionRspFDD }}

RL-InformationResponseItemIE-RL-AdditionRspFDD NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-AdditionRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-AdditionRspFDD
PRESENCE mandatory }

}

RL-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID







RL-ID,


rL-Set-ID






RL-Set-ID,


received-total-wide-band-power

Received-total-wide-band-power-Value,


diversityIndication




DiversityIndication-RL-AdditionRspFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


iE-Extensions





ProtocolExtensionContainer { { RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...

}

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator

PRESENCE optional }|

{ ID id-E-DCH-RL-Set-ID







CRITICALITY ignore
EXTENSION RL-Set-ID





PRESENCE optional }|

{ ID id-E-DCH-FDD-DL-Control-Channel-Information
CRITICALITY ignore
EXTENSION E-DCH-FDD-DL-Control-Channel-Information
PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo




PRESENCE optional},


...

}

DiversityIndication-RL-AdditionRspFDD ::= CHOICE {


combining









Combining-RL-AdditionRspFDD,


non-combining








Non-Combining-RL-AdditionRspFDD

}

Combining-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID










RL-ID,


iE-Extensions








ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...

}

CombiningItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-FDD-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-FDD-Information-Response



PRESENCE optional },


...

}

Non-Combining-RL-AdditionRspFDD ::= SEQUENCE {


dCH-InformationResponse





DCH-InformationResponse,


iE-Extensions







ProtocolExtensionContainer { { Non-CombiningItem-RL-AdditionRspFDD-ExtIEs} }

OPTIONAL,


...

}

Non-CombiningItem-RL-AdditionRspFDD-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-E-DCH-FDD-Information-Response



CRITICALITY ignore
EXTENSION E-DCH-FDD-Information-Response



PRESENCE optional },


...

}
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