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Change 1:

Test Case Name
ts_RRC_RAB_EstPS_MO_A20_2Mux_r7

Reason for change
In the Enh FDPCH path “tcv_Rel7_Cfg.enhFDPCH_Started” should be set to TRUE so as to allow SS local end configuration to be as per Enh FDPCH requirement. Current TTCN implementation doesnot cater this. 

Summary of change
Line #15 is inserted as shown below.

Similar change is required in the following test steps

1. ts_RRC_RAB_EstPS_MO_A20_1Mux_r7 for the test case 8.2.6.61

2. ts_RRC_RAB_EstPS_MO_A21_r7 for the test case 8.2.3.37

Source of change
Modification

ETSI Comment


Before:[image: image1.png]It_SendRE_Setup

12 {pe_Enhancedr_DPCH]
1 AMIRLC_AM_DATA_REQ
1 A7 RLC_AN_DATA_CNF

15 [TRUE]

cas_RB_SetUpAN_WithCnf
tsc_CellDedicated,
tse_RB2,
tsc_bui,
cds_108_RB_SetUpHSU_A20_2Mux(
tov_Cellindino d_integrityCheckdno,
to RRC_TI,
te_ActTime,
tov_TmpCellinfo.ul_ScramblingCode,
tov_TmpCellinfo.priScrmCode,
to HS_Cfg
to_HSUPA_Cf,
te_Rel?_Cig,
tev_HSUPA_RIcParam,
tov_Rel7_Cig dbc_dn_Timinginfo,
tev_Rel7_Cig.db_dnc_info,
oMIT,
tsc_EnnFDPCH_SF
»
car_AM_Databuicn(
tst_CellDedicated,
tse_RB2,
tse_bui)





After:
[image: image2.png]It_SendRE_Setup
12
13

14

{pe_Enhanced_DPCH]
AMIRLC_AM_DATA_REQ

AN ? RLC_AM_DATA_CNF

cas_RB_SetUpAN_WithCnf
tsc_CellDedicated,
tse_RB2,
tsc_bui,
cds_108_RB_SetUpHSU_A20_2Mux(
tov_Cellindino d_integrityCheckdno,
to RRC_TI,
te_ActTime,
tov_TmpCellinfo.ul_ScramblingCode,
tov_TmpCellinfo.priScrmCode,
to HS_Cfg
to_HSUPA_Cf,
te_Rel?_Cig,
tev_HSUPA_RIcParam,
tov_Rel7_Cig dbc_dn_Timinginfo,
tev_Rel7_Cig.db_dnc_info,
oMIT,
tsc_EnnFDPCH_SF
»
car_AM_Databuicn(
tst_CellDedicated,
tse_RB2,
tse_bui)

15

(icv_Rel7_Cfg.enhFDPCH_Started = TRUE)

16

[TRUE]

Anite





Change 2:

Constant Name
tsc_EnhFDPCH_SF

Reason for change
As per 34.108 Clause 9, Enhanced FDPCH Slot Format should have value 3. In current TTCN implementation it is set to 1

Summary of change
Changed the value of tsc_EnhFDPCH_SF to 3

Source of change
Modification

ETSI Comment


Before:
[image: image3.png]tsc_E_SignatureSequence_2

tsc_E_SignatureSequence_3

E_HICH_RGCH_SignatureSequenc 2
e

E_HICH_RGCH_SignatureSequenc 3
e

tsc_EnNFDPCH_SF FDPCH_SiotFormat 1
tsc_FACH! INTEGER 13
tsc_FACH2 INTEGER 14

Accto 34108019
@sic R5-085425 5@

transport channel identiy for FACH
transport channel identiy for second FACH|
when itis connected o a secandary CCPY
H together with PCH (ransport channel ide|
ntity=14)





After:[image: image4.png]tsc_E_SignatureSequence_2
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tsc_FACH! INTEGER 13
tsc_FACH2 INTEGER 14
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@sic R5-085425 5@

transport channel identiy for FACH
transport channel identiy for second FACH|
when itis connected o a secandary CCPY
Htogether with PCH (ransport channel ide
ity = 14)
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