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Change 1:
Structured Type name
DualCarrierFreqParam

Reason for change
The structured type definition does not match the definition in 44.060 cl. 12.8.2

Summary of change
1. Remove “encodeMask” from type definition.

2. Update comments to reflect presence based on “mask” not “encodeMask”.

Source of change


MCC160 Comments
 

Before:
[image: image1.png]Structured Type Definition

Comments: 44.080 ¢ 12.8.2 @sic R55080067 Baselinemoving to Rel-7 March08 sic

Tyoe Name DualCarerFreaParam
Group
Encoding Varition
Element Narme || _Type Defmiion || ]|
S 83
mask B2
atask 81
aRFCNI 810
aRFCN2 B10
encodeliask B2
matfaski 81
mAIOT 86
mattaskz 81
mAI02 86
manumber B4
changeMask 81
changeark B2
changeMask2 81
changelark2 B2
oPREMA GPRSMoBileAllo:
nen 86

maFreoListiength | B4
maFreqList OCTETSTRING[D.18]

not presentif aMask=0
not present if aMask=0

only presentif maMaski =

only present if mabaska =1

only present if encodshask=01
only present if encodeMask=01

only presentif encodeNtask=01 and changeMask=1

only presentif encodeNtask=01 and changeMask=1

only present if encodeMask=01 and changeMask=1 and changsMask2 =1
only present if encodehask = 10

only presentif encodeMask =11

only presentif encodeMask =11

only present if encodeMask =11





After:
[image: image2.png]Structured Type De

Tyoe Name DualCarerFreaParam
Group

Encoding Varition

Comments 44.060 011282 @sic R6s080067 Baselinemoving fo Rel-7 Warchts sic
Element Narme || _Type Defmiion || ]|

S 83

mask B2

atask 81

aRFCNI 810 not present fabask=0

aRFCN2 810 not present fabfask=0

matfaski 81

mAIOT 86 only presentf maMtaskd

mattaskz 81

mAI02 86 only presentf maMask2 =1

manumber B4 only present fask=01

changeMask 81 only present fask=01

changeark B2 only present fask=01 and changetiask=1
changeMask2 81 only present fask=01 and changelfask=1
changelark2 B2 only resent fMask=01 and changeMask=1 and changeMask2 =1
oPREMA GPRSMoBileAllo: only present fask= 10

nen 86 only present fask= 11

maFreqListingtn B4 only present fMask= 11

mafrealist | OCTETSTRINGIDAG) | oniypresen hiask=11
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