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7.7.5
Test requirements

The all measured spurious emissions, derived in step (3) and (4), shall be within requirement limits as specified in Tables 7.7A.
Table 7.7A(a): Spurious emission minimum requirement

	Band
	Maximum level
	Measurement Bandwidth
	Note

	30 MHz ‑ 1 GHz
	-57 dBm
	100 kHz 
	With the exception of frequencies between 12.5 MHz below the first carrier frequency and 12.5 MHz above the last carrier frequency used by the BS.

	1 GHz ‑ 12.75 GHz
	-47 dBm
	1 MHz
	With the exception of frequencies between 12.5 MHz below the first carrier frequency and 12.5 MHz above the last carrier frequency used by the BS.


Table 7.7A(b): Additional spurious emission requirements

	Operating Band
	Band
	Maximum level
	Measurement Bandwidth
	Note

	I
	1920 - 1980 MHz
	-78 dBm
	3.84 MHz 
	

	II
	1850 - 1910 MHz
	-78 dBm
	3.84 MHz
	

	III
	1710 - 1785 MHz
	-78 dBm
	3.84 MHz
	

	IV
	1710 - 1755 MHz
	-78 dBm
	3.84 MHz
	

	V
	824 - 849 MHz
	-78 dBm
	3.84 MHz
	

	VI, XIX
	815 - 850 MHz
	-78 dBm
	3.84 MHz
	

	VII
	2500 - 2570 MHz
	-78 dBm
	3.84 MHz
	

	VIII
	880 - 915 MHz
	-78 dBm
	3.84 MHz
	

	IX
	1749.9 - 1784.9 MHz
	-78 dBm
	3.84 MHz
	

	X
	1710 - 1770 MHz
	-78 dBm
	3.84 MHz
	

	XI
	1427.9 – 1452.9 MHz
	-78 dBm
	3.84 MHz
	

	XII
	698 - 716 MHz
	-78 dBm
	3.84 MHz
	

	XIII
	777 - 787 MHz
	-78 dBm
	3.84 MHz
	

	XIV
	788 - 798 MHz
	-78 dBm
	3.84 MHz
	


In addition, the requirement in Table 7.7A(c) may be applied to geographic areas in which both UTRA-TDD and UTRA-FDD are deployed.

Table 7.7A(c): Additional spurious emission requirements for the TDD bands

	Operating Band
	Protected Band
	Maximum level
	Measurement Bandwidth
	Note

	I
	1900 - 1920 MHz

2010 - 2025 MHz
	-78 dBm
	3.84 MHz 
	Not applicable in Japan

	
	2010 - 2025 MHz
	-52 dBm
	1MHz
	Applicable in Japan

	
	1880 - 1920 MHz
	-84 dBm
	1 MHz
	Applicable in China

	
	2300 - 2400 MHz
	-84 dBm
	1 MHz
	

	VI, IX, XI, XIX
	2010 - 2025 MHz
	-52 dBm
	1 MHz
	

	VII
	2570 - 2620 MHz
	-84 dBm
	1 MHz
	

	
	2300 - 2400 MHz
	-84 dBm
	1 MHz
	


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.

In addition to the requirements in tables 7.7A(a), 7.7A(b) and 7.7A(c), the co-existence requirements for co-located base stations in clause 6.5.3.7.5 and 6.5.3.7.8.2 may also be applied.
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