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<START OF CHANGES>
6.6.2.3.1
Minimum requirement E-UTRA 

E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing.  The assigned E-UTRA channel power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.1-1. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.1-1. 

Table 6.6.2.3.1-1:  General requirements for E-UTRAACLR
	
	Channel bandwidth / E-UTRAACLR1   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	E-UTRA channel Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	Adjacent channel centre frequency offset (in MHz)
	+1.4
/

-1.4
	+3.0
/

-3.0
	+5
/

-5
	+10
/

-10
	+15
/

-15
	+20
/

-20


6.6.2.3.2
Minimum requirements UTRA 

UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned E-UTRA channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.2-1.  If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Table 6.6.2.3.2-1.

Table 6.6.2.3.2-1: Additional requirements 
	
	Channel bandwidth  / UTRAACLR1/2   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	UTRAACLR1
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB
	33 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	+2.5+BWUTRA/2
/

-2.5-BWUTRA/2
	+5+BWUTRA/2
/

-5-BWUTRA/2
	+7.5+BWUTRA/2
/

-7.5-BWUTRA/2
	+10+BWUTRA/2
/

-10-BWUTRA/2

	UTRAACLR2
	-
	-
	36 dB
	36 dB
	36 dB
	36 dB

	Adjacent channel centre frequency offset (in MHz)
	-
	-
	+2.5+3*BWUTRA/2
/

-2.5-3*BWUTRA/2
	+5+3*BWUTRA/2
/

-5-3*BWUTRA/2
	+7.5+3*BWUTRA/2
/

-7.5-3*BWUTRA/2
	+10+3*BWUTRA/2
/

-10-3*BWUTRA/2

	E-UTRA  channel Measurement bandwidth
	-
	-
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz

	UTRA 5MHz channel Measurement bandwidth*
	-
	-
	3.84 MHz
	3.84 MHz
	3.84 MHz
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth**
	-
	-
	1.28 MHz
	1.28MHz
	1.28MHz
	1.28MHz

	*   Note:  Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

**  Note:  Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.

	


<END OF CHANGES>
