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	Reason for change:
(

	· In section 10.3.6.62, the value of the IE "Primary CPICH usage for Channel Estimation" is "Enumerated(Primary CPICH may be used, Primary CPICH shall not be used)". But in section 8.6.6.41, the description of IE "Primary CPICH usage for Channel Estimation" can be set to "FALSE", which is inconsistent with the description in section 10.3.6.62. 

· In section 8.6.6.41, the IE “Secondary CPICH info” is described as "S-CPICH Info" by mistake;
· In section 10.3.5.7d, there are some editorial errors in the tablular.

	
	

	Summary of change:
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	· Modify the value of the IE "Primary CPICH usage for Channel Estimation" to be “Primary CPICH shall not be used” in 8.6.6.41;

· Modify the description of  "S-CPICH Info" to “Secondary CPICH info” in section 8.6.6.41;

· Correct the editorial errors in the tabular in section 10.3.5.7d.
Impact analysis
Impacted functionality:

The change only impacts the corrected functionality.

Inter-operability:

1. If the network is implemented according to the CR and the UE is not, possible configurations on Primary CPICH usage for channel estimation will be misunderstanded.
2. If the UE is implemented according to the CR and the network is not, possible configurations on Primary CPICH usage for channel estimation will be misunderstanded.
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8.6.6.41
MIMO parameters
If the IE "MIMO parameters" is included, the UE shall:

1>
act as specified in clauses 8.5.32 and 8.5.33;

1>
If the IE "MIMO operation" is set to "start":

2>
If the MIMO_STATUS variable is set to FALSE:

3>
the UE behaviour is undefined.
2>
otherwise:

3> indicate to lower layers to start operation in MIMO mode, using the parameter values stored in the variable MIMO_PARAMS.
1>
If the IE "MIMO operation" is set to "continue":

2>
If the MIMO_STATUS variable is set to FALSE:

3>
the UE behaviour is undefined.

1>
for FDD, if the IE "Primary CPICH usage for Channel Estimation" is set to " Primary CPICH shall not be used ":

2>
the UE behavior is undefined.

1>
for FDD, if the IE " Secondary CPICH Info" is included and if  the IE "Channelisation code" in MIMO pilot configuration is different from the IE "Channelisation Code" in Secondary CPICH info:

2>
the UE behavior is undefined.

NOTE:
This subclause applies to FDD and 1.28 Mcps TDD only.

---------------------------------------------------------------Text Omitted-----------------------------------------------------------------
10.3.5.7d
HARQ Info for E-DCH

This IE is used in relation to the E-DCH transport channel.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-7

	>FDD
	
	
	
	
	REL-7

	>>HARQ RV Configuration
	MP
	
	Enumerated (rv0, rvtable)
	If “rv0” is indicated, the UE shall only use E_DCH RV index 0.

If “rvtable” is indicated, the UE shall use an RSN based RV index as specified in [27]
	REL-6

	>TDD
	
	
	
	
	REL-7

	>>HARQ RV Configuration
	MP
	
	Enumerated (rv0, rvtable)
	If “rv0” is indicated, the UE shall only use E_DCH RV index 0.

If “rvtable” is indicated, the UE shall use an RSN based RV index as specified in [31]
	REL-7
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