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Title
List of CRs from RAN WG3
Source
TSG RAN WG3

Agenda Item
8.3.1

8.3.3
Approval of CRs to Rel-99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs
RP-091178: TEI7 and MIMO-IurIub CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091778
	R3-093061
	Cause value mismatch between Rel7 and Rel8/Rel9
	25.423
	1561
	-
	F
	7.14.0
	TEI7
	Rel-7

	RP-091778
	R3-092721
	Correction to ASN.1 for MiMO Power offset
	25.433
	1675
	-
	A
	8.6.0
	MIMO-IurIub
	Rel-8

	RP-091778
	R3-092722
	Correction to ASN.1 for MiMO Power offset
	25.433
	1676
	-
	A
	9.0.0
	MIMO-IurIub
	Rel-9

	RP-091778
	R3-093416
	Correction to ASN.1 for MiMO Power offset
	25.433
	1674
	1
	F
	7.14.0
	MIMO-IurIub
	Rel-7


8.3.4.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-091179: TEI8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091179
	R3-092758
	Correction on the description of HS-DSCH DATA FRAME TYPE2
	25.435
	0208
	-
	F
	8.3.0
	TEI8
	Rel-8

	RP-091179
	R3-093062
	Wrong ref in tabular
	25.423
	1562
	-
	F
	8.6.0
	TEI8
	Rel-8

	RP-091179
	R3-093269
	Correction on IE “E-AGCH Table Choice"
	25.423
	1572
	-
	F
	8.6.0
	TEI8
	Rel-8

	RP-091179
	R3-093270
	Correction on IE “E-AGCH Table Choice"
	25.423
	1573
	-
	A
	9.0.0
	TEI8
	Rel-9

	RP-091179
	R3-093271
	Correction on IE “E-AGCH Table Choice"
	25.433
	1730
	-
	F
	8.6.0
	TEI8
	Rel-8

	RP-091179
	R3-093272
	Correction on IE “E-AGCH Table Choice"
	25.433
	1731
	-
	A
	9.0.0
	TEI8
	Rel-9

	RP-091179
	R3-093274
	STTD is cell specific in Dual-Cell HSDPA
	25.423
	1567
	-
	A
	9.0.0
	TEI8
	Rel-9

	RP-091179
	R3-093276
	STTD is cell specific in Dual-Cell HSDPA
	25.433
	1723
	-
	A
	9.0.0
	TEI8
	Rel-9

	RP-091179
	R3-093288
	Correction of ETWS for Rel8 HSPA
	25.419
	0138
	1
	F
	8.0.0
	TEI8
	Rel-8

	RP-091179
	R3-093398
	STTD is cell specific in Dual-Cell HSDPA
	25.423
	1566
	2
	F
	8.6.0
	TEI8
	Rel-8

	RP-091179
	R3-093399
	STTD is cell specific in Dual-Cell HSDPA
	25.433
	1722
	2
	F
	8.6.0
	TEI8
	Rel-8

	RP-091179
	R3-093417
	Wrong ref in tabular
	25.423
	1563
	1
	A
	9.0.0
	TEI8
	Rel-9


RP-091180: TDD related Rel-8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091180
	R3-093190
	Correction of the limitation to FACH indicator for 1.28Mcps TDD
	25.435
	214
	1
	F
	8.3.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093422
	Clarification for eDRX Indication
	25.435
	216
	1
	F
	8.3.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-092833
	Correction of an error in the HS-DSCH Common System Information LCR IE
	25.433
	1699
	-
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-092837
	Clarification of Priority Queue ID for Ehanced CELL_FACH for 1.28Mcps TDD
	25.433
	1703
	-
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093183
	Clarifiction of several IEs names for 1.28 Mcps TDD
	25.433
	1697
	1
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093184
	Clarifiction of several IEs names for 1.28 Mcps TDD
	25.433
	1698
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093185
	Correction of an error in the HS-DSCH Common System Information LCR IE
	25.433
	1700
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093186
	Correction of HARQ Memory Partitioning configuration in Enhanced Cell_FACH Operation for 1.28 Mcps TDD
	25.433
	1701
	1
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093187
	Correction of HARQ Memory Partitioning configuration in Enhanced Cell_FACH Operation for 1.28 Mcps TDD
	25.433
	1702
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093188
	Clarification of Priority Queue ID for Ehanced CELL_FACH for 1.28Mcps TDD
	25.433
	1704
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093342
	Correction on ASN.1 errors in IE Common E-DCH System Information Response LCR for 1.28Mcps TDD
	25.433
	1687
	2
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093343
	Correction on ASN.1 errors in IE Common E-DCH System Information Response LCR for 1.28Mcps TDD
	25.433
	1688
	2
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093347
	Correction to the NodeB procedure when receiving uplink synchronization failure from physical layer for 1.28Mcp TDD
	25.425
	146
	1
	F
	8.3.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093423
	Correction to the NodeB procedure when receiving uplink synchronization failure from physical layer for 1.28Mcp TDD
	25.435
	206
	4
	F
	8.3.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-092825
	Clarification of the meaning of BIT STRING type IEs for SPS operation for 1.28Mcps TDD
	25.423
	1550
	-
	F
	8.6.0
	RANimp-LCRCPC
	Rel-8

	RP-091180
	R3-093182
	Addition of ans.1 definition for the E-DCH Semi-Persistent Resource Reservation Indicator IE
	25.433
	1696
	1
	A
	9.0.0
	RANimp-LCRCPC
	Rel-9

	RP-091180
	R3-093285
	Clarification of the meaning of BIT STRING type IEs for SPS operation for 1.28Mcps TDD
	25.423
	1551
	1
	A
	9.0.0
	RANimp-LCRCPC
	Rel-9

	RP-091180
	R3-093340
	Addition of ans.1 definition for the E-DCH Semi-Persistent Resource Reservation Indicator IE
	25.433
	1695
	1
	F
	8.6.0
	RANimp-LCRCPC
	Rel-8

	RP-091180
	R3-093344
	Correction on the SPS resource configuration for 1.28Mcps TDD
	25.433
	1689
	2
	F
	8.6.0
	RANimp-LCRCPC
	Rel-8

	RP-091180
	R3-093345
	Correction on the SPS resource configuration for 1.28Mcps TDD
	25.433
	1690
	2
	A
	9.0.0
	RANimp-LCRCPC
	Rel-9


RP-091181: Improved Uplink related Rel-8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091181
	R3-092743
	Clarification of DPC mode configuration for common E-DCH
	25.433
	1677
	-
	F
	8.6.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-092744
	Clarification of DPC mode configuration for common E-DCH
	25.433
	1678
	-
	A
	9.0.0
	RANimp-UplinkEnhState
	Rel-9

	RP-091181
	R3-093029
	Silent Mode for Common E-DCH
	25.435
	211
	-
	F
	8.3.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-093031
	Correction on value range for Number of MAC-is SDU in frame
	25.425
	145
	-
	F
	8.3.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-093032
	Correction on value range for Number of MAC-is SDU in frame
	25.435
	212
	-
	F
	8.3.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-093039
	Introduction of E-RNTI in RL Information in RL Setup Request
	25.433
	1717
	-
	F
	8.6.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-093040
	Introduction of E-RNTI in RL Information in RL Setup Request
	25.433
	1718
	-
	A
	9.0.0
	RANimp-UplinkEnhState
	Rel-9

	RP-091181
	R3-093030
	Correction on value range for Number of MAC-is SDU in frame
	25.427
	149
	-
	F
	8.1.0
	RANimp-UplinkL2dataRates
	Rel-8

	RP-091181
	R3-093166
	Application of MAC-e Reset Indicator for MAC-i Reset
	25.423
	1557
	1
	F
	8.6.0
	RANimp-UplinkL2dataRates
	Rel-8

	RP-091181
	R3-093167
	Application of MAC-e Reset Indicator for MAC-i Reset
	25.423
	1558
	1
	A
	9.0.0
	RANimp-UplinkL2dataRates
	Rel-9

	RP-091181
	R3-093168
	Application of MAC-e Reset Indicator for MAC-i Reset
	25.433
	1713
	1
	F
	8.6.0
	RANimp-UplinkL2dataRates
	Rel-8

	RP-091181
	R3-093169
	Application of MAC-e Reset Indicator for MAC-i Reset
	25.433
	1714
	1
	A
	9.0.0
	RANimp-UplinkL2dataRates
	Rel-9


RP-091182: HSPA related REL-8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091182
	R3-093034
	Further Corrections for DC-HSDPA
	25.423
	1559
	-
	F
	8.6.0
	RANimp-DCHSDPA
	Rel-8

	RP-091182
	R3-093035
	Further Corrections for DC-HSDPA
	25.423
	1560
	-
	A
	9.0.0
	RANimp-DCHSDPA
	Rel-9

	RP-091182
	R3-093036
	Further Corrections for DC-HSDPA
	25.433
	1715
	-
	F
	8.6.0
	RANimp-DCHSDPA
	Rel-8

	RP-091182
	R3-093037
	Further Corrections for DC-HSDPA
	25.433
	1716
	-
	A
	9.0.0
	RANimp-DCHSDPA
	Rel-9

	RP-091182
	R3-093170
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	25.433
	1679
	1
	F
	8.6.0
	RANimp-DCHSDPA
	Rel-8

	RP-091182
	R3-093171
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	25.433
	1680
	1
	A
	9.0.0
	RANimp-DCHSDPA
	Rel-9

	RP-091182
	R3-093172
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	25.423
	1543
	1
	F
	8.6.0
	RANimp-DCHSDPA
	Rel-8

	RP-091182
	R3-093173
	Correction of abnormal conditions for Dual cell HS-DSCH in RL Addition procedure
	25.423
	1544
	1
	A
	9.0.0
	RANimp-DCHSDPA
	Rel-9

	RP-091182
	R3-093211
	Correction for the Synchronisation Sequence
	25.346
	-
	-
	F
	8.3.0
	RANimp-HSPAEvo
	Rel-8

	RP-091182
	R3-093214
	Ignorance of Total Number of Packet and Total Number of Octet in case of Soft Combining and MBSFN
	25.446
	2
	1
	F
	8.0.0
	RANimp-HSPAEvo
	Rel-8

	RP-091182
	R3-093419
	Correction for SYNC Protocol
	25.446
	3
	2
	F
	8.0.0
	RANimp-HSPAEvo
	Rel-8


RP-091183: LTE-interfaces CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091183
	R3-092789
	ASN.1 correction for BroadcastCompleteAreaList
	36.413
	568
	-
	F
	8.7.0
	LTE-interfaces
	Rel-8

	RP-091183
	R3-092790
	ASN.1 correction for BroadcastCompleteAreaList
	36.413
	569
	-
	A
	9.0.0
	LTE-interfaces
	Rel-9

	RP-091183
	R3-093078
	Correction of E-RAB Modify
	36.413
	606
	-
	F
	8.7.0
	LTE-interfaces
	Rel-8

	RP-091183
	R3-093079
	Correction of E-RAB Modify
	36.413
	607
	-
	A
	9.0.0
	LTE-interfaces
	Rel-9

	RP-091183
	R3-093193
	Correction of Transport Layer Address
	36.413
	560
	1
	F
	8.7.0
	LTE-Interfaces
	Rel-8

	RP-091183
	R3-093195
	Align IE’s in Tabular for two messages with their ASN.1 for R9
	36.413
	580
	1
	A
	9.0.0
	LTE-Interfaces
	Rel-9

	RP-091183
	R3-093277
	Specification of SCTP destination port number
	36.412
	16
	1
	F
	8.5.0
	LTE-interfaces
	Rel-8

	RP-091183
	R3-093278
	Specification of SCTP destination port number
	36.422
	14
	1
	F
	8.5.0
	LTE-interfaces
	Rel-8

	RP-091183
	R3-093299
	Missing reference and unclear handling of the CDMA2000 Sector ID
	36.413
	581
	1
	F
	8.7.0
	LTE-Interfaces
	Rel-8

	RP-091183
	R3-093338
	Correction on abnormal handling of  Subscriber Profile ID for RAT/Frequency priority
	36.413
	571
	1
	F
	9.0.0
	LTE-interfaces
	Rel-9

	RP-091183
	R3-093348
	Clarification on handover restriction
	36.413
	616
	1
	F
	9.0.0
	LTE-interfaces
	Rel-9

	RP-091183
	R3-093351
	Missing reference and unclear handling of the CDMA2000 Sector ID
	36.413
	621
	1
	A
	9.0.0
	LTE-Interfaces
	Rel-9

	RP-091183
	R3-093357
	Rejection criteria for overload
	36.413
	589
	2
	F
	9.0.0
	LTE-interfaces
	Rel-9

	RP-091183
	R3-093360
	Clarification on operational use of updated configuration data
	36.423
	309
	1
	F
	8.7.0
	LTE-Interfaces
	Rel-8

	RP-091183
	R3-093361
	Clarification on operational use of updated configuration data
	36.423
	310
	1
	A
	9.0.0
	LTE-Interfaces
	Rel-9

	RP-091183
	R3-093373
	Introduction of inbound Mobility
	36.413
	592
	2
	B
	9.0.0
	LTE-interfaces
	Rel-9

	RP-091183
	R3-093405
	Correction of Transport Layer Address
	36.413
	618
	2
	A
	9.0.0
	LTE-Interfaces
	Rel-9


RP-091184: HNB-Arch CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091184
	R3-092715
	Correction to ASN.1 references
	25.469
	33
	-
	F
	8.3.0
	HNB-Arch
	Rel-8

	RP-091184
	R3-093075
	Clean up of 25.467
	25.467
	66
	-
	F
	8.3.0
	HNB-Arch
	Rel-8

	RP-091184
	R3-093076
	Clean up of 25.467
	25.467
	67
	-
	A
	9.0.1
	HNB-Arch
	Rel-9

	RP-091184
	R3-093191
	Addition of cause value for Invalid UE identity.
	25.469
	34
	1
	F
	8.3.0
	HNB-Arch
	Rel-8

	RP-091184
	R3-093192
	Removal of FFS’s in the stage2 for HNB
	25.467
	68
	1
	F
	8.3.0
	HNB-Arch
	Rel-8

	RP-091184
	R3-093279
	Add assigned SCTP Port Number for RUA and HNBAP
	25.467
	58
	1
	F
	8.3.0
	HNB-Arch
	Rel-8

	RP-091184
	R3-093280
	Add assigned SCTP Port Number for RUA and HNBAP
	25.467
	59
	1
	A
	9.0.1
	HNB-Arch
	Rel-9


9.2.1.5
Extended UMTS/LTE 1500 MHz [440004, UMTSLTE1500, 12/2009]
RP-091185: Extended UMTS/LTE 1500 MHz CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091185
	R3-093406
	Introduction of Extended UMTS/LTE1500 requirements for TS25.461
	25.461
	54
	1
	B
	9.0.0
	UMTSLTE1500
	Rel-9

	RP-091185
	R3-093407
	Introduction of Extended UMTS/LTE1500 requirements for TS25.466 
	25.466
	23
	1
	B
	9.0.0
	UMTSLTE1500
	Rel-9

	RP-091185
	R3-093408
	Correction of Band XI/11 requirements for TS25.461 Rel-8
	25.461
	55
	1
	F
	8.2.0
	UMTSLTE1500
	Rel-8


9.2.2.1
Dual-Cell HSUPA [430014, RANimp-DC_HSUPA, 12/2009]
RP-091186: Dual-carrier HSUPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091186
	R3-092667
	Activation and deactivation of secondary carrier in non serving Node B
	25.423
	1542
	-
	B
	9.0.0
	RANimp-DC_HSUPA
	Rel-9

	RP-091186
	R3-092672
	Activation and deactivation of secondary carrier in non serving Node B
	25.433
	1673
	-
	B
	9.0.0
	RANimp-DC_HSUPA
	Rel-9

	RP-091186
	R3-093206
	Introduction of Dual-Cell HSUPA
	25.427
	148
	1
	B
	8.1.0
	RANimp-DC_HSUPA
	Rel-9

	RP-091186
	R3-093238
	Introduction of Dual Cell E-DCH mode of operation
	25.423
	1568
	2
	B
	9.0.0
	RANimp-DC_HSUPA
	Rel-9

	RP-091186
	R3-093414
	Introduction of Dual-Cell HSUPA
	25.433
	1719
	4
	B
	9.0.0
	RANimp-DC_HSUPA
	Rel-9

	RP-091186
	R3-093409
	Introduction of Re9 HSPA Capability into RNSAP
	25.423
	1574
	1
	B
	9.0.0
	RANimp-DC_HSUPA, RANimp-DC_MIMO, RANimp-TxAA_nonMIMO
	Rel-9

	RP-091186
	R3-093410
	Introduction of Re9 HSPA Capability into NBAP
	25.433
	1732
	1
	B
	9.0.0
	RANimp-DC_HSUPA, RANimp-DC_MIMO, RANimp-TxAA_nonMIMO
	Rel-9


9.2.2.3
Combination of DC-HSDPA with MIMO [430016, RANimp-DC_MIMO, 12/2009]
RP-091187: Dual-Carrier MIMO CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091187
	R3-093242
	Removal of MAC-ehs format indicator
	25.433
	1729
	-
	F
	9.0.0
	RANimp-DC_MIMO
	Rel-9

	RP-091187
	R3-093243
	Removal of MAC-ehs format indicator
	25.423
	1571
	-
	F
	9.0.0
	RANimp-DC_MIMO
	Rel-9

	RP-091187
	R3-093239
	Single Stream MIMO for DC-HSDPA
	25.423
	1541
	1
	B
	9.0.0
	RANimp-DC_MIMO, RANimp-TxAA_nonMIMO
	Rel-9

	RP-091187
	R3-093240
	Single Stream MIMO for DC-HSDPA
	25.433
	1672
	1
	B
	9.0.0
	RANimp-DC_MIMO, RANimp-TxAA_nonMIMO
	Rel-9


9.2.2.5
Cell Portion for 1.28 Mcps TDD [440014, CP_LCRTDD, 12/2009]
RP-091188: Cell Portion for 1.28 Mcps TDD CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091188
	R3-092665
	Introduction of Cell Portion for 1.28 Mcps TDD
	25.423
	1540
	-
	B
	9.0.0
	CP_LCRTDD
	Rel-9

	RP-091188
	R3-092668
	Introduction of Cell Portion for 1.28 Mcps TDD
	25.425
	143
	-
	B
	8.3.0
	CP_LCRTDD
	Rel-9

	RP-091188
	R3-092670
	Introduction of Cell Portion for 1.28 Mcps TDD
	25.433
	1671
	-
	B
	9.0.0
	CP_LCRTDD
	Rel-9

	RP-091188
	R3-092673
	Introduction of Cell Portion for 1.28 Mcps TDD
	25.435
	207
	-
	B
	8.3.0
	CP_LCRTDD
	Rel-9

	RP-091188
	R3-093368
	The Power configuration method per Cell Portion for 1.28 Mcps TDD
	25.433
	1707
	2
	B
	9.0.0
	CP_LCRTDD
	Rel-9


9.2.3.1
Positioning Support for LTE [420006, LCS_LTE, 12/2009]
RP-091189: LPPa CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091189
	R3-093294
	CR for transportation support for LPPa
	36.410
	7
	1
	B
	8.2.0
	LCS_LTE
	Rel-9

	RP-091189
	R3-093381
	CR for transportation support for LPPa
	36.413
	563
	2
	B
	9.0.0
	LCS_LTE
	Rel-9


9.2.4.1
MBMS support in LTE [430007, MBMS_LTE, 12/2009]
RP-091190: eMBMS CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091190
	R3-093045
	SYNC PDU TYPE2 not applicable for LTE MBMS
	25.446
	4
	-
	F
	8.0.0
	MBMS_LTE
	Rel-9

	RP-091190
	R3-093332
	CR on Mechanism for consecutive packet loss in 25.446
	25.446
	5
	1
	B
	8.0.0
	MBMS_LTE
	Rel-9

	RP-091190
	R3-093420
	Reusing SYNC for LTE
	25.446
	1
	2
	B
	8.0.0
	MBMS_LTE
	Rel-9


9.2.6.4
Home NB and Home eNB enhancements – RAN3 aspects [430025, EHNB-RAN3, 12/2009]
RP-091191: Enhanced Home NodeB CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091191
	R3-092681
	Introducing changes for supporting ETWS in Home Node B (Rel 9)
	25.467
	57
	-
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-092688
	Inclusion of Access Mode and Subscription Status for UE prioritisation in LTE hybrid cells
	36.413
	550
	3
	B
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-092690
	Support for paging optimization with CSG membership changes
	25.413
	1008
	4
	F
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-092719
	RUA enhancement to handle inbound Mobility
	25.468
	20
	1
	B
	8.1.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-092728
	Addition of use of COMMON ID message to convey Hybrid cell membership information.
	25.467
	61
	-
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093203
	Target Cell ID for HNB in-bound HO
	25.413
	1018
	1
	B
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093205
	Mitigating IMSI spoofing in non-CSG UE registration
	25.467
	70
	1
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093207
	Introducing changes for supporting ETWS in Home Node B in 25.469
	25.469
	37
	1
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093209
	CS Mux port exhange
	25.469
	27
	4
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093210
	CS Mux on Uplink
	25.467
	39
	4
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093282
	Hybrid access signalling during UE and HNB registration
	25.469
	39
	1
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093320
	UE registration in case of HNB-GW access control
	25.467
	71
	1
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093323
	Inbound Mobility to CSG and Hybrid Cells
	25.467
	72
	1
	B
	9.0.1
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093371
	Support for paging optimization with CSG membership changes
	36.413
	513
	4
	F
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093372
	Support for multiple access mode HNBs
	25.469
	30
	4
	B
	8.3.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093378
	Inclusion of CSG information for access control in 3G handover procedures and UE prioritization in 3G hybrid cells
	25.413
	1037
	1
	B
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-091191
	R3-093421
	CSG Membership signalling during UE implicit registration
	25.468
	21
	2
	B
	8.1.0
	EHNB-RAN3
	Rel-9


9.2.7
Self-Organizing Network [420011, SON, 12/2009]
RP-091192: Self-Organizing Network CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091192
	R3-092689
	Introduction of signalling support for Composite Available Capacity with relative units
	36.423
	307
	-
	B
	9.0.0
	SON
	Rel-9

	RP-091192
	R3-093363
	Introduction of signalling support for Composite Available Capacity with relative units
	36.423
	335
	-
	B
	9.0.0
	SON
	Rel-9

	RP-091192
	R3-093365
	Configuration adaptation for MLB on X2
	36.423
	308
	2
	B
	9.0.0
	SON
	Rel-9

	RP-091192
	R3-093379
	Introduction of Radio Link Failure Indication Procedure
	36.423
	333
	1
	B
	9.0.0
	SON
	Rel-9

	RP-091192
	R3-093380
	Introduction of Handover Report procedure
	36.423
	334
	1
	B
	9.0.0
	SON
	Rel-9

	RP-091192
	R3-093387
	Automatic PRACH information exchange over X2 for SON
	36.423
	317
	2
	B
	9.0.0
	SON
	Rel-9


9.2.8
Public Warning System (PWS) –RAN aspects [440005, PWS-RAN, 12/2009]
RP-091194: Public Warning System CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091194
	R3-092687
	Handling of Multiple concurrent CMAS Warning Notifications
	36.413
	557
	-
	F
	9.0.0
	PWS-RAN
	Rel-9

	RP-091194
	R3-093336
	Repetition Period for CMAS
	36.413
	605
	1
	B
	9.0.0
	PWS-RAN
	Rel-9


9.2.9
Small Technical Enhancements and Improvements [TEI9]
RP-091195: TEI9 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091195
	R3-093237
	Enhanced Interference Management Mechanisms for HNB
	25.467
	53
	2
	B
	9.0.1
	TEI-9
	Rel-9

	RP-091195
	R3-093401
	Introduction of dormant mode
	25.433
	1733
	-
	B
	9.0.0
	TEI-9
	Rel-9

	RP-091195
	R3-093415
	Introducing the “Data Forwarding Not Possible” indication to HANDOVER REQUEST
	36.413
	567
	3
	F
	9.0.0
	TEI-9
	Rel-9
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