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1
Introduction

This document contains the list of Change Requests that were agreed by TSG-RAN WG4 meetings 53. They are presented for approval to TSG-RAN #45.
2
Approval of CRs to Rel99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs (Agenda 8.4.3)
2.1 CRs for TEI7 (25.101, 25.102, 25.105, 25.123, 25.141, 25.142)
These CRs are available in package RP-091260
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.101
	685
	 
	Rel-7
	RAN5 related changes to enhanced CELL_FACH test cases
	F
	7.16.0
	R4-094536
	TEI7

	25.102
	314
	1
	Rel-7
	Maximum output power with E-DCH for TDD And FRC (Technically endorsed at RAN 4 52bis in R4-093559)
	F
	7.15.0
	R4-094766
	TEI7

	25.102
	315
	1
	Rel-8
	Maximum output power with E-DCH for TDD And FRC (Technically endorsed at RAN 4 52bis in R4-093559)
	A
	8.5.0
	R4-094767
	TEI7

	25.105
	248
	 
	Rel-7
	Correcting code rate in E-DCH FRCs for 1.28Mcps TDD
	F
	7.12.0
	R4-094276
	TEI7

	25.105
	249
	 
	Rel-8
	Correcting code rate in E-DCH FRCs for 1.28Mcps TDD
	A
	8.5.0
	R4-094277
	TEI7

	25.123
	426
	 
	Rel-7
	Correction on the inter-frequency measurement capability of 1.28Mcps TDD UE
	F
	7.9.0
	R4-094274
	TEI7

	25.123
	427
	 
	Rel-8
	Correction on the inter-frequency measurement capability of 1.28Mcps TDD UE
	A
	8.4.0
	R4-094275
	TEI7

	25.141
	525
	 
	Rel-7
	MIMO related corrections to the Time alignment error requirement
	F
	7.14.0
	R4-094322
	TEI7

	25.142
	253
	 
	Rel-7
	Correcting code rate in E-DCH FRCs for 1.28Mcps TDD
	F
	7.12.0
	R4-094278
	TEI7

	25.142
	254
	 
	Rel-8
	Correcting code rate in E-DCH FRCs for 1.28Mcps TDD
	A
	8.4.0
	R4-094279
	TEI7


3
CRs for LTE [LTE-L23] (Agenda 8.4.4.1)
3.1 CRs for LTE-RF UE Tx Rx (36.101) Patch 1
These CRs are available in package RP-091261
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.101
	336
	 
	Rel-8
	Adding beamforming model for user-specfic reference signal (Technically endorsed at RAN 4 52bis in R4-093524)
	F
	8.7.0
	R4-094103
	LTE-RF

	36.101
	337
	 
	Rel-9
	Adding beamforming model for user-specfic reference signal (Technically endorsed at RAN 4 52bis in R4-093525)
	A
	9.1.0
	R4-094104
	LTE-RF

	36.101
	352
	 
	Rel-8
	CR Rx diversity requirement (Technically endorsed at RAN 4 52bis in R4-093703)
	F
	8.7.0
	R4-094148
	LTE-RF

	36.101
	353
	 
	Rel-9
	CR Rx diversity requirement (Technically endorsed at RAN 4 52bis in R4-093703)
	A
	9.1.0
	R4-094149
	LTE-RF

	36.101
	354
	 
	Rel-8
	A-MPR notation in NS_07 (Technically endorsed at RAN 4 52bis in R4-093706)
	F
	8.7.0
	R4-094150
	LTE-RF

	36.101
	355
	 
	Rel-9
	A-MPR notation in NS_07 (Technically endorsed at RAN 4 52bis in R4-093706)
	A
	9.1.0
	R4-094151
	LTE-RF

	36.101
	342
	 
	Rel-8
	Correction to the modulated E-UTRA interferer (Technically endorsed at RAN 4 52bis in R4-093661)
	F
	8.7.0
	R4-094132
	LTE-RF

	36.101
	343
	 
	Rel-9
	Correction to the modulated E-UTRA interferer (Technically endorsed at RAN 4 52bis in R4-093662)
	A
	9.1.0
	R4-094133
	LTE-RF

	36.101
	437
	 
	Rel-8
	Addition of R.11-1 TDD references
	F
	8.7.0
	R4-094903
	LTE-RF

	36.101
	438
	 
	Rel-9
	Addition of R.11-1 TDD references
	A
	9.1.0
	R4-094904
	LTE-RF

	36.101
	350
	 
	Rel-8
	Removal of RLC modes (Technically endorsed at RAN 4 52bis in R4-093677)
	F
	8.7.0
	R4-094140
	LTE-RF

	36.101
	351
	 
	Rel-9
	Removal of RLC modes (Technically endorsed at RAN 4 52bis in R4-093677)
	A
	9.1.0
	R4-094141
	LTE-RF

	36.101
	370
	 
	Rel-8
	Remove [ ] from Reference Measurement Channels in Annex A
	F
	8.7.0
	R4-094223
	LTE-RF

	36.101
	371
	 
	Rel-9
	Remove [ ] from Reference Measurement Channels in Annex A
	A
	9.1.0
	R4-094224
	LTE-RF

	36.101
	376
	 
	Rel-8
	Correction of UE-category for R.30
	F
	8.7.0
	R4-094264
	LTE-RF

	36.101
	377
	 
	Rel-9
	Correction of UE-category for R.30
	A
	9.1.0
	R4-094265
	LTE-RF


                 

3.2 CRs for LTE-RF UE Tx Rx (36.101) Patch 2
These CRs are available in package RP-091262
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.101
	383
	 
	Rel-8
	CR: Removal of 1.4 MHz and 3 MHz channel bandwidths from additional spurious emissions requirements for Band 1 PHS protection
	F
	8.7.0
	R4-094334
	LTE-RF

	36.101
	384
	 
	Rel-9
	CR: Removal of 1.4 MHz and 3 MHz channel bandwidths from additional spurious emissions requirements for Band 1 PHS protection
	A
	9.1.0
	R4-094335
	LTE-RF

	36.101
	385
	3
	Rel-8
	Clarification of measurement conditions of spurious emission requirements at the edge of spurious domain
	F
	8.7.0
	R4-094964
	LTE-RF

	36.101
	386
	3
	Rel-9
	Clarification of measurement conditions of spurious emission requirements at the edge of spurious domain
	A
	9.1.0
	R4-094965
	LTE-RF

	36.101
	389
	 
	Rel-8
	Spurious emission table correction for TDD bands 33 and 38.
	F
	8.7.0
	R4-094386
	LTE-RF

	36.101
	390
	 
	Rel-9
	Spurious emission table correction for TDD bands 33 and 38.
	A
	9.1.0
	R4-094387
	LTE-RF

	36.101
	391
	2
	Rel-8
	36.101 Symbols and abreviations for Pcmax
	F
	8.7.0
	R4-095047
	LTE-RF

	36.101
	392
	2
	Rel-9
	36.101 Symbols and abreviations for Pcmax
	A
	9.1.0
	R4-095048
	LTE-RF

	36.101
	393
	 
	Rel-8
	UTRAACLR1 requirement definition for 1.4 and 3 MHz BW completed
	F
	8.7.0
	R4-094391
	LTE-RF

	36.101
	394
	 
	Rel-9
	UTRAACLR1 requirement definition for 1.4 and 3 MHz BW completed
	A
	9.1.0
	R4-094392
	LTE-RF

	36.101
	403
	2
	Rel-8
	CR Power control exception R8
	F
	8.7.0
	R4-094993
	LTE-RF

	36.101
	404
	3
	Rel-9
	CR Power control exception R8
	A
	9.1.0
	R4-095043
	LTE-RF

	36.101
	415
	1
	Rel-8
	Relative power tolerance: special case for receiver tests
	F
	8.7.0
	R4-094808
	LTE-RF

	36.101
	416
	1
	Rel-9
	Relative power tolerance: special case for receiver tests
	A
	9.1.0
	R4-094809
	LTE-RF

	36.101
	426
	 
	Rel-8
	CR: time mask 
	F
	8.7.0
	R4-094644
	LTE-RF

	36.101
	427
	 
	Rel-9
	CR: time mask 
	A
	9.1.0
	R4-094645
	LTE-RF

	36.101
	441
	 
	Rel-8
	In Band Emissions Requirements Correction CR
	F
	8.7.0
	R4-094998
	LTE-RF

	36.101
	442
	1
	Rel-9
	In Band Emissions Requirements Correction CR
	A
	9.1.0
	R4-095044
	LTE-RF

	36.101
	443
	1
	Rel-8
	PCMAX definition
	F
	8.7.0
	R4-095045
	LTE-RF

	36.101
	444
	1
	Rel-9
	PCMAX definition
	A
	9.1.0
	R4-095046
	LTE-RF


                 
3.3 CRs for LTE UE performance requirements (36.101) Patch 1
These CRs are available in package RP-091263
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.101
	338
	1
	Rel-8
	Adding redundancy sequences to PMI test (Technically endorsed at RAN 4 52bis in R4-093580)
	F
	8.7.0
	R4-095041
	LTE-RF

	36.101
	339
	1
	Rel-9
	Adding redundancy sequences to PMI test (Technically endorsed at RAN 4 52bis in R4-093581)
	A
	9.1.0
	R4-095042
	LTE-RF

	36.101
	358
	 
	Rel-8
	Single- and multi-PMI requirements (Technically endorsed at RAN 4 52bis in R4-093846)
	F
	8.7.0
	R4-094177
	LTE-RF

	36.101
	359
	 
	Rel-9
	Single- and multi-PMI requirements (Technically endorsed at RAN 4 52bis in R4-093846)
	A
	9.1.0
	R4-094178
	LTE-RF

	36.101
	362
	 
	Rel-8
	CQI reference measurement channel (Technically endorsed at RAN 4 52bis in R4-093970)
	F
	8.7.0
	R4-094185
	LTE-RF

	36.101
	363
	 
	Rel-9
	CQI reference measurement channel (Technically endorsed at RAN 4 52bis in R4-093970)
	A
	9.1.0
	R4-094186
	LTE-RF

	36.101
	348
	 
	Rel-8
	Miscellaneous corrections on CSI requirements (Technically endorsed at RAN 4 52bis in R4-093676)
	F
	8.7.0
	R4-094138
	LTE-RF

	36.101
	349
	 
	Rel-9
	Miscellaneous corrections on CSI requirements (Technically endorsed at RAN 4 52bis in R4-093676)
	A
	9.1.0
	R4-094139
	LTE-RF

	36.101
	431
	 
	Rel-8
	Transport format and test point updates to RI reporting test cases
	F
	8.7.0
	R4-094729
	LTE-RF

	36.101
	432
	 
	Rel-9
	Transport format and test point updates to RI reporting test cases
	A
	9.1.0
	R4-094730
	LTE-RF

	36.101
	433
	 
	Rel-8
	Transport format and test setup updates to frequency-selective interference CQI tests
	F
	8.7.0
	R4-094731
	LTE-RF

	36.101
	434
	 
	Rel-9
	Transport format and test setup updates to frequency-selective interference CQI tests
	A
	9.1.0
	R4-094732
	LTE-RF

	36.101
	435
	 
	Rel-8
	CR RI reporting configuration in PUCCH 1-1 test
	F
	8.7.0
	R4-094762
	LTE-RF

	36.101
	436
	 
	Rel-9
	CR RI reporting configuration in PUCCH 1-1 test
	A
	9.1.0
	R4-094763
	LTE-RF

	36.101
	395
	 
	Rel-8
	Introduction of the ACK/NACK feedback modes for TDD requirements
	F
	8.7.0
	R4-094412
	LTE-RF

	36.101
	396
	 
	Rel-9
	Introduction of the ACK/NACK feedback modes for TDD requirements
	A
	9.1.0
	R4-094413
	LTE-RF

	36.101
	419
	1
	Rel-8
	CSI reporting: test configuration for CQI fading requirements
	F
	8.7.0
	R4-095025
	LTE-RF

	36.101
	420
	1
	Rel-9
	CSI reporting: test configuration for CQI fading requirements
	A
	8.7.0
	R4-095026
	LTE-RF


                          

3.4 CRs for LTE UE Performance requirements (36.101) Patch 2
These CRs are available in package RP-091264        

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.101
	334
	 
	Rel-8
	Test case numbering in TDD PDSCH performance test (Technically endorsed at RAN 4 52bis in R4-093522)
	F
	8.7.0
	R4-094101
	LTE-RF

	36.101
	335
	 
	Rel-9
	Test case numbering in TDD PDSCH performance test (Technically endorsed at RAN 4 52bis in R4-093523)
	A
	9.1.0
	R4-094102
	LTE-RF

	36.101
	340
	 
	Rel-8
	Throughput value correction at FRC for Maximum input level (Technically endorsed at RAN 4 52bis in R4-093659)
	F
	8.7.0
	R4-094130
	LTE-RF

	36.101
	341
	 
	Rel-9
	Throughput value correction at FRC for Maximum input level (Technically endorsed at RAN 4 52bis in R4-093660)
	A
	9.1.0
	R4-094131
	LTE-RF

	36.101
	344
	1
	Rel-8
	OCNG: Patterns and present use in tests (Technically endorsed at RAN 4 52bis in R4-093663)
	F
	8.7.0
	R4-094823
	LTE-RF

	36.101
	345
	1
	Rel-9
	OCNG: Patterns and present use in tests (Technically endorsed at RAN 4 52bis in R4-093664)
	A
	9.1.0
	R4-094824
	LTE-RF

	36.101
	346
	 
	Rel-8
	OCNG: Use in receiver and performance tests (Technically endorsed at RAN 4 52bis in R4-093665)
	F
	8.7.0
	R4-094136
	LTE-RF

	36.101
	347
	 
	Rel-9
	OCNG: Use in receiver and performance tests (Technically endorsed at RAN 4 52bis in R4-093666)
	A
	9.1.0
	R4-094137
	LTE-RF

	36.101
	366
	 
	Rel-8
	Numbering of PDSCH (User-Specific Reference Symbols) Demodulation Tests
	F
	8.7.0
	R4-094219
	LTE-RF

	36.101
	367
	 
	Rel-9
	Numbering of PDSCH (User-Specific Reference Symbols) Demodulation Tests
	A
	9.1.0
	R4-094220
	LTE-RF

	36.101
	368
	 
	Rel-8
	Numbering of PDCCH/PCFICH, PHICH, PBCH Demod Tests
	F
	8.7.0
	R4-094221
	LTE-RF

	36.101
	369
	 
	Rel-9
	Numbering of PDCCH/PCFICH, PHICH, PBCH Demod Tests
	A
	9.1.0
	R4-094222
	LTE-RF

	36.101
	424
	 
	Rel-8
	Editorial corrections and updates to Clause 8.2.1 FDD demodulation test cases
	F
	8.7.0
	R4-094642
	LTE-RF

	36.101
	425
	 
	Rel-9
	Editorial corrections and updates to Clause 8.2.1 FDD demodulation test cases
	A
	9.1.0
	R4-094643
	LTE-RF

	36.101
	429
	 
	Rel-8
	Correction of the payload size for PDCCH/PCFICH performance requirements
	F
	8.7.0
	R4-094709
	LTE-RF

	36.101
	430
	 
	Rel-9
	Correction of the payload size for PDCCH/PCFICH performance requirements
	A
	9.1.0
	R4-094710
	LTE-RF

	36.101
	372
	1
	Rel-8
	Corrections to RMC-s for Maximum input level test for low UE categories
	F
	8.7.0
	R4-094884
	LTE-RF

	36.101
	373
	1
	Rel-9
	Corrections to RMC-s for Maximum input level test for low UE categories
	A
	9.1.0
	R4-094885
	LTE-RF


3.5 CRs for LTE-RF BS (36.104 and 36.141) Patch 1
These CRs are available in package RP-091265
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.104
	098
	 
	Rel-8
	Correction on terminology for noise bandwidth (Technically endorsed at RAN 4 52bis in R4-093740)
	F
	8.7.0
	R4-094158
	LTE-RF

	36.104
	099
	 
	Rel-9
	Correction on terminology for noise bandwidth (Technically endorsed at RAN 4 52bis in R4-093740)
	A
	9.1.0
	R4-094159
	LTE-RF

	36.104
	123
	 
	Rel-8
	Table reference correction 
	F
	8.7.0
	R4-094537
	LTE-RF

	36.104
	124
	 
	Rel-9
	Table reference correction
	A
	9.1.0
	R4-094538
	LTE-RF

	36.104
	138
	 
	Rel-8
	Corrections on blocking performance requirement for Band 17
	F
	8.7.0
	R4-094716
	LTE-RF

	36.104
	139
	 
	Rel-9
	Corrections on blocking performance requirement for Band 17
	A
	9.1.0
	R4-094717
	LTE-RF

	36.104
	096
	 
	Rel-8
	CR eNB FDD EVM (Technically endorsed at RAN 4 52bis in R4-093713)
	F
	8.7.0
	R4-094152
	LTE-RF

	36.104
	097
	 
	Rel-9
	CR eNB FDD EVM (Technically endorsed at RAN 4 52bis in R4-093713)
	A
	9.1.0
	R4-094153
	LTE-RF

	36.104
	094
	 
	Rel-8
	Correction to ICS requirement (Technically endorsed at RAN 4 52bis in R4-093639)
	F
	8.7.0
	R4-094123
	LTE-RF

	36.104
	095
	 
	Rel-9
	Correction to ICS requirement (Technically endorsed at RAN 4 52bis in R4-093639)
	A
	9.1.0
	R4-094124
	LTE-RF

	36.141
	096
	 
	Rel-8
	Corrections to ICS requirement (Technically endorsed at RAN 4 52bis in R4-093640)
	F
	8.4.0
	R4-094125
	LTE-RF

	36.141
	109
	 
	Rel-9
	Corrections to ICS requirement (Technically endorsed at RAN 4 52bis in R4-093640)
	A
	9.1.0
	R4-094209
	LTE-RF

	36.104
	117
	 
	Rel-8
	Corrections on frequency range of unwanted emissions requirements
	F
	8.7.0
	R4-094397
	LTE-RF

	36.104
	118
	 
	Rel-9
	Corrections on frequency range of unwanted emissions requirements
	A
	9.1.0
	R4-094398
	LTE-RF

	36.141
	120
	 
	Rel-8
	Corrections on frequency range of unwanted emissions requirements
	F
	8.4.0
	R4-094399
	LTE-RF

	36.141
	121
	 
	Rel-9
	Corrections on frequency range of unwanted emissions requirements
	A
	9.1.0
	R4-094400
	LTE-RF


3.6 CRs for LTE-RF BS (36.104 and 36.141) Patch 2
These CRs are available in package RP-091266
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.104
	100
	 
	Rel-8
	LTE operating band unwanted emissions correction (Technically endorsed at RAN 4 52bis in R4-093801)
	F
	8.7.0
	R4-094166
	LTE-RF

	36.104
	101
	 
	Rel-9
	LTE operating band unwanted emissions correction (Technically endorsed at RAN 4 52bis in R4-093801)
	A
	9.1.0
	R4-094167
	LTE-RF

	36.141
	103
	 
	Rel-8
	LTE operating band unwanted emissions correction (Technically endorsed at RAN 4 52bis in R4-093802)
	F
	8.4.0
	R4-094168
	LTE-RF

	36.141
	104
	 
	Rel-9
	LTE operating band unwanted emissions correction (Technically endorsed at RAN 4 52bis in R4-093802)
	A
	9.1.0
	R4-094169
	LTE-RF

	36.104
	104
	 
	Rel-8
	Clarification on Spurious emissions limits for BS co-existed with another BS (Technically endorsed at RAN 4 52bis in R4-094011)
	F
	8.7.0
	R4-094194
	LTE-RF

	36.104
	105
	 
	Rel-9
	Clarification on Spurious emissions limits for BS co-existed with another BS (Technically endorsed at RAN 4 52bis in R4-094011)
	A
	9.1.0
	R4-094195
	LTE-RF

	36.141
	107
	 
	Rel-8
	Clarification on Spurious emissions limits for BS co-existed with another BS (Technically endorsed at RAN 4 52bis in R4-094012)
	F
	8.4.0
	R4-094196
	LTE-RF

	36.141
	108
	 
	Rel-9
	Clarification on Spurious emissions limits for BS co-existed with another BS (Technically endorsed at RAN 4 52bis in R4-094012)
	A
	9.1.0
	R4-094197
	LTE-RF

	36.104
	102
	 
	Rel-8
	Multi-path fading propagation conditions reference correction (Technically endorsed at RAN 4 52bis in R4-093927)
	F
	8.7.0
	R4-094183
	LTE-RF

	36.104
	103
	 
	Rel-9
	Multi-path fading propagation conditions reference correction (Technically endorsed at RAN 4 52bis in R4-093927)
	A
	9.1.0
	R4-094184
	LTE-RF

	36.141
	118
	 
	Rel-8
	Multi-path fading propagation conditions reference correction
	F
	8.4.0
	R4-094327
	LTE-RF

	36.141
	119
	 
	Rel-9
	Multi-path fading propagation conditions reference correction
	A
	9.1.0
	R4-094328
	LTE-RF

	36.104
	106
	 
	Rel-9
	Correction to the transmitter intermodulation (Technically endorsed at RAN 4 52bis in R4-094084)
	F
	9.1.0
	R4-094204
	LTE-RF

	36.141
	122
	1
	Rel-9
	Correction to the transmitter intermodulation
	F
	9.1.0
	R4-094750
	LTE-RF


                 

3.7 CRs for LTE-RF BS (36.141) 
These CRs are available in package RP-091267
                 

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.141
	097
	 
	Rel-8
	Clarification of the test method for blocking (Technically endorsed at RAN 4 52bis in R4-093769)
	F
	8.4.0
	R4-094160
	LTE-RF

	36.141
	098
	 
	Rel-9
	Clarification of the test method for blocking (Technically endorsed at RAN 4 52bis in R4-093769)
	A
	9.1.0
	R4-094161
	LTE-RF

	36.141
	099
	 
	Rel-8
	Adding missing EARFCN for band 33 and 34 (Technically endorsed at RAN 4 52bis in R4-093770)
	F
	8.4.0
	R4-094162
	LTE-RF

	36.141
	100
	 
	Rel-9
	Adding missing EARFCN for band 33 and 34 (Technically endorsed at RAN 4 52bis in R4-093770)
	A
	9.1.0
	R4-094163
	LTE-RF

	36.141
	101
	 
	Rel-8
	Incorrect FRC A3-2 Coded block size (Technically endorsed at RAN 4 52bis in R4-093771)
	F
	8.4.0
	R4-094164
	LTE-RF

	36.141
	102
	 
	Rel-9
	Incorrect FRC A3-2 Coded block size (Technically endorsed at RAN 4 52bis in R4-093771)
	A
	9.1.0
	R4-094165
	LTE-RF

	36.141
	105
	 
	Rel-8
	HARQ feedback clarification addition (Annex B) (Technically endorsed at RAN 4 52bis in R4-093997)
	F
	8.4.0
	R4-094192
	LTE-RF

	36.141
	106
	 
	Rel-9
	HARQ feedback clarification addition (Annex B) (Technically endorsed at RAN 4 52bis in R4-093997)
	A
	9.1.0
	R4-094193
	LTE-RF

	36.141
	143
	1
	Rel-8
	Applicability of uncertainty for transmitter transient period
	F
	8.4.0
	R4-094798
	LTE-RF

	36.141
	144
	1
	Rel-9
	Applicability of uncertainty for transmitter transient period
	A
	9.1.0
	R4-094799
	LTE-RF


3.8 CRs for Protection of E-UTRA for UTRA BS (25.104, 25.141)
These CRs are available in package RP-091268
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.104
	349
	1
	Rel-8
	Protection of E-UTRA for UTRA BS 
	F
	8.8.0
	R4-094825
	LTE-RF

	25.104
	350
	1
	Rel-9
	Protection of E-UTRA for UTRA BS 
	A
	9.1.0
	R4-094826
	LTE-RF

	25.141
	528
	1
	Rel-8
	Protection of E-UTRA for UTRA BS 
	F
	8.8.0
	R4-094827
	LTE-RF

	25.141
	529
	1
	Rel-9
	Protection of E-UTRA for UTRA BS 
	A
	9.1.0
	R4-094828
	LTE-RF


              

3.9 CRs for UL time adjustment (36.104, 36.141)
These CRs are available in package RP-091269
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.104
	115
	 
	Rel-8
	UL Timing Adjustment test clarifications 
	F
	8.7.0
	R4-094325
	LTE-RF

	36.104
	116
	 
	Rel-9
	UL Timing Adjustment test clarifications 
	A
	9.1.0
	R4-094326
	LTE-RF

	36.141
	116
	1
	Rel-8
	UL Timing Adjustment test clarifications 
	F
	8.4.0
	R4-094711
	LTE-RF

	36.141
	117
	1
	Rel-9
	UL Timing Adjustment test clarifications 
	A
	9.1.0
	R4-094712
	LTE-RF


3.10 CRs for LTE BS PRACH False Alarm Probability (36.104, 36.141)
These CRs are available in package RP-091270
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.104
	108
	1
	Rel-8
	Clarification on PRACH False alarm probability
	F
	8.7.0
	R4-094943
	LTE-RF

	36.104
	109
	1
	Rel-9
	Clarification on PRACH False alarm probability
	A
	9.1.0
	R4-094944
	LTE-RF

	36.141
	110
	1
	Rel-8
	Clarification on PRACH False alarm probability
	F
	8.4.0
	R4-094945
	LTE-RF

	36.141
	111
	1
	Rel-9
	Clarification on PRACH False alarm probability
	A
	9.1.0
	R4-094946
	LTE-RF


3.11 CRs for LTE RRM corrections (25.133, 36.133)
These CRs are available in package RP-091271             

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.133
	1024
	 
	Rel-8
	E-UTRA Changes for 25.133
	F
	8.8.0
	R4-094623
	LTE-RF

	25.133
	1025
	 
	Rel-9
	E-UTRA Changes for 25.133
	F
	9.1.0
	R4-094624
	LTE-RF

	36.113
	004
	 
	Rel-8
	BS emission applicability correction (Technically endorsed at RAN 4 52bis in R4-093641)
	F
	8.1.0
	R4-094126
	LTE-RF

	36.113
	005
	 
	Rel-9
	BS emission applicability correction (Technically endorsed at RAN 4 52bis in R4-093641)
	A
	9.0.0
	R4-094127
	LTE-RF

	36.133
	347
	 
	Rel-8
	Corrections on RRM parameters for Bands 12, 14, 17
	F
	8.7.0
	R4-094227
	LTE-RF

	36.133
	348
	 
	Rel-9
	Corrections on RRM parameters for Bands 12, 14, 17
	A
	9.1.0
	R4-094228
	LTE-RF

	36.133
	350
	1
	Rel-8
	Corrections to PDSCH RMC-s
	F
	8.7.0
	R4-094790
	LTE-RF

	36.133
	351
	1
	Rel-9
	Corrections to PDSCH RMC-s
	A
	9.1.0
	R4-094791
	LTE-RF

	36.133
	352
	 
	Rel-8
	Corrections of TS36.133
	F
	8.7.0
	R4-094280
	LTE-RF

	36.133
	353
	 
	Rel-9
	Corrections of TS36.133
	A
	9.1.0
	R4-094281
	LTE-RF

	36.133
	390
	 
	Rel-8
	Correction to ONCG Patterns
	F
	8.7.0
	R4-094718
	LTE-RF

	36.133
	391
	 
	Rel-9
	Correction to ONCG Patterns
	A
	9.1.0
	R4-094719
	LTE-RF

	36.133
	381
	 
	Rel-8
	Editorial corrections to 36.133
	F
	8.7.0
	R4-094625
	LTE-RF

	36.133
	382
	 
	Rel-9
	Editorial corrections to 36.133
	A
	9.1.0
	R4-094626
	LTE-RF

	36.133
	386
	 
	Rel-8
	Editorial corrections to the time units for RRC Re-establishment test cases
	F
	8.7.0
	R4-094653
	LTE-RF

	36.133
	387
	 
	Rel-9
	Editorial corrections to the time units for RRC Re-establishment test cases
	A
	9.1.0
	R4-094654
	LTE-RF

	36.133
	379
	 
	Rel-8
	Correction to Power Headroom Requirements
	F
	8.7.0
	R4-094552
	LTE-RF

	36.133
	380
	 
	Rel-9
	Correction to Power Headroom Requirements
	A
	9.1.0
	R4-094553
	LTE-RF

	36.133
	366
	1
	Rel-8
	Correction in UE UTRA TDD P-CCPCH RSCP measurement capability for R8
	F
	8.7.0
	R4-094761
	LTE-RF

	36.133
	367
	1
	Rel-9
	Correction in UE UTRA TDD P-CCPCH RSCP measurement capability for R9
	A
	9.1.0
	R4-094773
	LTE-RF

	36.133
	337
	 
	Rel-8
	Correction of missing accuracy requirements for UTRAN FDD (Technically endorsed at RAN 4 52bis in R4-093689)
	F
	8.7.0
	R4-094144
	LTE-RF

	36.133
	338
	 
	Rel-9
	Correction of missing accuracy requirements for UTRAN FDD (Technically endorsed at RAN 4 52bis in R4-093689)
	A
	9.1.0
	R4-094145
	LTE-RF


                 

3.12 CRs for RRM Test cases (36.133)
These CRs are available in package RP-091272  

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.133
	330
	 
	Rel-8
	Modification of test case of E-UTRA TDD intra frequency cell reselection (Technically endorsed at RAN 4 52bis in R4-093520)
	F
	8.7.0
	R4-094099
	LTE-RF

	36.133
	332
	 
	Rel-9
	Modification of test case of E-UTRA TDD intra frequency cell reselection (Technically endorsed at RAN 4 52bis in R4-093552)
	A
	9.1.0
	R4-094107
	LTE-RF

	36.133
	331
	 
	Rel-8
	Modification of test case of E-UTRA TDD inter frequency cell reselection (Technically endorsed at RAN 4 52bis in R4-093521)
	F
	8.7.0
	R4-094100
	LTE-RF

	36.133
	333
	 
	Rel-9
	Modification of test case of E-UTRA TDD inter frequency cell reselection (Technically endorsed at RAN 4 52bis in R4-093553)
	A
	9.1.0
	R4-094108
	LTE-RF

	36.133
	335
	 
	Rel-8
	Addition of E-UTRA TDD to UTRA FDD reselection test cases (Technically endorsed at RAN 4 52bis in R4-093686)
	F
	8.7.0
	R4-094142
	LTE-RF

	36.133
	336
	 
	Rel-9
	Addition of E-UTRA TDD to UTRA FDD reselection test cases (Technically endorsed at RAN 4 52bis in R4-093686)
	A
	9.1.0
	R4-094143
	LTE-RF

	36.133
	343
	 
	Rel-8
	Correction for E-UTRAN FDD - UTRAN FDD Cell Search in DRX Test Cases (Technically endorsed at RAN 4 52bis in R4-093890)
	F
	8.7.0
	R4-094181
	LTE-RF

	36.133
	344
	 
	Rel-9
	Correction for E-UTRAN FDD - UTRAN FDD Cell Search in DRX Test Cases (Technically endorsed at RAN 4 52bis in R4-093890)
	A
	9.1.0
	R4-094182
	LTE-RF

	36.133
	345
	 
	Rel-8
	Revise geometry factors for Intra freq Reselection Test Cases
	F
	8.7.0
	R4-094217
	LTE-RF

	36.133
	346
	 
	Rel-9
	Revise geometry factors for Intra freq Reselection Test Cases
	A
	9.1.0
	R4-094218
	LTE-RF

	36.133
	388
	1
	Rel-8
	Introduction of cell search test case in DRX to verify L3 filtering
	F
	8.7.0
	R4-094741
	LTE-RF

	36.133
	389
	1
	Rel-9
	Introduction of cell search test case in DRX to verify L3 filtering
	A
	9.1.0
	R4-094742
	LTE-RF


3.13 CRs for RRM Test cases – Rel-9 (25.133, 36.133)

These CRs are available in package RP-091273              

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.133
	1018
	1
	Rel-9
	UTRAN FDD  E-UTRAN TDD RSRQ Measurement Accuracy Tests
	F
	9.1.0
	R4-094771
	LTE-RF

	25.133
	1026
	 
	Rel-9
	UTRAN  E-UTRAN FDD RSRP Measurement Accuracy Tests
	F
	9.1.0
	R4-094659
	LTE-RF

	25.133
	1027
	 
	Rel-9
	UTRAN FDD  E-UTRAN TDD RSRP Measurement Accuracy Tests
	F
	9.1.0
	R4-094675
	LTE-RF

	25.133
	1028
	 
	Rel-9
	UTRAN  E-UTRAN FDD RSRQ Measurement Accuracy Tests
	F
	9.1.0
	R4-094703
	LTE-RF

	36.133
	365
	 
	Rel-9
	Combined E-UTRAN interfrequency and GSM cell search test cases (Scenario set 3.2)
	F
	9.1.0
	R4-094355
	LTE-RF

	36.133
	374
	 
	Rel-9
	E-UTRAN  GSM RSSI Measurement Accuracy Tests
	F
	9.1.0
	R4-094547
	LTE-RF

	36.133
	375
	 
	Rel-9
	E-UTRAN  UTRAN FDD CPICH RSCP Measurement Accuracy Tests
	F
	9.1.0
	R4-094548
	LTE-RF

	36.133
	376
	 
	Rel-9
	E-UTRAN  UTRAN FDD CPICH Ec/No Measurement Accuracy Tests
	F
	9.1.0
	R4-094549
	LTE-RF


                 

3.14 CRs for RRM Test cases (25.123)
These CRs are available in package RP-091274
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.123
	430
	1
	Rel-8
	Update for E-UTRAN in TS25.123
	F
	8.4.0
	R4-094810
	LTE-RF

	25.123
	428
	1
	Rel-9
	E-UTRA TDD RSRP absolute accuracy measurement in UTRA TDD
	F
	8.4.0
	R4-094769
	LTE-RF

	25.123
	429
	1
	Rel-9
	E-UTRA TDD RSRQ absolute accuracy measurement in UTRA TDD
	F
	8.4.0
	R4-094770
	LTE-RF

	25.123
	433
	 
	Rel-9
	E-UTRA FDD RSRP Absolute Accuracy Test Case in UTRAN TDD Mode
	F
	8.4.0
	R4-094604
	LTE-RF

	25.123
	434
	 
	Rel-9
	E-UTRA FDD RSRQ Absolute Accuracy Test Case in UTRAN TDD Mode
	F
	8.4.0
	R4-094605
	LTE-RF


3.15 CRs for RRM Miscellaneous (36.133)
These CRs are available in package RP-091275
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.133
	328
	 
	Rel-8
	Defining requirements for UTRA TDD measurements for SON (Technically endorsed at RAN 4 52bis in R4-093511)
	F
	8.7.0
	R4-094097
	LTE-RF

	36.133
	329
	 
	Rel-9
	Defining requirements for UTRA TDD measurements for SON (Technically endorsed at RAN 4 52bis in R4-093512)
	A
	9.1.0
	R4-094098
	LTE-RF

	36.133
	339
	 
	Rel-8
	CR cdma2000 HRPD measurement period (Technically endorsed at RAN 4 52bis in R4-093720)
	F
	8.7.0
	R4-094154
	LTE-RF

	36.133
	340
	 
	Rel-9
	CR cdma2000 HRPD measurement period (Technically endorsed at RAN 4 52bis in R4-093720)
	A
	9.1.0
	R4-094155
	LTE-RF

	36.133
	341
	 
	Rel-8
	CR cdma2000 1x measurement period (Technically endorsed at RAN 4 52bis in R4-093721)
	F
	8.7.0
	R4-094156
	LTE-RF

	36.133
	342
	 
	Rel-9
	CR cdma2000 1x measurement period (Technically endorsed at RAN 4 52bis in R4-093721)
	A
	9.1.0
	R4-094157
	LTE-RF

	36.133
	356
	1
	Rel-9
	UTRA TDD P-CCPCH RSCP absolute accuracy measurement in E-UTRAN
	F
	9.1.0
	R4-094772
	LTE-RF

	36.133
	357
	 
	Rel-8
	E-UTRAN TDD - UTRAN TDD cell search for SON
	F
	8.7.0
	R4-094287
	LTE-RF

	36.133
	358
	1
	Rel-9
	E-UTRAN TDD - UTRAN TDD cell search for SON
	A
	9.1.0
	R4-095040
	LTE-RF

	36.133
	360
	 
	Rel-8
	Cell Search Requirements for Intra-LTE Handover to Unknown Target Cell
	F
	8.7.0
	R4-094347
	LTE-RF

	36.133
	361
	 
	Rel-9
	Cell Search Requirements for Intra-LTE Handover to Unknown Target Cell
	A
	9.1.0
	R4-094348
	LTE-RF

	36.133
	377
	 
	Rel-8
	Cell Timing Change Requirements for Event Triggered Reporting
	F
	8.7.0
	R4-094550
	LTE-RF

	36.133
	378
	 
	Rel-9
	Cell Timing Change Requirements for Event Triggered Reporting
	A
	9.1.0
	R4-094551
	LTE-RF


4
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8] (Agenda 8.4.4.2)
4.1 CRs for testing in case of Rx, Tx and Mimo (LTE-RF and TEI8) (25.104, 25.105, 25.141, 25.142, 36.104, 36.141)        
These CRs are available in package RP-091276
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.104
	121
	 
	Rel-8
	Testing in case of Rx diversity, Tx diversity and MIMO
	F
	8.7.0
	R4-094495
	LTE-RF

	36.104
	122
	 
	Rel-9
	Testing in case of Rx diversity, Tx diversity and MIMO
	A
	9.1.0
	R4-094496
	LTE-RF

	36.141
	123
	 
	Rel-8
	Testing in case of Rx diversity, Tx diversity and MIMO
	F
	8.4.0
	R4-094497
	LTE-RF

	36.141
	124
	 
	Rel-9
	Testing in case of Rx diversity, Tx diversity and MIMO
	A
	9.1.0
	R4-094498
	LTE-RF

	25.104
	340
	 
	Rel-8
	Testing in case of Rx diversity, Tx diversity and MIMO (Technically endorsed at RAN 4 52bis in R4-093982)
	F
	8.8.0
	R4-094187
	TEI8

	25.104
	341
	 
	Rel-9
	Testing in case of Rx diversity, Tx diversity and MIMO (Technically endorsed at RAN 4 52bis in R4-093982)
	A
	9.1.0
	R4-094188
	TEI8

	25.141
	518
	 
	Rel-8
	Testing in case of Rx diversity, Tx diversity and MIMO (Technically endorsed at RAN 4 52bis in R4-093983)
	F
	8.8.0
	R4-094189
	TEI8

	25.141
	519
	 
	Rel-9
	Testing in case of Rx diversity, Tx diversity and MIMO (Technically endorsed at RAN 4 52bis in R4-093983)
	A
	9.1.0
	R4-094190
	TEI8

	25.105
	250
	 
	Rel-8
	Testing in case of Rx diversity, Tx diversity and MIMO
	F
	8.5.0
	R4-094493
	TEI8

	25.142
	256
	 
	Rel-8
	Testing in case of Rx diversity, Tx diversity and MIMO
	F
	8.4.0
	R4-094494
	TEI8

	25.101
	677
	2
	Rel-8
	Clarification of CQI reporting requirement applicability (Technically endorsed at RAN 4 52bis in R4-093830)
	F
	8.8.0
	R4-094857
	TEI-8

	25.101
	690
	 
	Rel-9
	Clarification of CQI reporting requirement applicability
	A
	9.1.0
	R4-094812
	TEI-8


4.2
CRs for Bands XII, XIII and XIV [TEI8] (25.104, 25.106, 25.141, 25.143)

These CRs are available in package RP-091277
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.104
	344
	 
	Rel-8
	Corrections on blocking performance requirement for Medium range BS for Band XII to Band XIV
	F
	8.8.0
	R4-094234
	TEI8

	25.104
	345
	 
	Rel-9
	Corrections on blocking performance requirement for Medium range BS for Band XII to Band XIV
	A
	9.1.0
	R4-094235
	TEI8

	25.104
	346
	 
	Rel-8
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	F
	8.8.0
	R4-094254
	TEI8

	25.104
	347
	 
	Rel-9
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	A
	9.1.0
	R4-094255
	TEI8

	25.141
	522
	 
	Rel-8
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	F
	8.8.0
	R4-094256
	TEI8

	25.141
	523
	 
	Rel-9
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	A
	9.1.0
	R4-094257
	TEI8

	25.143
	078
	 
	Rel-8
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	F
	8.3.0
	R4-094402
	TEI8

	25.106
	063
	 
	Rel-8
	Corrections on additional spectrum emission limits for Bands XII, XIII, XIV
	F
	8.2.0
	R4-094401
	TEI8


                 
4.3
CRs for Dual Carrier-HSDPA  [TEI8] (25.104, 25.133, 25.141) 

These CRs are available in package RP-091278                 

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.133
	1023
	 
	Rel-8
	Clarification of measurement requirements of secondary carrier for DC-HSDPA
	F
	8.8.0
	R4-094593
	TEI8

	25.141
	526
	1
	Rel-8
	MIMO and DC-HSDPA related corrections to the Time alignment error requirement
	F
	8.8.0
	R4-094794
	TEI8

	25.141
	527
	1
	Rel-9
	Time alignment error definition correction for DC-HSDPA
	A
	9.1.0
	R4-094795
	TEI9

	25.104
	355
	 
	Rel-8
	Time alignment error definition correction for DC-HSDPA
	F
	8.8.0
	R4-094796
	TEI8

	25.104
	356
	 
	Rel-9
	Time alignment error definition correction for DC-HSDPA
	A
	9.1.0
	R4-094797
	TEI9


                 

4.4
CRs for 25.113 [TEI8] (25.113)
These CRs are available in package RP-091279 

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.113
	044
	 
	Rel-8
	BS emission applicability correction (Technically endorsed at RAN 4 52bis in R4-094024)
	F
	8.4.0
	R4-094199
	TEI8

	25.113
	045
	 
	Rel-9
	BS emission applicability correction (Technically endorsed at RAN 4 52bis in R4-094024)
	A
	9.0.0
	R4-094210
	TEI8


                 

                 
                 

4.5
CRs for 1.28Mcps TDD [RANimp-EnhState1.28TD] (25.113, 25.123)
These CRs are available in package RP-091280    

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.123
	432
	 
	Rel-8
	Correction for UE measurements in CELL_FACH State for 1.28Mcps TDD for R8
	F
	4.16.0
	R4-094394
	RANimp-EnhState1.28TD


                 

4.6
CRs Editorial corrections under TEI8 and MBSFN-DOB (25.133, 25.143, 25.102)       

          

These CRs are available in package RP-091281                

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.133
	1029
	 
	Rel-8
	Editorial corrections for TS25.133
	F
	8.8.0
	R4-094816
	TEI8

	25.133
	1030
	1
	Rel-9
	Editorial corrections for TS25.133
	A
	9.1.0
	R4-094819
	TEI8

	25.143
	079
	 
	Rel-8
	Editorial corrections to 25.143
	F
	8.3.0
	R4-094561
	TEI8

	25.102
	316
	 
	Rel-8
	Editorial corrections of 25.102.
	F
	8.5.0
	R4-094658
	MBSFN-DOB


4.7
CRs for Repeaters [TEI8] (36.106, 36.143)        

These CRs are available in package RP-091282                

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.106
	010
	 
	Rel-8
	Update of operating band unwanted emissions for LTE Repeater
	F
	8.3.0
	R4-094418
	TEI8

	36.143
	013
	1
	Rel-8
	Update of operating band unwanted emissions for LTE Repeater
	F
	8.2.0
	R4-094789
	TEI8

	36.143
	014
	 
	Rel-8
	Update of Repeater stimulus signals
	F
	8.2.0
	R4-094421
	TEI8


                 

4.8 CRs for HS-DSCH Serving Cell Change Enhancements (25.133)
These CRs are available in package RP-091283   
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.133
	1016
	1
	Rel-8
	Corrections to Enhanced Serving HS-DSCH cell change test case
	F
	8.8.0
	R4-094720
	RANimp-HSDSCH

	25.133
	1017
	1
	Rel-9
	Corrections to Enhanced Serving HS-DSCH cell change test case
	A
	9.1.0
	R4-094721
	RANimp-HSDSCH


5
CRs for UMTS/LTE 800 MHz for Europe (36.101, 36.104, 36.113, 36.124, 36.141) (Agenda 9.2.1.3 ) 

These CRs are available in package RP-091284   

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.101
	421
	1
	Rel-9
	Inclusion of Band 20 UE RF parameters
	B
	9.1.0
	R4-094867
	RInImp9-UMTSLTE800EU

	36.104
	135
	1
	Rel-9
	Inclusion of Band 20 BS RF parameters
	B
	9.1.0
	R4-094859
	RInImp9-UMTSLTE800EU

	36.113
	006
	 
	Rel-9
	Introduction of EU 800 MHz band in TS 36.113 (Technically endorsed at RAN 4 52bis in R4-093642)
	B
	9.0.0
	R4-094128
	RInImp9-UMTSLTE800EU

	36.124
	003
	 
	Rel-9
	Introduction of EU 800 MHz band in TS 36.124 (Technically endorsed at RAN 4 52bis in R4-093643)
	B
	9.0.0
	R4-094129
	RInImp9-UMTSLTE800EU

	36.141
	140
	2
	Rel-9
	Inclusion of Band 20 BS Test parameters
	B
	9.1.0
	R4-094879
	RInImp9-UMTSLTE800EU


6
CRs for Performance requirement for LCR TDD with UE speeds up to 350 kph (25.102, 25.105, 25.142)  (Agenda 9.2.1.4 )

These CRs are available in package RP-091285   

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.102
	313
	 
	Rel-9
	UE performance requirements in  high speed train condition for LCR TDD (Technically endorsed at RAN 4 52bis in R4-093542)
	B
	8.5.0
	R4-094106
	RInImp9-LCRTDD350

	25.105
	247
	 
	Rel-9
	BS performance requirements in high speed train condition for LCR TDD (Technically endorsed at RAN 4 52bis in R4-093541)
	B
	8.5.0
	R4-094105
	RInImp9-LCRTDD350

	25.142
	255
	 
	Rel-9
	BS test requirements in  high speed train condition for LCR TDD
	B
	8.4.0
	R4-094309
	RInImp9-LCRTDD350


7
CRs for Extended UMTS/LTE 1500 MHz (agenda 9.2.1.5)

7.1
CRs for Introduction of Extended LTE1500 requirements (25.101, 25.104, 25.113, 25.124, 25.133, 25.141)

  These CRs are available in package RP-091286
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.101
	676
	1
	Rel-9
	Introduction of Extended UMTS1500 requirements for TS25.101 (Technically endorsed at RAN 4 52bis in R4-093624)
	B
	9.1.0
	R4-094837
	UMTSLTE1500

	25.104
	339
	 
	Rel-9
	Introduction of Extended UMTS1500 requirements for TS25.104 (Technically endorsed at RAN 4 52bis in R4-093625)
	B
	9.1.0
	R4-094113
	UMTSLTE1500

	25.113
	043
	 
	Rel-9
	Introduction of Extended UMTS1500 requirements for TS25.113 (Technically endorsed at RAN 4 52bis in R4-093626)
	B
	9.0.0
	R4-094114
	UMTSLTE1500

	25.133
	1010
	 
	Rel-9
	Introduction of Extended UMTS1500 requirements for TS25.133 (Technically endorsed at RAN 4 52bis in R4-093627)
	B
	9.1.0
	R4-094115
	UMTSLTE1500

	25.141
	517
	 
	Rel-9
	Introduction of Extended UMTS1500 requirements for TS25.141 (Technically endorsed at RAN 4 52bis in R4-093628)
	B
	9.1.0
	R4-094116
	UMTSLTE1500

	34.124
	034
	 
	Rel-9
	Introduction of Extended UMTS1500 requirements for TS34.124 (Technically endorsed at RAN 4 52bis in R4-093629)
	B
	9.0.0
	R4-094117
	UMTSLTE1500

	36.101
	378
	 
	Rel-9
	Introduction of Extended LTE1500 requirements for TS36.101
	B
	9.1.0
	R4-094267
	UMTSLTE1500

	36.104
	093
	 
	Rel-9
	Introduction of Extended LTE1500 requirements for TS36.104 (Technically endorsed at RAN 4 52bis in R4-093633)
	B
	9.1.0
	R4-094118
	UMTSLTE1500

	36.113
	003
	 
	Rel-9
	Introduction of Extended LTE1500 requirements for TS36.113 (Technically endorsed at RAN 4 52bis in R4-093634)
	B
	9.0.0
	R4-094119
	UMTSLTE1500

	36.124
	002
	 
	Rel-9
	Introduction of Extended LTE1500 requirements for TS36.124 (Technically endorsed at RAN 4 52bis in R4-093635)
	B
	9.0.0
	R4-094120
	UMTSLTE1500

	36.133
	334
	 
	Rel-9
	Introduction of Extended LTE1500 requirements for TS36.133 (Technically endorsed at RAN 4 52bis in R4-093636)
	B
	9.1.0
	R4-094121
	UMTSLTE1500

	36.141
	095
	 
	Rel-9
	Introduction of Extended LTE1500 requirements for TS36.141 (Technically endorsed at RAN 4 52bis in R4-093637)
	B
	9.1.0
	R4-094122
	UMTSLTE1500


7.2
CRs for Bands XI and 11 as maintenance of Rel-8 (25.101, 25.104, 25.113, 25.124, 25.133, 25.141)   

            

These CRs are available in package RP-091287
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.101
	692
	 
	Rel-8
	Correction of Band XI requirements for TS25.101 Rel-8
	F
	8.8.0
	R4-094968
	UMTSLTE1500

	25.104
	357
	 
	Rel-8
	Correction of Band XI requirements for TS25.104 Rel-8
	F
	8.8.0
	R4-094969
	UMTSLTE1500

	25.113
	046
	 
	Rel-8
	Correction of Band XI requirements for TS25.113 Rel-8
	F
	8.4.0
	R4-094970
	UMTSLTE1500

	25.133
	1031
	 
	Rel-8
	Correction of Band XI requirements for TS25.133 Rel-8
	F
	8.8.0
	R4-094971
	UMTSLTE1500

	25.141
	533
	 
	Rel-8
	Correction of Band XI requirements for TS25.141 Rel-8
	F
	8.8.0
	R4-094972
	UMTSLTE1500

	34.124
	035
	 
	Rel-8
	Correction of Band XI requirements for TS34.124 Rel-8
	F
	8.3.0
	R4-094973
	UMTSLTE1500

	36.101
	440
	 
	Rel-8
	Correction of Band 11 requirements for TS36.101 Rel-8
	F
	8.7.0
	R4-094975
	UMTSLTE1500

	36.104
	142
	 
	Rel-8
	Correction of Band 11 requirements for TS36.104 Rel-8
	F
	8.7.0
	R4-094976
	UMTSLTE1500

	36.113
	007
	 
	Rel-8
	Correction of Band 11 requirements for TS36.113 Rel-8
	F
	8.1.0
	R4-094977
	UMTSLTE1500

	36.124
	004
	 
	Rel-8
	Correction of Band 11 requirements for TS36.124 Rel-8
	F
	8.0.0
	R4-094978
	UMTSLTE1500

	36.133
	392
	 
	Rel-8
	Correction of Band 11 requirements for TS36.133 Rel-8
	F
	8.7.0
	R4-094979
	UMTSLTE1500

	36.141
	145
	 
	Rel-8
	Correction of Band 11 requirements for TS36.141 Rel-8
	F
	8.4.0
	R4-094980
	UMTSLTE1500


8
CRS for Dual-Cell HSUPA (25.101, 25.104, 25.133, 25.141) (agenda 9.2.2.1) 
These CRs are available in package RP-091288        

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.101
	682
	1
	Rel-9
	RF transmitter requirements for DC-HSUPA (Technically endorsed at RAN 4 52bis in R4-094072)
	B
	9.1.0
	R4-094907
	RANimp-DC_HSUPA

	25.104
	343
	 
	Rel-9
	Introduction of the BS requirements for DC-HSUPA (Technically Endorsed in R4-52, R4-093332)
	B
	9.1.0
	R4-094213
	RANimp-DC_HSUPA

	25.133
	1014
	 
	Rel-9
	RRM requirements for DC-HSUPA (Technically endorsed at RAN 4 52bis in R4-094073)
	B
	9.1.0
	R4-094203
	RANimp-DC_HSUPA

	25.133
	1021
	 
	Rel-9
	UE capabilities for support of event triggering and reporting criteria for DC-HSUPA
	B
	9.1.0
	R4-094588
	RANimp-DC_HSUPA

	25.133
	1022
	1
	Rel-9
	UL interruption time requirements for DC-HSUPA
	B
	9.1.0
	R4-094756
	RANimp-DC_HSUPA

	25.141
	520
	 
	Rel-9
	Introduction of the BS requirements for DC-HSUPA (Technically Endorsed in R4-52, R4-093331)
	B
	9.1.0
	R4-094212
	RANimp-DC_HSUPA


9
CRs for the Support for different bands for Dual-Cell HSDPA (25.101, 25.104, 25.133, 25.141)  (Agenda 9.2.2.2 )
These CRs are available in package RP-091289        

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.101
	683
	 
	Rel-9
	25.101 CR introduction of Dual Band DC-HSDPA (Technically Endorsed in R4-52, R4-093464)
	B
	9.1.0
	R4-094215
	RANimp-MultiBand_DC_HSDPA

	25.104
	342
	 
	Rel-9
	Introduction of BS requirements for DB-DC-HSDPA (Technically Endorsed in R4-52, R4-092697)
	B
	9.1.0
	R4-094211
	RANimp-MultiBand_DC_HSDPA

	25.133
	1020
	 
	Rel-9
	Measurement requirements of secondary carrier for DB-DC-HSDPA
	B
	9.1.0
	R4-094587
	RANimp-MultiBand_DC_HSDPA

	25.141
	521
	 
	Rel-9
	Introduction of BS requirements for DB-DC-HSDPA (Technically Endorsed in R4-52, R4-093416)
	B
	9.1.0
	R4-094214
	RANimp-MultiBand_DC_HSDPA


10
CRs for the Combination of DC-HSDPA with MIMO (25.101, 25.104, 25.133) (Agenda 9.2.2.3 )     
These CRs are available in package RP-091290        

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.101
	679
	1
	Rel-9
	Combination of DC-HSDPA and MIMO, CQI requirements (Technically endorsed at RAN 4 52bis in R4-093831)
	B
	9.1.0
	R4-094813
	RANimp-DC_MIMO

	25.101
	680
	2
	Rel-9
	Combination of DC-HSDPA and MIMO, FRC requirements (Technically endorsed at RAN 4 52bis in R4-093832)
	B
	9.1.0
	R4-094866
	RANimp-DC_MIMO

	25.101
	681
	1
	Rel-9
	Combination of DC-HSDPA and MIMO, RF requirements (Technically endorsed at RAN 4 52bis in R4-093833)
	B
	9.1.0
	R4-094886
	RANimp-DC_MIMO

	25.104
	351
	1
	Rel-9
	Definition and minimum requirement for time alignment error for DC-HSDPA-MIMO
	B
	9.1.0
	R4-094815
	RANimp-DC_MIMO

	25.133
	1013
	 
	Rel-9
	Clarification of NRPM computation when DC-HSDPA and MIMO is configured (Technically endorsed at RAN 4 52bis in R4-094060)
	B
	9.1.0
	R4-094200
	RANimp-DC_MIMO


11
CRs for TxAA extension for non-MIMO UEs (25.101) (Agenda 9.2.2.4)
These CRs are available in package RP-091291        

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.101
	689
	2
	Rel-9
	Introduction of requirements for TxAA falback mode
	B
	9.1.0
	R4-095039
	RANimp-TxAA_nonMIMO


12
CRs for MBMS support in LTE (36.101) (Agenda 9.2.4.1)

These CRs are available in package RP-091292   

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.101
	364
	 
	Rel-9
	LTE MBSFN Channel Model (Technically endorsed at RAN 4 52bis in R4-094020)
	B
	9.1.0
	R4-094198
	MBMS_LTE

	36.101
	439
	 
	Rel-9
	Performance requirements for LTE MBMS
	B
	9.1.0
	R4-094919
	MBMS_LTE


13
CRs for LTE Pico NodeB RF (36.104) (Agenda 9.2.5.1)

These CRs are available in package RP-091293        

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.104
	114
	2
	Rel-9
	Demodulation requirements of Pico NodeB
	B
	9.1.0
	R4-094910
	LTEimp-Pico_eNB-RF

	36.104
	141
	 
	Rel-9
	Introduction of LTE Pico NodeB class
	B
	9.1.0
	R4-094955
	LTEimp-Pico_eNB-RF


14
CRs for LTE FDD/TDD Home eNodeB RF Requirements  (Agenda 9.2.6.1 and 9.2.6.2)
14.1
CRs for LTE FDD and TDD Home eNodeB RF Requirements (36.141, 36.104) batch 1

These CRs are available in package RP-091294        

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.104
	128
	1
	Rel-9
	Home eNode B dynamic range requirement
	B
	9.1.0
	R4-094931
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	133
	1
	Rel-9
	Home eNode B dynamic range requirement
	B
	9.1.0
	R4-094932
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	129
	1
	Rel-9
	Home eNode B frequency error requirement
	B
	9.1.0
	R4-094933
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	134
	1
	Rel-9
	Home eNode B frequency error requirement
	B
	9.1.0
	R4-094934
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	130
	2
	Rel-9
	Home eNode B performance requirement
	B
	9.1.0
	R4-094935
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	135
	2
	Rel-9
	Home eNode B performance requirement
	B
	9.1.0
	R4-094936
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	131
	1
	Rel-9
	Home eNode B operating band unwanted emissions requirement
	B
	9.1.0
	R4-094937
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	136
	1
	Rel-9
	Home eNode B operating band unwanted emissions requirement
	B
	9.1.0
	R4-094938
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	132
	1
	Rel-9
	Home eNode B reference sensitivity level requirement
	B
	9.1.0
	R4-094939
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	137
	1
	Rel-9
	Home eNode B reference sensitivity level requirement
	B
	9.1.0
	R4-094940
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	133
	2
	Rel-9
	Home eNode B spurious emission requirement
	B
	9.1.0
	R4-094941
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	138
	2
	Rel-9
	Home eNode B spurious emission requirement
	B
	9.1.0
	R4-094942
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	140
	 
	Rel-9
	CR-Protection of Adjacent Channels Owned by Other Operators
	B
	9.1.0
	R4-094880
	HeNB-RF_FDD


                 
14.2
CRs for LTE FDD and TDD Home eNodeB RF Requirements (36.141, 36.104) batch 1

These CRs are available in package RP-091295        

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	36.104
	110
	1
	Rel-9
	E-UTRA BS classification
	B
	9.1.0
	R4-094911
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	112
	1
	Rel-9
	E-UTRA BS classification
	B
	9.1.0
	R4-094912
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	111
	1
	Rel-9
	Home eNode B maximum output power
	B
	9.1.0
	R4-094913
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	113
	1
	Rel-9
	Home eNode B maximum output power
	B
	9.1.0
	R4-094914
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	112
	1
	Rel-9
	Home eNode B in-channel selectivity requirement
	B
	9.1.0
	R4-094915
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	114
	1
	Rel-9
	Home eNode B in-channel selectivity requirement
	B
	9.1.0
	R4-094916
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	113
	1
	Rel-9
	Home eNode B receiver intermodulation requirement
	B
	9.1.0
	R4-094917
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	115
	1
	Rel-9
	Home eNode B receiver intermodulation requirement
	B
	9.1.0
	R4-094918
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	125
	1
	Rel-9
	Home eNode B ACLR requirement
	B
	9.1.0
	R4-094925
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	130
	1
	Rel-9
	Home eNode B ACLR requirement
	B
	9.1.0
	R4-094926
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	126
	1
	Rel-9
	Home eNode B ACS and narrow band blocking requirement
	B
	9.1.0
	R4-094927
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	131
	1
	Rel-9
	Home eNode B ACS and narrow band blocking requirement
	B
	9.1.0
	R4-094928
	HeNB-RF_TDD, HeNB-RF_FDD

	36.104
	127
	1
	Rel-9
	Home eNode B Blocking requirement
	B
	9.1.0
	R4-094929
	HeNB-RF_TDD, HeNB-RF_FDD

	36.141
	132
	1
	Rel-9
	Home eNode B Blocking requirement
	B
	9.1.0
	R4-094930
	HeNB-RF_TDD, HeNB-RF_FDD


15
CRs for Small Technical Enhancements and Improvements [TEI9] (25.101, 25.104, 25.141) (Agenda 9.2.9)

These CRs are available in package RP-091296
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	25.104
	348
	1
	Rel-9
	Correction to the transmitter intermodulation
	F
	9.1.0
	R4-094758
	TEI9

	25.141
	524
	1
	Rel-9
	Correction to the transmitter intermodulation
	F
	9.1.0
	R4-094759
	TEI9
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