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Overview

This document lists all the changes needed to correct problems in the TTCN implementation of the Test case 8.3.11.1a, which is part of the HS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes Anritsu has successfully verified the SNOW 3G test case 8.3.11.1a with Anritsu PTS using HS_ENH_r7_wk27.mp
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 Verification Test Summary

Test Case:
        tc_8_3_11_1a 

Test Group:
       InterRAT\ CellChangeOrder

ATS Version:
       HSPA7_ENH_wk27+ Corrections required for test case 8.3.11.1a
System Simulator used:
Anritsu Protocol Test System MX785201A
UE used:                            Qualcomm 8200
Verification Status:
        PASS    
Change 1

TestStep
lt_InitVariables

Reason for change
The testcase initialises the Rel7 parameters which are not required for these testcase 

Summary of change
Replaced the teststep ts_InitVariablesRel7(cell_E_HS_StandAloneSRB) with ts_RRC_InitVariablesPS as shown below

lt_InitVariables

29
 
+ts_InitVariablesRel7(cell_E_HS_StandAloneSRB)
 
 
 

30
 
+ts_RRC_InitVariablesPS(cell_DCH)
 
 
+ts_InitVariablesRel7(cell_E_HS_StandAloneSRB)
Anritsu TTCN CR 8.3.11.1a

31
 
 +ts_GSM_InitVariablesAllBands_r7
 
 
Initialises the Variables depending on the GSM Band under usage.

32
 
  +ts_GSM_InitVariablesSpecific40
 
 
 

33
 
   +ts_GPRS_InitVariablesDef
 
 
 

34
 
    (
tcv_IdleSIB11_CellA := c_SIB11_3_Intra3_Inter2_InterRAT_Def ( tcv_CellInfoA, tcv_CellInfoB, tcv_CellInfoC, tcv_CellInfoD, tcv_CellInfoE, tcv_CellInfoF, tcv_G_CellInfoA, tcv_G_CellInfoB ),
tcv_IdleSIB12_CellA := c_SIB12_3_Intra3_Inter2_InterRAT_Def ( tcv_CellInfoA, tcv_CellInfoB, tcv_CellInfoC, tcv_CellInfoD, tcv_CellInfoE, tcv_CellInfoF, tcv_G_CellInfoA, tcv_G_CellInfoB )
)
 
 
 

35
 
     (tcv_CellInfoA.lac := '0080'O, tcv_CellInfoA.rac := '00'O)
 
 
 

36
 
      (tcv_GPRS_CipherAlg := '011'B)
 
 
Hardcode GERAN to GEA3 (UTRAN set elsewhere)

37
 
       (tcv_UTRAN_GERAN := "UTRAN and GERAN")




Change 2

TestStep
Test Case Index

Reason for change
The Testcase Selection Expression for 8.3.11.1a is using FDD and UL_DTX. The UL_DTX pics is not required for this testcase as it is used for CPC testcases only. Instead the selection expression should check for GPRS and UMTS_GSM.

Summary of change
Introduced the new selection expression RRC_FDD_InterRATGPRS as shown below.



InterRAT/CellChangeOrder/
tc_8_3_11_1a
RRC_FDD_ULDTXRRC_FDD_InterRATGPRS
Inter-RAT cell change order from UTRAN to GPRS/CELL_DCH/Success with UEA2/UIA2, GEA2 cipheringAnritsu TTCN CR 8.3.11.1a

Test Case Selection Expression Definitions

 

Group:
 


 

Selection Ref
Select Expression
Comments
RRC_FDD_InterRATGPRS
pc_FDD AND pc_UMTS_GSM AND pc_GPRS AND pc_RAB_A_18c_26
C360 @sic R5s050241 sic@
Anritsu 


Branches executed in test 8.3.11.1a

The test case implementation executed the PS branch with Snow Integrity and Ciphering enabled.

Execution Log Files

Qualcomm 8200 Platform

The Qualcomm 8200 UE passed this test case in PS domain. Log of the successful test case execution is enclosed in R5s090127.zip.

References

[1]
R5s090127
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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