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Reason for change:
(

Most of the RAB test cases should be run in both Interactive and Background mode. But if both pc_Background and pc_Interactive are wrongly set to FALSE; the test case is bypassed and the TTCN test case still gives a final verdict as PASS.

The same apply in RAB test cases having Interactive, Background and Streaming branches.

The reason TTCN gives PASS verdict is because there is a Preliminary PASS Verdict within "ts_CheckOperationBandUnderTest". So even though pc_Background and pc_Interactive (and pc_Streaming) are FALSE, final verdict is TRUE.

Causing the test cases to give Incorrect PASS verdict.
14_6_6a can be taken as an example.






Summary of change:
(

The proposed changes are affecting 2 steps:

1) Add a branch in ts_RAB_Check_ExecutePS_Class_IntOrBack to set an inconclusive final verdict if the 2 PICS are set to FALSE.

2) Add a branch in ts_RAB_Check_ExecutePS_Class_IntOrBackOrStr to set an inconclusive final verdict if all 3 PICS are set to FALSE.




Consequences if 
(

not approved:
Test case will give incorrect PASS verdict.
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Change 1

Step
ts_RAB_Check_ExecutePS_Class_IntOrBack

Reason for change
If both pc_Background and pc_Interactive are wrongly set to FALSE; the TTCN test case still gives a final verdict as PASS, even if no branch is executed. An inconclusive verdict should be assigned instead.

Summary of change
Add a branch in ts_RAB_Check_ExecutePS_Class_IntOrBack to set an inconclusive final verdict if the 2 PICS are set to FALSE.

Source of change


Test Step Id:
ts_RAB_Check_ExecutePS_Class_IntOrBack
Test Step Group Ref:
RRCM_Steps/
Objective:
To check validity of px_ExecutePS_Class
Defaults:
 
Comments:
@sic R5s080158 sic@


 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
 [ px_ExecutePS_Class < 0 ]
 
I
 
2
 
 [ px_ExecutePS_Class > 2 ]
 
I
 
3
 
[ NOT ( pc_Interactive ) AND NOT (pc_Background) ]
 
I
Neither Interactive nor backgroung nor streaming is set to TRUE: the test case can not run
#ANRITSU
4
 
 [ TRUE ]
 
 
 


Change 2

Step
ts_RAB_Check_ExecutePS_Class_IntOrBackOrStr

Reason for change
If both pc_Background and pc_Interactive and pc_Streaming are wrongly set to FALSE; the TTCN test case still gives a final verdict as PASS, even if no branch is executed. An inconclusive verdict should be assigned instead.

Summary of change
Add a branch in ts_RAB_Check_ExecutePS_Class_IntOrBackOrStr to set an inconclusive final verdict if all 3 PICS are set to FALSE.

Source of change


Test Step

 

Test Step Id:
ts_RAB_Check_ExecutePS_Class_IntOrBackOrStr
Test Step Group Ref:
RRCM_Steps/
Objective:
To check validity of px_ExecutePS_Class
Defaults:
 
Comments:
@sic R5s080158 sic@


 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
 [ px_ExecutePS_Class < 0 ]
 
I
 
2
 
 [ px_ExecutePS_Class > 3 ]
 
I
 
3
 
[ NOT ( pc_Interactive ) AND NOT (pc_Background) AND NOT(pc_Streaming) ]
 
I
Neither Interactive nor backgroung nor streaming is set to TRUE: the test case can not run
#ANRITSU
4
 
 [ TRUE ]
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