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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is the technical report for the work item on LTE TDD HeNB RF requirements, which was approved at TSG RAN#43. The objective of the WI is to first identify the relevant scenarios and then write an RF requirements specification that is applicable to LTE TDD HeNB.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
General
This work item has the following objectives:

1. Specify the RF requirements for the E-UTRA TDD Home eNodeB in TS36.104 and the corresponding updates on the test specification in TS36.141. Some requirements could refer to the outcome of existing/ongoing related studies.

2. Investigate and find out effective interference control schemes to ensure good performance of both macro layer and HeNB. Although some of the studies could refer to UTRA HNB related work experience, e.g. deployment/interference scenarios, amount of studies are needed to find out the effective interference control schemes due to different physical techniques and system characters between E-UTRA and UTRA. The work should include but not be limited to the followings,

· The operator has the means to obtain interference control related measurements reports from HeNB and/or HUE, e.g. the strength of signals and the identity from the macro cell layer and from other HeNBs. 

· The operator has the means to set the maximum output power and/or frequency of HeNB. This is expected to introduce changes to TS36.104.
· The operator has the means to coordinate the HeNB and eNB timing and TDD configuration. This is expected to introduce changes to TS36.104.
· The operator has guidance on how to control HeNB power and expected performance levels in the relevant scenarios.  
The scope of this work item is limited to the LTE TDD mode.

5
Radio scenarios 

5.1
Deployment configurations

In TR 25.967 [7], a number of different deployment configurations have been considered for FDD Home NodeB, including:

· Open access or CSG (Closed Subscriber Group)

· Dedicated channel or co-channel

· Fixed or adaptive (DL) maximum transmit power

For FDD or TDD Home eNodeB, the following deployment configuration should be considered in addition to the ones listed above:

· Fixed or adaptive resource partitioning

Specifically, the resource partitioning could be performed in frequency, time or spatial dimensions for interference coordination.

Frequency partitioning

Most existing LTE ICIC mechanisms belong to this category, e.g., FFR and SFR. Frequency partitioning can be combined with power control to achieve better performance. Different from the partial co-channel configuration for HNB [7], frequency partitioning can be performed at the granularities of RBs within a carrier, as shown in Figure 5.1-1, which enables more flexible coordination not only between Macro and Home eNodeB, but also between the Home eNodeBs. For the frequency partitioning method, the Adjacent Channel Power Leakage (ACPL) problem should be taken into account in performance evaluation, similar to the dedicated channel configuration. If adaptive frequency partitioning is used, possible information exchanges between Home eNodeBs may need to be supported.

[image: image3.emf]Frequency

Power

Frequency

Power

Frequency

Power

Macro 

eNodeB

Home 

eNodeB 1

Home 

eNodeB 2

(a) (b) (c)

(a) (b) (c)

(a) (b) (c)


Figure 5.1-1 Frequency Partitioning
Time partitioning

The resources used in Macro and Home eNodeBs can also be partitioned and coordinated in the time dimension. Different time zone or UL-DL configurations between HeNBs and macro eNBs or among HeNBs under specific conditions may provide some flexibility for interference coordination. However, it may also bring new interference risks. Further interference mitigation method based on the time partitioning is FFS.

Spatial partitioning

Due to uplink-downlink channel reciprocity, TDD HeNBs can use beam coordination to improve interference conditions. For example, the HeNB can avoid beam collision with the Macro or other Home eNBs in a proactive or reactive way. These mechanisms may require a certain amount of information exchange between the HeNBs.

5.2
Interference scenarios

Table 5.2-1 and Figure 5.2-1 show the possible HeNB related interference scenarios. The listed interference scenarios are the same for both TDD and FDD. The main difference may exist in how to model the interference, especially for some control channels that are always present, e.g., BCH, SCH. For both TDD and FDD, we propose to evaluate the control interference based on the assumption that different base stations are synchronized to ensure the system performance even under the worst circumstance.

Table 5.2-1 Interference scenarios

	Number
	Aggressor
	Victim
	Priority

	1
	UE attached to Home eNode B
	Macro eNode B Uplink
	Yes

	2
	Home eNode B
	Macro eNode B Downlink
	Yes

	3
	UE attached to Macro eNode B
	Home eNode B Uplink
	Yes

	4
	Macro eNode B
	Home eNode B Downlink
	

	5
	UE attached to Home eNode B
	Home eNode B Uplink
	Yes

	6
	Home eNode B
	Home eNode B Downlink
	Yes

	7
	UE attached to Home eNode B and/or Home eNode B
	Other System
	

	8
	Other System
	UE attached to Home eNode B and/or Home eNode B
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Figure 5.2-1 Interference Scenarios

6
RF Aspects

6.1
Base station classes
<Text will be added.>

6.2
Transmitter characteristics

6.2.1
Control of HeNB output power

<Text will be added.>

6.2.2
Maximum HeNB output power

6.2.2.1 Analysis

From HeNB coverage and capacity point of view, it will be beneficial to define relatively larger output power. However, as already been demonstrated by numerous contributions, the maximum output power should be limited in order to control the HeNB->MeNB downlink interference. So, the maximum HeNB output power should be a trade-off between the HeNB performance and the interference towards close-by MeNB users, which do not have access to the HeNB. In [41-43], the simulation results show that in some cases the HeNB power can be set up to 20dBm. While in some other cases, e.g. in the case of shared carrier deployment, the HeNB power should be limited to a relatively low level. 

Furthermore, the definition of the total HeNB output power should also consider supporting existing E-UTRAN UEs. The interfering power level for HeNB ACS requirement is defined -28dBm at 1% blocking probability, which means the MCL between HeNB and UE is 45dB based on the 23dBm UE maximum power. For UE, the current maximum tolerable interfering level for ACS is -25dBm. Assuming the total HeNB output power (i.e. the sum over all transmit antennas) equal to PHeNB, the following formula should be true,

                                                                     PHeNB+25<MCL=45dB.

Seen from the above, HeNB total transmission power of ~20dBm is also applicable from link balance point of view.

So, it is proposed to set the HeNB total maximum output power requirement as 20dBm and the maximum power per antenna depending on different antenna configurations.
6.2.2.2 Minimum requirement

Maximum output power, Pmax, of the base station is the mean power level per carrier measured at the antenna connector in specified reference condition. The rated output power, PRAT, of the BS shall be as following,

< 20dBm -10*log10 (N)
Where, N is the number of transmitter antenna. N = 1, 2 and 4.

In normal conditions, the base station maximum output power shall remain within +2 dB and -2 dB of the rated output power declared by the manufacturer.
In extreme conditions, the base station maximum output power shall remain within +2.5 dB and -2.5 dB of the rated output power declared by the manufacturer.
6.2.3
Frequency error

Frequency error is the difference between the actual BS transmit frequency and the assigned frequency. The same source shall be used for RF frequency and data clock generation. Frequencies accuracy is an important RF requirement for HeNB. A reasonable tradeoff between the cost and system performance should be made to derive the frequency error for HeNB. Frequency accuracy will affect the system performance in many areas, such as handover performance, cell throughput and timing etc [24].

6.2.3.1
Handover performance
Frequency accuracy requirement will affect the measurement precision, which may degrade the handover performance. For HeNB, there are three kinds of handover scenarios, (1) handover from eNB to HeNB, (2) handover from HeNB to eNB, (3) handover between HeNBs. Since eNB usually has a better frequency accuracy performance than HeNB, the handover between HeNBs is the worst scenario. Although the handover scenarios of HeNB have not been defined clearly in 3GPP, the frequency error should support all possible scenarios.
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Figure 6.2.3.1-1 Handover between HeNB

For macro cells, eNB can support the handover at the speed of 350km/h. For home environment, the maximum speed of UE is only 30km/h. Since the frequency error of ±0.05ppm and speed of 350km/h can be supported by EUTRA, the frequency error of HeNB should be relaxed because of the limited maximum speed. The computation is same to the analysis in [13]. Assuming the operating frequency is 2.6GHz, the frequency accuracy of HeNB should be within ±0.34ppm.

6.2.3.2
Cell capacity
One of the main motivations to introduce HeNB is providing high data rate services for indoor environment. Therefore, the high order modulation and coding scheme such as 64QAM 5/6 must be supported by HeNB. However, 
BS frequency error can results in UE demodulation frequency error, thus resulting in performance degradation for received signal as shown in the following formula.
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 are received signal, transmit signal, number of sub-carriers, frequency error and sampling time interval respectively. The first part in the right side is the expected signal on the observed subcarrier and the second part is the interferences from other sub-carriers other than the observed one. It is seen that frequency error results in amplitude fading and phase rotation for the expected signal on the observed sub-carriers and ICI between sub-carriers. Both these two factors will cause performance degradation for UE demodulation. Figure 6.2.3.2-1 shows the SNR degradation because of the frequency error in OFDM [11]. For example, if the signal to noise ratio (SNR) is 20dB, the performance degradation can be ignored when the frequency error is less than 100Hz. If the frequency error is 400Hz, the performance degradation will be larger than 1dB, which implies the signal to inter-subcarrier interference and noise ratio (SINR) is less than 19dB.
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Figure 6.2.3.2-1 SNR degradation VS frequency error

In fact, the performance degradation is related to the Doppler shift and the relative error between HeNB and UE. Usually, UE has frequency offset estimation and compensation algorithm to follow frequency change due to mobility and BS transmit frequency error. Therefore, the link performance depends on the performance of the estimation and compensation algorithms. According to the OFDM performance analysis, as long as the residual frequency error after compensation is less than one percent of the subcarrier interval, the link performance degradation can be ignored [12]. 
In order to evaluate the impact of 0.25ppm BS frequency error on 64QAM, we compare UE performance for the cases listed in table 1 using a commonly used UE algorithm. Since home eNode B is targeted at use in low delay spread environment, only relatively low speed environment related EVA and EPA channel type is considered.

Table 6.2.3.2-1 Scenarios for evaluation of HeNB frequency error requirement
	Scenario #
	Propagation condition
	Doppler shift NOTE
	Frequency error

	Scenario 1
	EVA
	70Hz*
	0.05ppm

	Scenario 2
	EVA
	70Hz*
	0.25ppm

	Scenario 3
	EPA
	5Hz**
	0.05ppm

	Scenario 4
	EPA
	5Hz**
	0.25ppm

	Note *:  corresponding to typical UE speed of ~38km/h in EVA condition.

Note**:   corresponding to typical UE speed of ~3km/h in EPA condition.


Usually the short term frequency stability will affect the demodulation performance more. The short term frequency changing in time domain is in the order of few seconds and 10s may be an acceptable value to capture the frequency change period. So we use a sine wave to model the frequency change due to frequency stability in the simulations.
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Where T =10s is the periodicity of the sine wave used to modulate the short term frequency stability characteristic in time domain. 
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 is the frequency error (0.05ppm or 0.25ppm).

Figure 6.2.3.2-2 gives simulation results for scenario 1 and scenario 2 under EVA propagation channel. Figure 6.2.3.2-3 gives simulation results for scenario 3 and scenario 4. 
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Figure 6.2.3.2-2 Impact of frequency error on UE 64QAM demodulation performance, EVA70Hz
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Figure 6.2.3.2-3 Impact of frequency error on UE 64QAM demodulation performance, EPA5Hz

It can be seen from the results, increasing frequency error requirement from current 0.05ppm to 0.25ppm results in almost no performance degradation for HeNB 64QAM. 
6.2.3.3
Timing

As the carrier frequency source is also used to generate the data clock [5], the frequency error is also relative to the synchronization period when the network listening scheme is applied [14]. As the HeNB cannot capture the GPS timing signal in most deployment scenarios, network listening scheme is a feasible synchronization solution for HeNB. HeNB may periodically utilize a synchronization signal such as the primary synchronization sequence (PSS), secondary synchronization sequence (SSS) and common reference signal (CRS) from eNB to drive its timing. According to the analysis in [14], the maximum synchronization period can be computed and listed in Table 6.2.3.3-1. Note that the frequency error is the relative frequency error between eNB and HeNB, or HeNB and HeNB. For example, if the frequency error of HeNB is 0.25ppm, the relative frequency error between eNB and HeNB is range from 0.2ppm to 0.3ppm, and the relative frequency error between HeNBs is range from 0 to 0.5ppm.

Table 6.2.3.3-1 Synchronization maintenance periods with different frequency error values

	Frequency error
	Maximum synchronization period

	0.2ppm
	7.5s

	0.3ppm
	5s

	0.4ppm
	3.75s

	0.5ppm
	3s
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Figure 6.2.3.3-1 Network listening synchronization scheme
According to the above analysis, if the frequency error of HeNB is stricter than 0.3ppm, the synchronization maintenance period and related overhead seem to be acceptable.

6.2.3.4
Minimum requirement

The modulated carrier frequency of the HeNB shall be accurate to within ±0.25 ppm observed over a period of one subframe (1ms).
6.2.4
Adjacent Channel Leakage power Ratio (ACLR)
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. For a multi-carrier BS, the requirement applies for the adjacent channel frequencies below the lowest carrier frequency transmitted by the BS and above the highest carrier frequency transmitted by the BS for each supported multi-carrier transmission configuration. The requirement applies during the transmitter ON period.
Reasonable ACLR requirements should be made to ensure the performance of macrocell operating in adjacent channel. The relative and absolute ACLR requirements had been studied in reference [15-19], the main focus is ensuring the downlink performance of the macrocell and both base station adjacent leakage power and UE blocking characteristics were considered.

6.2.4.1
Minimum requirement

The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below. Either the ACLR limits in the tables below or the absolute limit of -50dBm/MHz apply, whichever is less stringent.

Table 6.2.4.1-1: Home eNodeB ACLR in unpaired spectrum with synchronized operation

	E-UTRA transmitted signal channel bandwidth BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the first or above the last carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	5, 10, 15, 20
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	45 dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA transmitted signal on the assigned channel frequency.


6.2.5
Operating band unwanted emissions

The operating band unwanted emission limits are defined from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. 

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification. 

The unwanted emission limits in the part of the downlink operating band that falls in the spurious domain are consistent with ITU-R Recommendation SM.329 [40]. 

In E-UTRA, the SEM is specified in three regions [5].

· Region 1 (First adjacent channel): for 1.4, 3 and 5MHz, the offset between the channel edge frequency and the centre of the measuring filter -3dB point is defined as the first adjacent channel and for 10, 15 and 20 MHz, region 1 is defined as 0 to 5MHz. In this region, the emission limit usually has a slope and be relaxed compared to ACLR1 limit in the first adjacent channel. 

· Region 2 (Second adjacent channel):  for 1.4, 3 and 5MHz, region 2 is defined as second adjacent channel and for 10, 15 and 20MHz, region 2 is defined as 5 to 10MHz. In this region, the emission limit has tapered off and is usually defined with a fixed value which cloud be set to the same order of ACLR2 requirement.

· Region 3 (Spurious emission): in this region, the SEM is usually defined by the spurious emission limit.

The relative ACLR1 and ACLR2 requirements are proposed to 45dBc in reference [19]. Assuming 20dBm maximum output power and 5MHz bandwidth for HeNB, the second adjacent channel leakage power at point B of figure 2-1 is about -42dBm/100kHz (20dBm – 45dBc = -25dBm/4.5MHz). We propose to make a 6dB maximum allowed relaxation for SEM in the first adjacent channel and then get an emission limit of -36dBm/100kHz at point A. Therefore, the emission mask for first adjacent channel will be defined as 
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, where the f_offset is the separation between the channel edge frequency and the centre of the measuring filter. The second adjacent channel emission mask could be defined as -42dBm/100kHz. 
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Figure 6.2.5‑1 Spectrum emission mask (1st and 2nd adjacent channel)

In region 3, the emission limit is determined by the relative and absolute ACLR requirement whichever is less stringent, seen in figure 2-2. The absolute ACLR1&2 requirement is set to -50dBm/MHz [19]. The emission limit in this domain is proposed to be defined as a function of the maximum output power of HeNB. The upper limit is about -32dBm/MHz (20dBm – 45dBc – 10log4.5) and the lower limit is -50dBm/MHz. Then the emission limit is specified by equation 2-1.
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Figure 6.2.5‑2 Spectrum emission mask layout (beyond 10MHz)
6.2.5.1
Minimum requirements
For E-UTRA Home eNodeB emissions shall not exceed the maximum levels specified in the Tables 6.2.5.1-1 to 6.2.5.1-3, where:

-
(f is the separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the channel edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a multicarrier E-UTRA Home eNodeB the definitions above apply to the lower edge of the carrier transmitted at the lowest carrier frequency and the higher edge of the carrier transmitted at the highest carrier frequency.
Table 6.2.5.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-36 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
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Table 6.2.5.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-40 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
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Table 6.2.5.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-42 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
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NOTE 1
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
NOTE 2
The parameter P is defined as the aggregated maximum power of all transmit antenna ports of Home eNodeB. 

6.2.6
Spurious emissions 

6.2.6.1
Mandatory requirements
The requirements of either subclause 6.6.4.1.1 (Category A limits) or subclause 6.6.4.1.2 (Category B limits) of TS36.104 [5] shall also apply for HeNB. 
6.2.6.2
Co-existence with HNB/HeNB operating in other bands
Taking into account the expected deployment scenarios of HeNB, coexistence with other types of base station are not meaningful. Therefore, only coexistence spurious emission requirements for protection other cross band HNB/HeNB operating in the same geographic area will be specified.

The assumed scenario for coexistence with other HNB/HeNB is described in Figure 6.2.6.2-1. Two HeNBs are placed in different rooms and opposite to a wall. 
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Figure 6.2.6.2‑1 Assumed interference scenario for coexistence with other HNB/HeNB

PL(dB) = 127+30log10(R/1000), R in m








(6.2.6.2-1)

The path loss model listed in reference [20] is used to calculate the path loss between two HeNBs, seen equation (6.2.6.2-1). The minimum separation distance between two HeNBs is assumed to be 1 meter. Assuming 10dB penetration loss and 0dBi antenna gain of HeNB, we can get a MCL of 47dB for co-location with other HNB/HeNB. 

The maximum allowed interference power level is determined based on 0.8dB desensitization criterion. Assuming 13dB noise figure [21] and 47dB MCL between two HeNBs, we can get a spurious emission limit of -71dBm/100kHz (-174dBm + 50dB + 13dB -7dB + 47dB) to protect other HeNB. However, there are 6dB difference in noise figure between HNB and HeNB which will bring also 6dB difference in the co-existence requirement. Since operators may deploy HNB and HeNB in the same operating band in real implementations, it’s propose to use -71dBm/100kHz as the common requirement for protection of other HNB/HeNB operating in other frequency bands to simplify the specification. 
6.2.6.2.1
Minimum requirement
The power of any spurious emission shall not exceed the limits of Table 6.2.6.2.1-1 for a HeNB where requirements for coexistence with other HNB/HeNB in the same geographic area listed in the first column apply.

Table 6.2.6.2.1-1: HeNB Spurious emissions limits for coexistence with other HNB/HeNB in the same geographic area
	Type of coexistence BS
	Frequency range for co-location requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-71 dBm
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-71 dBm
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band VI or E-UTRA Band 6
	815 - 850 MHz 
	-71 dBm
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1452.9 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XII or 

E-UTRA Band 12
	698 - 716 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XIII or 

E-UTRA Band 13
	777 - 787 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XIV or 

E-UTRA Band 14
	788 - 798 MHz
	-71 dBm
	100 kHz
	

	E-UTRA Band 17
	704 - 716 MHz
	-71 dBm
	100 kHz
	

	UTRA TDD in Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-71 dBm
	100 kHz
	

	UTRA TDD in Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-71 dBm
	100 kHz
	

	UTRA TDD in Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-71 dBm
	100 kHz
	

	UTRA TDD in Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-71 dBm
	100 kHz
	

	UTRA TDD in Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-71 dBm
	100 kHz
	

	UTRA TDD in Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-71 dBm
	100 kHz
	

	E-UTRA Band 39
	1880  – 1920MHz
	-71 dBm
	100 kHz
	

	E-UTRA Band 40
	2300  – 2400MHz
	-71 dBm
	100 kHz
	


NOTE 1:
As defined in the scope for spurious emissions in this clause, the coexistence requirements in Table 6.2.6.2.1-1 do not apply for the 10 MHz frequency range immediately outside the HeNB transmit frequency range of a downlink operating band. This is also the case when the transmit frequency range is adjacent to the Band for the co-location requirement in the table. The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [9].
6.2.7
Transmitter intermodulation 

The transmitter intermodulation requirement is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the own transmit signal and an interfering signal reaching the transmitter via the antenna. The requirement applies during the transmitter ON period and the transmitter transient period.

6.2.7.1
Minimum requirement

The transmitter intermodulation level is the power of the intermodulation products when an interfering signal is injected into the antenna connector. The wanted signal channel bandwidth BWChannel shall be the maximum bandwidth supported by the base station. The offset of the interfering signal from the wanted signal shall be as in Table 6.2.7.1‑1.

Table 6.2.7.1-1 Interfering and wanted signals for the Transmitter intermodulation requirement

	Parameter
	Value

	Wanted signal
	E-UTRA signal of maximum channel bandwidth BWChannel

	Interfering signal type
	E-UTRA signal of channel bandwidth 5 MHz

	Interfering signal level
	Mean power level 30 dB below the mean power of the wanted signal

	Interfering signal centre frequency offset from wanted signal carrier centre frequency
	-BWChannel /2 - 12.5 MHz

-BWChannel /2 - 7.5 MHz

-BWChannel /2 - 2.5 MHz

BWChannel /2 + 2.5 MHz

BWChannel /2 + 7.5 MHz

BWChannel /2 + 12.5 MHz

	NOTE:
Interfering signal positions that are partially or completely outside of the downlink operating band of the base station are excluded from the requirement.


The transmitter intermodulation level shall not exceed the unwanted emission limits in subclause 6.2.4, 6.2.5 and 6.2.6 in the presence of an interfering signal according to Table 6.2.7.1-1. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products.
6.3
Receiver characteristics
6.3.1
Reference sensitivity level

Reference sensitivity level is the minimum mean power received at the antenna connector at which a throughput requirement shall be met for a specified reference measurement channel. The main purpose to define the reference sensitivity requirement is to verify the receiver noise figure. Receiver noise figure will affect the uplink performance of macrocell and HeNB itself desensitization. These impacts could be studied by system level simulations [27].
6.3.1.1
Uplink performance degradation of macrocell
6.3.1.1.1
Simulation setup
The simulation parameters and assumptions are the same as [20]. The hierarchical deployment scenario is illustrated in Figure 6.3.1.1.1-1. 100 HeNBs are deployed in a sector and each has one active HUE. Since the ACLR of UE is 30dB, the ACIR is assumed to be 30dB for adjacent interference calculation. 
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Figure 6.3.1.1.1‑3 Hierarchical deployment scenario of macrocell and HeNB

In the simulations, the uplink power control scheme described in TS36.211 [4] is used. The noise figure will affect the uplink MCS selection and finally result in different output power setting. High output power of HUE may result in performance degradation of the macrocell. Therefore, the noise figure should be well planned to ensure the uplink performance of macrocell.

6.3.1.1.2
Simulation results

The noise floor of macro eNB with 10MHz bandwidth is about -100 dBm (-174 + 60 + 9.5 + 5 = -99.5 dBm). Therefore, the noise floor of HeNB in the simulation is assumed to be in the range from -99 dBm to -79 dBm. As a function of HeNB noise floor, the relative uplink throughput loss of macrocell is shown in Figure 6.3.1.1.2-1.
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Figure 6.3.1.1.2‑1 Relative uplink throughput loss versus noise floor

It is important to control the noise floor in a reasonable range to minimise the impact on uplink performance of macrocell operating in adjacent channel. Assuming the maximum allowed performance degradation is 3% [10], compared to macro eNB, it will desensitize the HeNB reference sensitivity by 10 to 13 dB, which corresponds to a noise floor of -89dBm and -86dBm.

6.3.1.2
HeNB desensitization

In this section, the impact on sensitivity degradation of HeNB due to interference from MUE is simulated. The simulation assumptions and deployment scenarios are the same as section 6.3.1.1. In the simulations, one MUE occupying the whole uplink bandwidth (10MHz) is randomly placed in the building block where HeNBs are deployed and no RoT control is considered for macrocell. In order to study the impact of different output power of MUE, the building block with HeNBs and MUE is placed in R/2 and R respectively, where R is the radius of the macrocell.

Figure 6.3.1.2-1 gives the simulation results of uplink noise rise of HeNB versus different block locations. The blue curve represents noise rise due to uplink interference from other HUEs and the red together with green curve represent additional noise rise due to uplink interference from MUE. The additional noise rise is calculated based on 40% HeNBs suffering from the highest interference. Seen from the results, we can find that the additional noise rise is about 9 dB in the worst case (the MUE is located in cell edge with high output power, D = R) and 5.5 dB in a normal case (the distance between building block and macro eNB is R/2). Therefore, according to the simulation result shown in Figure 6.3.1.2-1, compared with macro eNB, 7 to 8 dB desensitization seems to be a good tradeoff for TD-LTE HeNB.
[image: image27.png]Noise rise (d6)

Noise rise versus HeNE locations

18

16

14

12

10

[
—6— Wio MUE
| —E—wMuED=RR2 |
—— w/ MUE D=R
El] [l 50 60 70 &0

Number of HeNB




Figure 6.3.1.2‑1 Noise rise versus different HeNB locations
For another approach in statistics [22], Figure 6.3.1.2-2 and Figure6.3.1.2-3 demonstrates the CDF of HeNB noise rise with MUE being in R/2 and R respectively. It is observed that the percentage of HeNBs with the highest interference from MUE have very big impact on the maximum tolerable noise rise. In Table 6.3.1.2-1 some noise rise values are summarize for different percentage of HeNB in statistics. If we decide HeNB noise rise based on 40% HeNBs suffering from the highest interference, the HeNB sensitivity can be degraded by 7~9dB.
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Figure 6.3.1.2-2 HeNB noise rise CDF, MUE distance from MeNB D=R/2
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Figure 6.3.1.2-3 HeNB noise rise CDF, MUE distance from MeNB D=R

Table 6.3.1.2-1 Summary of HeNB noise rise due to MUE interference

	Probability of HeNB that observe highest interference
	MUE distance from MeNB, D=R/2
	MUE distance from MeNB, D=R(worst case)

	50%
	2.5dB
	3.59dB

	40% 
	7.43dB
	9.4dB

	30% 
	14.9dB
	17.14dB


6.3.1.3
Minimum requirement
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A in TS36.104 with parameters specified in Table 6.3.1.3-1.

Table 6.3.1.3-1: HeNB reference sensitivity levels

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	 Reference sensitivity power level, PREFSENS

 [dBm]

	1.4
	FRC A1-1 in Annex A.1
	-98.8

	3
	FRC A1-2 in Annex A.1
	-95.0

	5
	FRC A1-3 in Annex A.1
	-93.5

	10
	FRC A1-3 in Annex A.1*
	-93.5

	15
	FRC A1-3 in Annex A.1*
	-93.5

	20
	FRC A1-3 in Annex A.1*
	-93.5 

	Note*: 
PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of FRC A1-3 mapped to disjoint frequency ranges with a width of 25 resource blocks each




6.3.2
Dynamic range

The impact of co-channel uplink interference from an uncoordinated UE on the HeNB needs to be studied to derive a reasonable dynamic range requirement [30]. The co-channel interference from an uncoordinated macro UE (MUE) and home UE (HUE) are studied based on deterministic analysis and system-level simulations respectively in the following sections.

6.3.2.1
Deterministic analysis

The assumed scenario for coexistence with uncoordinated MUE is described in Figure 6.3.2.1-1. The HeNB (CSG) is located on a table in an apartment. A MUE is placed in the same apartment and establishes a call with the macro BS. 
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Figure 6.3.2.1-1 Assumed interference scenario for coexistence with uncoordinated UE
HeNB will cause a coverage hole (dead zone) to the co-channel deployed macrocell if received interference power at MUE exceeds the decoding threshold specified in TS36.101 [6]. The size of dead zone is determined by the output power of HeNB and the received wanted signal power of macro cell. The extension of the dead zone is restricted to be within several meters. The path loss model listed in reference [20] is used to determine the minimum distance that the MUE is able to go close to the HeNB. Figure 6.3.2.1-2 gives the relationship between the separation distance and received interference power level at HeNB antenna port. It’s proposed to set the maximum received interference power level to -38dBm assuming 6 meters separation distance (dead zone) and 23dBm (PC 3 MUE) maximum output power. 
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Figure 6.3.2.1-2 Minimum separation distance
6.3.2.2
System-level simulations
The assumed scenario and simulation assumptions are the same as [20]. The hierarchical deployment scenario of macrocell and HeNB is illustrated in Figure 6.3.2.2-1. One HeNB building block is randomly placed in a sector.
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Figure 6.3.2.2-1 Hierarchical deployment scenario of macrocell and HeNB
Both co-channel interference from uncoordinated HUE and MUE are considered in our study. The MUE is located in the cell border and establishes a call with maximum output power. Fifty HUEs are randomly placed into the building block and each HeNB has an active user. The co-channel interference caused by MUE and HUE are defined as interference over thermal noise (IoT). In our simulations, uplink power control scheme described in TS36.211 [4] is used (Alpha = 1.0, P0 = -106dBm/RB). The simulation results are illustrated in Figure 6.3.2.2-2. The red line and blue line represent IoT level caused by other HUE and both other HUE and uncoordinated MUE respectively. Seen from the simulation results, we can get the following conclusions.

· Due to the limit coverage and deployment scenario, the HUE is very close to HeNB in most of cases and maintains the connection at low power level. Therefore, the main interference comes from the uncoordinated MUE.

· It’s proposed to set the maximum IoT to 55dB to make sure the HeNB could suffer the interference from other HUE and uncoordinated MUE in most cases (99%). 
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Figure 6.3.2.2-2 IoT level of HeNB

6.3.2.2
Minimum requirement
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A with parameters specified in Table 6.3.2.2-1. 

Table 6.3.2.2-1: Dynamic range

	E-UTRA

channel bandwidth [MHz]
	Reference measurement channel
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] / BWConfig
	Type of interfering signal

	1.4
	FRC A2-1 in Annex A.2
	-31.8
	-44.2
	AWGN

	3
	FRC A2-2 in Annex A.2
	-27.9
	-40.2
	AWGN

	5
	FRC A2-3 in Annex A.2
	-25.7
	-38
	AWGN

	10
	FRC A2-3 in Annex A.2*
	-25.7
	-35
	AWGN

	15
	FRC A2-3 in Annex A.2*
	-25.7
	-33.2
	AWGN

	20
	FRC A2-3 in Annex A.2*
	-25.7
	-31.9
	AWGN


6.3.3
Adjacent channel selectivity (ACS) and narrow-band blocking
Adjacent channel selectivity (ACS) is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an adjacent channel signal with a specified centre frequency offset of the interfering signal to the band edge of a victim system. The HeNB receiver must have the ability to against the adjacent channel interference from the uncoordinated macrocell user. The following sections give the study results of reference [28]. 

6.3.3.1
Simulation assumptions

The assumed coexistence scenario of macrocell and HeNB is illustrated in Figure 6.3.3.1-1. The HeNB and macro eNodeB (MeNB) are working in adjacent channel. The HeNB building block is located in the cell border and 10 MUEs are randomly placed in each sector. Detailed deployment parameters are listed in Table 6.3.3.1-1. 
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Figure 6.3.3.1-1 Assumed interference scenario for coexistence with uncoordinated UE(s)

Table 6.3.3.1-1 Simulation parameters

	Macro cell parameters
	Value

	Cellular Layout
	Hexagonal grid, 3 sectors per site, reuse 1.

	Inter-site distance
	500 m

	UE power class
	23 dBm (200 mW)

	UE distribution
	80% inside the building

	HeNB parameters
	Value

	Number of HeNB per row
	10

	Number of blocks per sector
	1

	Number of floors per block
	6

	Number of HeNB
	50

	activation ratio
	100%

	Maximum output power
	20dBm

	Other parameters
	Value

	Propagation model
	PL(dB) = 127+30log10(R/1000), R in m

	Log-normal shadowing standard deviation
	10 dB


6.3.3.2
Simulation results

The macro UE will be blocked when the adjacent channel interference power is larger than -20dBm (assuming 5dB margin based on minimum ACS requirement specified in TS36.101 [6]).  Assuming the maximum output power of HeNB is 20dBm, we can get a minimum separation of 40dB between HeNB and MUE. UEs receiving higher interference than a blocking threshold of -20dBm will be removed from the UL interference statistics.

Figure 6.3.3.2-1 and 6.3.3.2-2 gives the uplink interference statistics caused by uncoordinated macro UE. Based on the simulation results, we proposed to define the adjacent channel interference level to -28dBm (24dB higher than EUTRA macro BS) which results in about 1% blocking probability of HeNB.

[image: image36.emf]-180 -160 -140 -120 -100 -80 -60 -40 -20

0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9

1

dBm

CDF of UL interference

 

 

DL Blocking Threshold(-20dBm)


Figure 6.3.3.2-1 CDF of UL interference
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Figure 6.3.3.2-2 CDF of UL interference (Zoom in view)
6.3.3.3
Minimum requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to the BS antenna input as specified in Tables 6.3.3.3-1 and 6.3.3.3-2 for narrowband blocking and in Table 6.3.3.3-3 for ACS. The reference measurement channel for the wanted signal is identified in Table 6.3.1.3-1 for each channel bandwidth and further specified in Annex A of TS36.104 [5]. 
Table 6.3.3.3-1: Narrowband blocking requirement

	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	PREFSENS + 14dB*
	-33
	See Table 6.3.3.3-2

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 6.3.1.3-1.


Table 6.3.3.3-2: Interfering signal for Narrowband blocking requirement

	E-UTRA

Assigned BW [MHz]
	Interfering RB centre frequency offset to  the channel edge of the wanted signal [kHz]
	Type of interfering signal

	1.4
	252.5+m*180,

m=0, 1, 2, 3, 4, 5
	1.4 MHz E-UTRA signal, 1 RB*

	3
	247.5+m*180,

m=0, 1, 2, 3, 4, 7, 10, 13
	3 MHz E-UTRA signal, 1 RB*

	5
	342.5+m*180,

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	10
	347.5+m*180,

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	15
	352.5+m*180,

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	20
	342.5+m*180,

m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz E-UTRA signal, 1 RB*

	Note*: 
Interfering signal consisting of one resource block adjacent to the wanted signal


Table 6.3.3.3-3: Adjacent channel selectivity

	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	 Interfering signal centre frequency offset from  the channel edge of the wanted signal [MHz]
	Type of interfering signal

	1.4
	PREFSENS + 27dB*
	-28
	0.7025
	1.4MHz E-UTRA signal

	3
	PREFSENS + 24dB*
	-28
	1.5075
	3MHz E-UTRA signal

	5
	PREFSENS + 22dB*
	-28
	2.5025
	5MHz E-UTRA signal

	10
	PREFSENS + 22dB*
	-28
	2.5075
	5MHz E-UTRA signal

	15
	PREFSENS + 22dB*
	-28
	2.5125
	5MHz E-UTRA signal

	20
	PREFSENS + 22dB*
	-28
	2.5025
	5MHz E-UTRA signal

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 6.3.1.3-1.


6.3.4
Blocking characteristics

The blocking characteristic is a measure of the receiver ability to receive a wanted signal at its assigned channel in the presence of an unwanted interferer. The HeNB receiver must have the ability to against the interference from uncoordinated UE and other co-location HNB/HeNB. The following sections give the study results of reference [29]. 

6.3.4.1
General blocking requirement
The general blocking requirement consists of in-band blocking and out-of-band blocking. The unwanted interferer is presented by E-UTRA signal for in-band blocking and a CW signal for out-of-band blocking.

In E-UTRA [8], the mean power of the E-UTRA interfering signal is equal to -43dBm which is a compromise between the 30dBm and 24dBm maximum output power assumption in TR36.942 [9] under worst case MCL condition. 

The assumed coexistence scenario of macrocell and HeNB is illustrated in Figure 6.3.4.1-1. The HeNB and macro eNodeB (MeNB) are working in adjacent channel. The HeNB building block is located in the cell border and 10 MUEs are randomly placed in each sector. Detailed deployment parameters are listed in Table 6.3.4.1-1. 
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Figure 6.3.4.1-1 Assumed interference scenario for coexistence with uncoordinated UE(s)

Table 6.3.4.1-1 Simulation parameters

	Macro cell parameters
	Value

	Cellular Layout
	Hexagonal grid, 3 sectors per site, reuse 1.

	Inter-site distance
	500 m

	UE power class
	23 dBm (200 mW)

	UE distribution
	80% inside the building

	HeNB parameters
	Value

	Number of HeNB per row
	10

	Number of blocks per sector
	1

	Number of floors per block
	6

	Number of HeNB
	50

	activation ratio
	100%

	Maximum output power
	20dBm

	Other parameters
	Value

	Propagation model
	PL(dB) = 127+30log10(R/1000), R in m

	Log-normal shadowing standard deviation
	10 dB


The macro UE will be blocked when the interference power is larger than -25dBm (assuming 5dB margin based on minimum blocking requirement specified in TS36.101 [6]).  Assuming the maximum output power of HeNB is 20dBm, we can get a minimum separation of 45dB between HeNB and MUE. UEs receiving higher interference than a blocking threshold of -25dBm will be removed from the UL interference statistics.

Figure 6.3.4.1-2 and 6.3.4.1-3 gives the uplink interference statistics caused by uncoordinated macro UE. Based on the simulation results, we proposed to define the channel interference level to -27dBm for blocking requirement which results in about 0.8% blocking probability of HeNB. In the meantime, we observe that -15dBm out-of-band blocking requirement seems to be also sufficient for HeNB.
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Figure 6.3.4.1-2 CDF of UL interference
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Figure 6.3.4.1-3 CDF of UL interference (Zoom in view)

6.3.4.1.1
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in Table 6.3.4.1.1-1 and 6.3.4.1.1-2. The reference measurement channel for the wanted signal is identified in Table 6.3.1.3-1 for each channel bandwidth and further specified in Annex A of TS36.104.
Table 6.3.4.1.1-1: Blocking performance requirement for HeNB
	Operating Band
	Centre Frequency of Interfering Signal [MHz]
	Interfering Signal mean power [dBm]
	Wanted Signal mean power [dBm]
	Interfering signal centre frequency minimum frequency offset from  the channel edge of the wanted signal [MHz]
	Type of Interfering Signal

	1-7, 9-11, 13-14, 33-40
	(FUL_low -20)
	to
	(FUL_high +20)
	-27
	PREFSENS +14dB*
	See table 6.3.4.1.1.1-2
	See table 6.3.4.1.1-2

	
	1 

(FUL_high +20)
	to

to
	(FUL_low -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	8
	(FUL_low  -20)
	to
	(FUL_high +10)
	-27
	PREFSENS +14dB*
	See table 6.3.4.1.1-2
	See table 6.3.4.1.1-2

	
	1 

(FUL_high +10)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	12
	(FUL_low  -20)
	to
	(FUL_high +12)
	-27
	PREFSENS +14dB*
	See table 6.3.4.1.1-2
	See table 6.3.4.1.1-2

	
	1 

(FUL_high +12)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	17
	(FUL_low  -20)
	to
	(FUL_high +18)
	-27
	PREFSENS +14dB*
	See table 6.3.4.1.1-2
	See table 6.3.4.1.1-2

	
	1 

(FUL_high +18)
	to

to
	(FUL_low  -20) 

12750
	-15
	PREFSENS +14dB* 
	(
	CW carrier 

	Note*: 
PREFSENS depends on the channel bandwidth as specified in Table 6.3.1.3-1.


Table 6.3.4.1.1-2: Interfering signals for blocking performance requirement for HeNB
	E-UTRA

channel BW [MHz]
	Interfering signal centre frequency minimum offset to  the channel edge of the wanted signal [MHz]
	Type of interfering signal

	1.4
	2.1
	1.4MHz E-UTRA signal

	3
	4.5
	3MHz E-UTRA signal

	5
	7.5
	5MHz E-UTRA signal

	10
	7.5
	5MHz E-UTRA signal

	15
	7.5
	5MHz E-UTRA signal

	20
	7.5
	5MHz E-UTRA signal


6.3.4.2
Co-location with other HNB/HeNB
The assumed scenario for co-location with other HNB/HeNB is described in Figure 6.3.4.2-1. Two HeNBs are placed in different rooms and opposite to a wall. 
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Figure 6.3.4.2-1 Assumed interference scenario for co-location with other HNB/HeNB

The minimum coupling loss between two co-located HeNBs is assumed to be 47dB in reference [23].Assuming the maximum output power of HeNB is also 20dBm as HNB, the co-location blocking requirement to against other nearby cross-band HNB/HeNB will be -27dBm. 
Based on above analysis, it’s proposed to set the co-location blocking requirement to -27dBm to against other nearby cross-band HNB/HeNB. In addition, the power difference between wanted signal and interference signal is proposed to be the same as EUTRA macro BS co-location blocking test. These requirements will be specified in section 7.6.2.1 of TS36.104 [5]. 
6.3.5
Receiver spurious emissions
<Text will be added.>

6.3.6
Receiver Intermodulation 

6.3.6.1 Analysis

Receiver inter-modulation can occur when two interfering signals with a particular relationship are applied to a BS receiver. Two large interfering signals at the same time occur less frequently than a single interfering signal. Due to lower probability of two large interfering signals, the power level of the interfering signals for the inter-modulation requirement should be lower compared to Blocking requirement. For the Macro eNB, the level of IM interfering signals is -52dBm which is 9 dB lower compared to Blocking requirement of -43dBm. It is proposed to use the same relative values also for the home eNode B. 

In the TR, the blocking interference level for Home eNode B is proposed to be -27dBm. Adopting the same relative values of 9dB also for Home eNode B inter-modulation requirement, the following interfering signals level for inter-modulation is proposed:

· Interfering signals: -36 dBm for both modulated and CW interferer.
As for the wanted signal level, it is proposed to keep the same relative value with interfering signal as that for MeNB in order not to put more stringent requirement for HeNB. So the following wanted signal level is proposed.

· Wanted signal: PREFSENS+14dB

6.3.6.2 Minimum requirement
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS antenna input, with the conditions specified in Tables 6.3.6.2-1 and 6.3.6.2-2 for intermodulation performance and in Table 6.3.6.2-3 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in section 6.3.1 for each channel bandwidth and further specified in Annex A of [5].
Table 6.3.6.2-1: Intermodulation performance requirement

	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	PREFSENS + 14dB*
	-36
	See Table 6.3.6.2-2

	Note*: 
PREFSENS depends on the channel bandwidth as specified in section 6.3.1.


Table 6.3.6.2-2: Interfering signal for Intermodulation performance requirement

	E-UTRA

channel bandwidth [MHz]
	Interfering signal centre frequency offset from  the channel edge of the wanted signal [MHz]
	Type of interfering signal

	1.4
	2.1
	CW

	
	4.9
	1.4MHz E-UTRA signal

	3
	4.5
	CW

	
	10.5
	3MHz E-UTRA signal

	5
	7.5
	CW

	
	17.5
	5MHz E-UTRA signal

	10
	7.5
	CW

	
	17.7
	5MHz E-UTRA signal

	15
	7.5
	CW

	
	18
	5MHz E-UTRA signal

	20
	7.5
	CW

	
	18.2
	5MHz E-UTRA signal


Table 6.3.6.2-3: Narrowband intermodulation performance requirement

	E-UTRA

channel bandwidth [MHz]
	Wanted signal mean power [dBm]
	Interfering signal mean power[dBm]
	 Interfering RB centre frequency offset from  the channel edge of the wanted signal [kHz]
	Type of interfering signal

	1.4
	PREFSENS + 14dB*
	-36
	270
	CW

	
	
	-36
	790
	1.4 MHz E-UTRA signal, 1 RB**

	3
	PREFSENS + 14dB*
	-36
	275
	CW

	
	
	-36
	790
	3.0 MHz E-UTRA signal, 1 RB**

	5
	PREFSENS + 14dB*
	-36
	360
	CW

	
	
	-36
	1060
	5 MHz E-UTRA signal, 1 RB**

	10
	PREFSENS + 14dB*

(***)
	-36
	415
	CW

	
	
	-36
	1420
	5 MHz E-UTRA signal, 1 RB**

	15
	PREFSENS + 14dB*

(***)
	-36
	380
	CW

	
	
	-36
	1600
	5MHz E-UTRA signal, 1 RB**

	20
	PREFSENS + 14dB*

(***)
	-36
	345
	CW

	
	
	-36
	1780
	5MHz E-UTRA signal, 1 RB**

	Note*: 
PREFSENS is related to the channel bandwidth as specified in section 6.3.1. 
Note**: 
Interfering signal consisting of one resource block positioned at the stated offset. 

Note***:  This requirement shall apply only for a FRC A1-3 in [5] mapped to the frequency range at the channel edge adjacent to the interfering signals


6.3.7
In-channel selectivity
Receiver in-channel selectivity requirement is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density.
6.3.7.1
Analysis

For Home eNode B, the same method as that for MeNB can be used for defining this requirement. The UL signals are just defined for 2 users, one being the “wanted” signal and the other one being the “interfering” signal at elevated power. Regarding the interferer level, a 16QAM “interfering” signal is proposed 25dB above its noise floor to mask the impact of receiver’s own noise floor. The “wanted” signal was defined as a QPSK modulated FRC, for which ≥95% T-put should be achieved in the presence of the interfering signal. The only difference between MeNB and HeNB is the power level setting for wanted signal and interfering signal. Since the noise figure has been agreed as 13dB (8dB degradation compared to MeNB), the wanted signal and interfering signal levels for home eNode B is shown in table 6.3.7.1-1. 

Table 6.3.7.1-1: RB allocations and power settings for wanted signal and interferer for HeNB

	E-UTRA channel BW [MHz]
	RBs

Wanted signal
	RBs

Interfering signal
	Wanted signal level [dBm]
	Interfering signal level [dBm]

	1.4
	3
	3
	-98.9
	-79

	3
	9
	6
	-94.1
	-76

	5
	15
	10
	-92.0
	-73

	10
	25
	25
	-90.5
	-69

	15
	25
	25
	-90.5
	-69

	20
	25
	25
	-90.5
	-69


6.3.7.2
Minimum requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A of [5] with parameters specified in Table 6.3.7.2-1 for HeNB. 

Table 6.3.7.2-1 E-UTRA Home BS in-channel selectivity
	E-UTRA

channel bandwidth (MHz)
	Reference measurement channel**
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm] 
	Type of interfering signal

	1.4
	A1-4 in Annex A.1
	-98.9
	-79
	1.4 MHz E-UTRA signal, 3 RBs

	3
	A1-5 in Annex A.1
	-94.1
	-76
	3 MHz E-UTRA signal, 6 RBs

	5
	A1-2 in Annex A.1
	-92.0
	-73
	5 MHz E-UTRA signal, 10 RBs

	10
	A1-3 in Annex A.1
	-90.5
	-69
	10 MHz E-UTRA signal, 25 RBs

	15
	A1-3 in Annex A.1*
	-90.5
	-69
	15 MHz E-UTRA signal, 25 RBs*

	20
	A1-3 in Annex A.1*
	-90.5
	-69
	20 MHz E-UTRA signal, 25 RBs*

	Note*: 
Wanted and interfering signal are placed adjacently around DC
Note**   the reference channel A1-x is defined in [5]


6.4
Performance requirement
Compared with macro eNodeB, HeNB is usually deployed for indoor scenarios. The propagation conditions will contain more multi-paths with smaller multi-path delay due to the rich scattering characteristic of indoor environment. In LTE systems, which is based on multiple carrier frequencies with CP to combat the multi-path fading, the indoor demodulation performance can be expected at least as good as that under outdoor channel model. Furthermore, UE attached to HeNB is usually considered to move at a speed no faster than 30km/h, which corresponds to a maximum Doppler frequency of about 70Hz. Thus, it is feasible to define the HeNB performance requirements by utilizing some specific macro eNodeB test cases with low speeds.
For multi-path fading propagation conditions shown in B.2 of TS36.104 [5], EPA model with a maximum Doppler frequency no larger than 70Hz is considered for TD-LTE HeNB demodulation performance and the performance requirements remain the same as that in TS36.104 [5] accordingly [25].

6.5
Synchronization requirement
6.5.1
Synchronization error analysis

For LTE TDD, the inter-cell interferences of eNB (HeNB) to eNB (HeNB) and UE to UE are related to the cell synchronization. In order to overcome the above interferences, strict synchronization is required. For HeNB, the interference case of UE to UE at the uplink-to-downlink switch point is the crucial factor to the synchronization requirement because of the limited coverage. At the switch point, two kinds of interferences should be taken into account. One is MUE downlink disturbed by HUE uplink, the other is HUE downlink disturbed by MUE uplink.

If the HeNB coverage is up to tens meters, the synchronization error should be smaller than 1us. For the network listening scheme, such strict requirement will increase the implementation difficulty and synchronization overhead. However, as the minimum cyclic prefix of LTE is far larger than the sum of delay spread and propagation delay for indoor scenarios, a little interference caused by inaccurate synchronization will not result in performance degradation.

For LTE, there are two kinds of cyclic prefix (CP), i.e. the normal CP and extend CP, with their periods listed in Table.6.5-1.

Table 6.5-1
the CP period of LTE

	
	Normal
	Extend

	CP period
	4.7/5.2us
	16.7us


Since the most important application of HeNB focuses on the indoor scenarios such as home and office, ITU indoor channel models [44] are taken into account for reference, in which the maximum delay spreads of LOS (light-of-sight) and NLOS (non light-of-sight) scenarios are listed in Table.6.5-2.

Table 6.5-2
the delay spread of indoor channel

	
	ITU InH LOS
	ITU InH NLOS

	Maximum delay spread
	0.13us
	0.225us


In addition, the propagation delay is limited up to 1us because of the restricted transmission power and complex indoor scenarios. Thus, there is
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Thus in many scenarios, a 3 us synchronization requirement can be adopted. The 3us requirement is also compatible with the macro cell. But it is also important that practical synchronization schemes (including GPS, IEEE 1588v2, open and closed loop network listening) are not excluded. Thus, if the HeNB derives its synchronization from a larger cell, then the propagation distance is larger and a different synchronization requirement is required compared with that in small cell [45].Therefore, it is important to have a synchronization requirement that is strict and practical.

6.5.2
Synchronization requirement

The synchronization requirement for a HeNB is defined as the difference in radio frame start timing, measured at the transmit antenna connectors, between the HeNB and any other HeNB or eNB which has overlapping coverage. The synchronization requirement shall be set to 3 us in all cases, except when the HeNB gets its synchronization when performing network listening off cells with propagation distance greater than 500m. This requirement shall apply independent of the synchronization technique used (GPS, IEEE 1588 v2, Network Listening).  In scenarios where synchronization is obtained via network listening off cells with propagation distance greater than 500m, the synchronization requirement shall be [X] us.

The exact value of X is FFS.
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