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	RP-091180
	R3-093190
	Correction of the limitation to FACH indicator for 1.28Mcps TDD
	25.435
	214
	1
	F
	8.3.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093422
	Clarification for eDRX Indication
	25.435
	216
	1
	F
	8.3.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-092833
	Correction of an error in the HS-DSCH Common System Information LCR IE
	25.433
	1699
	-
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-092837
	Clarification of Priority Queue ID for Ehanced CELL_FACH for 1.28Mcps TDD
	25.433
	1703
	-
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093183
	Clarifiction of several IEs names for 1.28 Mcps TDD
	25.433
	1697
	1
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093184
	Clarifiction of several IEs names for 1.28 Mcps TDD
	25.433
	1698
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093185
	Correction of an error in the HS-DSCH Common System Information LCR IE
	25.433
	1700
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093186
	Correction of HARQ Memory Partitioning configuration in Enhanced Cell_FACH Operation for 1.28 Mcps TDD
	25.433
	1701
	1
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093187
	Correction of HARQ Memory Partitioning configuration in Enhanced Cell_FACH Operation for 1.28 Mcps TDD
	25.433
	1702
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093188
	Clarification of Priority Queue ID for Ehanced CELL_FACH for 1.28Mcps TDD
	25.433
	1704
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093342
	Correction on ASN.1 errors in IE Common E-DCH System Information Response LCR for 1.28Mcps TDD
	25.433
	1687
	2
	F
	8.6.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093343
	Correction on ASN.1 errors in IE Common E-DCH System Information Response LCR for 1.28Mcps TDD
	25.433
	1688
	2
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-091180
	R3-093347
	Correction to the NodeB procedure when receiving uplink synchronization failure from physical layer for 1.28Mcp TDD
	25.425
	146
	1
	F
	8.3.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-093423
	Correction to the NodeB procedure when receiving uplink synchronization failure from physical layer for 1.28Mcp TDD
	25.435
	206
	4
	F
	8.3.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-091180
	R3-092825
	Clarification of the meaning of BIT STRING type IEs for SPS operation for 1.28Mcps TDD
	25.423
	1550
	-
	F
	8.6.0
	RANimp-LCRCPC
	Rel-8

	RP-091180
	R3-093182
	Addition of ans.1 definition for the E-DCH Semi-Persistent Resource Reservation Indicator IE
	25.433
	1696
	1
	A
	9.0.0
	RANimp-LCRCPC
	Rel-9

	RP-091180
	R3-093285
	Clarification of the meaning of BIT STRING type IEs for SPS operation for 1.28Mcps TDD
	25.423
	1551
	1
	A
	9.0.0
	RANimp-LCRCPC
	Rel-9

	RP-091180
	R3-093340
	Addition of ans.1 definition for the E-DCH Semi-Persistent Resource Reservation Indicator IE
	25.433
	1695
	1
	F
	8.6.0
	RANimp-LCRCPC
	Rel-8

	RP-091180
	R3-093344
	Correction on the SPS resource configuration for 1.28Mcps TDD
	25.433
	1689
	2
	F
	8.6.0
	RANimp-LCRCPC
	Rel-8

	RP-091180
	R3-093345
	Correction on the SPS resource configuration for 1.28Mcps TDD
	25.433
	1690
	2
	A
	9.0.0
	RANimp-LCRCPC
	Rel-9


