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RP-091181: Improved Uplink related Rel-8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-091181
	R3-092743
	Clarification of DPC mode configuration for common E-DCH
	25.433
	1677
	-
	F
	8.6.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-092744
	Clarification of DPC mode configuration for common E-DCH
	25.433
	1678
	-
	A
	9.0.0
	RANimp-UplinkEnhState
	Rel-9

	RP-091181
	R3-093029
	Silent Mode for Common E-DCH
	25.435
	211
	-
	F
	8.3.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-093031
	Correction on value range for Number of MAC-is SDU in frame
	25.425
	145
	-
	F
	8.3.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-093032
	Correction on value range for Number of MAC-is SDU in frame
	25.435
	212
	-
	F
	8.3.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-093039
	Introduction of E-RNTI in RL Information in RL Setup Request
	25.433
	1717
	-
	F
	8.6.0
	RANimp-UplinkEnhState
	Rel-8

	RP-091181
	R3-093040
	Introduction of E-RNTI in RL Information in RL Setup Request
	25.433
	1718
	-
	A
	9.0.0
	RANimp-UplinkEnhState
	Rel-9

	RP-091181
	R3-093030
	Correction on value range for Number of MAC-is SDU in frame
	25.427
	149
	-
	F
	8.1.0
	RANimp-UplinkL2dataRates
	Rel-8

	RP-091181
	R3-093166
	Application of MAC-e Reset Indicator for MAC-i Reset
	25.423
	1557
	1
	F
	8.6.0
	RANimp-UplinkL2dataRates
	Rel-8

	RP-091181
	R3-093167
	Application of MAC-e Reset Indicator for MAC-i Reset
	25.423
	1558
	1
	A
	9.0.0
	RANimp-UplinkL2dataRates
	Rel-9

	RP-091181
	R3-093168
	Application of MAC-e Reset Indicator for MAC-i Reset
	25.433
	1713
	1
	F
	8.6.0
	RANimp-UplinkL2dataRates
	Rel-8

	RP-091181
	R3-093169
	Application of MAC-e Reset Indicator for MAC-i Reset
	25.433
	1714
	1
	A
	9.0.0
	RANimp-UplinkL2dataRates
	Rel-9


