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< First Change>
2
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<unchanged omitted>
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[54]
3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2"

[xx]
3GPP TS 25.467: "UTRAN architecture for 3G Home Node B (HNB) - Stage 2"
<second change>
3.3
Abbreviations

Applicable abbreviations can be found in [35]. For the purposes of the present document, the following abbreviations apply:

AAL2
ATM Adaptation Layer type 2

ALCAP
Access Link Control Application Part

APN
Access Point Name

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

ATM
Asynchronous Transfer Mode

BSC
Base Station Controller

CC
Call Control

CN
Core Network

CRNC
Controlling RNC

CS
Circuit Switched

CSG
Closed Subscriber Group
DCH
Dedicated Channel

DL
Downlink
DRNC
Drift RNC

DRNS
Drift RNS

DSCH
Downlink Shared Channel

eNB
E-UTRA NodeB

EP
Elementary Procedure

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

GANSS
Galileo and Additional Navigation Satellite Systems

GERAN
GSM/EDGE Radio Access Network

GPRS
General Packet Radio System

GSM
Global System for Mobile communications

GTP
GPRS Tunnelling Protocol

GWCN
GateWay Core Network
HNB
Home Node B
IE
Information Element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IPv4
Internet Protocol (version 4)

IPv6
Internet Protocol (version 6)

MBMS
Multimedia Broadcast Multicast Service

MM
Mobility Management

MOCN
Multi Operator Core Network

MSC
Mobile services Switching Center

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

NNSF
NAS Node Selection Function

NRT
Non-Real Time

N-PDU
Network – Protocol Data Unit

OSP:IHOSS
Octet Stream Protocol: Internet-Hosted Octet Stream Service

P-TMSI
Packet TMSI

PDCP
Packet Data Convergence Protocol

PDP
Packet Data Protocol

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PPP
Point-to-Point Protocol
PS
Packet Switched

PSI
Packet System Information

PTP
Point To Point

PUESBINE
Provision of UE Specific Behaviour Information to Network Entities

QoS
Quality of Service

RAB
Radio Access Bearer

RANAP
Radio Access Network Application Part

RIM
RAN Information Management

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RRC
Radio Resource Control

RT
Real Time

SAI
Service Area Identifier

SAP
Service Access Point

SDU
Service Data Unit

SGSN
Serving GPRS Support Node

SI
System Information in GERAN

SNA
Shared Network Area

SNAC
Shared Network Area Code

SRNC
Serving RNC

SRNS
Serving RNS

TEID
Tunnel Endpoint Identifier

TMGI
Temporary Mobile Group Identity

TMSI
Temporary Mobile Subscriber Identity

UE
User Equipment

UEA
UMTS Encryption Algorithm

UESBI-Iu
UE Specific Behaviour Information - Iu

UIA
UMTS Integrity Algorithm

UL
Uplink

UMTS
Universal Mobile Telecommunications System
USCH
Uplink Shared Channel
UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network

<third change>
9.2.1.28
Source RNC to Target RNC Transparent Container

The Source RNC to Target RNC Transparent Container IE is an information element that is produced by the source RNC and is transmitted to the target RNC. In inter-system handovers to UTRAN, the IE is transmitted from the external relocation source to the target RNC.

This IE is transparent to the CN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	
	-
	

	Number of Iu Instances
	M
	
	INTEGER (1..2)
	
	-
	

	Relocation Type
	M
	
	9.2.1.23
	
	-
	

	Chosen Integrity Protection Algorithm
	O
	
	9.2.1.13
	Indicates the integrity protection algorithm.
	-
	

	Integrity Protection Key
	O
	
	Bit String (128)
	
	-
	

	Chosen Encryption Algorithm
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of signalling data.
	-
	

	Ciphering Key
	O
	
	Bit String (128)
	
	-
	

	Chosen Encryption Algorithm 
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of CS user data.
	-
	

	Chosen Encryption Algorithm
	O
	
	9.2.1.14
	Indicates the algorithm for ciphering of PS user data.
	-
	

	d-RNTI
	C - ifUEnotinvolved
	
	INTEGER (0..1048575)
	
	-
	

	Target Cell ID
	C – ifUEinvolved

	
	INTEGER (0..268435455)
	This information element identifies a cell uniquely within UTRAN and consists of RNC-ID and C-ID as defined in TS 25.401 [3] or Cell Identity IE as defined in TS 25.331[10] if the target is a HNB [xx],
	-
	

	Cell Load Information Group
	O
	
	9.2.1.60
	For "Cell Load-Based Inter-System Handover"
	-
	

	RAB TrCH Mapping
	O
	1 to <maxnoofRABs>
	
	
	-
	

	
>RAB ID
	M
	
	9.2.1.2
	
	-
	

	
>RAB Subflow
	M
	1 to <maxRAB-Subflows>
	
	The RAB Subflows shall be presented in an order that corresponds to the order in which the RBs are presented per RAB in the RRC container included in this IE.
	-
	

	
>> Transport Channel IDs
	
	
	
	
	-
	

	
>>> DCH ID
	O
	
	INTEGER (0..255)
	The DCH ID is the identifier of an active dedicated transport channel. It is unique for each active DCH among the active DCHs simultaneously allocated for the same UE.
	-
	

	
>>> DSCH ID
	O
	
	INTEGER (0..255)
	The DSCH ID is the identifier of an active downlink shared transport channel. It is unique for each DSCH among the active DSCHs simultaneously allocated for the same UE.
	-
	

	
>>> USCH ID
	O
	
	INTEGER (0..255)
	The USCH ID is the identifier of an active uplink shared transport channel. It is unique for each USCH among the active USCHs simultaneously allocated for the same UE.
	-
	

	
>>> HS-DSCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The HS-DSCH MAC-d Flow ID is the identifier of an HS-DSCH MAC-d flow over Iur.
	YES
	ignore

	
>>>E-DCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The E-DCH MAC-d Flow ID is the identifier of an E-DCH MAC-d flow over Iur.
	YES
	ignore

	
>CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	ignore

	SRB TrCH Mapping
	O
	1 to <maxnoofSRBs>
	
	
	GLOBAL
	reject

	
>SRB ID
	M
	
	INTEGER (1..32)
	The SRB ID is the absolute value of the SRB.
	-
	

	
>DCH ID
	O
	
	INTEGER (0..255)
	The DCH ID is the identifier of an active dedicated transport channel over Iur. It is unique for each active DCH among the active DCHs simultaneously allocated for the same UE.
	-
	

	
>DSCH ID
	O
	
	INTEGER (0..255)
	The DSCH ID is the identifier of an active downlink shared transport channel over Iur. It is unique for each DSCH among the active DSCHs simultaneously allocated for the same UE.
	-
	

	
>USCH ID
	O
	
	INTEGER (0..255)
	The USCH ID is the identifier of an active uplink shared transport channel over Iur. It is unique for each USCH among the active USCHs simultaneously allocated for the same UE.
	-
	

	
>HS-DSCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The HS-DSCH MAC-d Flow ID is the identifier of an HS-DSCH MAC-d flow over Iur.
	YES
	ignore

	
>E-DCH MAC-d Flow ID
	O
	
	INTEGER (0..7)
	The E-DCH MAC-d Flow ID is the identifier of an E-DCH MAC-d flow over Iur.
	YES
	ignore

	Trace Recording Session Information
	O
	
	9.2.1.66
	
	YES
	ignore

	MBMS Linking Information
	O
	
	ENUMERATED (UE-has-joined-Multicast-Services, ...)
	
	YES
	ignore

	d-RNTI for No IuCS UP
	O
	
	INTEGER (0..1048575)
	
	YES
	reject

	UE History Information
	O
	
	OCTET STRING
	Defined in [49]
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	
	YES
	ignore

	SRVCC Information
	O
	
	9.2.1.89
	
	YES
	reject

	PS RAB To Be Replaced 
	O
	
	RAB ID

9.2.1.2
	
	YES
	reject


	Condition
	Explanation

	IfUEnotinvolved
	This IE shall be present if the Relocation type IE is set to "UE not involved in relocation of SRNS".

	IfUEinvolved
	This IE shall be present if the Relocation type IE is set to "UE involved in relocation of SRNS".


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.

	maxRABSubflows
	Maximum no. of subflows per RAB. Value is 7.

	maxnoofSRBs
	Maximum no. of SRBs per RAB. Value is 8.
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