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8.6.5.6
Added or Reconfigured DL TrCH information
If the IE "Added or Reconfigured DL TrCH information" is included the UE shall:

1>
for the transport channel identified by the IE "DL Transport Channel Identity":

2>
if the choice "DL parameters" is set to 'explicit':

3>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

2>
if the choice "DL parameters" is set to 'same as uplink':

3>
if the IE "UL Transport Channel Identity" indicates an existing or a new UL Transport Channel:

4>
store as transport format for this transport channel the transport format associated with the transport channel identified by the IE "UL Transport Channel Identity".

3>
else:

4>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the IE "DCH quality target" is included:

3>
perform the actions specified in subclause 8.6.5.4.

1>
if the choice "DL parameters" is set to "HSDSCH":

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.6b.

2>
if the IE "Added or Reconfigured MAC-d Flow" is included:

3>
perform the actions as specified in subclause 8.6.5.5a.

2>
if the IE "Added or Reconfigured MAC-ehs reordering queue" is included:

3>
perform the actions as specified in subclause 8.6.5.23.

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.




NOTE:
The UE stores the DL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted DL TrCH information" or the UE leaves RRC connected mode.
8.5.32
Actions related to MIMO_PARAMS variable

If the UE receives an ACTIVE SET UPDATE, CELL UPDATE CONFIRM, or any reconfiguration message:

1>
if the IE "MIMO parameters" is not included:

2>
clear the MIMO_PARAMS variable;

2>
trigger lower layers to stop operation in MIMO mode.

1>
otherwise:

2>
for FDD, if the IE "MIMO N_cqi_typeA/M_cqi ratio" is included:

3>
store the value of the IE "MIMO N_cqi_typeA/M_cqi ratio" in the MIMO_PARAMS variable.
2>
for FDD, if the IE "MIMO pilot configuration" is included:

3>
store the value of the IE "MIMO pilot configuration" in the MIMO_PARAMS variable.
2>
for 1.28 Mcps TDD, if the IE "MIMO SF Mode for HS-PDSCH dual stream" is included:

3>
store the value of the IE "MIMO SF Mode for HS-PDSCH dual stream" in the MIMO_PARAMS variable.
2>
for FDD, if the UE has stored IE "Downlink Secondary Cell Info FDD":

3>
configure "TSN field extension" in MAC layer.
NOTE:
This subclause applies to FDD and 1.28 Mcps TDD only.
8.5.57
Actions related to SECONDARY_CELL_MIMO_STATUS variable

If the UE receives an ACTIVE SET UPDATE, CELL UPDATE CONFIRM, or any reconfiguration message which includes the IE "Downlink secondary cell info FDD" for the secondary serving HS-DSCH cell, the UE shall:

1>
if the IE "Secondary cell MIMO parameters" is not included in the IE "Downlink secondary cell info FDD":
2>
clear the SECONDARY_CELL_MIMO_PARAMS variable;

1>
if the CHOICE "Configuration Info" in the IE "Secondary cell MIMO parameters" has the value "Continue":

2>
continue using the stored parameters in the SECONDARY_CELL_MIMO_PARAMS variable;
1>
 otherwise:

2>
if the IE "MIMO N_cqi_typeA/M_cqi ratio" is included:

3>
store the value of the IE "MIMO N_cqi_typeA/M_cqi ratio" in the SECONDARY_CELL_MIMO_PARAMS variable.
2>
if the IE "MIMO pilot configuration" is included:

3>
store the value of the IE "MIMO pilot configuration" in the SECONDARY_CELL_MIMO_PARAMS variable.
2>configure "TSN field extension" in MAC layer.
1>
determine the value of the SECONDARY_CELL_MIMO_STATUS variable.

The SECONDARY_CELL_MIMO_STATUS variable shall be set to TRUE only when all the following conditions are met:

1>
The UE is in CELL_DCH state;

1>
the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE;
1>
the variable SECONDARY_CELL_MIMO_PARAMS contains a value for the IE "MIMO N_cqi_typeA/M_cqi ratio"; and

1>
the variable SECONDARY_CELL_MIMO_PARAMS contains a value for the IE "MIMO pilot configuration".

If any of the above conditions is not met and the SECONDARY_CELL_MIMO_STATUS variable is set to TRUE, the UE shall:

1>
set the SECONDARY_CELL_MIMO_STATUS variable to FALSE;

1>
clear the SECONDARY_CELL_MIMO_PARAMS variable;

1>
trigger lower layers to stop MIMO operation on the secondary serving HS-DSCH cell.

Whenever the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, the UE shall:
1>
indicate to lower layers to start operation in MIMO mode on the secondary serving HS-DSCH cell, using the parameter values stored in the variable SECONDARY_CELL_MIMO_PARAMS.

NOTE:
This subclause applies to FDD only.
10.3.5.1
Added or Reconfigured DL TrCH information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Downlink transport channel type
	MP
	
	Enumerated(DCH,DSCH
	Note 2
	

	
	
	
	,HS-DSCH)
	Note 3
	REL-5

	DL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-not HS-DSCH
	
	
	
	REL-5

	CHOICE DL parameters
	
	
	
	
	

	>Explicit
	
	
	
	
	

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>SameAsUL
	
	
	
	
	

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH)
	USCH is TDD only
	

	>>UL TrCH identity
	MP
	
	Transport channel identity 10.3.5.18
	Same TFS applies as specified for indicated UL TrCH
	

	>HS-DSCH
	
	
	
	
	REL-5

	>>HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	For 1.28 Mcps TDD, if HARQ Information is included in the IE DL MultiCarrier Information, this IE shall not be present.
	REL-5

	>>CHOICE DL MAC header type
	OP
	
	
	
	REL-7

	>>>MAC-hs
	
	
	
	
	REL-7

	>>>>Added or reconfigured MAC-d flow
	MP
	
	Added or reconfigured MAC-d flow 10.3.5.1a
	
	REL-5

	>>>MAC-ehs
	
	
	
	
	REL-7

	>>>>Added or reconfigured MAC-ehs reordering queue
	MP
	
	Added or reconfigured MAC-ehs reordering queue 10.3.5.1c
	
	REL-7

	
	
	
	
	
	

	DCH quality target
	OP
	
	Quality target 10.3.5.10
	
	

	Note 1:
Void

	Note 2:
The IE "Downlink transport channel type" value "DSCH" should not be used for FDD. If received the UE behaviour is unspecified.

	Note 3:
If included in SIB type 16, the value ‘HS-DSCH’ does not apply for the IE "Downlink transport channel type".


	Condition
	Explanation

	NotHS-DSCH
	If the downlink transport channel type is DCH or DSCH then this IE is mandatory otherwise it is not needed.


11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=
[Partial omitted]
HSDSCH-Info-r9 ::=




SEQUENCE {


harqInfo






HARQ-Info-r7


OPTIONAL,


dl-MAC-HeaderType




CHOICE {



mac-hs







AddOrReconfMAC-dFlow,



mac-ehs







AddOrReconfMAC-ehs-ReordQ-r9

}

OPTIONAL

}
[Partial omitted]
