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6.3.2
Radio resource control information elements

–
LogicalChannelConfig
The IE LogicalChannelConfig is used to configure the logical channel parameters.

LogicalChannelConfig information element
-- ASN1START

LogicalChannelConfig ::=


SEQUENCE {


ul-SpecificParameters



SEQUENCE {



priority






INTEGER (1..16),



prioritisedBitRate




ENUMERATED {













kBps0, kBps8, kBps16, kBps32, kBps64, kBps128,













kBps256, infinity, spare8, spare7, spare6,













spare5, spare4, spare3, spare2, spare1},



bucketSizeDuration




ENUMERATED {













ms50, ms100, ms150, ms300, ms500, ms1000, spare2,













spare1},



logicalChannelGroup




INTEGER (0..3)


OPTIONAL


-- Need OR


}

OPTIONAL,
















-- Cond UL


..., 

logicalChannelConfig-v9x0


LogicalChannelConfig-v9x0-IEs
OPTIONAL

-- Need ON
}

LogicalChannelConfig-v9x0-IEs

SEQUENCE {

logicalChannel-SRmask




ENUMERATED {true}

OPTIONAL


-- Cond SRmask
}

-- ASN1STOP

	LogicalChannelConfig field descriptions

	priority

Logical channel priority in TS 36.321 [6]. Value is an integer.

	prioritisedBitRate

Prioritized Bit Rate for logical channel prioritization in TS 36.321 [6]. Value in kilobytes/second. Value kBps0 corresponds to 0 kB/second, kBps8 corresponds to 8 kB/second, kBps16 corresponds to 16 kB/second and so on. Infinity is the only applicable value for SRB1 and SRB2

	bucketSizeDuration

Bucket Size Duration for logical channel prioritization in TS 36.321 [6]. Value in milliseconds. Value ms50 corresponds to 50 ms, ms100 corresponds to 100 ms and so on.

	logicalChannelGroup

Mapping of logical channel to logical channel group for BSR reporting in TS 36.321 [6].

	logicalChannel-SRmask
Controlling SR triggering on a logical channel basis when an uplink grant is configured. See TS 36.321 [6].


	Conditional presence
	Explanation

	UL
	The field is mandatory present for UL logical channels; otherwise it is not present.

	Cond SRmask
	The field is optionally present for UL logical channels, need OR; otherwise it is not present.


Next Modified Section

10.5
Mandatory information in AS-Config

The AS-Config transferred between source eNB and target-eNB shall include all IEs necessary to describe the AS context. The conditional presence in section 6 is only applicable for eNB to UE communication.

The "need" or "cond" statements are not applied in case of sending the IEs from source eNB to target eNB. Some information elements shall be included regardless of the "need" or "cond" e.g. discardTimer. The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. The information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

Within the sourceRadioResourceConfig the source eNB shall include fields that are optional for eNB to UE communication, if the functionality is configured unless explictly specified otherwise in the following:

-
in accordance with a condition that is explictly stated to be applicable; or

-
a default value is defined for the concerned field; and the configured value is the same as the default value that is defined; or

-
the need of the field is OP and the current UE configuration corresponds with the behaviour defined for absence of the field;
	Name
	Presence in clause 6
	Comment

	RadioResourceConfigDedicated
	
	

	> srb-ToAddModList

>> rlc-Config

>> logicalChannelConfig

>>> ul-SpecificParameters

>>>> logicalChannelGroup
>>> logicalChannel-SRmask
	OPTIONAL, -Cond HO-Conn
OPTIONAL, -Cond Setup

OPTIONAL, -Cond Setup

OPTIONAL, -Cond UL

OPTIONAL, -Need OR
OPTIONAL, -Need OR
	- 

- 

- 

- The conditional presence applies

-
-

	>drb-ToAddModList

>> eps-BearerIdentity

>> pdcp-Config

>>> discardTimer

>>> rlc-AM

>>> rlc-UM

>> rlc-Config

>> logicalChannelIdentity

>> logicalChannelConfig

>>> ul-SpecificParameters

>>>> logicalChannelGroup
>>> logicalChannel-SRmask
	OPTIONAL, -Cond HO-toEUTRA

OPTIONAL, -Cond DRB-Setup

OPTIONAL, -Cond PDCP

OPTIONAL, -Cond Setup

OPTIONAL, -Cond Rlc-AM

OPTIONAL, -Cond Rlc-UM

OPTIONAL, -Cond Setup

OPTIONAL, -Cond DRB-Setup

OPTIONAL, -Cond Setup

OPTIONAL, -Cond UL

OPTIONAL, -Need OR
OPTIONAL, -Need OR
	- 

- 

- 

- 

- The conditional presence applies

- The conditional presence applies

- 

- 

- 

- The conditional presence applies

- 
-

	> mac-MainConfig

>> ul-SCH-Config

>>> maxHARQ-Tx

>> periodicBSR-Timer

>> drx-Config

>>> shortDRX

>> phr-Config
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON
	-

-

-

-

-

-

-

	> sps-Config

>> sps-ConfigDL

>> sps-ConfigUL

>>> p0-Persistent

>>> twoIntervalsConfig
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OP

OPTIONAL, -Cond TDD
	-

-

-

-

- The conditional presence applies

	> physicalConfigDedicated

>> pdsch-ConfigDedicated

>> pucch-ConfigDedicated

>>> tdd-AckNackFeedbackMode

>> pusch-ConfigDedicated

>> uplinkPowerControlDedicated

>> tpc-PDCCH-ConfigPUCCH

>> tpc-PDCCH-ConfigPUSCH

>> cqi-ReportConfig

>>> cqi-ReportingModeAperiodic

>>> cqi-ReportPeriodic

>> soundingRS-UL-ConfigDedicated

>> antennaInfo

>>> codebookSubsetRestriction

>> schedulingRequestConfig
>> cqi-ReportConfigExt

>>> cqi-Mask
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Cond TDD

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need OR

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Cond TM

OPTIONAL, -Need ON
OPTIONAL, -Need OR

OPTIONAL, -Cond cqi-reportPeriod
	-

-

-

- The conditional presence applies

-

-

-

-

-

-

-

-

-

- The conditional presence applies

-
-

- The conditional presence applies

	> rlf-TimersAndConstants
	OPTIONAL, -Need ON
	-


For the measurement configuration, a corresponding operation as 5.5.6.1 is executed by target eNB.
Within the sourceMeasConfig the source eNB shall include fields that are optional for eNB to UE communication, if the functionality is configured unless explictly specified otherwise in the following:

-
in accordance with a condition that is explictly stated to be applicable; or

-
a default value is defined for the concerned field; and the configured value is the same as the default value that is defined; or

-
the need of the field is OP and the current UE configuration corresponds with the behaviour defined for absence of the field;

	Name
	Presence in clause 6
	Comment

	MeasConfig
	
	

	> measObjectToAddModList

>> measObject

>>> measObjectEUTRA   

>>>> cellsToAddModList

>>>> blackCellsToAddModList

>>>> cellForWhichToReportCGI

>>> MeasObjectUTRA

>>>> cellsToAddModList

>>>> cellForWhichToReportCGI

>>> MeasObjectGERAN

>>>> cellForWhichToReportCGI

>>> MeasObjectCDMA2000

>>>> searchWindowSize

>>>> cellsToAddModList



>>>> cellForWhichToReportCGI
	OPTIONAL, -Need ON

-

-

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

-

OPTIONAL, -Need ON

OPTIONAL, -Need ON

-

OPTIONAL, -Need ON

-

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON
	- 

-

-

-

- 

-

-

-

-

-

-

-

-

-

-

	> reportConfigToAddModList
	OPTIONAL, -Need ON
	- 

	> measIdToAddModList
	OPTIONAL, -Need ON
	- 

	> quantityConfig

>> quantityConfigEUTRA

>> quantityConfigUTRA

>> quantityConfigGERAN

>> quantityConfigCDMA2000
	OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON

OPTIONAL, -Need ON
	- 

-

-

-

-

	> s-Measure
	OPTIONAL, -Need ON
	-

	> preRegistrationInfoHRPD

>> preRegistrationZoneId

>> secondaryPreRegistrationZoneIdList
	OPTIONAL, -Need OP

OPTIONAL, -Cond PreRegAllowed

OPTIONAL, -Need OR
	- The conditional presence applies

-

	> speedStatePars
	OPTIONAL, -Need ON
	-
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