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Agenda Item
8.3.1

8.3.4.1
CRs for LTE [LTE-interfaces]
RP-100213: LTE-interfaces CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100213
	R3-100643
	Fix for mobile terminated calls rejection in eNodeB
	36.413
	0626
	-
	F
	9.1.0
	LTE-Interfaces
	Rel-9

	RP-100213
	R3-100647
	Correction to the Resource Status Reporting Initiation procedure
	36.423
	0336
	-
	F
	8.8.0
	LTE-interfaces
	Rel-8

	RP-100213
	R3-100648
	Correction to the Resource Status Reporting Initiation procedure
	36.423
	0337
	-
	A
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100213
	R3-100785
	Crrection in DOWNLIN S1 CDMA2000 TUNNELING Procedure
	36.413
	0633
	-
	F
	8.8.0
	LTE-interfaces
	Rel-8

	RP-100213
	R3-100786
	Crrection in DOWNLIN S1 CDMA2000 TUNNELING Procedure
	36.413
	0634
	-
	A
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100213
	R3-100885
	Addition of cause value for not admitted E-RAB
	36.423
	0352
	-
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100213
	R3-100922
	Removing the restriction for Primary Notification
	36.413
	0648
	-
	F
	8.8.0
	LTE-Interfaces
	Rel-8

	RP-100213
	R3-100923
	Removing the restriction for Primary Notification
	36.413
	0649
	-
	A
	9.1.0
	LTE-Interfaces
	Rel-9

	RP-100213
	R3-100965
	Handling of CDMA2000 RAT and Sector ID
	36.413
	0658
	-
	F
	8.8.0
	LTE-interfaces
	Rel-8

	RP-100213
	R3-100987
	Specification of Payload Identifier
	36.412
	0018
	-
	F
	9.0.0
	LTE-interfaces
	Rel-9

	RP-100213
	R3-100988
	Specification of Payload Identifier
	36.422
	0016
	-
	F
	9.0.0
	LTE-interfaces
	Rel-9

	RP-100213
	R3-101115
	Handling of CDMA2000 RAT and Sector ID
	36.413
	0659
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9


RP-100214: LTE-interfaces CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100214
	R3-101023
	Correction of RTD range
	36.413
	0623
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101108
	CDMA2000 1xRTT RAND format
	36.413
	0650
	1
	F
	8.8.0
	LTE-Interfaces
	Rel-8

	RP-100214
	R3-101109
	CDMA2000 1xRTT RAND format
	36.413
	0651
	1
	F
	9.1.0
	LTE-Interfaces
	Rel-9

	RP-100214
	R3-101127
	Define meaning of 0 in Number of Broadcast Requested IE for ETWS
	36.413
	0674
	-
	F
	8.8.0
	LTE-Interfaces
	Rel-8

	RP-100214
	R3-101237
	Correction of connection establishment
	36.413
	0666
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101330
	Correction of Path Switch Failure
	36.413
	0624
	1
	F
	8.8.0
	LTE-Interfaces
	Rel-8

	RP-100214
	R3-101331
	Correction of Path Switch Failure
	36.413
	0625
	1
	A
	9.1.0
	LTE-Interfaces
	Rel-9

	RP-100214
	R3-101332
	Correction of S1 Release
	36.413
	0667
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101333
	NCC Initialization in eNB at the Initial Connection Setup
	36.413
	0629
	3
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101341
	Handling of CSG ID check failure in LTE hybrid cells
	36.413
	0661
	2
	F
	9.1.0
	LTE-interfaces
	Rel-9

	RP-100214
	R3-101347
	Correction of CSFB
	25.413
	1056
	1
	F
	9.1.0
	LTE-interfaces
	Rel-9


8.3.4.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-100215: TEI8 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100215
	R3-100577
	Addition of HS-DSCH physical layer category over Iur
	25.423
	1575
	-
	F
	8.7.0
	TEI8
	Rel-8

	RP-100215
	R3-100578
	Addition of HS-DSCH physical layer category over Iur
	25.423
	1576
	-
	A
	9.1.0
	TEI8
	Rel-9

	RP-100215
	R3-100580
	Allow reconfiguration of some IEs in RL Addition procedure
	25.423
	1578
	-
	F
	8.7.0
	TEI8
	Rel-8

	RP-100215
	R3-100581
	Allow reconfiguration of some IEs in RL Addition procedure
	25.423
	1579
	-
	A
	9.1.0
	TEI8
	Rel-9

	RP-100215
	R3-100587
	Combining E-DCH Radio Links within the RLS
	25.423
	1585
	-
	F
	8.7.0
	TEI8
	Rel-8

	RP-100215
	R3-100588
	Combining E-DCH Radio Links within the RLS
	25.423
	1586
	-
	A
	9.1.0
	TEI8
	Rel-9

	RP-100215
	R3-100621
	Minor corrections for RUA
	25.468
	0022
	-
	F
	8.1.0
	TEI8
	Rel-8

	RP-100215
	R3-100623
	Minor corrections for HNBAP
	25.469
	0040
	-
	F
	8.4.0
	TEI8
	Rel-8

	RP-100215
	R3-100727
	Correct name of Target eNB ID to align with 36.413
	25.413
	1042
	 -
	F
	8.4.0
	TEI8
	Rel-8

	RP-100215
	R3-100728
	Correct name of Target eNB ID to align with 36.413
	25.413
	1043
	 -
	A
	9.1.0
	TEI8
	Rel-9

	RP-100215
	R3-100831
	Allow reconfiguration of some IEs in RL Addition procedure
	25.433
	1735
	1
	F
	8.7.1
	TEI8
	Rel-8

	RP-100215
	R3-100832
	Allow reconfiguration of some IEs in RL Addition procedure
	25.433
	1736
	1
	A
	9.1.1
	TEI8
	Rel-9


RP-100216: TEI8 CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100216
	R3-100919
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	25.423
	1601
	-
	A
	9.1.0
	TEI8
	Rel-9

	RP-100216
	R3-100920
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	25.433
	1786
	-
	F
	8.7.1
	TEI8
	Rel-8

	RP-100216
	R3-100921
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	25.433
	1787
	-
	A
	9.1.1
	TEI8
	Rel-9

	RP-100216
	R3-101064
	Correction of E-DCH RACH Report 
	25.433
	1792
	-
	A
	9.1.1
	TEI8
	Rel-9

	RP-100216
	R3-101080
	Rapporteur’s update of X2AP protocol
	36.423
	0354
	1
	F
	8.8.0
	TEI8
	Rel-8

	RP-100216
	R3-101081
	Correction of E-DCH RACH Report
	25.433
	1737
	2
	F
	8.7.1
	TEI8
	Rel-8

	RP-100216
	R3-101094
	Correction of common E-DCH mac-d flow for CCCH transmission
	25.433
	1793
	-
	F
	8.7.1
	TEI8
	Rel-8

	RP-100216
	R3-101095
	Correction of common E-DCH mac-d flow for CCCH transmission
	25.433
	1794
	-
	A
	9.1.1
	TEI8
	Rel-9

	RP-100216
	R3-101107
	Correction for Procedural Text on E-RNTI Allocation at E-DCH Serving Cell Change
	25.423
	1600
	1
	F
	8.7.0
	TEI8
	Rel-8

	RP-100216
	R3-101253
	Rapporteur’s update for S1AP protocol 
	36.413
	0646
	2
	F
	8.8.0
	TEI8
	Rel-8


RP-100217: LCR TDD CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100217
	R3-100610
	Correction of the value range for RACH Measurement Result IE for 1.28Mcps TDD
	25.435
	0219
	-
	F
	8.4.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-100611
	Correction of the value range for RACH Measurement Result IE for 1.28Mcps TDD
	25.435
	0220
	-
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-100713
	Clarification of eDRX Indication for 1.28Mcp TDD
	25.425
	0148
	-　
	F
	8.4.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-100714
	Clarification of eDRX Indication for 1.28Mcp TDD
	25.425
	0149
	-　
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-100737
	Clarification of HS-DSCH Paging System Information LCR
	25.433
	1740
	1
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-100738
	Clarification of HS-DSCH Paging System Information LCR
	25.433
	1741
	1
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101018
	Clarification DCCH/DTCH transmission mechanism in enhanced CELL-PCH state
	25.435
	0217
	1
	F
	8.4.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101019
	Clarification DCCH/DTCH transmission mechanism in enhanced CELL-PCH state
	25.435
	0218
	1
	A
	9.0.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101066
	Addition of power control and synchronization control configurations for enhanced CELL_FACH for 1.28Mcps TDD
	25.433
	1742
	2
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101067
	Addition of power control and synchronization control configurations for enhanced CELL_FACH for 1.28Mcps TDD
	25.433
	1743
	2
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101068
	Correction of description for RSI procedure for 1.28Mcps TDD
	25.433
	1744
	2
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101069
	Correction of description for RSI procedure for 1.28Mcps TDD
	25.433
	1745
	2
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101250
	Addition of Physical Channel ID in the common E-RNTI configuration for 1.28 Mcps TDD
	25.433
	1773
	1
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101251
	Addition of Physical Channel ID in the common E-RNTI configuration for 1.28 Mcps TDD
	25.433
	1774
	1
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101334
	Correction on the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE for 1.28Mcps TDD
	25.433
	1755
	2
	F
	8.7.1
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101335
	Correction on the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE for 1.28Mcps TDD
	25.433
	1756
	2
	A
	9.1.1
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100217
	R3-101336
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	25.423
	1590
	3
	F
	8.7.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100217
	R3-101337
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	25.423
	1591
	3
	A
	9.1.0
	RANimp-EnhState1.28TDD
	Rel-9


RP-100218: LCR TDD CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100218
	R3-100585
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	25.423
	1583
	-
	F
	8.7.0
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-100586
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	25.423
	1584
	-
	A
	9.1.0
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-100743
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	25.433
	1746
	1
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-100744
	Correction for the description of E-DCH serving radio link IE for E-DCH semi-persistent operation
	25.433
	1747
	1
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-100745
	A missing IE in ASN.1 for 1.28 Mcps TDD
	25.433
	1750
	1
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-100746
	A missing IE in ASN.1 for 1.28 Mcps TDD
	25.433
	1751
	1
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101089
	Corrections to the number of Non-HS-SCCH Associated HS-SICH for 1.28Mcps TDD
	25.433
	1762
	1　
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-101090
	Corrections to the number of Non-HS-SCCH Associated HS-SICH for 1.28Mcps TDD
	25.433
	1763
	1
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101092
	Clarification of HS-SCCH TPC step size configuration
	25.433
	1765
	2
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-101093
	Clarification of HS-SCCH TPC step size configuration
	25.433
	1766
	2
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101097
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	25.423
	1595
	1
	F
	8.7.0
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-101098
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	25.423
	1596
	1
	A
	9.1.0
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101099
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	25.433
	1771
	1
	F
	8.7.1
	RANimp-LCRCPC
	Rel-8

	RP-100218
	R3-101100
	Syncronization detection window configuration in CPC for 1.28 Mcps TDD
	25.433
	1772
	1
	A
	9.1.1
	RANimp-LCRCPC
	Rel-9

	RP-100218
	R3-101082
	Correction on RTWP configutation in multiple frquencies cell 1.28Mcps TDD
	25.433
	1754
	1
	F
	9.1.1
	LCRTDD-EDCH-IubIur
	Rel-9


RP-100219: Other Rel-8 closed WI CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100219
	R3-100575
	Correction of CSG Cell and Hybrid Cell Definition
	25.413
	1038
	-
	F
	9.1.0
	HNB-Arch
	Rel-9

	RP-100219
	R3-100618
	Clarification of HNB Definition
	25.467
	0073
	-
	F
	9.1.0
	HNB-Arch
	Rel-9

	RP-100219
	R3-100619
	Corrections on the non-CSG UEs registration and Iuh Disconnect Procedure
	25.467
	0074
	-
	F
	8.4.0
	HNB-Arch
	Rel-8

	RP-100219
	R3-100620
	Corrections on the non-CSG UEs registration and Iuh Disconnect Procedure
	25.467
	0075
	-
	A
	9.1.0
	HNB-Arch
	Rel-9

	RP-100219
	R3-100582
	Correction of DC-HSDPA capability report in Iur 
	25.423
	1580
	-
	F
	8.7.0
	RANimp-DCHSDPA
	Rel-8

	RP-100219
	R3-100583
	Correction of DC-HSDPA capability report in Iur
	25.423
	1581
	-
	A
	9.1.0
	RANimp-DCHSDPA
	Rel-9

	RP-100219
	R3-100833
	Correction of the presence of Sixtyfour QAM DL and MIMO Combined Capability IE
	25.433
	1748
	1
	F
	8.7.1
	RANimp-64QamMimoHsdpa
	Rel-8

	RP-100219
	R3-100834
	Correction of the presence of Sixtyfour QAM DL and MIMO Combined Capability IE
	25.433
	1749
	1
	A
	9.1.1
	RANimp-64QamMimoHsdpa
	Rel-9

	RP-100219
	R3-101049
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	25.423
	1577
	1
	A
	9.1.0
	RANimp-UplinkEnhState
	Rel-9

	RP-100219
	R3-101050
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	25.423
	1582
	1
	F
	8.7.0
	RANimp-UplinkEnhState
	Rel-8

	RP-100219
	R3-101051
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	25.433
	1734
	2
	A
	9.1.1
	RANimp-UplinkEnhState
	Rel-9

	RP-100219
	R3-101052
	E-RNTI Allocation for UE moves to Cell_FACH from Cell_DCH
	25.433
	1739
	2
	F
	8.7.1
	RANimp-UplinkEnhState
	Rel-8

	RP-100219
	R3-101103
	Addition of F-DPCH TX Power info in Common E-DCH System Information
	25.433
	1779
	1
	F
	8.7.1
	RANimp-UplinkEnhState
	Rel-8

	RP-100219
	R3-101104
	Addition of F-DPCH TX Power info in Common E-DCH System Information
	25.433
	1780
	1
	A
	9.1.1
	RANimp-UplinkEnhState
	Rel-9

	RP-100219
	R3-101176
	Removal of procedural text for DPC Mode IE in Common E-DCH System Information
	25.433
	1785
	1
	A
	9.1.1
	RANimp-UplinkEnhState
	Rel-9

	RP-100219
	R3-101338
	Removal of procedural text for DPC Mode IE in Common E-DCH System Information
	25.433
	1784
	3
	F
	8.7.1
	RANimp-UplinkEnhState
	Rel-8

	RP-100219
	R3-101142
	Corrections on Packet Number
	25.446
	0009
	1
	F
	8.1.0
	RANimp-HSPAEvo
	Rel-8

	RP-100219
	R3-101173
	Addition of IP Source Address in MBMS Synchronisation Information in MBMS Session Start
	25.413
	1050
	2
	F
	8.4.0
	RANimp-HSPAEvo
	Rel-8

	RP-100219
	R3-101174
	Addition of IP Source Address in MBMS Synchronisation Information in MBMS Session Start
	25.413
	1051
	2
	A
	9.1.0
	RANimp-HSPAEvo
	Rel-9


9.1.4.1
Support for different bands for Dual-Cell HSDPA [440015, RANimp-MultiBand_DC_HSDPA, 12/2009]
RP-100220: MultiBand Dual-Cell HSDPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100220
	R3-100839
	Correction of Multi-cell capability report in Iur
	25.423
	1587
	1
	F
	9.1.0
	RANimp-MultiBand_DC_HSDPA
	Rel-9


9.1.4.2
Combination of DC-HSDPA with MIMO [430016, RANimp-DC_MIMO, 12/2009]
RP-100221: DC-HSDPA with MIMO CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100221
	R3-101168
	Remove Cell Specific HARQ memory partitioning for DC HSDPA+MIMO and additional corrections for HS-DSCH preconfiguration
	25.423
	1608
	-
	F
	9.1.0
	RANimp-DC_MIMO
	Rel-9

	RP-100221
	R3-101196
	Remove Cell Specific HARQ memory partitioning for DC HSDPA+MIMO
	25.433
	1791
	1
	F
	9.1.1
	RANimp-DC_MIMO
	Rel-9


9.1.5.1
Home NB and Home eNB enhancements – RAN3 aspects [430025, EHNB-RAN3, 12/2009]
RP-100222: Home NB CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100222
	R3-100645
	Correction of CSG Cell and Hybrid Cell Definition
	36.413
	0628
	-
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-100802
	Correct wrong CSG ID reference
	25.413
	1047
	-
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101041
	Clarification on the Access Control of Non-CSG UE During Inbound Handover
	25.413
	1039
	1
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101201
	Removal of FFS in Rel-9 stage 2 specification
	36.413
	0628
	-
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101282
	Introduction of Support for CSG membership notification
	25.469
	0045
	1
	F
	9.0.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101296
	Handling of CSG ID check failure in hybrid cells
	25.413
	1041
	1
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101301
	CSG expiry Handling
	36.413
	0639
	3
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101339
	PSC Split Clarification
	25.467
	0086
	2
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101340
	CSG expiry Handling
	25.413
	1053
	3
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101342
	Clarifications on UE registration and mobility procedures
	25.467
	0087
	3
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101343
	CSG expiry Handling
	25.467
	0085
	7
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100222
	R3-101345
	Extend ASRI for Release 9
	25.469
	0042
	2
	F
	9.0.0
	EHNB-RAN3
	Rel-9


9.2.1.2
UMTS/LTE 800 MHz for Europe [430009, RlnImp9-UMTSLTE800EU, 03/2010]
RP-100223: UMTS/LTE 800 MHz for Europe CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100223
	R3-100616
	Introduction of UMTS/LTE in 800 MHz for Europe requirements in TS 25.461
	25.461
	0058
	-
	B
	9.1.0
	RInImp9-UMTSLTE800EU
	Rel-9

	RP-100223
	R3-100617
	Introduction of UMTS/LTE in 800 MHz for Europe requirements in TS 25.466
	25.466
	0024
	1
	B
	9.1.0
	RInImp9-UMTSLTE800EU
	Rel-9


9.2.2.1
Dual-Cell HSUPA [430014, RANimp-DC_HSUPA, 03/2010]
RP-100224: Dual-Cell HSUPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100224
	R3-101270
	Small Correction/Improvements for DC-HSUPA
	25.433
	1783
	2
	F
	9.1.1
	RANimp-DC_HSUPA
	Rel-9

	RP-100224
	R3-101329
	Corrections to DC HSUPA
	25.423
	1606
	3
	F
	9.1.0
	RANimp-DC_HSUPA
	Rel-9


9.2.3.1
Positioning Support for LTE [420006, LCS_LTE, 03/2010]
RP-100225: Positioning Support CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100225
	R3-100865
	Introduction of EARFCN information in E-CID measurement results over LPPa
	36.455
	0004
	-
	F
	9.0.0
	LCS_LTE
	Rel-9

	RP-100225
	R3-100956
	Rapporteur’s update of LPPa protocol
	36.455
	0007
	-
	F
	9.0.0
	LCS_LTE
	Rel-9

	RP-100225
	R3-101178
	Transfer Encoding of LPPa PDUs over S1
	36.413
	0664
	1
	F
	9.1.0
	LCS_LTE
	Rel-9

	RP-100225
	R3-101181
	Introduction of new cause values in LPPa
	36.455
	0003
	1
	F
	9.0.0
	LCS_LTE
	Rel-9

	RP-100225
	R3-101344
	Inclusion of Geographical Area and E-UTRAN Access Point Position information
	36.455
	0001
	3
	F
	9.0.0
	LCS_LTE
	Rel-9


9.2.4.1
MBMS support in LTE [430007, MBMS_LTE, 12/2009]
RP-100226: MBMS Support for LTE CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100226
	R3-100613
	Update Description for LTE MBMS Multiple Consecuctive Packet Loss
	25.446
	0007
	-
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-100653
	Clarification of MCCH Update Time
	36.443
	0003
	-
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-100654
	Correct the description of Error Indication and misspelt of BIT STRING
	36.443
	0004
	-
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-100656
	Corrections to TS36.444
	36.444
	0001
	-
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-100718
	MBSFN subframe configuration
	36.443
	0006
	1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-101028
	Removal of QoS information in MBMS Session Start message
	36.443
	0002
	1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-101112
	Small Corrections/Improvements for SYNC
	25.446
	0008
	1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-101134
	Some minor description corrections for M2AP
	36.443
	0001
	1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-101135
	Incorrect reference for SYNC spec
	36.440
	0001
	2
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-101136
	Editorial corrections
	36.442
	0001
	2
	D
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-101138
	Clean up of unicast related text
	36.445
	0001
	2
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100226
	R3-101143
	Corrections on Packet Number
	25.446
	0010
	1
	F
	9.0.0
	MBMS_LTE
	Rel-9


RP-100227: MBMS Support for LTE CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100227
	R3-101150
	Miscellaneous corrections to TS36.443
	36.443
	0009
	 1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101159
	Miscellaneous corrections to TS36.444
	36.444
	0003
	 1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101162
	Clarification on Total counter frame
	25.446
	0006
	4
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101242
	Some corrections to TS36.443
	36.443
	0005
	1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101256
	Rapporteur’s update for M2AP protocol 
	36.443
	0019
	3
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101257
	Editorial Correction on TS 36.444
	36.444
	0007
	1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101262
	MBMS Session Update in TS36.443
	36.443
	0016
	2
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101263
	Introduction of MBMS Session Update in M3AP
	36.444
	0005
	2
	B
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101264
	MBSFN Area Configuration
	36.443
	0008
	2
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101265
	Optional MBMS Session ID
	36.443
	0010
	2
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101268
	Remove the MBMS Session Duration IE from the MBMS Session Start Request message
	36.443
	0013
	3
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101283
	Misc corrections
	36.444
	0004
	2
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101320
	No support for E-RAB Pre-emption
	36.444
	0008
	1
	F
	9.0.0
	MBMS_LTE
	Rel-9

	RP-100227
	R3-101328
	Misc corrections
	36.443
	0015
	3
	F
	9.0.0
	MBMS_LTE
	Rel-9


9.2.7
Self-Organizing Network [420011, SON, 03/2010]
RP-100228: SON CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100228
	R3-100658
	Finalization of Solution Description sub clause for MLB
	36.902
	0003
	-
	B
	9.0.0
	SON
	Rel-9

	RP-100228
	R3-100757
	Inter RAT Mobility Load Balancing on Iu
	25.413
	1044
	-
	C
	9.1.0
	SON
	Rel-9

	RP-100228
	R3-100758
	Inter RAT Mobility Load Balance on S1
	36.413
	0631
	-
	C
	9.1.0
	SON
	Rel-9

	RP-100228
	R3-101247
	Creation of annex for SON Transfer and Cell Load Reporting RIM application
	36.413
	0678
	-
	F
	9.1.0
	SON
	Rel-9

	RP-100228
	R3-101273
	Cell pair identification for Mobility Settings Change procedure
	36.423
	0344
	4
	F
	9.1.0
	SON
	Rel-9

	RP-100228
	R3-101295
	Inclusion of UE RLF Report in RLF INDICATION message
	36.423
	0358
	1
	C
	9.1.0
	SON
	Rel-9


9.2.9
Small Technical Enhancements and Improvements [TEI9]
RP-100229: TEI9 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100229
	R3-100615
	Correction to OTDOA in SAS-centric mode
	25.453
	0120
	-
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-100624
	Minor corrections for HNBAP
	25.469
	0041
	-
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-100644
	Introduction of PLMN-related abnormal conditions during HO in network sharing scenarios
	36.413
	0627
	-
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-100709
	Corrections to the TS0 enhancement for the UE in CELL_FACH state for 1.28Mcps TDD
	25.425
	0147
	-　
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-100710
	Corrections to the TS0 enhancement for the UE in CELL_FACH state for 1.28Mcps TDD
	25.435
	0225
	-　
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-100908
	Rapporteur’s update for RANAP protocol 
	25.413
	1049
	-
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-100950
	Rapporteur’s update of RNSAP protocol
	25.423
	1605
	-
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101079
	Rapporteur’s update of X2AP protocol
	36.423
	0355
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101120
	SPID description and implementation guidelines in UTRAN
	25.401
	0128
	1
	F
	9.0.0
	TEI9
	Rel-9

	RP-100229
	R3-101123
	Introduction of UE Aggregate Maximum Bit Rate Enforcement Indicator
	25.423
	1594
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101124
	Introduction of UE Aggregate Maximum Bit Rate Enforcement Indicator
	25.433
	1770
	1
	F
	9.1.1
	TEI9
	Rel-9

	RP-100229
	R3-101125
	Description of Transparent Container Encoding
	25.413
	1048
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101126
	Description of Transparent Container Encoding
	36.413
	0645
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101161
	Addition of MBSFN information on X2 interface
	36.423
	0341
	2
	C
	9.1.0
	TEI9
	Rel-9

	RP-100229
	R3-101191
	CMAS and ETWS action if  Number of Broadcasts Requested IE set to 0
	36.413
	0641
	1
	F
	9.1.0
	TEI9
	Rel-9


RP-100230: TEI9 CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100230
	R3-101223
	Minor corrections for RUA
	25.468
	0023
	1
	F
	9.0.0
	TEI9
	Rel-9

	RP-100230
	R3-101244
	Addition of DGNSS Validity Period in RNSAP
	25.423
	1593
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101246
	Addition of DGNSS Validity Period in PCAP
	25.453
	0121
	1
	F
	9.0.0
	TEI9
	Rel-9

	RP-100230
	R3-101254
	Rapporteur’s update for S1AP protocol 
	36.413
	0647
	2
	F
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101255
	Corrections from NBAP ASN.1 Review
	25.433
	1764
	2
	F
	9.1.1
	TEI9
	Rel-9

	RP-100230
	R3-101288
	Support of time and frequency synchronization using network listening
	36.413
	0679
	-
	B
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101299
	Rel-9 Flexible cell combinations in DC-HSDPA
	25.423
	1592
	2
	C
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101302
	Introduction of HS-PDSCH resources on TS0 for 1.28Mcps TDD
	25.433
	1757
	2
	F
	9.1.1
	TEI9
	Rel-9

	RP-100230
	R3-101303
	Introduction of HS-PDSCH resources on TS0 for 1.28Mcps TDD
	25.423
	1588
	2
	F
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101304
	Addition of DGNSS Validity Period in NBAP
	25.433
	1767
	2
	F
	9.1.1
	TEI9
	Rel-9

	RP-100230
	R3-101305
	Measurement occasion configuration in CELL_DCH for 1.28Mcps TDD
	25.433
	1777
	2
	F
	9.1.1
	TEI9
	Rel-9

	RP-100230
	R3-101306
	Measurement occasion configuration in CELL_DCH for 1.28Mcps TDD
	25.423
	1597
	2
	F
	9.1.0
	TEI9
	Rel-9

	RP-100230
	R3-101307
	Support of time and frequency synchronization for HeNB
	36.401
	0040
	-
	B
	9.0.0
	TEI9
	Rel-9

	RP-100230
	R3-101327
	RNL-based energy saving solution
	36.423
	0356
	3
	B
	9.1.0
	TEI9
	Rel-9
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