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Table 4-1: Applicability of tests and additional information for testing

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	

	9.1.1.1
	Void
	
	
	
	
	

	
	
	
	
	
	
	

	9.1.1.2
	Void
	
	
	
	
	

	
	
	
	
	
	
	

	9.1.2.1
	Authentication accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.2
	Void
	
	
	
	
	

	
	
	
	
	
	
	

	9.1.2.3
	Authentication not accepted by the network, GUTI used, authentication reject and re-authentication
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.4
	Authentication not accepted by the UE, MAC code failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.5
	Authentication not accepted by the UE, SQN failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.2.6
	Abnormal cases / Network failing the authentication check
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.1
	NAS security mode command accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.3.2
	NAS security mode command not accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.4.2
	Identification procedure, IMEI requested
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.1.5.2
	EMM information procedure not supported by the UE
	Rel-8
	C46
	UEs supporting E-UTRA and  does not support the EMM information message
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.1
	Attach Procedure / Success (valid GUTI)
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.1a
	Attach Procedure / Success (last visited TAI, TAI list and equivalent PLMN list handling)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.2
	Attach Procedure / Success / With IMSI, GUTI reallocation
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.5
	Attach Procedure / Success / ATTACH ACCEPT message includes the PDN address assigned to the UE
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.7
	Attach Procedure / Success / list of equivalent PLMNs in the ATTACH ACCEPT message
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.9
	Attach  / rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.10
	Attach  / rejected / illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.11
	Attach  / rejected / EPS services and non-EPS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.12
	Attach  / rejected / EPS services not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.13
	Attach  / rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.14
	Attach / rejected / tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.15
	Attach / rejected / roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.17
	Attach / rejected / no suitable cells in tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.18
	Attach / rejected / Not authorized for this CSG  
	Rel-8
	C47
	UEs supporting E-UTRA and allowed CSG list
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.19
	Attach  / Abnormal case / Failure due to non integrity protection
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.20
	Attach / Abnormal case / Access barred because of access class barring or NAS signalling connection establishment rejected by the network
	Rei-8
	C04
	UEs supporting E-UTRA and not CS fallback capable
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.21
	Attach / Abnormal case / success after several attempts due to no network response
	Rei-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.22
	Attach / Abnormal case / unssuccesful attach after 5 attempts
	Rei-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.24
	Attach / Abnormal case / Change of cell into a new tracking area
	Rei-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.25
	Attach / Abnormal case / Mobile originated detach required
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.1.26
	Attach / Abnormal case / Detach procedure collision
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.1
	Combined attach procedure / Success / EPS and non-EPS services
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.2
	Combined attach procedure / Success / EPS services only / IMSI unknown in HSS
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.3
	Combined attach procedure / Success / EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.4
	Combined attach procedure / Success / EPS services only / CS domain not available
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.5
	Combined attach / rejected / IMSI invalid
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.6
	Combined attach / rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.7
	Combined attach / rejected / EPS services and non-EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.8
	Combined attach / rejected / EPS services not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.9
	Combined attach / rejected / PLMN not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.10
	Combined attach / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.11
	Combined attach / rejected / Roaming not allowed in this tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.12
	Combined attach / rejected / EPS services not allowed in this PLMN
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.13
	Combined attach / rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.1.2.15
	Combined attach / Abnormal case / handling of the EPS attach attempt counter
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.1
	UE initiated detach / UE switched off
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.1.2
	UE initiated detach / USIM removed from the UE
	Rel-8
	C03
	UEs supporting E-UTRA and USIM removal without power down
	pc_eFDD, pc_USIM_Removal
	

	
	
	
	
	
	pc_eTDD, pc_USIM_Removal
	

	9.2.2.1.6
	UE initiated detach / Abnormal case / local detach after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.1
	NW initiated detach / re-attach required
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.2
	NW initiated detach / IMSI detach
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.2.2.14
	NW initiated detach / Abnormal case / EMM cause not included
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.1
	Normal tracking area update / accepted
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.2
	Normal tracking area update / accepted / “Active” flag set
	Rel-8
	R
	UEs supporting E-UTRA and EPS only mode of operation
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.4
	Normal tracking area update / list of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.5
	Periodic tracking area update / accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.6
	Normal tracking area update / UE with ISR active moves to E-UTRAN
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or GERAN and ISR
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.8
	UE receives an indication that the RRC connection was released with cause "load balancing TAU required"
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.9a
	Normal tracking area update / NAS signalling connection recovery
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.10
	Normal tracking area update / rejected / IMSI invalid
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.11
	Normal tracking area update / rejected / illegal ME
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.12
	Normal tracking area update / rejected / EPS service not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.13
	Normal tracking area update / rejected / UE identity cannot be derived by the network
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.14
	Normal tracking area update / rejected / UE implicitly detached
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.15
	Normal tracking area update / rejected / PLMN not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.16
	Normal tracking area update / rejected / tracking area not allowed
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.17
	Normal tracking area update / rejected / Roaming not allowed in this tracking area
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.18
	Normal tracking area update / rejected / EPS services not allowed in this PLMN
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.19
	Normal tracking area update / rejected / No Suitable Cells in tracking Area
	Rel-8
	C04
	UEs supporting E-UTRA and supporting neither CS fallback nor SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.23
	Normal tracking area update / abnormal case / Success after several attempts due to no network response / TA belongs to TAI list and status is UPDATED
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.25
	Normal tracking area update / abnormal case / Failure after 5 attempts due to no network response
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.26
	Normal tracking area update / abnormal case / TRACKING AREA UPDATE REJECT  
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.27
	Normal tracking area update / abnormal case / Change of cell into a new tracking area  
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.1.28
	Normal tracking area update / abnormal case / Tracking area updating and detach procedure collision  
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.1
	Combined tracking area update / successful
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.3
	Combined tracking area update / successful for EPS services only / MSC temporarily not reachable
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.6
	Combined tracking area update / rejected / Illegal ME
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.9
	Combined tracking area update / rejected / UE identity cannot be derived by the network
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.10
	Combined tracking area update / rejected / UE implicitly detached
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.12
	Combined tracking area update / rejected / Tracking area not allowed
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.2.15
	Combined tracking area update / rejected / No suitable cells in tracking area
	Rel-8
	C02
	UEs supporting E-UTRA and CS fallback or SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.1
	First Iu mode to S1 mode intersystem change after attach; go to E-UTRAN RRC idle; RAU to UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.3.5
	Periodic Routing Area Update
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or GERAN and ISR
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.2.3.4.1
	TAU/RAU procedure for inter-system cell re-selection between A/Gb and S1 modes
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.1
	Service Request initiated by UE for user data
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.2
	Service Request initiated by UE for uplink signalling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.3
	Service Request / Mobile originating CS fallback
	Rel-8
	C26
	UEs supporting E-UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.4
	Service Request / Rejected / IMSI invalid
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.7
	Service Request / Rejected / UE identity cannot be derived by the network
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.7a
	Service Request / Rejected / UE implicitly detached
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.15
	Service Request / abnormal case / Tracking area update procedure is triggered
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.16
	Service Request / abnormal case / Switch off
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.1.17
	Service Request / abnormal case / Procedure collision
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.2.1
	Paging procedure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.3.2.2
	Paging for CS fallback / Idle mode
	Rel-8
	C26
	UEs supporting E-UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.1
	Integrity protection: Correct functionality of EPS NAS integrity algorithm (SNOW3G)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.2
	Integrity protection: Correct functionality of EPS NAS integrity algorithm (AES)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.3
	Ciphering and Deciphering: Correct functionality of EPS NAS encryption algorithm (SNOW3G)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	9.4.4
	Ciphering and Deciphering: Correct functionality of EPS NAS encryption algorithm (AES)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	
	
	
	
	
	
	

	11
	General Tests
	
	
	
	
	

	11.1.1
	MT-SMS over SGs / idle mode
	Rel-8
	C22
	UEs supporting E-UTRA and  MT SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	11.1.2
	MT-SMS over SGs / active mode
	Rel-8
	C22
	UEs supporting E-UTRA and MT SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	11.1.3
	MO-SMS over SGs / idle mode
	Rel-8
	C23
	UEs supporting E-UTRA and MO SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	11.1.4
	MO-SMS over SGs / active mode
	Rel-8
	C23
	UEs supporting E-UTRA and MO SMS over SGs
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


Table 4-1a: Applicability of tests Conditions

	C01
IF [8]A.1/1 OR [8]A.1/3 THEN R ELSE N/A

	C02
IF A.4.2.1.1-1/1 OR A.4.4-1/3 OR A.4.4-1/4 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A

	C04
IF NOT (A.4.2.1.1-1/2 OR A.4.4-1 OR A.4.4-2) THEN R ELSE N/A

	C05
IF [8]A.1/4 THEN R ELSE N/A

	C06
IF A.4.1-1/3 THEN R ELSE N/A

	C07
IF A.4.1-1/4 THEN R ELSE N/A

	C08
IF A.4.5-1/5 THEN R ELSE N/A

	C09
IF A.4.5-1/16 THEN R ELSE N/A

	C10
IF A.4.5-1/25 THEN R ELSE N/A

	C11
IF A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C12
IF A.4.5-1/13 AND A.4.5-1/16 AND A.4.5-1/25 THEN R ELSE N/A

	C13
IF [8]A.1/1 AND A.4.5-1/16 AND A.4.5-1/22 THEN R ELSE N/A

	C14
IF A.4.5-1/5 AND A.4.5-1/17 THEN R ELSE N/A

	C15
IF A.4.5-1/3 AND A.4.5-1/7 THEN R ELSE N/A

	C16
IF A.4.5-1/7 THEN R ELSE N/A

	C17
IF [8]A.1/1 AND [8]A.1/4 AND A.4.5-1/22 AND A.4.5-1/23 THEN R ELSE N/A

	C18
IF A.4.5-1/3 THEN R ELSE N/A

	C19
IF A.4.5-1/6 THEN R ELSE N/A

	C20
IF [8]A.1/4 AND A.4.5-1/16 AND A.4.5-1/23 THEN R ELSE N/A

	C21
IF A.4.5-1/13 AND A.4.5-1/25 THEN R ELSE N/A

	C22
IF A.4.4-1/3 THEN R ELSE N/A

	C23
IF A.4.4-1/4 THEN R ELSE N/A

	C24
IF A.4.1-1/3 AND A.4.5-1/16 AND A.4.5-1/26 THEN R ELSE N/A

	C25
IF A.4.1-1/4 AND A.4.5-1/16 AND A.4.5-1/24 THEN R ELSE N/A

	C26
IF A.4.2.1.1-1/1 THEN R ELSE N/A

	C27
IF ([8]A.1/1 OR [8]A.1/2 OR [8]A.1/4) AND A.4.4-1/5 THEN R ELSE N/A

	C28
IF A.4.5-1/1 THEN R ELSE N/A

	C29
IF (A.4.5-1/1 AND A.4.5-1/7) THEN R ELSE N/A

	C30
IF (A.4.5-1/1 AND A.4.5-1/20) THEN R ELSE N/A

	C31
IF (A.4.5-1/1 AND A.4.5-1/7 AND A.4.5-1/20) THEN R ELSE N/A

	C32
IF (A.4.5/7 AND A.4.5/20) THEN R ELSE N/A

	C33
IF A.4.5/20 THEN R ELSE N/A

	C34
IF A.4.4-1/6 AND A.4.4-1/7 THEN R ELSE N/A

	C35
IF A.4.4-1/6 THEN R ELSE N/A

	C36
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.5-1/8 AND A.4.5-1/22 THEN R ELSE N/A

	C37
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.4-1/8 THEN R ELSE N/A

	C38
IF [8]A.1/4 AND A.4.5-1/10 THEN R ELSE N/A

	C39
IF A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/22 THEN R ELSE N/A

	C40
IF A.4.5-1/5 AND A.4.5-1/19 AND A.4.5.-1/23 THEN R ELSE N/A

	C41
IF A.4.1-1/4 AND A.4.2.1.1-1/5 THEN R ELSE N/A

	C42
IF A.4.1-1/3 AND A.4.5-1/12 THEN R ELSE N/A

	C44
IF A.4.1-1/3 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/26 THEN R ELSE N/A

	C45
IF A.4.1-1/4 AND A.4.5-1/5 AND A.4.5-1/19 AND A.4.5-1/24 THEN R ELSE N/A

	C46
IF A.4.1-1/1 OR A.4.1-1/2 AND( NOT A.4.4-1/9) THEN R ELSE N/A

	C47
IF A.4.4-1/2 THEN R ELSE N/A


A.4.2
UE Service Capabilities

A.4.2.1
3GPP Standardised UE Service Capabilities

A.4.2.1.1
Bearer Services
Table A.4.2.1.1-1: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of CS fallback
	24.301
	Rel-8
	pc_CS_fallback
	
The UE supports CS fallback for voice calls. If true, pc_CS and at least one of pc_FDD, pc_TDD_HCR, pc_TDD_LCR, pc_TDD_VHCR or pc_UMTS_GSM is also true.

	
	
	
	
	
	


	
	
	
	
	
	


	2
	Support of registration to CS for SMS only
	24.301
	Rel-8
	pc _CS_SMS_only
	The UE supports registration for SMS only.
If true, pc_CS_fallback is false, and at least one of pc_SMS_SGs_MT and pc_SMS_SGs_MO is true. 

	3
	Support of 1xCS fallback
	24.301
	Rel-8
	pc_1xCSfallback
	

	NOTE :
A UE may support one or more of bearer service 1, 2, 3 or 4.
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