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<Start of modified section>
5.4.3
UE test loop mode A operation

Upon receiving a PDCP SDU identified by LB_ID when operating in E-UTRA mode with UE Test Loop Mode A active the UE shall:

1>
if UL_PDCP_SDU_scaling(LB_ID) is FALSE:

2>
take the PDCP SDU from the output of the PDCP Service Access Point (SAP) and provide it as input to the correspondent PDCP SAP in uplink and transmit, see Figure 5.4.3-1.
1>
else:
2>
if UL_PDCP_SDU_size(LB_ID) = 0:

3>
discard the PDCP SDU (no data is returned).

2>
else:

3>
if the size of the received PDCP SDU in downlink is equal to UL_PDCP_SDU_size(LB_ID):

4>
take the PDCP SDU from the output of the PDCP SAP and provide it as input to the correspondent PDCP SAP in uplink and transmit, see Figure 5.4.3-1.
3>else if the size of the received PDCP SDU in downlink is bigger than UL_PDCP_SDU_size(LB_ID):

4>
create a UL PDCP SDU of size UL_PDCP_SDU_size(LB_ID) by taking the first K bits of the received PDCP SDU in downlink PDCP SAP, where K is equal to UL_PDCP_SDU_size(LB_ID) and provide it as input to the correspondent PDCP SAP in uplink and transmit, see Figure 5.4.3-2.
3>
else if the size of the received PDCP SDU in downlink is less than UL_PDCP_SDU_size(LB_ID):

4>
create a UL PDCP SDU of size UL_PDCP_SDU_size(LB_ID) by repeating the data received in downlink PDCP SDU in downlink to fill the UL PDCP SDU (truncating the last block if necessary), provide it as input to the correspondent PDCP SAP in uplink and transmit, see Figure 5.4.3-3.
Note:
Size of the received PDCP SDUs in downlink shall be bit strings that are byte aligned (i.e. multiple of 8 bits) according to TS 36.323 [24] clause 6.2.1.
In both RLC AM and UM modes, UE shall be able to buffer minimum of [10kbytes] of UL PDCP SDU blocks. The UE shall discard the UL PDCP SDU block if its buffer capacity for UL PDCP SDU blocks is exceeded. The UE shall perform the discard either by the loopback entity or the UL PDCP entity.
Editor’s note:
The value for minimum UL PDCP SDU buffer size is preliminary set to 10kByte. The value is for further study to secure that the required buffer size is enough to cover all RF testing scenarios and UE categories.
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Figure 5.4.3-1: Loop back of PDCP SDU
(DL PDCP SDU size = UL PDCP SDU size = N)
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Figure 5.4.3-2: DL > UL PDCP SDU block size
(DL PDCP SDU size = N, UL PDCP SDU size = K)
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Figure 5.4.3-3: DL < UL PDCP SDU block size 
(DL PDCP SDU size = N, UL PDCP SDU size = 2*N + K)

5.4.4
UE test loop mode B operation

5.4.4.1
UE test loop mode B IP PDU buffer size requirement
For UE test loop mode B, when the received IP PDU does not fit in the UE test loop buffer, the UE shall discard the IP PDU. For UE test loop mode B the minimum total IP PDU buffer size supported by the UE shall be [12160 bits]. 

Editor’s note:
The value for minimum IP PDU buffer size is FFS, preliminary value set to 12160 bits correspondent to 1520 octets (maximum SDU size as specified in 24.008).  

5.4.4.2
Reception of IP PDUs when UE is in E-UTRA mode
Upon receiving a PDCP SDU (=IP PDU) when operating in E-UTRA mode with UE Test Loop Mode B active the UE shall:

1>
if T_delay_modeB timer is running:

2>
buffer the received PDCP SDU

1>
else

2>
if BUFFER_IP_PDUs is TRUE

3>
buffer the received PDCP SDU

3>
Start T_delay_modeB timer

2>
else

3>
submit the received PDCP SDU without any modification of the IP header to the UL TFT handling SAP for transmission in uplink. See note.

Note:
The UL TFT function in the UE is mapping IP PDUs received from SDF to EPS bearer/radio bearer as configured by SS in the UL TFT IE sent as part of the EPS bearer establishment procedures. See figure 5.1-2.
Note:
Size of the received PDCP SDUs in downlink shall be bit strings that are byte aligned (i.e. multiple of 8 bits) according to TS 36.323 [24] clause 6.2.1.
<Next modified section>

6.1
CLOSE UE TEST LOOP

This message is only sent in the direction SS to UE.

	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], sub clause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], sub clause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1

	UE test loop mode
	
	M
	V
	1

	UE test loop mode A LB setup
	
	CV-ModeA
	LV
	1-25

	UE test loop mode B LB setup
	
	CV-ModeB
	V
	1


	Condition
	Explanation

	CV-ModeA
	This IE is mandatory present if the IE "UE test loop mode " is set to UE test loop Mode A. Else it shall be absent.

	CV-ModeB
	This IE is mandatory present if the IE "UE test loop mode " is set to UE test loop Mode B. Else it shall be absent.


where message type is:

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	1
	0
	0
	0
	0
	0
	0
	0
	octet 1


where UE test loop mode is:

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	0
	0
	0
	0
	0
	0
	X2
	X1
	octet 1


X2=0 and X1=0 then UE test loop mode A is selected.

X2=0 and X1=1 then UE test loop mode B is selected.

Other combinations of X1 and X2 are reserved for future versions of the protocol.

where UE test loop mode A LB setup is:

	
	8

7

6

5

4

3

2

1
	

	
	Length of UE test loop mode A LB setup list in bytes
	Octet 1

	
	LB setup list


	Octet 2

Octet N*3+1


N is the number of LB entities in the LB setup list and is less than or equal to MAX_ModeA_LB_entities.

where LB setup list is:

	
	8

7

6

5

4

3

2

1
	

	
	LB setup DRB IE#1
	Octet 2

Octet 3

Octet 4

	
	LB setup DRB IE#2
	Octet 5

Octet 6

Octet 7

	
	…
	

	
	LB setup DRB IE#N
	Octet N*3-1

Octet N*3

Octet N*3+1


where LB Setup DRB#k IE is:

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	Z15
	Z14
	Z13
	Z12
	Z11
	Z10
	Z9
	Z8
	octet 1

	Z7
	Z6
	Z5
	Z4
	Z3
	Z2
	Z1
	Z0
	octet 2

	Reserved
	Q4
	Q3
	Q2
	Q1
	Q0
	octet 3


Z15..Z0 = Uplink PDCP SDU size in bits 0.. 12160 (binary coded, Z15 is most significant bit and Z0 least significant bit). See Note 1.

Q4..Q0 = Data Radio Bearer identity number, 1..32 (binary coded value of ‘DRB-Identity’ -1, Q4 is most significant bit and Q0 least significant bit), where Data Radio Bearer identity identifies the radio bearer, see TS 36.331 [25].

NOTE 1:
The UL PDCP SDU size is limited to 12160 bits (1520 octets).

NOTE 2:
A "LB Setup DRB IE" is only needed for a DRB if UL PDCP SDU scaling is needed. If there is no "LB Setup DRB IE" associated with a DRB in the CLOSE UE TEST LOOP message then the same size of the PDCP SDU received in downlink is returned in uplink.
NOTE 3:
The UL PDCP SDU size shall be byte aligned (i.e. multiple of 8 bits) according to TS 36.323 [24] clause 6.2.1.
And where UE test loop mode B setup is:

	
	8
7
6
5
4
3
2
1
	

	
	IP PDU delay
	Octet 1


Where

	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	T7
	Z6
	T5
	T4
	T3
	T2
	T1
	T0
	octet 1


T7..T0 = value of T_delay_modeB timer 0..255 seconds (binary coded, T7 is most significant bit and T0 least significant bit).

NOTE:
For E-UTRAN to CDMA2000 test cases, the SS should not sent any downlink U-plane data in E-UTRAN after sending a CLOSE UE TEST LOOP message with an IP PDU delay parameter set to value different from zero. In CDMA2000, the T_delay_modeB timer is not used to buffer dowlink U-plane data, and at expiry of this timer, if there are buffered data received while in E-UTRAN, it is not specified what the UE will do with these data. See clause 7.3 for the definition of the T_delay_modeB timer.

<End  of modified section>
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