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[First modified section]
9.2.1.13
MCCH related BCCH Configuration Item

This information element provides MCCH related BCCH configuration information to the eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBSFN Area Id
	M
	
	9.2.1.14
	

	PDCCH Data Length
	M
	
	ENUMERATED (dl0, dl1, dl2)
	This IE is encoded along the number of OFDM symbols for PDCCH as of table 6.7-1. in [12].

	Repetition Period 
	M
	
	ENUMERATED (rf32, rf64, rf128, rf256)
	The same encoding as the repetitionPeriod in mcch-Config as specified in [11]

	Offset
	M
	
	INTEGER (0..10)
	The same encoding as the repetitionPeriod in mcch-Config as specified in [11]

	Modification Period
	M
	
	ENUMERATED (ms5120, ms10240)
	The same encoding as the modificationPeriod in mcch-Config as specified in [11]

	Subframe Allocation Info
	M
	
	BIT STRING (SIZE(6))
	The same encoding as the subframeAllocationInfo specified in [11]

	Modulation and Coding Scheme
	M
	
	ENUMERATED (n2, n7, n13, n19)
	The same encoding as the signallingMCS specified in [11]

	
	
	
	
	


[Second modified section]
9.3.5
Information Element definitions

[…]
MCCHrelatedBCCH-ConfigPerMBSFNArea-Item ::= SEQUENCE {


mbsfnArea





MBSFN-Area-ID,


pdcchDataLength




ENUMERATED {s1, s2, ...},


repetitionPeriod



ENUMERATED {rf32, rf64, rf128, rf256},


offset






INTEGER (0..10),


modificationPeriod



ENUMERATED {ms5120, ms10240},


subframeAllocationInfo


BIT STRING (SIZE(6)),


modulationandCodingScheme

ENUMERATED {n2, n7, n13, n19},



iE-Extensions




ProtocolExtensionContainer { { MCCHrelatedBCCH-ConfigPerMBSFNArea-Item-ExtIEs} } OPTIONAL,


...

}
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