Page 1



3GPP TSG RAN WG3 Meeting #67 
(
 R3-101246
San Francisco, CA, USA, 22 – 26 Feb 2010    

	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	25.453
	CR
	0121
	(

rev
	1
	(

Current version:
	9.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Addition of DGNSS Validity Period in PCAP

	
	

	Source to WG:
(

	Qualcomm Incorporated

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	TEI9
	
	Date: (

	22/02/2010

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	The differential corrections for GPS and GANSS do not include any indication on how long the corrections are valid.

	
	

	Summary of change:
(

	UDRE Growth Rate and the Time of Validity for UDRE Growth Rate fields are added to the differential corrections elements for GPS and GANSS.

	
	

	Consequences if 
(

not approved:
	Misalignment with RRC.

The UE does not know how long the differential corrections are valid for each GNSS, and hence would have to rely on UE internal assumptions which could lead to an either too long assumed validity period, and hence degraded accuracy, or to an too short assumed validity period, and hence uneccesary high signalling (update rates) in the network.

v1: added missing procedural text for optional IEs

	
	

	Clauses affected:
(

	8.3.2, 9.2.2.5, 9.2.2.113, 9.2.2.a (new), 9.3.4, 9.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	25.423, 25.433

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	The corresponding RRC CR was approved at RAN#46, RP-091347 (CR 3990)


8.3
Information Exchange Initiation

8.3.1
General

This procedure is used by a RNC to request the initiation of an information exchange with a SAS.

This procedure uses the signalling bearer connection for the Information Exchange Context.

8.3.2
Successful Operation

[image: image1.wmf] 

 

SAS

 

INFORMATION EXCHANGE 

INITIATION REQUEST

 

INFORMATION EXCHANGE 

INITIATION RESPONSE

 

RNC

 


Figure 3: Information Exchange Initiation procedure, Successful Operation
The procedure is initiated with an INFORMATION EXCHANGE INITIATION REQUEST message sent from RNC to SAS.
If the Information Type IE is set to "Implicit", the SAS is responsible for selecting the type of assistance data.

Upon reception, the SAS shall provide the requested information according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.

If the Information Exchange Object Type IE is set to "Cell-ID Measured Results Sets" the SAS shall use the "Cell-ID Measured Results Info List" for obtaining an initial UE position estimate.

If the GANSS-UTRAN Time Relationship Uncertainty IE included in the INFORMATION EXCHANGE INITIATION REQUEST message does not contain the GANSS ID IE, the SAS shall assume that the GANSS-UTRAN Time Relationship Uncertainty IE is associated with "Galileo". 

If the Information Type IE is set to "Explicit" and an Explicit Information Item IE is set to "GANSS Common Data", at least one of the GANSS Reference Time, GANSS Ionosphere Model, GANSS Reference Location, GANSS Additional Ionospheric Model, or GANSS Earth Orientation Parameters types shall be requested.

If the Information Type IE is set to "Explicit" and an Explicit Information Item IE is set to "GANSS Generic Data", at least one of the GANSS Real Time Integrity, GANSS Data Bit Assistance, DGANSS Corrections, GANSS Almanac and Satellite Health, GANSS Reference Measurement Information, GANSS UTC Model, GANSS Time Model GNSS-GNSS, GANSS Navigation Model, GANSS Additional Navigation Models, GANSS Additional UTC Models, or GANSS Auxiliary Information IEs shall be present in each GANSS Generic Data Item IE associated with a given GANSS.

-
If the GANSS Generic Data Item IE does not contain the GANSS ID IE, the SAS shall assume that the corresponding GANSS is "Galileo".

Information Report Characteristics:
The Information Report Characteristics IE indicates how the reporting of the information shall be performed.

If the Information Report Characteristics IE is set to "On-Demand", the SAS shall report the requested information immediately.

If the Information Report Characteristics IE is set to "Periodic", the SAS shall report the requested information immediately and then shall periodically initiate the Information Reporting procedure for all the requested information, with the requested report frequency.

If the Information Report Characteristics IE is set to "On-Modification", the SAS shall report the requested information immediately if available. If the requested information is not available at the moment of receiving the INFORMATION EXCHANGE INITIATION REQUEST message, but expected to become available after some acquisition time, the SAS shall initiate the Information Reporting procedure when the requested information becomes available. The SAS shall then initiate the Information Reporting procedure in accordance to the following conditions:

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Almanac and Satellite Health", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the toa or WNa parameter has occurred in almanac/health information for at least one visible satellite.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "UTC Model", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the tot or WNt parameter has occurred in the GPS UTC model.

-
If the Transmission TOW Indicator IE is set to "requested", then the SAS shall include the GPS Transmission TOW IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Ionospheric Model", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the GPS ionospheric model.

-
If the Transmission TOW Indicator IE is set to "requested", then the SAS shall include the GPS Transmission TOW IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Navigation Model", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the clock/ephemeris information for at least one visible satellite or in the list of visible satellites.

-
If the Transmission TOW Indicator IE is set to "requested", then the SAS shall include the GPS Transmission TOW IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "DGPS Corrections", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the quality of the DGPS corrections information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Reference Time", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the time-of-week assistance information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Acquisition Assistance", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in acquisition assistance information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Real Time Integrity", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the real-time integrity status of at least one visible satellite.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE includes "Almanac and Satellite Health SIB", the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in almanac/health information for at least one visible satellite.

-
If the Transmission TOW Indicator IE is set to "requested", then the SAS shall include the GPS Transmission TOW IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Almanac and Satellite Health IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the Toa , IODa, or Week Number parameter has occurred in almanac/health information for at least one visible satellite.

-
If the GANSS Time Indicator IE is set to "requested", then the SAS shall include the GANSS Reference Time IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS UTC Model IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the tot or WNt parameter has occurred in the GANSS UTC model.

-
If the GANSS Time Indicator IE is set to "requested", then the SAS shall include the GANSS Reference Time IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Additional UTC Models IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the tot,WNot, WNt, or NA parameter has occurred in the GANSS Additional UTC model.

-
If the GANSS Time Indicator IE is set to "requested", then the SAS shall include the GANSS Reference Time IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Common Data" and includes the GANSS Ionosphere Model IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the GANSS ionospheric model.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Common Data" and includes the GANSS Additional Ionospheric Model IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the GANSS additional ionospheric model.

-
If the Data ID IE is set to value "11", then the SAS shall include the GANSS Additional Ionospheric Model IE for the area as defined in [27]. If the Data ID IE is set to value "00", then the SAS shall include the GANSS Additional Ionospheric Model IE applicable worldwide as defined in [27].

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Common Data" and includes the GANSS Earth Orientation Parameters IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the tEOP parameter has occurred in the GANSS Earth Orientation Parameters.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Navigation Model IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the ephemeris information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Additional Navigation Models IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the ephemeris information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes theGANSS Time Model GNSS-GNSS IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the time information.

-
If the GANSS Time Indicator IE is set to "requested", then the SAS shall include the GANSS Reference Time IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the DGANSS Corrections IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the quality of the DGANSS corrections information for at least one visible satellite or in the list of visible satellites.

-
If the GANSS Time Indicator IE is set to "requested", then the SAS shall include the GANSS Reference Time IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Common Data" and includes theGANSS Reference Time IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the time-of-week assistance information for at least one visible satellite or in the list of visible satellites.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Reference Measurement Information IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in acquisition assistance information for at least one visible satellite or in the list of visible satellites.

-
If the GANSS Time Indicator IE is set to "requested", then the SAS shall include the GANSS Reference Time IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Real Time Integrity IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change has occurred in the real-time integrity status of at least one visible satellite.

-
If the GANSS Time Indicator IE is set to "requested", then the SAS shall include the GANSS Reference Time IE in the INFORMATION REPORT message.

-
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Auxiliary Information IE, the SAS shall initiate the Information Reporting procedure for this specific Explicit Information Type when a change in the Signals Available or Channel Number IEs has occurred in the GANSS Auxiliary Information.

-
If the GANSS Time Indicator IE is set to "requested", then the SAS shall include the GANSS Reference Time IE in the INFORMATION REPORT message.

-
If any of the above Information Type IEs becomes temporarily unavailable, the SAS shall initiate the Information Reporting procedure for this specific Information Item by indicating "Information Not Available" in the Requested Data Value Information IE. If the Information becomes available again, the SAS shall initiate the Information Reporting procedure for this specific Information.

Response message:

If the SAS is able to determine the information requested by the RNC, it shall respond with the INFORMATION EXCHANGE INITIATION RESPONSE message. The message shall include the same Information Exchange ID that was included in the INFORMATION EXCHANGE INITIATION REQUEST message. When the Report Characteristics IE is set to "On Modification" or "Periodic", the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE if the data are available. When the Report Characteristics IE is set to "On Demand", the INFORMATION EXCHANGE INITIATION RESPONSE message shall contain the Requested Data Value IE.

When the response message includes data to be reported (see above), the SAS shall include at least one IE in the Requested Data Value IE.

If the Requested Data Value IE contains the GANSS Common Assistance Data IE, at least one of the GANSS Reference Time, GANSS Ionospheric Model, GANSS Reference Location, GANSS Additional Ionospheric Model, or GANSS Earth Orientation Parameters IEs shall be present.

-
If the GANSS Reference Time IE does not contain the GANSS Time ID IE, the corresponding GANSS timing refers to the "Galileo" timing. 

Any GANSS Generic Assistance Data IE associated with a given GANSS included in the Requested Data Value IE shall contain at least one of the GANSS Real Time Integrity, GANSS Data Bit Assistance, DGANSS Corrections, GANSS Almanac and Satellite Health, GANSS Reference Measurement Information, GANSS UTC Model, GANSS Time Model, GANSS Navigation Model, GANSS Additional Time Models, GANSS Additional Navigation Models, GANSS Additional UTC Models, or GANSS Auxiliary Information IEs.

-
If the GANSS Generic Assistance Data IE does not contain the GANSS ID IE, the corresponding GANSS is "Galileo".

-
The DGANSS Corrections IE contains one or several DGANSS Information IE(s), each of them associated with a GANSS Signal. A DGANSS Information IE for a particular GANSS that does not contain the GANSS Signal ID IE is by default associated with the default signal defined in [4], clause 10.3.3.45a.

-
The GANSS Real Time Integrity IE contains one or several Satellite Information IEs, each of them associated with a satellite and a GANSS Signal. A Satellite Information IE for a particular GANSS that does not contain the Bad GANSS Signal ID IE is by default associated with all the signals of the corresponding satellite (see [22, 23, 24, 25, 26, 27, 28]).

-
The GANSS Reference Measurement Information IE is associated with a GANSS Signal. A GANSS Reference Measurement Information IE for a particular GANSS that does not contain the GANSS Signal ID IE is by default associated with the default signal defined in [4], clause 10.3.3.45a. 

If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Time Model GNSS-GNSS IE with exactly one bit set to value "1" in the GNSS-GNSS Time ext IE, the SAS shall include the GANSS Time Model IE in the Requested Data Value IE with the requested time information.

If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "GANSS Generic Data" and includes the GANSS Time Model GNSS-GNSS IE with more than one bit set to value "1" in the GNSS-GNSS Time ext IE, the SAS shall include the GANSS Additional Time Models IE in Requested Data Value IE with the requested time information for each GANSS.
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "DGPS Corrections", the SAS shall include the DGPS Corrections IE in Requested Data Value IE with the DGNSS Validity Period IE included, if available.
If the Information Type IE is set to "Explicit" and the Explicit Information Item IE is set to "DGANSS Corrections", the SAS shall include the DGANSS Corrections IE in Requested Data Value IE with the DGNSS Validity Period IE included, if available.

9.2.2.5
DGPS Corrections

This IE contains DGPS corrections, which may be employed to compensate for ranging errors due to atmospheric delay, orbital modelling, and satellite clock drift.

Table 27

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	GPS TOW sec
	M
	
	INTEGER (0..604799)
	In seconds 

GPS time-of-week when the DGPS corrections were calculated
	–
	

	Status/Health
	M
	
	ENUMERATED (UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.2, UDRE scale 0.1, no data, invalid data)
	
	–
	

	DPGS information
	C-Status/Health
	1..<maxSat>
	
	
	–
	

	>SatID
	M
	
	INTEGER (0..63)
	Identifies the satellite and is equal to (SV ID No - 1) where SV ID No is defined in [10].
	–
	

	>IODE
	M
	
	INTEGER (0..255)
	
	–
	

	>UDRE
	M
	
	ENUMERATED (UDRE ( 1.0 m,

1.0m < UDRE ( 4.0m,

4.0m < UDRE ( 8.0m,

8.0m < UDRE)
	The value in this field shall be multiplied by the UDRE Scale Factor in the IE Status/Health to determine the final UDRE estimate for the particular satellite.
	–
	

	>PRC
	M
	
	INTEGER (-2047..2047.)
	Scaling factor 0.32 Meters
	–
	

	>Range Rate Correction
	M
	
	INTEGER (-127..127)
	Scaling factor 0.032 meters/sec
	–
	

	>DGNSS Validity Period
	O
	
	9.2.2.a
	
	YES
	ignore


Table 28

	Condition
	Explanation

	Status/Health
	This IE shall be present if the Status/Health IE is not equal to "no data" or "invalid data"


Table 29

	Range bound
	Explanation

	maxSat
	Maximum number of satellites for which data is included in this IE. The value of maxSat is 16.


9.2.2.113
DGANSS Corrections

This IE contains DGANSS corrections to be used by the UE.

Table 167

	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description
	Criticality
	Assigned Criticality

	DGANSS Reference Time
	M
	
	INTEGER
(0..3570 by step of 30)
	Seconds.

Time in GNSS system time (modulo 3600 s) when the DGANSS corrections were calculated 
	–
	

	DGANSS Information
	
	1..<maxSgnType>
	
	
	–
	

	>GANSS Signal ID
	O
	
	9.2.2.131
	Absence of this field means the default value for the GANSS identified by “GANSS ID” [4]. 
	–
	

	>Status/Health
	M
	
	ENUMERATED(UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.2, UDRE scale 0.1, no data, invalid data)
	
	–
	

	>DGANSS Signal Information
	C-Status/Health
	1.. <maxGANSSSat>
	
	
	–
	

	>>Sat ID
	M
	
	INTEGER(0..63)
	Defined in [4].
	–
	

	>>IOD
	M
	
	BIT STRING(10)
	
	–
	

	>>UDRE
	M
	
	ENUMERATED(UDRE  1.0 m,

1.0m < UDRE  4.0m,

4.0m < UDRE  8.0m,

8.0m < UDRE)
	The value in this field shall be multiplied by the UDRE Scale Factor in the IE Status/Health to determine the final UDRE estimate for the particular satellite.
	–
	

	>>PRC
	M
	
	INTEGER
(-2047..2047)
	Scaling factor 0.32 meters
	–
	

	>>RRC
	M
	
	INTEGER
(-127..127)
	Scaling factor 0.032 meters/sec
	–
	

	>>DGNSS Validity Period
	O
	
	9.2.2.a
	
	YES
	ignore


Table 167A

	Range bound
	Explanation

	maxSgnType
	Maximum number of signals for which data is included in this IE. The value of maxSgnType is 8

	maxGANSSSat
	Maximum number of satellites for which data is included in this IE. The value of maxGANSSSat is 64


Table 167B
	Condition
	Explanation

	Status/Health
	This IE shall be present if the Status/Health IE value is not equal to "no data" or "invalid data".


9.2.2.152
Cell-ID Measured Results Sets

This IE contains the list of Cell-ID measurements of signals associated with one or more cells.

Table xx

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell-ID Measured Results Sets
	
	1..<maxNoOfMeasurements>
	
	

	>Cell-ID Measured Results Info List
	M
	
	9.2.2.31
	For SAS-centric mode.


9.2.2.a
DGNSS Validity Period
This IE defines the validity period of the GNSS differential corrections provided in DGPS corrections and DGANSS corrections IEs
Table x
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UDRE Growth Rate
	M
	
	Enumerated(

UDRE growth 1.5, 

UDRE growth 2,

UDRE growth 4,

UDRE growth 6,

UDRE growth 8,

UDRE growth 10,

UDRE growth 12,

UDRE growth 16)
	This field provides an estimate of the growth rate of uncertainty (1‑) in the corrections. The UDRE at time value specified in the Time of Validity for UDRE Growth Rate field is the value of this field times the value of UDRE provided in DGPS Corrections or DGANSS corrections IE [4].

	Time of Validity for UDRE Growth Rate
	M
	
	Enumerated(

val20sec, 

val40sec, 

val80sec, 

val160sec, 

val320sec, 

val640sec, 

val1280sec, 

val2560sec)
	This field specifies the time when the UDRE Growth Rate field applies [4].


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
PCAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) pcap(4) version1 (1) pcap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxSat,


maxSatAlmanac,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasurements,


maxNrOfPoints,

maxNrOfExpInfo,

maxNrOfSets,


maxRateMatching,


maxNrOfTFs,


maxTTI-count,


maxTS-1,


maxCCTrCH,


maxTF,


maxTFC,


maxPRACH,


maxTrCH,


maxTGPS,


maxNoOfMeasurements,


maxCellMeas,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,


maxNrOfRefETFCIs,


maxSet,


maxGANSS,


maxGANSSSat,


maxGANSSSet,

maxSgnType,


maxGANSSSatAlmanac,


maxGANSSClockMod,


maxGANSS-1,

id-UTRAN-GPSReferenceTime,


id-UTRAN-GPSReferenceTimeResult,


id-GPS-UTRAN-TRU,


id-UTRAN-GPS-DriftRate,


id-OTDOA-AddMeasuredResultsInfo,


id-GPS-ReferenceLocation,


id-rxTimingDeviation768Info,


id-rxTimingDeviation384extInfo,


id-MeasurementValidity,


id-ExtendedRoundTripTime,


id-roundTripTimeInfoWithType1,


id-AddMeasurementInfo,


id-Extended-RNC-ID,

id-GANSS-CommonAssistanceData,


id-GANSS-GenericAssistanceDataList,


id-GANSS-PositioningDataSet,


id-GNSS-PositioningMethod,

id-NetworkAssistedGANSSSuport,


id-TUTRANGANSSMeasurementValueInfo,


id-angleOfArrivalLCR,


id-extendedTimingAdvanceLCR,

id-additionalMeasurementInforLCR,


id-timingAdvanceLCR-R7,


id-rxTimingDeviationLCR,


id-GPSReferenceTimeUncertainty,

id-GANSS-AddIonoModelReq,

id-GANSS-EarthOrientParaReq,


id-GANSS-Additional-Ionospheric-Model,


id-GANSS-Earth-Orientation-Parameters,

id-GANSS-Additional-Time-Models,


id-GANSS-Additional-Navigation-Models,

id-GANSS-Additional-UTC-Models,


id-GANSS-Auxiliary-Information,


id-GANSS-SBAS-ID,


id-GANSS-SBAS-IDs,


id-GANSS-Signal-IDs,


id-GANSS-alm-keplerianNAVAlmanac,

id-GANSS-alm-keplerianReducedAlmanac,


id-GANSS-alm-keplerianMidiAlmanac,


id-GANSS-alm-keplerianGLONASS,


id-GANSS-alm-ecefSBASAlmanac,


id-UTRAN-GANSSReferenceTimeResult,


id-GANSS-Reference-Time-Only,

id-GANSS-AddADchoices,

id-supportGANSSNonNativeADchoices,


id-PositionDataUEbased,


id-ganssCodePhaseAmbiguityExt,


id-ganssIntegerCodePhaseExt,


id-GANSScarrierPhaseRequested,


id-GANSSMultiFreqMeasRequested,


id-ganssReq-AddIonosphericModel,


id-ganssReq-EarthOrientPara,


id-ganssAddNavigationModel-req,


id-ganssAddUTCModel-req,


id-ganssAuxInfo-req,


id-GANSS-AlmanacModelChoice,
id-DGNSS-ValidityPeriod
/.../
-- **************************************************************

--

-- DGPSCorrections

--

-- **************************************************************

DGPSCorrections ::=




SEQUENCE {


gps-TOW-sec






INTEGER (0..604799),


statusHealth





DiffCorrectionStatus,


dgps-CorrectionSatInfoList


DGPS-CorrectionSatInfoList









OPTIONAL,


-- not included if satelliteHealth is equal to noData or invalidData


iE-Extensions





ProtocolExtensionContainer { { DGPSCorrections-ExtIEs } }

OPTIONAL,

...

}

DGPSCorrections-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

DiffCorrectionStatus ::=


ENUMERATED {











udre-1-0, udre-0-75, udre-0-5, udre-0-3,











udre-0-2, udre-0-1, noData, invalidData }

DGPS-CorrectionSatInfoList ::=

SEQUENCE (SIZE (1..maxSat)) OF











DGPS-CorrectionSatInfo

DGPS-CorrectionSatInfo ::=


SEQUENCE {


satID







INTEGER (0..63),


iode







INTEGER (0..255),


udre







UDRE,


prc








PRC,


rrc








RRC,


iE-Extensions





ProtocolExtensionContainer { { DGPS-CorrectionSatInfo-ExtIEs } }

OPTIONAL,


...
}

DGPS-CorrectionSatInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {

{ID id-DGNSS-ValidityPeriod
CRITICALITY
ignore
EXTENSION
DGNSS-ValidityPeriod
PRESENCE
optional},

...

}

DGNSS-ValidityPeriod ::= 


SEQUENCE {

udreGrowthRate





UDREGrowthRate,


udreValidityTime




UDREValidityTime,


iE-Extensions





ProtocolExtensionContainer { { DGNSS-ValidityPeriod-ExtIEs } }

OPTIONAL,


...
}

DGNSS-ValidityPeriod-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}
UDRE ::=






ENUMERATED {











lessThan1,











between1-and-4,











between4-and-8,











over8 }
UDREGrowthRate ::=




ENUMERATED { 












growth-1-point-5, 











growth-2,











growth-4,











growth-6,











growth-8,











growth-10,











growth-12,











growth-16
}

UDREValidityTime
::=




ENUMERATED {












val-20sec,












val-40sec,












val-80sec,












val-160sec,












val-320sec,












val-640sec,












val-1280sec,












val-2560sec
}
PRC ::=







INTEGER (-2047..2047)

RRC ::=







INTEGER (-127..127)

/.../
DGANSS-Corrections ::= SEQUENCE {


dGANSS-ReferenceTime


INTEGER(0..119),


dGANSS-Information



DGANSS-Information,


ie-Extensions




ProtocolExtensionContainer { { DGANSS-Corrections-ExtIEs } }


OPTIONAL,


...

}

DGANSS-Corrections-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

DGANSS-Information ::= SEQUENCE (SIZE (1..maxSgnType)) OF DGANSS-InformationItem

DGANSS-InformationItem ::= SEQUENCE {


gANSS-SignalId





GANSS-SignalID














OPTIONAL,


gANSS-StatusHealth




GANSS-StatusHealth,


-- The following IE shall be present if the Status/Health IE value is not equal to "no data" or "invalid data"

dGANSS-SignalInformation


DGANSS-SignalInformation











OPTIONAL,


ie-Extensions

 



ProtocolExtensionContainer { { DGANSS-InformationItem-ExtIEs } }
OPTIONAL,


...

}

DGANSS-InformationItem-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

DGANSS-SignalInformation ::= SEQUENCE (SIZE (1..maxGANSSSat)) OF DGANSS-SignalInformationItem

DGANSS-SignalInformationItem ::= SEQUENCE {


satId







INTEGER(0..63),


gANSS-iod






BIT STRING (SIZE (10)),


udre







UDRE,


ganss-prc






INTEGER(-2047..2047),


ganss-rrc






INTEGER(-127..127),


ie-Extensions





ProtocolExtensionContainer { { DGANSS-SignalInformationItem-ExtIEs } }
OPTIONAL,


...

}

DGANSS-SignalInformationItem-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {

{ID id-DGNSS-ValidityPeriod
CRITICALITY
ignore
EXTENSION
DGNSS-ValidityPeriod
PRESENCE
optional},

...

}

/.../
/.../
9.3.6
Constant Definitions

/…/
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1
id-CriticalityDiagnostics





ProtocolIE-ID ::= 2
id-GPS-UTRAN-TRU







ProtocolIE-ID ::= 3
id-InformationExchangeID





ProtocolIE-ID ::= 4
id-InformationExchangeObjectType-InfEx-Rprt

ProtocolIE-ID ::= 5
id-InformationExchangeObjectType-InfEx-Rqst

ProtocolIE-ID ::= 6
id-InformationExchangeObjectType-InfEx-Rsp

ProtocolIE-ID ::= 7
id-InformationReportCharacteristics



ProtocolIE-ID ::= 8
id-InformationType







ProtocolIE-ID ::= 9
id-GPS-MeasuredResultsList





ProtocolIE-ID ::= 10
id-MethodType








ProtocolIE-ID ::= 11
id-RefPosition-InfEx-Rqst





ProtocolIE-ID ::= 12
id-RefPosition-InfEx-Rsp





ProtocolIE-ID ::= 13

id-RefPosition-Inf-Rprt






ProtocolIE-ID ::= 14
id-RequestedDataValue






ProtocolIE-ID ::= 15
id-RequestedDataValueInformation



ProtocolIE-ID ::= 16
id-TransactionID







ProtocolIE-ID ::= 17
id-UE-PositionEstimate






ProtocolIE-ID ::= 18
id-CellId-MeasuredResultsSets




ProtocolIE-ID ::= 20

id-OTDOA-MeasurementGroup





ProtocolIE-ID ::= 22

id-AccuracyFulfilmentIndicator




ProtocolIE-ID ::= 23

id-HorizontalAccuracyCode





ProtocolIE-ID ::= 24

id-VerticalAccuracyCode






ProtocolIE-ID ::= 25

id-UTDOA-Group








ProtocolIE-ID ::= 26

id-RequestType








ProtocolIE-ID ::= 28

id-UE-PositioningCapability





ProtocolIE-ID ::= 29

id-UC-id









ProtocolIE-ID ::= 30

id-ResponseTime








ProtocolIE-ID ::= 31

id-PositioningPriority






ProtocolIE-ID ::= 32

id-ClientType








ProtocolIE-ID ::= 33

id-PositioningMethod






ProtocolIE-ID ::= 34

id-UTDOAPositioning







ProtocolIE-ID ::= 35

id-GPSPositioning







ProtocolIE-ID ::= 36

id-OTDOAAssistanceData






ProtocolIE-ID ::= 37

id-Positioning-ResponseTime





ProtocolIE-ID ::= 38

id-EnvironmentCharacterisation




ProtocolIE-ID ::= 39

id-PositionData








ProtocolIE-ID ::= 40

id-IncludeVelocity







ProtocolIE-ID ::= 41

id-VelocityEstimate







ProtocolIE-ID ::= 42

id-rxTimingDeviation768Info





ProtocolIE-ID ::= 43
id-UC-ID-InfEx-Rqst







ProtocolIE-ID ::= 44

id-UE-PositionEstimateInfo





ProtocolIE-ID ::= 45

id-UTRAN-GPSReferenceTime





ProtocolIE-ID ::= 46
id-UTRAN-GPSReferenceTimeResult




ProtocolIE-ID ::= 47
id-UTRAN-GPS-DriftRate






ProtocolIE-ID ::= 48

id-OTDOA-AddMeasuredResultsInfo




ProtocolIE-ID ::= 49
id-GPS-ReferenceLocation





ProtocolIE-ID ::= 50

id-OTDOA-MeasuredResultsSets




ProtocolIE-ID ::= 51

id-rxTimingDeviation384extInfo




ProtocolIE-ID ::= 55

id-ExtendedRoundTripTime





ProtocolIE-ID ::= 56

id-PeriodicPosCalcInfo






ProtocolIE-ID ::= 57
id-PeriodicLocationInfo






ProtocolIE-ID ::= 58
id-AmountOfReporting






ProtocolIE-ID ::= 59
id-MeasInstructionsUsed






ProtocolIE-ID ::= 60
id-RRCstateChange







ProtocolIE-ID ::= 61
id-PeriodicTerminationCause





ProtocolIE-ID ::= 62
id-MeasurementValidity






ProtocolIE-ID ::= 63
id-roundTripTimeInfoWithType1




ProtocolIE-ID ::= 64
id-CellIDPositioning






ProtocolIE-ID ::= 66

id-AddMeasurementInfo






ProtocolIE-ID ::= 67
id-Extended-RNC-ID







ProtocolIE-ID ::= 68

id-GANSS-CommonAssistanceData




ProtocolIE-ID ::= 69
id-GANSS-GenericAssistanceDataList



ProtocolIE-ID ::= 70
id-GANSS-MeasuredResultsList




ProtocolIE-ID ::= 71
id-GANSS-UTRAN-TRU







ProtocolIE-ID ::= 72
id-GANSSPositioning







ProtocolIE-ID ::= 73
id-GANSS-PositioningDataSet





ProtocolIE-ID ::= 74
id-GNSS-PositioningMethod





ProtocolIE-ID ::= 75
id-NetworkAssistedGANSSSuport




ProtocolIE-ID ::= 76
id-TUTRANGANSSMeasurementValueInfo



ProtocolIE-ID ::= 77

id-AdditionalGPSAssistDataRequired



ProtocolIE-ID ::= 78

id-AdditionalGanssAssistDataRequired


ProtocolIE-ID ::= 79

id-angleOfArrivalLCR






ProtocolIE-ID ::= 80

id-extendedTimingAdvanceLCR





ProtocolIE-ID ::= 81

id-additionalMeasurementInforLCR



ProtocolIE-ID ::= 82
id-timingAdvanceLCR-R7






ProtocolIE-ID ::= 83
id-rxTimingDeviationLCR 





ProtocolIE-ID ::= 84
id-GPSReferenceTimeUncertainty




ProtocolIE-ID ::= 85
id-GANSS-AddIonoModelReq





ProtocolIE-ID ::= 86

id-GANSS-EarthOrientParaReq





ProtocolIE-ID ::= 87
id-GANSS-Additional-Ionospheric-Model


ProtocolIE-ID ::= 88
id-GANSS-Earth-Orientation-Parameters


ProtocolIE-ID ::= 89

id-GANSS-Additional-Time-Models




ProtocolIE-ID ::= 90
id-GANSS-Additional-Navigation-Models


ProtocolIE-ID ::= 91
id-GANSS-Additional-UTC-Models




ProtocolIE-ID ::= 92
id-GANSS-Auxiliary-Information




ProtocolIE-ID ::= 93

id-GANSS-SBAS-ID







ProtocolIE-ID ::= 94

id-GANSS-SBAS-IDs







ProtocolIE-ID ::= 95
id-GANSS-Signal-IDs







ProtocolIE-ID ::= 96
id-supportGANSSNonNativeADchoices



ProtocolIE-ID ::= 97
id-PositionDataUEbased






ProtocolIE-ID ::= 98
id-ganssCodePhaseAmbiguityExt 




ProtocolIE-ID ::= 99

id-ganssIntegerCodePhaseExt





ProtocolIE-ID ::= 100
id-GANSScarrierPhaseRequested




ProtocolIE-ID ::= 101
id-GANSSMultiFreqMeasRequested




ProtocolIE-ID ::= 102
id-ganssReq-AddIonosphericModel




ProtocolIE-ID ::= 103
id-ganssReq-EarthOrientPara





ProtocolIE-ID ::= 104
id-ganssAddNavigationModel-req




ProtocolIE-ID ::= 105
id-ganssAddUTCModel-req






ProtocolIE-ID ::= 106
id-ganssAuxInfo-req







ProtocolIE-ID ::= 107

id-GANSS-AlmanacModelChoice





ProtocolIE-ID ::= 108

id-GANSS-alm-keplerianNAVAlmanac



ProtocolIE-ID ::= 109

id-GANSS-alm-keplerianReducedAlmanac


ProtocolIE-ID ::= 110
id-GANSS-alm-keplerianMidiAlmanac



ProtocolIE-ID ::= 111
id-GANSS-alm-keplerianGLONASS




ProtocolIE-ID ::= 112
id-GANSS-alm-ecefSBASAlmanac




ProtocolIE-ID ::= 113
id-UTRAN-GANSSReferenceTimeResult



ProtocolIE-ID ::= 114
id-GANSS-Reference-Time-Only




ProtocolIE-ID ::= 115
id-GANSS-AddADchoices






ProtocolIE-ID ::= 116
id-DGNSS-ValidityPeriod






ProtocolIE-ID ::= 118
END
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