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	Changed the specific PDSCH power allocation so that this is not applied to the steps before establishment of DRB for loopback in the preamble.
To clarify the steps that tables 7.1.7.0-1 and 7.1.7.0-2 applies, added a paragraph above 7.1.7.0-2 and removed redundant wordings.
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7.1.7
Transport Block Size selection
7.1.7.0
Specific configurations

The configurations defined in table 7.1.7.0-1 is used after step 7 of table 4.5.3.3-1 [18] in the preamble and in all steps in the main behaviour of the test cases in clause 7.1.7.

Table 7.1.7.0-1: Power allocation for OFDM symbols and reference signals, single SS Tx antenna
	Physical Channel
	EPRE Ratio
	Comment

	PBCH
	PBCH_RA = 0 dB
	

	
	PBCH_RB = 0 dB
	

	PSS
	PSS_RA = 0 dB
	

	SSS
	SSS_RA = 0 dB
	

	PCFICH
	PCFICH_RB = 0 dB
	

	PDCCH
	PDCCH_RA = 0 dB
	

	
	PDCCH_RB = 0 dB
	

	PDSCH
	PDSCH_RA = 0 dB
	

	
	PDSCH_RB = 0 dB
	

	PHICH
	PHICH_RB = 0 dB
	


The configurations defined in table 7.1.7.0-2 is used in step 8 of table 4.5.3.3-1 [18] in the preamble of the test cases in clause 7.1.7.
Table 7.1.7.0-2: PDSCH-ConfigDedicated-DEFAULT
	Derivation Path: 36.508 Table 4.6.3-6

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB0
	
	1TX

	  
	dB-3
	
	2TX

	}
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