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9.2.3.2.7
Combined tracking area update / Rejected / EPS services and non-EPS services not allowed
9.2.3.2.7.1
Test Purpose (TP)
(1)

with { UE having sent a TRACKING AREA UPDATE REQUEST message with EPS update type set to 'Combined TA/LA updating' }

ensure that {
  when { UE receives a TRACKING AREA UPDATE REJECT message with the EMM cause set to 'EPS services and non-EPS services not allowed' }

    then { UE considers the USIM as invalid for EPS services and non-EPS services and enters state EMM-DEREGISTERED }

            }

9.2.3.2.7.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.3.3.5.
[TS 24.301, clause 5.5.3.3.5]
…
#3

(Illegal UE);

#6

(Illegal ME); or

#8

(EPS services and non-EPS services not allowed);


The UE shall set the EPS update status to EU3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI Listand KSI. 


The UE shall consider the USIM as invalid for EPS and non-EPS services until switching off or the UICC containing the USIM is removed. Additionally, the UE shall delete the list of equivalent PLMNs and shall enter the state EMM-DEREGISTERED.

If A/Gb mode or Iu mode is supported by the UE, the UE shall handle the MM parameters update status, TMSI, LAI and ciphering key sequence number, and the GMM parameters GMM state, GPRS update status, P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number as specified in 3GPP TS 24.008 [13] for the case when the combined routing area updating procedure is rejected with the GMM cause with the same value.
…
9.2.3.2.7.3
Test description
9.2.3.2.7.3.1
Pre-test conditions
The pre-test conditions are indentical to the one of subclause 9.2.3.2.6.

9.2.3.2.7.3.2
Test procedure sequence
The test procedure sequence is indentical to the one of subclause 9.2.3.2.6.
9.2.3.2.7.3.3
Specific message contents

Table 9.2.3.2.7.3.3-1: TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.2.7.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-26

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1000'B
	EPS services and non-EPS services not allowed
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