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	In RAN2#69 meeting, 25.322 Rel-8 CR0374 [1] was agreed so that UE can initiate RLC recovery procedure after number of Poll SUFI transmissions.
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9.5
Timers

The timers defined in this subclause are normative. The timers shall be considered active from the time they are started until the time they either expire or are stopped.

a)
Timer_Poll.

This timer shall only be used when so configured by upper layers. The value of the timer is signalled by upper layers. In the UE this timer shall be started (or restarted) when the successful or unsuccessful transmission of a poll is indicated by lower layer. In UTRAN it should be started when a poll is submitted to lower layer. If x is the value of the state variable VT(S) after the poll was submitted to lower layer, the timer shall be stopped upon receiving:

-
positive acknowledgements for all the AMD PDUs with "Sequence Number" up to and including x - 1; or

-
a negative acknowledgement for the AMD PDU with "Sequence Number" = x - 1.


If the timer expires and no STATUS PDU fulfilling the criteria above has been received:

-
the Receiver shall be polled once more;

-
the timer shall be restarted; and

-

the new value of VT(S) shall be saved.


If a new poll is sent when the timer is active, the timer shall be restarted at the time specified above, and the value of VT(S) shall be saved.

b)
Timer_Poll_Prohibit.

This timer shall only be used when so configured by upper layers. It is used to prohibit transmission of polls within a certain period. The value of the timer is signalled by upper layers.


In the UE this timer shall be started (or restarted) when the successful or unsuccessful transmission of a poll is indicated by lower layer. In UTRAN it should be started when a poll is submitted to lower layer.


From the time a poll is triggered until the timer expires, polling is prohibited. If another poll is triggered while polling is prohibited, its transmission shall be delayed until the timer expires (see subclause 9.7.1). Only one poll shall be transmitted when Timer_Poll_Prohibit expires even if several polls were triggered in the meantime. This timer shall not be affected by the reception of STATUS PDUs.


When Timer_Poll_Prohibit is not configured by upper layers, polling is never prohibited.
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