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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100599
	R3-101407
	Correction on UE Security Capability handling in UE Context Modification procedure
	36.413
	687
	-
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101468
	Clarification on processing Extended Repetition Period IE
	36.413
	693
	-
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101593
	Correction of no DTM support
	36.413
	710
	-
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101693
	Correction of RLF Indication message
	36.423
	363
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101711
	Introduction of PLMN-related abnormal conditions during X2 handover in network sharing scenarios.
	36.423
	370
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101719
	List more apt cause in Interactions with E-RAB Management procedures section
	36.413
	694
	1
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101720
	Missing error cause for Not supported QCI on Handover
	36.423
	364
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101723
	Enhancement of Location Reporting funtionality interaction with Enhanced Relocation
	25.413
	1067
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101724
	Correction for IE Definition for HS-DSCH/E-DCH MAC PDU Size Capability
	25.433
	1815
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101753
	Correction of HS-DSCH DATA FRAME Type 3
	25.435
	233
	-
	F
	9.1.0
	TEI9
	Rel-9

	RP-100599
	R3-101769
	Outcome of RAN3#68 review of X2AP
	36.423
	372
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101770
	Rapporteur’s update for S1AP protocol
	36.413
	716
	1
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101775
	S1AP Transparent containers compatible maximum message size
	36.413
	717
	1
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101802
	Release 7 QoS subscription data for Pre-Release 7 UE
	25.413
	1064
	3
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101804
	Handling of CMAS and ETWS
	36.401
	42
	2
	F
	9.1.0
	TEI9
	Rel-9

	RP-100599
	R3-101806
	Handling of CMAS and ETWS
	36.410
	10
	2
	F
	9.0.0
	TEI9
	Rel-9

	RP-100599
	R3-101808
	Correction of forbidden inter-RAT
	36.413
	711
	2
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101809
	Introduction of IPv4 and Ipv6 Dual Stack option
	25.413
	1061
	4
	C
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101815
	Correction of shall to shall if supported
	36.413
	701
	2
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101819
	Clarification on DTM and PS Handover
	36.413
	683
	2
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101822
	Correction of forbidden inter-RAT
	36.423
	373
	1
	F
	9.2.0
	TEI9
	Rel-9
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