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CRs for the UTRA RRM TDD Requirements
	Spec
	CR
	rev 
	Cat
	Rel
	Tdoc
	'Title'
	Work Item

	25.123
	469
	 
	F
	Rel-7
	R4-101273
	Addition of requirement  Inter-RAT cell change order from UTRAN TDD to GSM(GPRS) for 1.28 Mcps TDD Option
	TEI7

	25.123
	470
	 
	A
	Rel-8
	R4-101274
	Addition of requirement  Inter-RAT cell change order from UTRAN TDD to GSM(GPRS) for 1.28 Mcps TDD Option
	TEI7

	25.123
	471
	 
	A
	Rel-9
	R4-101275
	Addition of requirement  Inter-RAT cell change order from UTRAN TDD to GSM(GPRS) for 1.28 Mcps TDD Option
	TEI7

	25.123
	466
	2
	F
	Rel-7
	R4-101479
	Modification of requirement – Event 1H and 1I triggered reporting in AWGN propagation conditions for 1.28 Mcps TDD Option
	TEI7

	25.123
	467
	2
	A
	Rel-8
	R4-101480
	Modification of requirement – Event 1H and 1I triggered reporting in AWGN propagation conditions for 1.28 Mcps TDD Option
	TEI7

	25.123
	468
	2
	A
	Rel-9
	R4-101481
	Modification of requirement – Event 1H and 1I triggered reporting in AWGN propagation conditions for 1.28 Mcps TDD Option
	TEI7

	25.123
	472
	 
	F
	Rel-7
	R4-101953
	Addition of requirement  UE uplink synchronization control for PRACH for 1.28 Mcps TDD
	TEI7

	25.123
	473
	 
	A
	Rel-8
	R4-101954
	Addition of requirement  UE uplink synchronization control for PRACH for 1.28 Mcps TDD
	TEI7

	25.123
	474
	 
	A
	Rel-9
	R4-101955
	Addition of requirement  UE uplink synchronization control for PRACH for 1.28 Mcps TDD
	TEI7

	25.123
	475
	 
	F
	Rel-7
	R4-101956
	Addition of requirement  UE uplink synchronization control during handover for 1.28 Mcps TDD
	TEI7

	25.123
	476
	 
	A
	Rel-8
	R4-101957
	Addition of requirement  UE uplink synchronization control during handover for 1.28 Mcps TDD
	TEI7

	25.123
	477
	 
	A
	Rel-9
	R4-101958
	Addition of requirement  UE uplink synchronization control during handover for 1.28 Mcps TDD
	TEI7


