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< Unchanged sections omitted >
6.5.2.3
In-band emissions for non allocated RB

< Unchanged sections omitted >
6.5.2.3.4.2
Test procedure
Test procedure for PUSCH:

1.1
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 6.5.2.3.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC
1.2
Send the appropriate TPC commands in the uplink scheduling information to the UE until UE output power is 
3.2 dBm, with ±3.2dBtolerance.
1.3 Measure In-band emission using Global In-Channel Tx-Test (Annex E)
1.4 Send the appropriate TPC commands in the uplink scheduling information to the UE until UE output power is  -26.8 dBm,with ±3.2dB tolerance.
1.5
Measure In-band emission using Global In-Channel Tx-Test (Annex E). For TDD slots with transient periods are not under test

1.6
Send the appropriate TPC commands in the uplink scheduling information to the UE until UE output power is to -36.8 dBm,with ±3.2dB tolerance.
1,7
Measure In-band emission using Global In-Channel Tx-Test (Annex E). For TDD slots with transient periods are not under test
Test procedure for PUCCH:
2.1
PUCCH are set according to Table 6.5.2.3.4.1-2. SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Table 6.5.2.3.4.1-2. The SS sends downlink MAC padding bits on the DL RMC. The transmission of PDSCH will make the UE send uplink ACK/NACK using PUCCH..
2.2
Send the appropriate TPC commands in the uplink scheduling information for PUCCH to the UE until UE output power is 3.2 dBm, with ±3.2dBtolerance.
2.3
Measure In-band emission using Global In-Channel Tx-Test (Annex E)
2.4
Send the appropriate TPC commands for PUCCH in the uplink scheduling information  to the UE until UE output power is  -26.8 dBm,with ±3.2dB tolerance.

2.5
Measure In-band emission using Global In-Channel Tx-Test (Annex E) 
2.6
Send the appropriate TPC commands for PUCCHin the uplink scheduling information to the UE until UE output power is to -36.8 dBm,with ±3.2dB tolerance.

2.7
Measure In-band emission using Global In-Channel Tx-Test (Annex E)
< End of changes >
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