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	If an eNB does not include ALL cells served within the Served Cell IE in the X2 SETUP REQUEST/RESPONSE messages, the eNB serving a UE would e.g. have to perform an S1 HO although X2 would be available, or it would not be able to distinguish whether a cell reported by the UE is incorrect or missing in Setup/Configuration Update, or functions like ICIC and SON would be affected.

Although a hint is given in the tabular format of 36.423, the procedural text completely lacks of clarity.
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	In subclause “Application layer initialization” of clause “Dynamic Configuration of the X2 interface” an extra bullet is added describing that eNBs shall keep the neighboring eNBs updated with the complete list of served cells once the X2 interface is operational.
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This CR has isolated impact with the previous release of the specification for those eNB implementations which do not forsee to send the complete list of served cells within the X2 Setup or the eNB Configuration Update procedures.
Impact assessment towards the previous version of the specification (same release):

This CR has isolated impact with the previous version of the specification (same release) for those eNB implementations which do not forsee to send the complete list of served cells within the X2 Setup or the eNB Configuration Update procedure.
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not approved:
	The specification still remains unclear with regards to the procedural text of the X2 Setup procedure and would lead to different interpretations of the standard.
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[BEGINNING OF CHANGES]
22.3.2
Dynamic Configuration of the X2 interface

22.3.2.1
Prerequisites

The following prerequisites are assumed:

-
An initial remote IP end point to be used for SCTP initialisation is provided to the eNB.

22.3.2.2
SCTP initialization

For candidate eNB the eNB tries to initialize a SCTP association as described in [8], using a known initial remote IP Endpoint as the starting point, until SCTP connectivity is established.

22.3.2.3
Application layer initialization

Once SCTP connectivity has been established, the eNB and its candidate peer eNB are in a position to exchange application level configuration data over the X2 application protocol needed for the two nodes to interwork correctly on the X2 interface.

-
The eNB provides the relevant configuration information to the candidate eNB, which includes served cell information, etc.

-
The candidate eNB provides the relevant configuration information to the initiating eNB, which includes served cell information, etc.

-
When the application layer initialization is successfully concluded, the dynamic configuration procedure is completed and the X2 interface is operational.
- 
eNBs shall keep neighboring eNBs updated with the complete list of served cells while the X2 interface is operational.
 [END OF CHANGES]
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