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<< Unchanged sections omitted >>
A.4.3.1.1
EUTRA FDD-UTRA FDD cell reselection: UTRA FDD is of higher priority

A.4.3.1.1.1
Test Purpose and Environment

This test is to verify the requirement for the E-UTRA FDD- UTRA FDD inter-RAT cell reselection requirements specified in section 4.2.2.5 when the UTRA cell is of higher priority.

The test scenario comprises of one E-UTRA FDD and one UTRA FDD cells as given in tables A.4.3.1.1.1-1, A.4.3.1.1.1-2 and A.4.3.1.1.1-3. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Both E-UTRA cell 1 and UTRA cell 2 are already identified by the UE prior to the start of the test. Cell 2 is of higher priority than cell 1. 

Table A.4.3.1.1.1-1: General test parameters for E-UTRA FDD- higher priority UTRA FDD inter RAT cell re-selection test case

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell2
	UE shall be forced to cell 2 in the initialisation phase, so that reselection to cell 1 occurs during the first T1 phase

	T1 end condition
	Active cell
	
	Cell1 
	UE shall perform reselection to cell 1 during T1

	
	Neighbour cell
	
	Cell2 
	

	T3 end condition
	Active cell 
	
	Cell2
	UE shall perform reselection to cell 2 during T3

	
	Neighbour cell
	
	Cell 1
	

	E-UTRA PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	E_UTRA Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	25
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	>20
	During T2, cell 2 shall be powered off, and during the off time the primary scrambling code  shall be changed, The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T3

	T3
	s
	85
	T3 need to be defined so that cell re-selection reaction time is taken into account.


Table A.4.3.1.1.1-2: Cell specific test parameters for cell 1(E-UTRA)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qqualmin for UTRA neighbour cell
	dB
	-20

	Qrxlevmin for UTRA neighbour cell
	dBm
	-115

	Qrxlevmin
	dBm
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-84
	-84
	-84
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	dB
	14
	14
	14
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	dB
	14
	14
	14

	TreselectionEUTRAN
	S
	0

	Snonintrasearch
	dB
	50

	Threshx, high (Note 2)
	dB
	40

	Propagation Condition
	
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2 : 
This refers to the value of  Threshx, high  which is included in E-UTRA system information, and is a threshold for the UTRA target cell


 Table A.4.3.1.1.1-3: Cell specific test parameters for cell 2(UTRA)

	Parameter
	Unit
	Cell 2 (UTRA)

	
	
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 2

	CPICH_Ec/Ior
	dB
	 -10 

	PCCPCH_Ec/Ior
	dB


	 -12 

	SCH_Ec/Ior
	dB
	 -12 

	PICH_Ec/Ior
	dB
	 -15 

	OCNS_Ec/Ior
	dB
	-0.941
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	dB
	-5
	-∞
	11
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	dBm/3,84 MHz
	-70

	CPICH_Ec/Io
	dB
	-16.19 
	-∞
	-10.33

	CPICH_RSCP
	dBm
	 -85
	-∞
	-69

	Propagation Condition 
	
	 AWGN 

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	QrxlevminEUTRA
	dBm
	-140

	UE_TXPWR_MAX_RACH
	dBm
	21

	Treselection
	s
	0

	Sprioritysearch1
	dB
	62 

	Sprioritysearch2
	dB
	0

	
	
	

	Threshserving, low
	dB
	36

	Threshx, low  (Note 1)
	dB
	50

	Note 1 : 
This refers to the value of  Threshx, low  which is included in UTRA system information, and is a threshold for the E-UTRA target cell


A.4.3.1.1.2
Test Requirements

The cell reselection delay to higher priority is defined as the time from the beginning of time period T3, to the moment when the UE camps on cell 2, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message on cell 2.

The cell re-selection delay to higher priority shall be less than 81 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to higher priority cell can be expressed as: Thigher_priority_search +TevaluateUTRA_FDD + TSI-UTRA
Where:

Thigher_priority_search 
See section 4.4.2; 60s is assumed in this test case

TevaluateUTRA-FDD
See Table 4.2.2.5.1-1

TSI-UTRA
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 80.48 s for higher priority cell search, allow 81 s for higher priority cell reselection in the test case.

<< Unchanged sections omitted >>
A.4.3.4.1
E-UTRA to UTRA TDD cell re-selection: UTRA is of higher priority
A.4.3.4.1.1
Test Purpose and Environment

A.4.3.4.1.1.1
3.84 Mcps TDD option
A.4.3.4.1.1.2
1.28 Mcps TDD option

This test is to verify the requirement for the E-UTRA TDD to UTRA TDD inter-RAT cell re-selection requirements specified in section 4.2.2.5 when the UTRA cell is of higher priority.

This test scenario comprised of 1 E-UTRA TDD serving cell, and 1 UTRA TDD cell to be re-selected. Test parameters are given in table A.4.3.4.1.1.2-1, A.4.3.4.1.1.2-2, and A.4.3.4.1.1.2-3. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Both UTRA cell 1 and E-UTRA cell 2 are already identified by the UE prior to the start of the test. Cell 2 is of higher priority than cell 1.
The ranking of the cells shall be made according to the cell reselection criteria specified in TS36.304.
Table A.4.3.4.1.1.2-1: General test parameters for E-UTRAN to UTRAN (1.28 Mcps TDD OPTION) Cell Re-selection
	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell
	
	Cell 2
	UE shall be forced to cell 2 in the initialisation phase, so that reselection to cell 1 occurs during the first T1 phase

	T1 end condition
	Active cell 
	
	Cell1
	UE shall perform reselection to cell 1 during T1

	
	Neighbour cell
	
	Cell2
	1.28 Mcps TDD OPTION cell

	T3 end condition
	Active cell 
	
	Cell2
	UE shall perform reselection to cell 2 during T3

	
	Neighbour cell
	
	Cell1
	E-UTRA TDD cell

	Uplink-downlink configuration of cell 1
	
	1
	As specified in table 4.2.2 in TS 36.211

	Special subframe configuration of cell 1
	
	6
	As specified in table 4.2.1 in TS 36.211

	PRACH configuration of cell 1
	
	53
	As specified in table 4.7.1-3 in TS 36.211

	CP length of cell 1
	
	Normal
	

	Time offset between cells
	
	3 ms
	Asynchronous cells

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure.

	Treselection
	s
	0
	

	DRX cycle length
	s
	1,28
	

	HCS
	
	Not used
	

	T1
	s
	25
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	>20
	During T2, cell 2 shall be powered off, and during the off time the primary scrambling code shall be changed, The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T3

	T3
	s
	85
	T3 need to be defined so that cell re-selection reaction time is taken into account.


Table A.4.3.4.1.1.2-2: Cell specific test parameters for cell re-selection E-UTRA TDD to UTRA TDD test case (cell 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	 BWchannel
	MHz
	10

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	dB
	
	
	

	PSS_RB
	dB
	
	
	

	SSS_RB
	dB
	
	
	

	PCFICH_PA
	dB
	
	
	

	PHICH_PA
	dB
	
	
	

	PHICH_PB
	dB
	
	
	

	PDCCH_PA
	dB
	
	
	

	PDCCH_PB
	dB
	
	
	

	PDSCH_PA
	dB
	
	
	

	PDSCH_PB
	dB
	
	
	

	OCNG_RANote 1
	dB
	
	
	

	OCNG_RBNote 1 
	dB
	
	
	

	Qrxlevmin
	dBm/15kHz
	-140
	-140
	-140
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	dBm/15kHz
	-98

	RSRP
	dBm/15kHz
	-87
	-87
	-87
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	dB
	11
	11
	11

	Threshx, high (Note2)
	dB
	24(-79dBm)

	Propagation Condition 
	
	AWGN

	Note1:  OCNG shall be used such that cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note2: 
This refers to the value of Threshx, high  which is included in E-UTRA system information, and is a threshold for the UTRA target cell


Table A.4.3.4.1.1.2-3: Cell specific test parameters for cell re-selection E-UTRA TDD to UTRA TDD test case (cell 2)
	Parameter
	Unit
	Cell 2 (UTRA)

	Timeslot Number
	
	0
	DwPTS

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number (Note1)
	
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	-3
	-3
	
	
	

	DwPCH_Ec/Ior
	dB
	
	
	
	0
	0
	0

	OCNS_Ec/Ior
	dB
	-3
	-3
	-3
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	dB
	-3
	-inf
	11
	-3
	-inf
	11
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	dBm/1.28 MHz
	-80

	PCCPCH RSCP
	dBm
	-86 
	-inf 
	-72
	 n.a.

	Propagation Condition 
	
	AWGN

	Qrxlevmin
	dBm
	-103

	Qoffset1s,n
	dB
	C1, C2: 0

	Qhyst1s
	dB
	0

	Snonintrasearch
	dB
	Not sent 

	Threshserving, low
	dB
	24 (-79dBm)

	Threshx, low (Note2)
	dB
	46 (-94dBm)

	 Note1: 
In the case of multi-frequency cell, the UTRA RF Channel Number is the primary frequency’s channel number.

Note2:  This refers to the value of Threshx, low which is included in UTRA system information, and is a threshold for the E-UTRA target cell


<< Unchanged sections omitted >>
A.8.5.2
E-UTRAN FDD - UTRAN FDD SON ANR cell search reporting under AWGN propagation conditions

A.8.5.2.1
Test Purpose and Environment




The purpose of this test is to verify that the UE makes correct reporting of the strongest UTRAN cell for SON automatic neighbour relations. This test will partly verify the E-UTRAN FDD - UTRAN FDD cell search requirements for identification of a new UTRA FDD cell for SON given in section 8.1.2.4.7.1.

The test parameters are given in Tables A.8.5.2.1-1, A.8.5.2.1-2 and A.8.5.2.1-3 below.  In the measurement control information it is indicated to the UE that periodical reporting with the purpose ‘reportStrongestCellsForSON’ is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. Prior to the start of time period T1, an interRATperiodic measurement reporting configuration with purpose reportStrongestCellsForSON is configured, and linked to a UTRA measurement object corresponding to channel UARFCN 1. During time duration T1, the UE shall not have any timing information of cell 2.

Table A.8.5.2.1-1: General test parameters for E-UTRAN FDD-UTRAN FDD  cell search reporting for SON ANR in AWGN propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters (E-UTRAN FDD)
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.3.1.1.1.

	PCFICH/PDCCH/PHICH parameters

(E-UTRAN FDD)
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.3.1.2.1.

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1.

	Neighbour cell
	
	Cell 2
	Cell 2 is on UTRA RF channel number 1.

	CP length

	
	Normal
	Applicable to cell 1

	E-UTRA RF Channel Number
	
	1
	One E-UTRA FDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	UTRA RF Channel Number
	
	1
	One UTRA FDD carrier frequency is used.

	Inter-RAT (UTRA FDD) measurement quantity
	
	CPICH Ec/Io
	

	Filter coefficient
	
	0
	L3 filtering is not used.

	DRX
	
	OFF
	

	Monitored UTRA FDD cell list size
	
	None
	No explicit neighbour list is provided to the UE

	T1
	s
	>5
	During T1, cell 2 shall be powered off, and during the off time the primary scrambling code shall be changed, The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T2.

	T2
	s
	6
	


Table A.8.5.2.1-2: Cell specific test parameters for E-UTRAN FDD (cell # 1) for UTRAN FDD cell search for SON ANR under AWGN propagation conditions

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.1.1 (OP.1 FDD) 
	
	OP.1 FDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	4
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 Note 3
	dBm/15 kHz
	-98
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	dB
	4
	4

	RSRP Note 4
	dBm/15 kHz
	-94
	-94

	SCH_RP
	dBm/15 kHz
	-94
	-94

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:     Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image13.wmf]oc
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 to be fulfilled.

Note 4:     RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.5.2.1-3: Cell specific test parameters for UTRAN FDD (cell # 2) for UTRAN FDD cell search for SON ANR under AWGN propagation conditions

	Parameter
	Unit
	Cell 2

	
	
	T1
	T2

	UTRA RF Channel Number
	
	1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	N/A

	OCNS
	
	-0.941
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	dB
	-Infinity
	-3.35
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-Infinity
	-15

	Propagation Condition 
	
	AWGN

	Note 1:
The DPCH level is controlled by the power control loop. 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior. 


A.8.5.2.2
Test Requirements

The UE shall send the first measurement report containing the primary scrambling code of cell 2, with a measurement reporting delay less than 4800 ms from the beginning of time period T2.

The rate of correct measurement reports observed with this delay during repeated tests shall be at least 90%.

NOTE:
The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement 

reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.

<< Unchanged sections omitted >>

A.8.7.3
E-UTRAN TDD - UTRAN TDD SON ANR cell search reporting in AWGN propagation conditions
A.8.7.3.1
Test Purpose and Environment

The purpose of this test is to verify that the UE makes correct reporting of the strongest UTRAN TDD cell for SON automatic neighbour relations. This test will partly verify the E-UTRAN TDD - UTRAN TDD cell search requirements for identification of a new UTRA TDD cell for SON given in section 8.1.2.4.13.

In the measurement control information it is indicated to the UE that periodical reporting with the purpose ‘reportStrongestCellsForSON’ is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. Prior to the start of time period T1, an interRATperiodic measurement reporting configuration with purpose reportStrongestCellsForSON is configured, and linked to a UTRA measurement object corresponding to channel UARFCN 1. During time duration T1, the UE shall not have any timing information of cell 2.

A.8.7.3.2
Test Parameters
The test parameters are given in Tables A.8.7.3.1-1, A.8.7.3.1-2 and A.8.7.3.1-3.

Table A.8.7.3.1-1: General test parameters for E-UTRAN TDD-UTRAN TDD  cell search reporting for SON ANR in AWGN propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters (E-UTRAN TDD)
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters (E-UTRAN TDD)
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	Gap Pattern Id
	
	1
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	Active cell
	
	Cell 1
	Cell 1 is on E-UTRA RF channel number 1.

	Neighbour cell
	
	Cell 2
	Cell 2 is on UTRA RF channel number 1.

	CP length

	
	Normal
	Applicable to cell 1

	E-UTRA RF Channel Number
	
	1
	One E-UTRA TDD carrier frequency is used.

	UTRA RF Channel Number
	
	1
	One UTRA TDD carrier frequency is used.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Uplink-downlink configuration of cell 1
	
	1
	As specified in table 4.2.2 in TS 36.211

	Special subframe configuration of cell 1
	
	6
	As specified in table 4.2.1 in TS 36.211

	Inter-RAT (UTRA TDD) measurement quantity
	
	P-CCPCH RSCP
	

	Filter coefficient
	
	0
	L3 filtering is not used.

	DRX
	
	OFF
	

	Monitored UTRA TDD cell list size
	
	None
	No explicit neighbour list is provided to the UE

	T1
	s
	>5
	During T1, cell 2 shall be powered off, and during the off time the primary scrambling code shall be changed, The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T2.

	T2
	s
	6
	


Table A.8.7.3.1-2: Cell specific test parameters for E-UTRAN TDD (cell # 1) for UTRAN TDD cell search for SON ANR under AWGN propagation conditions

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.2.1 (OP.1 TDD)
	
	OP.1 TDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	4
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 Note 3
	dBm/15 kHz
	-98
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	dB
	4
	4

	RSRP Note 4
	dBm/15 kHz
	-94
	-94

	SCH_RP
	dBm/15 kHz
	-94
	-94

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:     Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:     RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.7.3.1-3: Cell specific test parameters for UTRAN TDD (cell # 2) for UTRAN TDD cell search for SON ANR under AWGN propagation conditions
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2

	UTRA RF Channel number Note2
	
	Channel 2

	DL timeslot number
	
	0
	DwPTS
	0
	DwPTS

	PCCPCH_Ec/Ior
	dB
	-3
	
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0
	
	0

	OCNS_Ec/Ior
	dB
	-3
	
	-3
	

	Îor/Ioc
	dB
	-Infinity
	5

	PCCPCH RSCP Note1
	dBm
	-Infinity
	n.a.
	-73
	n.a.

	Io Note1
	dBm/1.28MHz
	-Infinity 
	-70.88

	Ioc
	dBm/1.28MHz
	-75

	Propagation condition
	
	AWGN

	Note 1:
PCCPCH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

Note 2:
In the case of multi-frequency network of 1.28 Mcps TDD, the UTRA RF Channel Number can be set for the primary frequency in this test.


A.8.7.3.3
Test Requirements

The UE shall send the first measurement report containing the physical cell identity of cell 2, with a measurement reporting delay less than 4800 ms from the beginning of time period T2.

The rate of correct measurement reports observed with this delay during repeated tests shall be at least 90%.

NOTE:
The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement 

reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.

<< Unchanged sections omitted >>

A.8.11.4
InterRAT E-UTRA TDD to E-UTRA TDD and UTRA TDD cell search test case
A.8.11.4.1
Test Purpose and Environment

This test is to verify that the UE makes correct reporting of an event when doing inter frequency measurements and UTRA TDD measurements. The test will partly verify the requirements in section 8.1.2.3.2 combined 8.1.2.4.3 under fading propagation conditions.

This test scenario comprised of 2 E-UTRA TDD cells operating on different frequency, and 1 UTRA TDD cell. Test parameters are given in table A.8.11.4.1-1, A.8.11.4.1-2, and A.8.11.4.1-3. Gap pattern configuration #0 as defined in section 8.1.2.1 is provided.

The test consists of 2 successive time periods, with time duration T1 and T2. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 and B2 shall be used.

Table A.8.11.4.1-1: General test parameters for combined E-UTRA TDD inter-frequency and UTRA TDD cells search under fading propagation conditions
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.3.1.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.3.1.2.2

	Active cell
	
	Cell 1
	E-UTRA TDD cell is on RF channel number 1

	Neighbour cell
	
	Cell 2
	E-UTRA TDD cell is on RF channel number 2

	
	
	Cell 3
	1.28Mcps TDD cell

	CP length of cell1  and cell2
	
	Normal
	

	Uplink-downlink configuration of cell1 and cell2
	
	1
	As specified in Table 4.2-2 in TS 36.211. The same configuration in both cells  

	Special subframe configuration of cell1  and cell2
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	E-UTRAN TDD measurement quantity

	
	RSRP
	

	UTRAN TDD measurement quantity
	
	RSCP
	

	DRX
	
	OFF
	

	Ofn
	dB
	0
	Parameter for A3 and B2 event

	Ocn
	dB
	0
	Parameter for A3 event

	Hys
	dB
	0
	Parameter for A3 and B2 event

	Ofs
	dB
	0
	Parameter for A3 event

	Ocs
	dB
	0
	Parameter for A3 event

	A3-Offset
	dB
	-6
	Parameter for A3 event

	Thresh1
	dBm
	-88
	Absolute E-UTRAN RSRP threshold for event B2

	Thresh2
	dBm
	-83
	Absolute UTRAN RSCP threshold for event B2

	Hysteresis
	dB
	0
	

	TimeToTrigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	T1
	s
	>5
	During T1, cell 2 and cell 3 shall be powered off. During the off time the physical layer cell identity of cell 2 shall be changed, and the primary scrambling code of cell 3 shall be changed.

	T2
	s
	15
	


Table A.8.11.4.1-2: Cell specific test parameters for combined E-UTRAN TDD inter-frequency and UTRA TDD cell search under fading propagation conditions(cell1 and cell2)

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Pattern defined in A.3.2.2.1 (OP.1 TDD) and in A.3.2.2.2 (OP.2)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4
	4
	-Infinity
	7
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	dB
	4
	4

	-Infinity
	7
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 kHz
	-94
	-94
	-Infinity
	-91

	SCH_RP
	dBm/15 kHz
	-94
	-94
	-infinity
	-91

	Propagation Condition
	
	AWGN
	ETU70

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
The resources for uplink transmission are assigned to the UE priori to the start of time period T2.
Note 3: 
RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.11.4.1-3: Cell specific test parameters for combined E-UTRA TDD inter-frequency and UTRA TDD cell search under fading propagation conditions(cell3)

	Parameter
	Unit
	Cell 3 (UTRA)

	Timeslot Number
	
	0
	DwPTS

	
	
	T1
	T2
	T1
	T2

	UTRA RF Channel Number*
	
	Channel 3

	PCCPCH_Ec/Ior
	dB
	-3
	

	DwPCH_Ec/Ior
	dB
	
	0

	OCNS_Ec/Ior
	dB
	-3
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	dB
	-Infinity
	9
	-Infinity
	9

	
[image: image24.wmf]oc

I


	dBm/1.28 MHz
	-80

	PCCPCH RSCP
	dBm
	-Infinity
	-74
	n.a.

	Propagation Condition 
	
	Case 3

	Note1:  
The DPCH of all cells are located in a timeslot other than 0.

Note2:  
In the case of multi-frequency network, the UTRA RF Channel Number can be set for the primary frequency in this test.
Note3: 
P-CCPCH RSCP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.8.11.4.2
Test Requirements

The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than 7680ms from the beginning of time period T2.

The UE shall send one Event B2 triggered measurement report, with a measurement reporting delay less than 12.8s from the beginning of time period T2.

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The rate of correct events observed during repeated tests shall be at least 90%.

NOTE:
The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.

<< End of changes >>
















�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1043091941.unknown

_1294578582.unknown

_1309767089.unknown

_1309767130.unknown

_1309767161.unknown

_1309767056.unknown

_1290437518.unknown

_1294569327.unknown

_1279611252.unknown

_1283632910.unknown

_978865520.unknown

_1020568761.unknown

_1043091940.unknown

_978865519.unknown

