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1
Work plan related evaluation
1.1
History

	TSG meeting #
	TSG Tdoc number of status report
	TSG Tdoc number of work/study item description sheet as approved by TSG (if any)
	overall level of completion as decided by TSG
	completion date
as decided by TSG

	47
	WI/SI started
	RP-100383
	0%
	June 2011

	48
	RP-100470
	RP-100383
	5%
	June 2011

	49
	RP-100781
	RP-100383
	5%
	June 2011

	
	
	
	
	


NOTE:
The table covers all TSG meetings from the start of the WI/SI.

1.2
Status at this TSG meeting
NOTE:
This status reflects the conclusion of the leading WG (e.g. achieved by email). In case there was no consensus a corresponding range has to be provided and reason for missing consensus has to be mentioned.

1.2.1
Estimated of the level of completion of the work/study item

overall (mandatory to be provided):




20 %

additional comments:


1.2.2
Estimated completion date of the work/study item
The work/study item is planned to be 100% complete in:
June 2011

which is:
RAN #52
additional comments:




2.
Technical status related evaluation
2.1
Detailed progress report since last TSG meeting (for all involved WGs)
RAN WG4 ad hoc#4 in Xi’an
· Following agreements were achieved 

· RLM/RRM Performance

· One of the following approaches should be adopted to define the performance requirements and side condition for each RLM/RRM requirement

· Alternative 1: Reuse Rel-9 RLM or RRM measurement requirements and SINR (or Es/Iot) side condition

· The working group will evaluate the impact of CRS interference in ABSF* in each requirement and the impact of limited ABSF opportunities compared with rel8/9 measurement. 

· If the impact is found to be insignificant in some cases, this approach is adopted to reduce RAN4 work load.

· Alternative 2: Define new RLM/RRM measurement requirements and SINR (or Es/Iot) side condition for eICIC
RAN WG4 #57 in Jacksonville
· Following agreements were achieved.

· On eICIC RLM RRM requirements
· RLM/RRM Performance

· One of the following approaches should be adopted to define the performance requirements and side condition for each RLM/RRM requirement

· Alternative 1: Reuse Rel-9 RLM or RRM measurement requirements and SINR (or Es/Iot) side condition

· Per RAN1 LS (R1-105793), if ABSF coincides with MBSFN subframe not carrying any signal in data region, CRS is not present in data region. This case should be studied in addition to normal ABS. Depending upon the outcome if the new requirements are considered necessary then they will be defined at later stage

· The working group will evaluate the impact of CRS interference in ABSF in each requirement and the impact of limited ABSF opportunities compared with rel8/9 measurement. 

· If the impact is found to be insignificant in some cases, this approach is adopted to reduce RAN4 work load. 

· Alternative 2: Define new RLM/RRM measurement requirements and SINR (or Es/Iot) side condition for eICIC

· RSRP/RSRQ measurements are based on CRS symbol observations similar to Rel-9, but observations are restricted only to suitable subframes signaled by the network

· RLM measurements will be based on CRS symbol observations similar to Rel-9 (i.e., same Qout/Qin mechanism is used), but observations are restricted only to 
suitable subframes signaled by the network. 
· Es/Iot and/or Qout/Qin levels may change.
2.2
List of completed elements (compare with open issues of last TSG)
2.3
List of open issues
NOTE:
Usually this list is empty when the work/study item is 100% complete otherwise please justify why an open issue is not essential for the work/study item.
· Open issues

· Final confirmation of approach for defining the performance requirements and side condition for each RLM/RRM requirement
· Simulation and definition of RLM/RRM requirements
· Test cases for RRM
· Potential inter-frequency/RAT RRM measurement requirements for eICIC in R10
· CSI (CQI,PMI,RI) feedback based on interference measurement in restricted subsets of subframes is enabled through configured subsets of subframes indicated by CSI measurement subframe configuration
· Demodulation requirements
3.
References

NOTE:
This can be e.g. a list of all related Tdocs in the affected WGs since last TSG, references to LSs, produced TRs/TSs, the work/study item description or status reports of previous TSGs.
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