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1 Change 1
	Test case name
	8.3.1.10

	Reason for change
	As per “Table 8.3.1.10.3.3-3: ReportConfig-A3 (Table 8.3.1.10.3.3-2)” ,  reportQuantity=sameAsTriggerQuantity which is “rsrp” only, However  Table 8.3.1.10.3.3-4: MeasurementReport (step 4, Table 8.3.1.10.3.2-2) expects rsrq as a measResult in addition to rsrp.
PS; This change needs a prose CR, which has being raised for next RAN5 meeting.


	Summary of change
	Modified Template “cs_RRCConnectionReconfiguration_8_3_1_10_Step1” to use reportQuantity as “both” instead of “sameAsTriggerQuantity”

	Source of change
	File: source\8_3\EUTRA_Measurement_Specific_Templates.ttcn


Before:

	  //8.3.1.10, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_10_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                  AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_2,

                                                                                  AllowedMeasBandwidth p_MeasurementBandwidth_2) :=

  /* @status    APPROVED */

  cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                    cs_MeasConfig(omit,

                                                                  cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1,

                                                                                                                                          p_MeasurementBandwidth_1,

                                                                                                                                          omit,

                                                                                                                                          omit,

                                                                                                                                          omit),

                                                                                                     tsc_IdMeasObject_f2,

                                                                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_2,

                                                                                                                                          p_MeasurementBandwidth_2,

                                                                                                                                          omit,

                                                                                                                                          omit,

                                                                                                                                          omit)),

                                                                  omit,

                                                                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                     cs_ReportConfig_reportConfigEUTRA_eventA3(4,

                                                                                                                                               false,

                                                                                                                                               0,

                                                                                                                                               ms640,

                                                                                                                                               rsrp,

                                                                                                                                                 sameAsTriggerQuantity,                                                                                                                                               1,

                                                                                                                                               ms1024,

                                                                                                                                               r1)),

                                                                  omit,

                                                                  cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                 2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3 ),

                                                                  cs_QuantityConfig_Def, //@sic R5s100516 Change 1 sic@

                                                                  cs_508_MeasGapConfig_GP1 ));

  //------------------------------------------------



After:
	//------------------------------------------------

  //8.3.1.10, Step1

  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_10_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_1,

                                                                                  AllowedMeasBandwidth p_MeasurementBandwidth_1,

                                                                                  ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq_2,

                                                                                  AllowedMeasBandwidth p_MeasurementBandwidth_2) :=

  /* @status    APPROVED */

  cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                    cs_MeasConfig(omit,

                                                                  cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_1,

                                                                                                                                          p_MeasurementBandwidth_1,

                                                                                                                                          omit,

                                                                                                                                          omit,

                                                                                                                                          omit),

                                                                                                     tsc_IdMeasObject_f2,

                                                                                                     cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq_2,

                                                                                                                                          p_MeasurementBandwidth_2,

                                                                                                                                          omit,

                                                                                                                                          omit,

                                                                                                                                          omit)),

                                                                  omit,

                                                                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                     cs_ReportConfig_reportConfigEUTRA_eventA3(4,

                                                                                                                                               false,

                                                                                                                                               0,

                                                                                                                                               ms640,

                                                                                                                                               rsrp,

                                                                                                                                                 both,                                                                                                                                               1,

                                                                                                                                               ms1024,

                                                                                                                                               r1)),

                                                                  omit,

                                                                  cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                 2, tsc_IdMeasObject_f2, tsc_IdReportConfig_A3 ),

                                                                  cs_QuantityConfig_Def, //@sic R5s100516 Change 1 sic@

                                                                  cs_508_MeasGapConfig_GP1 ));




2 Change 2
	Test case name
	8.3.1.10

	Reason for change
	At step14, Timer started in fl_Check_Timer_MeasurementReport need to be stopped or else test case may fail in the postamble.


	Summary of change
	Added t_Wait.stop  in fl_Check_Timer_MeasurementReport as shown below.

	Source of change
	File: source\8_3\EUTRA_Measurement_Specific_Templates.ttcn


Before:

	   /*

   * @desc      Check that Measurement report is received within a certain time and assign verdicts

   * @param     p_CellId

   * @param     p_Timer

   * @param     p_MeasurementReport

   * @status    APPROVED

   */

  function fl_Check_Timer_MeasurementReport(CellId_Type p_CellId,

                                            float p_Timer,

                                            template (present) UL_DCCH_Message p_MeasurementReport ) runs on EUTRA_PTC

  {

    timer t_Wait;

    t_Wait.start(p_Timer);

    alt {

      [] t_Wait.timeout

        {

          f_EUTRA_SetVerdictFailOrInconc( __FILE__, __LINE__, "Check failed: No MeasurementReport message received within certain time" );

        }

      [] SRB.receive( car_SRB1_RrcPdu_IND( p_CellId, p_MeasurementReport ) )

        {

          f_EUTRA_PreliminaryPass( __FILE__, __LINE__, "Preliminary pass: MeasurementReport message received within a certain time" );

        }

    }

  } // end of function fl_Check_Timer_MeasurementReport



After:
	   /*

   * @desc      Check that Measurement report is received within a certain time and assign verdicts

   * @param     p_CellId

   * @param     p_Timer

   * @param     p_MeasurementReport

   * @status    APPROVED

   */

  function fl_Check_Timer_MeasurementReport(CellId_Type p_CellId,

                                            float p_Timer,

                                            template (present) UL_DCCH_Message p_MeasurementReport ) runs on EUTRA_PTC

  {

    timer t_Wait;

    t_Wait.start(p_Timer);

    alt {

      [] t_Wait.timeout

        {

          f_EUTRA_SetVerdictFailOrInconc( __FILE__, __LINE__, "Check failed: No MeasurementReport message received within certain time" );

        }

      [] SRB.receive( car_SRB1_RrcPdu_IND( p_CellId, p_MeasurementReport ) )

        {

          f_EUTRA_PreliminaryPass( __FILE__, __LINE__, "Preliminary pass: MeasurementReport message received within a certain time" );

          t_Wait.stop; // TTCN CR 8.3.1.10
        }

    }

  } // end of function fl_Check_Timer_MeasurementReport
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