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1 Overview

This document lists TTCN changes needed to correct problems in the TTCN implementation of TC 8.2.4.5 which are part of the LTE/SAE ATS 10wk37. 
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Corrections 
3.1 Change 1  /  Correction of misleading CNF to inform SS about upcoming HO
	Function name
	f_TC_8_2_4_5_EUTRA


	Reason for change
	Misleading confirmation (CNF) expected in test steps informing the SS about the upcoming resp. the completed HO. The CNF should be related to ‘PdcpHandoverControl’ instead of ‘CommonCellConfig’. 

Moreover, the UL grant config in the target cell is not correct.


	Summary of change
	In Changes 2 and 3 of R5s100560, a function ‘f_EUTRA_SS_PdcpHandoverCtrl’ as well as a corresponding Common CNF template have been newly introduced. This new function ‘f_EUTRA_SS_PdcpHandoverCtrl’ is called instead of the misleading ‘f_EUTRA_SS_CommonCellConfig’.
Corrected UL grant config in target cell.


	TTCN module
	RRC_Handover.ttcn 

	MCC-STF160
	


Before:

	    //Tell the SS about the HO    @sic R5s100524 sic@
    f_EUTRA_SS_CommonCellConfig(eutra_Cell2, cas_PdcpHandoverInit_REQ(eutra_Cell1, eutra_Cell2));
    //@siclog "Step 5" siclog@

    //Transmit RRCConnectionReconfiguration

    f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Mobility (eutra_Cell1,

                                                  eutra_Cell2,

                                                  fl_Generate_cs_MobilityControlInfo_HO_AllParams_Def (eutra_Cell2));

    //@siclog "Step 6" siclog@

    //Receive RRCConnectionReconfigurationComplete

    SRB.receive (car_SRB1_RrcPdu_IND (eutra_Cell2, cr_508_RRCConnectionReconfigurationComplete (v_RRC_TI)));

    //* @verdict pass RRCConnectionReconfigurationComplete received on Cell 2

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 8.2.4.5 Step 6");

    //Deactivate the default to stop receiving measurement reports for cell 2 on cell 1

    deactivate (v_DefaultRef);

    //Configure default UL grant transmission and maintenance of PUCCH synchronized in target cell @sic R5s100515 sic@

    f_EUTRA_SS_CommonCellConfig(eutra_Cell2, cas_PUCCH_Synch_Config_REQ(eutra_Cell2, cs_TimingInfo_Now, cs_PUCCH_Synch_Auto_Def));
    //Tell the target cell about the completion of the HO    @sic R5s100524 sic @

    f_EUTRA_SS_CommonCellConfig(eutra_Cell2, cas_PdcpHandoverComplete_REQ(eutra_Cell2));
    //Reset MAC and re-establish RLC of cell 1

    f_EUTRA_SS_SRBs_DRB1_ResetNow (eutra_Cell1);

    //@siclog "Step 7" siclog@

    //Check if UE is in state RRC_Connected

    f_EUTRA_508Check_ConnectedState ( eutra_Cell2 );

    f_EUTRA_TestBody_Set ( false );

    //Switch/power off UE

    f_EUTRA_Postamble ( eutra_Cell2, E2_CONNECTED );

  }




After:

	    //Tell the SS about the HO    @sic R5s100524 sic@

    f_EUTRA_SS_PdcpHandoverCtrl(eutra_Cell2, cas_PdcpHandoverInit_REQ(eutra_Cell1, eutra_Cell2));
    //@siclog "Step 5" siclog@

    //Transmit RRCConnectionReconfiguration

    f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Mobility (eutra_Cell1,

                                                  eutra_Cell2,

                                                  fl_Generate_cs_MobilityControlInfo_HO_AllParams_Def (eutra_Cell2));

    //@siclog "Step 6" siclog@

    //Receive RRCConnectionReconfigurationComplete

    SRB.receive (car_SRB1_RrcPdu_IND (eutra_Cell2, cr_508_RRCConnectionReconfigurationComplete (v_RRC_TI)));

    //* @verdict pass RRCConnectionReconfigurationComplete received on Cell 2

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 8.2.4.5 Step 6");

    //Deactivate the default to stop receiving measurement reports for cell 2 on cell 1

    deactivate (v_DefaultRef);

    //Configure default UL grant transmission and maintenance of PUCCH synchronized in target cell @sic R5s100515 sic@

    f_EUTRA_SS_CommonCellConfig(eutra_Cell2,

                                cas_ULGrantAllocation_REQ(eutra_Cell2, cs_TimingInfo_Now, cs_DciInfo_CcchDcchDtchUL_Def, cs_PUCCH_Synch_Auto_Def, cs_UL_GrantConfig_Def, tsc_NoCnfReq));
    //Tell the target cell about the completion of the HO    @sic R5s100524 sic @

    f_EUTRA_SS_PdcpHandoverCtrl(eutra_Cell2, cas_PdcpHandoverComplete_REQ(eutra_Cell2));
    //Reset MAC and re-establish RLC of cell 1

    f_EUTRA_SS_SRBs_DRB1_ResetNow (eutra_Cell1);

    //@siclog "Step 7" siclog@

    //Check if UE is in state RRC_Connected

    f_EUTRA_508Check_ConnectedState ( eutra_Cell2 );

    f_EUTRA_TestBody_Set ( false );

    //Switch/power off UE

    f_EUTRA_Postamble ( eutra_Cell2, E2_CONNECTED );

  }
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