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1.1 Change 1

	Testcase name
	7.1.4.16

	Reason for change
	1. As per spec 36.331 clause 5.5.2.3 

 “E-UTRAN applies the procedure as follows:

· configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured; “

 Quantity Config is mandatory for configuring Measurement reports in MeasConfig of RRCConnectionReconfiguration.

2. Periodic reporting of Measurement reports may affect steps in receiving periodic PHR reports, so one Measurement report is sufficient for this test case

Note: Prose CR will be raised for this change at the next RAN5 meeting.

	Summary of change
	Replaced cs_Measurement_Config with cs_Measurement_Config_71416 and activated the thread a_EUTRA_AddDefault_PeriodicalMeasurmentReport to receive Measurement reports.

	Source of change
	MAC_714.ttcn, MAC_Templates.ttcn

, EUTRA_Measurement_Templates.ttcn




Before change:

MAC_714.ttcn

	function f_TC_7_1_4_16_EUTRA() runs on EUTRA_PTC

  { /* L2/MAC

     * 7.1.4.16 : UE Power Headroom Reporting [DL_Pathloss change reporting]

     */

    ………………………

    v_Frequency_IE := f_EUTRA_CellInfo_GetFrequencyIEs ( eutra_Cell1 );

    v_ChBandDependency:= f_EUTRA_BandDependentParam ( v_Frequency_IE.DL_ChBandwidth,

                                                      v_Frequency_IE.UL_ChBandwidth );

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_RRCConnectionReconfiguration_Common (tsc_RRC_TI_Def,

                                                                         cs_Measurement_Config(v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                               v_ChBandDependency.AllowedMeasBandwidth),

                                                                         omit,

                                                                         cs_RadioResourceConfigDedicated_MAC ({ explicitValue := cs_MAC_MainConfiguration_PHR_Enable71416},

                                                                                                              omit,

                                                                                                              omit),

                                                                         omit)));

    //@siclog "Steps 3 - 4" siclog@

    t_Watchdog.start;

    //R5-094432

    alt {

      [v_Flag1] SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1, cr_508_RRCConnectionReconfigurationComplete(tsc_RRC_TI_Def)))

        {

          f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 3");

          v_Flag1 := false;

          if (v_Flag2) // PHR not received yet

            {

              repeat;

            }

          else

            {

              t_Watchdog.stop;

            }

        }

      [v_Flag2] SYSIND.receive(car_PHR_IND(eutra_Cell1,cr_TimingInfo_Any, ?)) -> value v_ReceivedSYSIND

        {

          f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 3");

          v_Timing1:= v_ReceivedSYSIND.Common.TimingInfo.SubFrame;

          v_Flag2 := false;

          if (v_Flag1) // Connection Reconfiguration not received yet

            {

              repeat;

            }

          else

            {

              t_Watchdog.stop;

            }

        }

    }

    …………………………………………….

    f_EUTRA_TestBody_Set(false);

    ///////////////////////////////////////////////////////////////////////////////////

    //      Postamble

    //////////////////////////////////////////////////////////////////////////////////

    // disable PHR reporting

    // to configure SS to stop report reception of  Power head room report

    f_SS_ConfigPowerHeadRoomIndMode (eutra_Cell1, tsc_L1Mac_IndicationMode_Disable);

    …………………………………………

}


After change:

MAC_714.ttcn

	function f_TC_7_1_4_16_EUTRA() runs on EUTRA_PTC

  { /* L2/MAC

     * 7.1.4.16 : UE Power Headroom Reporting [DL_Pathloss change reporting]

     */

    ………………………

    v_Frequency_IE := f_EUTRA_CellInfo_GetFrequencyIEs ( eutra_Cell1 );

    v_ChBandDependency:= f_EUTRA_BandDependentParam ( v_Frequency_IE.DL_ChBandwidth,

                                                      v_Frequency_IE.UL_ChBandwidth );

    SRB.send(cas_SRB1_RrcPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_RRCConnectionReconfiguration_Common (tsc_RRC_TI_Def,

                                                                         cs_Measurement_Config_71416 (v_Frequency_IE.UL_DL_Earfcn.dl_CarrierFreq,

                                                                                               v_ChBandDependency.AllowedMeasBandwidth),

                                                                         omit,

                                                                         cs_RadioResourceConfigDedicated_MAC ({ explicitValue := cs_MAC_MainConfiguration_PHR_Enable71416},

                                                                                                              omit,

                                                                                                              omit),

                                                                         omit)));

   v_DefaultRef := activate ( a_EUTRA_AddDefault_PeriodicalMeasurmentReport (eutra_Cell1,

                                                                                                                   cr_MeasurementReport ( 1, ?,?,?)));
    //@siclog "Steps 3 - 4" siclog@

    t_Watchdog.start;

    //R5-094432

    alt {

      [v_Flag1] SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1, cr_508_RRCConnectionReconfigurationComplete(tsc_RRC_TI_Def)))

        {

          f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 3");

          v_Flag1 := false;

          if (v_Flag2) // PHR not received yet

            {

              repeat;

            }

          else

            {

              t_Watchdog.stop;

            }

        }

      [v_Flag2] SYSIND.receive(car_PHR_IND(eutra_Cell1,cr_TimingInfo_Any, ?)) -> value v_ReceivedSYSIND

        {

          f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 3");

          v_Timing1:= v_ReceivedSYSIND.Common.TimingInfo.SubFrame;

          v_Flag2 := false;

          if (v_Flag1) // Connection Reconfiguration not received yet

            {

              repeat;

            }

          else

            {

              t_Watchdog.stop;

            }

        }

    }

    …………………………………………….

    deactivate(v_DefaultRef);
    f_EUTRA_TestBody_Set(false);

    ///////////////////////////////////////////////////////////////////////////////////

    //      Postamble

    //////////////////////////////////////////////////////////////////////////////////

    // disable PHR reporting

    // to configure SS to stop report reception of  Power head room report

    f_SS_ConfigPowerHeadRoomIndMode (eutra_Cell1, tsc_L1Mac_IndicationMode_Disable);

    …………………………………………

}


MAC_Templates.ttcn

	  template (value) MeasConfig cs_Measurement_Config_71416(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                    AllowedMeasBandwidth p_MeasurementBandwidth,

                                                    template (value) ReportConfigToAddMod.reportConfig p_ReportConfig := cs_508_ReportConfigEUTRA_Once,

                                                    template (omit) MeasGapConfig p_MeasGapConfig := omit) :=

    /* @status    APPROVED */

    cs_MeasConfig(omit,

                  cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_f1,

                                                   cs_MeasObject_measObjectEUTRA_Common(p_EUTRA_DL_CarrierFreq,

                                                                                        p_MeasurementBandwidth,

                                                                                        omit,

                                                                                        omit,

                                                                                        omit)),

                  omit,

                  cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A1, p_ReportConfig),

                  omit,

                  cs_MeasIdToAddModList_1Entry( 1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A1 ),

                  - ,// send default quantity config.

                  p_MeasGapConfig);

  } // End of group RRC_MsgTemplates


EUTRA_Measurement_Templates.ttcn

	  template (value) ReportConfigToAddMod.reportConfig cs_508_ReportConfigEUTRA_Once :=

    /* @status    APPROVED */

    cs_ReportConfig_reportConfigEUTRA_periodical( reportStrongestCells, rsrp, both, 1, ms1024, r1 );
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