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< start of changes >
7.6
Blocking characteristics

The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occur.

7.6.1
In-band blocking

In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band at which the relative throughput shall meet or exceed the minimum requirement for the specified measurement channels.. 
7.6.1.1
Minimum requirements

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables  7.6.1.1-1 and 7.6.1.1-2.
Table 7.6.1.1-1: In band blocking parameters

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3  MHz
	5  MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm


	REFSENS + channel bandwidth specific value below

	
	
	6
	6
	6
	6
	7
	9

	BWInterferer  
	MHz
	1.4
	3
	5
	5
	5
	5

	FIoffset, case 1 
	MHz
	2.1+0.0125
	4.5+0.0075
	7.5+0.0125
	7.5+0.0025
	7.5+0.0075
	7.5+0.0125

	FIoffset, case 2 
	MHz
	3.5+0.0075
	7.5+0.0075
	12.5+0.0075
	12.5+0.0125
	12.5+0.0025
	12.5+0.0075

	Note 1: 
The transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 with PCMAX_L as defined in clause 6.2.5.

Note 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1




Table 7.6.1.1-2: In-band blocking
	E-UTRA band
	Parameter
	Units 
	Case 1
	Case 2
	Case 3

	
	PInterferer
	dBm
	-56
	-44
	-30

	
	FInterferer

(Offset)
	MHz
	=-BW/2 - FIoffset, case 1
&

=+BW/2 + FIoffset, case 1
	( -BW/2- FIoffset, case 2
&

( +BW/2 + FIoffset, case 2
	-BW/2 – 9 MHz

&

-BW/2 – 15 MHz

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11,12, 13, 18, 19, 20, 21, 33,34,35,36,37,38,39,40,41
	FInterferer
	MHz
	  (Note 2)
	FDL_low    -15 

to 

FDL_high  +15 
	

	17
	FInterferer
	MHz
	(Note 2)
	FDL_low    -9.0   

to 

FDL_high  +15
	FDL_low   -15  

and

FDL_low  -9.0  (Note 3)

	Note

1
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band.

2
For each carrier frequency the requirement is valid for two frequencies: 

a. the carrier frequency -BW/2 -FIoffset, case 1 and

b. the carrier frequency + BW/2 + FIoffset, case 1.

3
Finterferer range values for unwanted modulated interfering signal are interferer center frequencies. 
4
Case 3 only applies to assigned UE channel bandwidth of 5 MHz.


	E-UTRA band
	Parameter
	 Unit
	Case 1
	Case 2
	Case 3
	Case 4

	
	 PInterferer
	 dBm
	-56
	-44
	-30
	 [-30]

	
	FInterferer (offset)
	MHz
	=-BW/2 – FIoffset,case 1
&

=+BW/2 – FIoffset,case 1
	≤-BW/2 – FIoffset,case 2
&

≥+BW/2 – FIoffset,case 2
	-BW/2 – 15
&

-BW/2 – 9
	-BW/2 – 10

	1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 13, 18, 19, 20, 21,33,34,35, 36,37,38,39, 40,41
	FInterferer
	MHz
	(Note 2)
	FDL_low – 15
to

FDL_high + 15
	
	

	12
	FInterferer
	MHz
	(Note 2)
	FDL_low – 10
to

FDL_high + 15
	
	FDL_low – 10



	17
	FInterferer
	MHz
	(Note 2)
	FDL_low – 9

to

FDL_high + 15
	FDL_low – 15
and

FDL_low – 9


	

	Note 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 
Note 2:
For each carrier frequency the requirement is valid for two frequencies: 

c. a. the carrier frequency -BW/2 - FIoffset, case 1  and

b. the carrier frequency +BW/2 + FIoffset, case 1
Note 3:
FInterferer range values for unwanted modulated interfering signal are interferer center frequencies 
Note 4:
Case 3 and Case 4 only apply to assigned UE channel bandwidth of 5 MHz 



< end of changes >
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