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9.2.3
RP-110263
Agreed and technically endorsed RAN2 CRs to TS 34.109 on Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111401
	Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context
	Ericsson, ST-Ericsson
	34.109
	0046
	-
	B
	REL-7
	TEI7

	R2-111402
	Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context
	NEC, NTT DOCOMO, INC., Broadcom Corporation, Panasonic, Fujitsu, InterDigital, HTC, ASUSTeK, Sharp Corporation, ZTE
	34.109
	0045
	-
	B
	REL-8
	TEI8

	R2-111431
	Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context
	Ericsson, ST-Ericsson
	34.109
	0047
	-
	B
	REL-8
	TEI8

	R2-111407
	Introduction of UE test loop mode 4 for testing of network initiated secondary PDP context
	Ericsson, ST-Ericsson
	34.109
	0048
	-
	B
	REL-9
	TEI8


Note:
R2-111402 and R2-111431 were just technically endorsed. Either R2-111402 or R2-111431 should be approved.

See LS RP-110142 = R2-111659 for details.

9.2.3
RP-110264
Collection of agreed RAN2 CRs on various REL-7 WIs
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111434
	Clarification to the carrier capability in Multi-Carrier HSDPA for 1.28Mcps TDD
	ZTE
	25.306
	0290
	-
	F
	REL-7
	TEI7

	R2-111435
	Clarification to the carrier capability in Multi-Carrier HSDPA for 1.28Mcps TDD
	ZTE
	25.306
	0291
	-
	A
	REL-8
	TEI7

	R2-111436
	Clarification to the carrier capability in Multi-Carrier HSDPA for 1.28Mcps TDD
	ZTE
	25.306
	0292
	-
	A
	REL-9
	TEI7

	R2-111437
	Clarification to the carrier capability in Multi-Carrier HSDPA for 1.28Mcps TDD
	ZTE
	25.306
	0293
	-
	F
	REL-10
	TEI7, TEI10

	R2-110750
	Stage 2 correction on the number of PCCH transmissions
	Qualcomm Incorporated
	25.308
	0105
	-
	F
	REL-7
	RANimp-EnhState  

	R2-110751
	Stage 2 correction on the number of PCCH transmissions
	Qualcomm Incorporated
	25.308
	0106
	-
	A
	REL-8
	RANimp-EnhState  

	R2-110752
	Stage 2 correction on the number of PCCH transmissions
	Qualcomm Incorporated
	25.308
	0107
	-
	A
	REL-9
	RANimp-EnhState  

	R2-110753
	Stage 2 correction on the number of PCCH transmissions
	Qualcomm Incorporated
	25.308
	0108
	-
	A
	REL-10
	RANimp-EnhState  

	R2-110776
	PCI Weight set restriction logic
	Qualcomm Incorporated
	25.331
	4454
	-
	F
	REL-7
	MIMO-L23

	R2-110777
	PCI Weight set restriction logic
	Qualcomm Incorporated
	25.331
	4455
	-
	A
	REL-8
	MIMO-L23

	R2-110778
	PCI Weight set restriction logic
	Qualcomm Incorporated
	25.331
	4456
	-
	A
	REL-9
	MIMO-L23

	R2-110779
	PCI Weight set restriction logic
	Qualcomm Incorporated
	25.331
	4457
	-
	A
	REL-10
	MIMO-L23

	R2-110784
	Use of New H-RNTI in UMI message in CELL_DCH state
	Research In Motion UK Limited
	25.331
	4462
	-
	F
	REL-7
	TEI7

	R2-110785
	Use of New H-RNTI in UMI message in CELL_DCH state
	Research In Motion UK Limited
	25.331
	4463
	-
	A
	REL-8
	TEI7

	R2-110786
	Use of New H-RNTI in UMI message in CELL_DCH state
	Research In Motion UK Limited
	25.331
	4464
	-
	A
	REL-9
	TEI7

	R2-110787
	Use of New H-RNTI in UMI message in CELL_DCH state
	Research In Motion UK Limited
	25.331
	4465
	-
	A
	REL-10
	TEI7

	R2-111657
	Reconfiguration messages and HS-SSCH orders interaction for DTX/DRX
	Qualcomm Incorporated
	25.331
	4473
	1
	F
	REL-7
	RANimp-CPC

	R2-111658
	Reconfiguration messages and HS-SSCH orders interaction for DTX/DRX
	Qualcomm Incorporated, Huawei, HiSilicon
	25.331
	4474
	1
	A
	REL-8
	RANimp-CPC

	R2-111406
	Reconfiguration messages and HS-SSCH orders interaction for DTX/DRX
	Qualcomm Incorporated, Huawei, HiSilicon
	25.331
	4475
	-
	F
	REL-9
	RANimp-CPC

	R2-111654
	Reconfiguration messages and HS-SSCH orders interaction for DTX/DRX
	Qualcomm Incorporated, Huawei, HiSilicon
	25.331
	4476
	-
	A
	REL-10
	RANimp-CPC

	R2-110780
	RB mapping 'DCH + HS-DSCH' for MAC-ehs
	Research In Motion UK Limited
	25.331
	4458
	-
	F
	REL-10
	RANimp-L2DataRates


Note:
R2-110780 is a CR for a REL-7 WI but the CR is only considered for REL-10.
9.2.4.1
RP-110265
Agreed RAN2 CRs on Clarification of band indicator in handover from E-UTRAN to GERAN
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111710
	Clarification of band indicator in handover from E-UTRAN to GERAN
	ZTE
	36.331
	0585
	-
	F
	REL-8
	LTE-L23

	R2-111711
	Clarification of band indicator in handover from E-UTRAN to GERAN
	ZTE
	36.331
	0586
	-
	F
	REL-9
	LTE-L23

	R2-111712
	Clarification of band indicator in handover from E-UTRAN to GERAN
	ZTE
	36.331
	0587
	-
	A
	REL-10
	LTE-L23


9.2.4.2
RP-110266
Agreed RAN2 CRs to REL-8 WI HS-DSCH Serving Cell Change Enhancements
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110773
	Inconsistency between ASN.1 and tabular format for Active Set Update message
	Broadcom Corporation
	25.331
	4451
	-
	F
	REL-8
	RANimp-HSDSCH

	R2-110774
	Inconsistency between ASN.1 and tabular format for Active Set Update message
	Broadcom  Corporation
	25.331
	4452
	-
	A
	REL-9
	RANimp-HSDSCH

	R2-110775
	Inconsistency between ASN.1 and tabular format for Active Set Update message
	Broadcom Corporation
	25.331
	4453
	-
	A
	REL-10
	RANimp-HSDSCH

	R2-111425
	Clarification of invalid configuration for enhanced serving HS-DSCH cell change
	Intel Corporation (UK) Ltd
	25.331
	4493
	-
	F
	REL-8
	RANimp-HSDSCH

	R2-111426
	Clarification of invalid configuration for enhanced serving HS-DSCH cell change
	Intel Corporation (UK) Ltd
	25.331
	4494
	-
	A
	REL-9
	RANimp-HSDSCH

	R2-111427
	Clarification of invalid configuration for enhanced serving HS-DSCH cell change
	Intel Corporation (UK) Ltd
	25.331
	4495
	-
	A
	REL-10
	RANimp-HSDSCH

	R2-111650
	Correction of target cell preconfiguration info handling upon reconfiguration
	Renesas Electronics Europe, Nokia Siemens Networks
	25.331
	4540
	-
	F
	REL-8
	RANimp-HSDSCH

	R2-111651
	Correction of target cell preconfiguration info handling upon reconfiguration
	Renesas Electronics Europe, Nokia Siemens Networks
	25.331
	4541
	-
	A
	REL-9
	RANimp-HSDSCH

	R2-111652
	Correction of target cell preconfiguration info handling upon reconfiguration
	Renesas Electronics Europe, Nokia Siemens Networks
	25.331
	4542
	-
	A
	REL-10
	RANimp-HSDSCH

	R2-111485
	Correction related  to handling of DTX, DRX HS-SCCH orders upon enhanced serving cell change
	Qualcomm inc
	25.331
	4569
	1
	F
	REL-8
	RANimp-HSDSCH 

	R2-111486
	Correction related  to handling of DTX, DRX HS-SCCH orders upon enhanced serving cell change
	Qualcomm inc
	25.331
	4570
	1
	A
	REL-9
	RANimp-HSDSCH 

	R2-111487
	Correction related  to handling of DTX, DRX HS-SCCH orders upon enhanced serving cell change
	Qualcomm inc
	25.331
	4571
	1
	A
	REL-10
	RANimp-HSDSCH 


9.2.4.2
RP-110267
Agreed RAN2 CRs to REL-8 WI Enhanced Uplink for CELL_FACH State in FDD
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110754
	Clarification of 16QAM support for Enhanced Uplink in CELL_FACH state and Idle mode
	Intel Corporation (UK) Ltd
	25.319
	0075
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-110755
	Clarification of 16QAM support for Enhanced Uplink in CELL_FACH state and Idle mode
	Intel Corporation (UK) Ltd
	25.319
	0076
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-110756
	Clarification of 16QAM support for Enhanced Uplink in CELL_FACH state and Idle mode
	Intel Corporation (UK) Ltd
	25.319
	0077
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-110757
	Change in the radio bearer mapping due to a system info message
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4435
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-110758
	Change in the radio bearer mapping due to a system info message
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4436
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-110759
	Change in the radio bearer mapping due to a system info message
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4437
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-110764
	Correction of RB mapping option selection for HSPA_RNTI_STORED_CELL_PCH
	Renesas Electronics Europe
	25.331
	4442
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-110765
	Correction of RB mapping option selection for HSPA_RNTI_STORED_CELL_PCH
	Renesas Electronics Europe
	25.331
	4443
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-110766
	Correction of RB mapping option selection for HSPA_RNTI_STORED_CELL_PCH
	Renesas Electronics Europe
	25.331
	4444
	-
	A
	REL-10
	RANimp-UplinkEnhState


9.2.4.2
RP-110268
Collection of agreed RAN2 CRs on various REL-8 WIs
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110746
	Correction of buffer sizes for 64QAM+MIMO, DC-HSDPA categories
	Renesas Electronics Europe
	25.306
	0285
	-
	F
	REL-8
	RANimp-64QamMimoHsdpa, RANimp-DCHSDPA

	R2-110747
	Correction of buffer sizes for 64QAM+MIMO, DC-HSDPA categories
	Renesas Electronics Europe
	25.306
	0286
	-
	A
	REL-9
	RANimp-64QamMimoHsdpa, RANimp-DCHSDPA

	R2-110748
	Correction of buffer sizes for 64QAM+MIMO, DC-HSDPA categories
	Renesas Electronics Europe
	25.306
	0287
	-
	A
	REL-10
	RANimp-64QamMimoHsdpa, RANimp-DCHSDPA

	R2-110761
	Clarification on UE behavior after transtion to enhanced CELL_FACH for LCR TDD
	CATT
	25.331
	4439
	-
	F
	REL-8
	RANimp-EnhState1.28TDD

	R2-110762
	Clarification on UE behavior after transtion to enhanced CELL_FACH for LCR TDD
	CATT
	25.331
	4440
	-
	A
	REL-9
	RANimp-EnhState1.28TDD

	R2-110763
	Clarification on UE behavior after transtion to enhanced CELL_FACH for LCR TDD
	CATT
	25.331
	4441
	-
	A
	REL-10
	RANimp-EnhState1.28TDD

	R2-111412
	Correction to MAC-is PDU data structure
	Alcatel-Lucent
	25.319
	0079
	-
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-111413
	Correction to MAC-is PDU data structure
	Alcatel-Lucent
	25.319
	0080
	-
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-111414
	Correction to MAC-is PDU data structure
	Alcatel-Lucent
	25.319
	0081
	-
	A
	REL-10
	RANimp-UplinkL2dataRates

	R2-110769
	Correction on Scheduling Info parameters for LCR TDD
	CATT
	25.331
	4447
	-
	F
	REL-8
	RANimp-UplinkL2dataRates, RANimp-EnhState1.28TDD

	R2-110770
	Correction on Scheduling Info parameters for LCR TDD
	CATT
	25.331
	4448
	-
	A
	REL-9
	RANimp-UplinkL2dataRates, RANimp-EnhState1.28TDD

	R2-110771
	Correction on Scheduling Info parameters for LCR TDD
	CATT
	25.331
	4449
	-
	A
	REL-10
	RANimp-UplinkL2dataRates, RANimp-EnhState1.28TDD

	R2-111438
	Clarification to the intra and inter frequency measurement in E-FACH for 1.28Mcps
	ZTE
	25.331
	4524
	-
	F
	REL-8
	RANimp-EnhState1.28TDD

	R2-111439
	Clarification to the intra and inter frequency measurement in E-FACH for 1.28Mcps
	ZTE
	25.331
	4525
	-
	A
	REL-9
	RANimp-EnhState1.28TDD

	R2-111440
	Clarification to the intra and inter frequency measurement in E-FACH for 1.28Mcps
	ZTE
	25.331
	4526
	-
	A
	REL-10
	RANimp-EnhState1.28TDD

	R2-111428
	Handling of variables PPAC_PARAM" and "DSAC_PARAM""
	Broadcom Corporation, NTT DOCOMO, INC., Panasonic
	25.331
	4467
	-
	F
	REL-8
	PPACR

	R2-111429
	Handling of variables PPAC_PARAM" and "DSAC_PARAM""
	Broadcom Corporation, NTT DOCOMO, INC., Panasonic
	25.331
	4468
	-
	A
	REL-9
	PPACR

	R2-111430
	Handling of variables PPAC_PARAM" and "DSAC_PARAM""
	Broadcom Corporation, NTT DOCOMO, INC., Panasonic
	25.331
	4469
	-
	A
	REL-10
	PPACR

	R2-111422
	Negative values in a 'mod' function
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4556
	-
	F
	REL-8
	RANimp-DRX

	R2-111423
	Negative values in a 'mod' function
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4557
	-
	A
	REL-9
	RANimp-DRX

	R2-111424
	Negative values in a 'mod' function
	Ericsson, ST-Ericsson, Renesas Electronics Europe
	25.331
	4558
	-
	A
	REL-10
	RANimp-DRX


9.2.5.1
RP-110269
Agreed RAN3 CRs to RAN2 TSs and agreed RAN2 CRs for Positioning Support for LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111753
	Alignment of LPPa descriptions to Stage 3
	RAN3
	36.305
	0023
	-
	F
	REL-9
	LCS_LTE

	R2-111754
	Alignment of LPPa descriptions to Stage 3
	RAN3
	36.305
	0024
	-
	A
	REL-10
	LCS_LTE

	R2-110828
	Editorial corrections to 36.355
	Qualcomm Incorporated
	36.355
	0045
	-
	D
	REL-9
	LCS_LTE

	R2-110829
	Editorial corrections to 36.355
	Qualcomm Incorporated
	36.355
	0046
	-
	A
	REL-10
	LCS_LTE

	R2-110830
	Removal of FFS for retransmission timer in LPP
	Qualcomm Incorporated
	36.355
	0047
	-
	F
	REL-9
	LCS_LTE

	R2-110831
	Removal of FFS for retransmission timer in LPP
	Qualcomm Incorporated
	36.355
	0048
	-
	A
	REL-10
	LCS_LTE

	R2-111522
	Correction to code phase encoding in GNSS acquisition assistance
	Qualcomm Incorporated
	36.355
	0049
	-
	F
	REL-9
	LCS_LTE

	R2-111523
	Correction to code phase encoding in GNSS acquisition assistance
	Qualcomm Incorporated
	36.355
	0050
	-
	A
	REL-10
	LCS_LTE

	R2-111627
	Clarification on SFN provided with OTDOA measurement
	Qualcomm Incorporated
	36.355
	0051
	1
	F
	REL-9
	LCS_LTE

	R2-111628
	Clarification on SFN provided with OTDOA measurement
	Qualcomm Incorporated
	36.355
	0052
	1
	A
	REL-10
	LCS_LTE

	R2-111524
	Small corrections in 36.355
	HTC
	36.355
	0055
	1
	F
	REL-9
	LCS_LTE

	R2-111525
	Small corrections in 36.355
	HTC
	36.355
	0057
	-
	A
	REL-10
	LCS_LTE

	R2-111619
	Further corrections to the OTDOA assistance data
	Qualcomm, Samsung
	36.355
	0056
	2
	F
	REL-9
	LCS_LTE

	R2-111689
	Further corrections to the OTDOA assistance data
	Samsung, Qualcomm
	36.355
	0058
	3
	A
	REL-10
	LCS_LTE

	R2-111692
	Introduction of OTDOA inter-freq RSTD measurement indication procedure
	CATT, Huawei, Qualcomm Incorporated
	36.331
	0602
	1
	C
	REL-10
	TEI10, LCS_LTE

	R2-111691
	Introduction of OTDOA inter-freq RSTD measurement indication procedure
	CATT, Huawei, Qualcomm Incorporated
	36.355
	0053
	1
	C
	REL-10
	TEI10, LCS_LTE


9.2.5.1
RP-110270
Agreed RAN3 CRs to RAN2 TSs and agreed RAN2 CRs for MBMS support in LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111528
	Corrections to TS36.302 on MBMS
	Huawei, HiSilicon
	36.302
	0024
	-
	F
	REL-9
	MBMS_LTE

	R2-111529
	Corrections to TS36.302 on MBMS
	Huawei, HiSilicon
	36.302
	0025
	-
	A
	REL-10
	MBMS_LTE


9.2.5.1
RP-110271
Agreed RAN2 CRs for Home NB and Home eNB enhancements - RAN2 aspects
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111500
	25.304 correction on manual CSG selection
	Samsung
	25.304
	0273
	-
	F
	REL-9
	EHNB-RAN2

	R2-111481
	Correction to CSG Intra-frequency cell info
	Huawei, HiSilicon
	25.331
	4510
	-
	F
	REL-9
	EHNB-RAN2

	R2-111482
	Correction to CSG Intra-frequency cell info
	Huawei, HiSilicon
	25.331
	4511
	-
	A
	REL-10
	EHNB-RAN2

	R2-111501
	36.304 correction on manual CSG selection
	Samsung
	36.304
	0150
	-
	F
	REL-9
	EHNB-RAN2

	R2-111502
	36.304 correction on manual CSG selection
	Samsung
	36.304
	0151
	-
	A
	REL-10
	EHNB-RAN2


Note:
TS 25.304 does not yet exist in REL-10 therefore no cat.A CR needed.
9.2.5.1
RP-110272
Agreed RAN3 CRs to RAN2 TSs and agreed RAN2 CRs for Technical small enhancements and improvements for REL-9 related to LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111740
	Correction to usage of Handover Report for MRO
	RAN3
	36.300
	0343
	-
	F
	REL-9
	TEI9, LTE-L23

	R2-111741
	Correction to usage of Handover Report for MRO
	RAN3
	36.300
	0344
	-
	A
	REL-10
	TEI9, LTE-L23

	R2-110818
	Presence condition for cellSelectionInfo-v920 in SIB1
	NTT DOCOMO, INC., Fujitsu
	36.331
	0552
	-
	F
	REL-9
	TEI9, LTE-L23

	R2-110819
	Presence condition for cellSelectionInfo-v920 in SIB1
	NTT DOCOMO, INC., Fujitsu
	36.331
	0553
	-
	A
	REL-10
	TEI9, LTE-L23

	R2-111530
	Correction to cs-fallbackIndicator field description
	Motorola Solutions, KDDI, NEC, Qualcomm Incorporated
	36.331
	0578
	-
	F
	REL-9
	TEI9, LTE-L23

	R2-111531
	Correction to cs-fallbackIndicator field description
	Motorola Solutions, KDDI, NEC, Qualcomm Incorporated
	36.331
	0579
	-
	A
	REL-10
	TEI9, LTE-L23

	R2-111534
	Minor ASN.1 corrections for the UEInformationResponse message
	Samsung
	36.331
	0608
	-
	F
	REL-9
	TEI9, LTE-L23

	R2-111535
	Minor ASN.1 corrections for the UEInformationResponse message
	Samsung
	36.331
	0609
	-
	A
	REL-10
	TEI9, LTE-L23

	R2-111532
	Small corrections to ETWS & CMAS system information
	Potevio
	36.331
	0639
	-
	F
	REL-9
	TEI9, LTE-L23

	R2-111606
	Small corrections to ETWS & CMAS system information
	Potevio
	36.331
	0640
	1
	A
	REL-10
	TEI9, LTE-L23


9.2.5.2
RP-110273
Technically endorsed RAN2 CRs on Measurement ID extension
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111666
	Measurement ID extension
	Ericsson, ST-Ericsson
	25.331
	4554
	-
	B
	REL-9
	TEI9, RANimp-DC_HSUPA

	R2-111667
	Measurement ID extension
	Ericsson, ST-Ericsson
	25.331
	4555
	-
	B
	REL-10
	TEI9, RANimp-DC_HSUPA


Note:
R2-111666 and R2-111667 were just technically endorsed since they are addressing a cat.B CR to a frozen REL-9 (violating TR 21.900 Table 4A).

9.2.5.2
RP-110274
Agreed RAN2 CRs for Technical small enhancements and improvements for REL-9 related to UTRA
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111448
	Correction on deferring  SIB11 reading
	Huawei, HiSilicon
	25.331
	4445
	1
	F
	REL-9
	TEI9

	R2-111449
	Correction on deferring  SIB11 reading
	Huawei, HiSilicon
	25.331
	4446
	1
	A
	REL-10
	TEI9

	R2-110781
	Removal of inappropriate comment in ASN.1 for RSRQ based cell reselection parameters
	NTT DOCOMO, INC.
	25.331
	4459
	-
	F
	REL-9
	TEI9

	R2-110782
	Removal of inappropriate comment in ASN.1 for RSRQ based cell reselection parameters
	NTT DOCOMO, INC.
	25.331
	4460
	-
	A
	REL-10
	TEI9

	R2-111494
	Correction of conditionally included content in SI container
	Ericsson, ST-Ericsson
	25.331
	4518
	2
	F
	REL-9
	TEI9

	R2-111762
	Correction of conditionally included content in SI container
	Ericsson, ST-Ericsson
	25.331
	4519
	3
	A
	REL-10
	TEI9

	R2-111446
	Clarification to the measurement occasion of E-FACH for 1.28Mcps TDD
	ZTE
	25.331
	4522
	-
	F
	REL-9
	TEI9

	R2-111447
	Clarification to the measurement occasion of E-FACH for 1.28Mcps TDD
	ZTE
	25.331
	4523
	-
	A
	REL-10
	TEI9

	R2-111496
	Clarification of RRC CONNECTION REJECT with redirection
	NTT DOCOMO, INC, Panasonic, Qualcomm Incorporated
	25.331
	4561
	2
	F
	REL-9
	TEI9

	R2-111497
	Clarification of RRC CONNECTION REJECT with redirection
	NTT DOCOMO, INC, Panasonic, Qualcomm Incorporated
	25.331
	4562
	1
	A
	REL-10
	TEI9

	R2-111504
	Rel-8 FGI handling in Rel-9
	Telecom Italia
	25.331
	4492
	-
	F
	REL-9
	TEI9

	R2-111505
	Rel-8 FGI handling in Rel-9
	Telecom Italia
	25.331
	4568
	-
	A
	REL-10
	TEI9


9.2.5.2
RP-110332
Agreed RAN2 REL-10 CRs to REL-9 WI on Combination of DB-HSDPA and MIMO
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111649
	Combination of DB-HSDPA and MIMO
	Qualcomm Incorporated
	25.306
	0297
	1
	B
	REL-10
	TEI10, RANimp-MultiBand_DC_HSDPA

	R2-111466
	Combination of DB-HSDPA and MIMO
	Qualcomm Incorporated
	25.308
	0112
	-
	B
	REL-10
	TEI10, RANimp-MultiBand_DC_HSDPA


9.2.5.2
RP-110333
Technically endorsed RAN2 CRs for Dual Band Dual Cell HSDPA combination with MIMO

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111464
	Dual Band Dual Cell MIMO only Release 10 UE not 3C or 4C capable
	Ericsson, ST-Ericsson, Nokia Siemens Networks, Qualcomm Incorporated
	25.331
	4565
	-
	B
	REL-10
	TEI10

	R2-111668
	Support for Dual Band DC-HSDPA + MIMO
	Huawei
	25.331
	4573
	-
	B
	REL-9
	RANimp-MultiBand_DC_HSDPA

	R2-111669
	Support for Dual Band DC-HSDPA + MIMO
	Huawei
	25.331
	4574
	-
	B
	REL-10
	RANimp-MultiBand_DC_HSDPA


Note:
All 3 RAN2 CRs were just technically endorsed. RAN should either approve R2-111464 or R2-111668 & R2-111669 (cat.B CR to a frozen REL-9 violating TR 21.900 Table 4A). See LS RP-110144 = R2-111758 for details.
11.1.6
RP-110275
Agreed RAN2 CRs for 1.28 Mcps TDD Multi-carrier HSUPA
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111444
	Correction of MAC architecture for Multi-Carrier E-DCH of 1.28 Mcps TDD
	ZTE
	25.319
	0078
	-
	F
	REL-10
	TDD_MC_HSUPA

	R2-111445
	Correction of MAC architecture for Multi-Carrier E-DCH of 1.28 Mcps TDD
	ZTE
	25.321
	0731
	-
	F
	REL-10
	TDD_MC_HSUPA


11.1.7.1
RP-110276
Agreed RAN2 CR for MU-MIMO for 1.28Mcps TDD (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110760
	Clarification on MU-MIMO capability for LCR TDD
	CATT
	25.331
	4438
	-
	F
	REL-10
	MUMIMO_LCR_TDD-Core


11.1.8
RP-110277
Technically endorsed RAN2 CRs on Introduction of a capability indication for the Inter-frequency Detected Set feature
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111656
	Introduction of a capability indication for the Inter-frequency Detected Set feature
	Qualcomm Incorporated
	25.331
	4482
	-
	F
	REL-10
	Interf_dset_meas_UMTS


Note:
R2-111656 was just technically endorsed. RAN should decide whether to approve R2-111656 (feature optional) or not (feature mandatory).
11.1.9
RP-110278
Agreed RAN3 CRs to RAN2 TS 36.300 for Local IP Access and Selected Internet IP Traffic Offload
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111733
	Completion of LIPA feature
	RAN3
	36.300
	0336
	-
	F
	REL-10
	LIPA_SIPTO

	R2-111739
	Clean up of LIPA
	RAN3
	36.300
	0342
	-
	F
	REL-10
	LIPA_SIPTO

	R2-111744
	LIPA packets reordering in downlink
	RAN3
	36.300
	0347
	-
	F
	REL-10
	LIPA_SIPTO


11.1.9
RP-110279
Agreed RAN2 CRs for Technical small enhancements and improvements for REL-10 related to UTRA
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111462
	Extend the carrier capability for Multi-Carrier HSDPA for 1.28Mcps TDD
	ZTE
	25.306
	0289
	-
	F
	REL-10
	TEI10

	R2-110772
	Correction to SRNC relocation asn1 to include Rel-10 measurement types
	Renesas Electronics Europe, Alcatel-Lucent
	25.331
	4450
	-
	F
	REL-10
	TEI10, TDD_MC_HSUPA, Interf_dset_meas_UMTS

	R2-111460
	Addition of MAC-ehs in total RLC AM buffer size in RLC capability
	Ericsson, ST-Ericsson
	25.331
	4496
	-
	F
	REL-10
	TEI10

	R2-111461
	Extend the carrier capability for Multi-Carrier HSDPA for 1.28Mcps TDD
	ZTE
	25.331
	4520
	-
	F
	REL-10
	TEI10

	R2-111463
	Adding the default Configuration for 12.2/7.4/5.9/4.75 kbps speech + 3.4 kbps (without SRB#5)
	Ericsson, ST-Ericsson, Nokia Siemens Networks, Swisscom
	25.331
	4566
	-
	B
	REL-10
	TEI10


11.1.9
RP-110280
Agreed RAN1/RAN3 CRs to RAN2 TSs and agreed RAN2 CRs for Technical small enhancements and improvements for REL-10 related to LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110788
	Enforcing uplink MBR in the eNodeB
	Ericsson, ST-Ericsson
	36.300
	0309
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-110791
	MBR management for uplink grant
	Orange SA
	36.300
	0312
	-
	C
	REL-10
	TEI10, LTE-L23

	R2-111575
	stage-2 Clarification on handover and system information description
	ZTE
	36.300
	0321
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111584
	CR to 36.300 adding UE capability indicator for dual Rx/Tx e1xCSFB
	Motorola Solutions, KDDI, Qualcomm Incorporated
	36.300
	0324
	-
	B
	REL-10
	TEI10, LTE-L23

	R2-111728
	Fix incorrect name for CT4 GTP message in HO Procedure
	RAN3
	36.300
	0331
	-
	F
	REL-10
	TEI10

	R2-111729
	CR for MBMS User Data flow synchronisation
	RAN3
	36.300
	0332
	-
	F
	REL-10
	TEI10

	R2-111735
	Correction of MBMS Deployment consideration
	RAN3
	36.300
	0338
	-
	F
	REL-10
	TEI10

	R2-111746
	Introduction of a Stepwise Load Reduction Indication for the Overload procedure in Stage 2
	RAN3
	36.300
	0349
	-
	F
	REL-10
	TEI10

	R2-111755
	Correction on physical layer part on TS36.300
	RAN1
	36.300
	0356
	-
	F
	REL-10
	LTE-Phys, TEI10

	R2-111586
	CR to 36.306 adding UE capability indicator for dual Rx/Tx e1xCSFB
	Motorola Solutions, KDDI, Qualcomm Incorporated
	36.306
	0041
	-
	B
	REL-10
	TEI10, LTE-L23

	R2-110797
	PHR Trigger for Power Reduction Due to Power Management
	Qualcomm Incorporated
	36.321
	0449
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111601
	Adding a Power Management indication in PHR
	Ericsson, ST-Ericsson, Qualcomm Incorporated, Nokia Siemens Networks
	36.321
	0454
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111599
	Clarification on the number of ROHC instances in a PDCP entity
	ITRI, ASUSTeK, CATT, CHTTL, HTC, HT mMobile Inc., Institute for Information Industry (III)
	36.323
	0086
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-110803
	Correction to the field description of nB
	Huawei, HiSilicon
	36.331
	0537
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-110808
	Explicit AS signalling for mapped PTMSI/GUTI
	Alcatel-Lucent
	36.331
	0542
	-
	C
	REL-10
	TEI10, LTE-L23

	R2-111595
	Miscellaneous small clarifications and corrections
	Samsung
	36.331
	0547
	1
	F
	REL-10
	TEI10, LTE-L23

	R2-111391
	Some Corrections on measurement
	HTC
	36.331
	0557
	1
	F
	REL-10
	TEI10, LTE-L23

	R2-111519
	Correction of configuration description in SIB2
	ZTE
	36.331
	0584
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111585
	CR to 36.331 adding UE capability indicator for dual Rx/Tx e1xCSFB
	Motorola Solutions, KDDI, Qualcomm Incorporated
	36.331
	0597
	-
	B
	REL-10
	TEI10, LTE-L23

	R2-111576
	Further correction to combined measurement report of UTRAN
	Huawei, HiSilicon, Deutsche Telekom
	36.331
	0599
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111577
	Correction to the reference of ETWS
	Huawei, HiSilicon
	36.331
	0600
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111578
	Correction of use of RRCConnectionReestablishment message for contention resolution
	Alcatel-Lucent
	36.331
	0603
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111579
	Clarification regarding dedicated RLF timers and constants
	Samsung
	36.331
	0613
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111580
	Some corrections on TS 36.331
	HTC
	36.331
	0616
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111587
	AC barring procedure clean up
	NTT DOCOMO, INC.
	36.331
	0623
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111623
	UE information report for RACH
	ASUSTeK
	36.331
	0628
	1
	F
	REL-10
	TEI10, LTE-L23

	R2-111520
	Correction on the range of CQI resource index
	MediaTek
	36.331
	0638
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-111581
	Corrections to TS36.331 on SIB2 handling
	Samsung
	36.331
	0643
	1
	C
	REL-10
	TEI10, LTE-L23

	R2-111680
	Adding a Power Management indication in PHR
	Ericsson, ST-Ericsson, Qualcomm Incorporated, Nokia Siemens Networks
	36.331
	0644
	1
	C
	REL-10
	TEI10, LTE-L23


Note:
R2-111587 has a related CT1 24.301 CR CR0959r1 in CP-110195.
11.2.2.1
RP-110281
Agreed RAN2 CR for Four carrier HSDPA (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111665
	Corrections for the configuration of frequencies to measure without CM
	Huawei, HiSilicon
	25.331
	4515
	1
	F
	REL-10
	4C_HSDPA-Core


11.3.2.1
RP-110282
Agreed RAN3 CRs to RAN2 TS and agreed RAN2 CRs for Minimization of Drive Tests for E-UTRAN and UTRAN (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111452
	Introduction of Minimization of Drive Tests
	Nokia Siemens Networks, Nokia Corporation
	25.304
	0270
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111506
	Counter proposal to R2-110749 on UE capabilities for MDT
	MediaTek, Ericsson, ST-Ericsson
	25.306
	0295
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111508
	UE Capabilities for MDT
	MediaTek, Ericsson, ST-Ericsson
	25.331
	4461
	1
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111480
	Introduction of Minimization of Drive Tests
	Nokia Siemens Networks, Nokia Corporation
	25.331
	4533
	2
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111745
	Support for MDT
	RAN3
	36.300
	0348
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111507
	Counter proposal to R2-110795 on UE capabilities for MDT
	Ericsson, ST-Ericsson, MediaTek
	36.306
	0043
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-110799
	36331_CRxxx_Protection of Logged Measurements Configuration
	Vodafone
	36.331
	0533
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110801
	Clean up MDT-related text
	LG Electronics Inc.
	36.331
	0535
	-
	D
	REL-10
	MDT_UMTSLTE-Core

	R2-110802
	Clear MDT configuration and logs when the UE is not registered
	HTC
	36.331
	0536
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110805
	CR to 36.331 on corrections for MDT
	ASUSTeK
	36.331
	0539
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110810
	MDT PDU related clarifications
	Samsung
	36.331
	0544
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110811
	Correction on release of logged measurement configuration while in another RAT
	Samsung
	36.331
	0545
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111510
	Memory size for logged measurements capable UE
	NTT DOCOMO
	36.331
	0549
	1
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111381
	Removal of MDT configuration at T330 expiry
	LG Electronics Inc.
	36.331
	0554
	1
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111574
	Validity time for location information in Immediate MDT
	NTT DOCOMO, INC.
	36.331
	0596
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111571
	CR to 36.331 on MDT neighbour cell measurements logging
	Alcatel-Lucent
	36.331
	0604
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111572
	Release of Logged Measurement Configuration
	LG Electronics Inc.
	36.331
	0615
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111509
	Counter proposal to R2-110826 on UE capabilities for MDT
	Ericsson, ST-Ericsson, MediaTek
	36.331
	0624
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111718
	Trace configuration paremeters for Logged MDT
	Nokia Siemens Networks, Nokia Corporation
	36.331
	0632
	1
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111573
	Clarification on stop condition for timer T3330
	Nokia Siemens Networks, Nokia Corporation
	36.331
	0635
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111513
	User consent for MDT
	Vodafone
	36.331
	0637
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110832
	Clarifications on MDT initiation
	Ericsson, ST-Ericsson
	37.320
	0001
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110833
	Clear MDT configuration and logs when the UE is not registered
	HTC
	37.320
	0002
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111512
	MDT stage 2 clarifications
	Samsung
	37.320
	0003
	1
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110835
	On memory size limitation for Logged MDT
	NTT DOCOMO
	37.320
	0004
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110836
	UE Capabilities for MDT
	Mediatek
	37.320
	0005
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111700
	Validity time for location information in Immediate MDT
	NTT DOCOMO, INC.
	37.320
	0006
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111515
	Correction to include CDMA2000 reporting for neighbouring cells
	Alcatel-Lucent
	37.320
	0008
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111511
	Small Carifications and Corrections to 37.320
	CATT
	37.320
	0012
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111614
	Trace parameters for MDT configuration
	Nokia Siemens Networks, Nokia Corporation
	37.320
	0013
	-
	F
	REL-10
	MDT_UMTSLTE-Core


11.3.3.1
RP-110283
Agreed RAN3 CR to RAN2 TS 36.300 on Routing functionality for X2 handover between HeNB
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111731
	Routing functionality for X2 handover between HeNB
	RAN3
	36.300
	0334
	-
	B
	REL-10
	HNB_HENB_mob_enh-Core


11.3.4.1
RP-110284
Agreed RAN2 CRs for Expanded 1900 MHz Band for UTRA and LTE (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111471
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0114
	-
	B
	REL-4
	E1900-Core

	R2-111472
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0115
	-
	B
	REL-5
	E1900-Core

	R2-111473
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0116
	-
	B
	REL-6
	E1900-Core

	R2-111474
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0117
	-
	B
	REL-7
	E1900-Core

	R2-111475
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0118
	-
	B
	REL-8
	E1900-Core

	R2-111761
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0119
	1
	B
	REL-9
	E1900-Core


Note:
TS 25.307 does not yet exist in REL-10 therefore no REL-10 CR needed.

11.3.6
RP-110285
Technically endorsed RAN2 CRs related to Network Improvements for Machine-Type Communications for LTE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111704
	36331_CRxxx_(REL-8)_Handling of Spare Establishment Cause
	Vodafone
	36.331
	0572
	1
	F
	REL-8
	LTE-L23

	R2-111696
	36331_CRxxx_(REL-9)_Handling of Spare Establishment Cause
	Vodafone
	36.331
	0573
	-
	A
	REL-9
	LTE-L23

	R2-111697
	36331_CRxxx_(REL-10)_Handling of Spare Establishment Cause
	Vodafone
	36.331
	0574
	-
	A
	REL-10
	LTE-L23

	R2-111703
	36331_CRxxxx Support of Delay Tolerant access requests
	ZTE, Ericsson, ST-Ericsson, Nokia Corporation, Nokia Siemens Networks, Deutsche Telekom, Renesas Electronics Europe, Institute for Information Industry (III)
	36.331
	0588
	1
	B
	REL-10
	NIMTC-RAN_overload


Note:
All 4 RAN2 CRs were just technically endorsed. RAN should decide whether to approve R2-111703 only (if no concerns on backward compatibility with 

using one of existing spare cause values) or to approve R2-111703 and R2-111704/R2-111696/R2-111697 (if concerns on backward compatibility).

R2-111703 has a related CT1 24.301 CR CR0961r4  in CP-110190.
11.3.6
RP-110286
Technically endorsed RAN2 CRs related to Network Improvements for Machine-Type Communications for UTRA
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111630
	25331_CRxxxx Support of Delay Tolerant access requests
	ZTE, Ericsson, ST-Ericsson, Nokia Corporation, Nokia Siemens Networks, Deutsche Telekom, Renesas Electronics Europe, Institute for Information Industry (III)
	25.331
	4512
	-
	B
	REL-10
	NIMTC-RAN_overload

	R2-111760
	Delay Tolerant Access and Extended Wait Time Indications
	Vodafone,Huawei, HiSilicon, Panasonic, Alcatel Lucent
	25.331
	4572
	3
	B
	REL-10
	NIMTC-RAN_overload


Note:
Both RAN2 CRs were just technically endorsed. RAN should decide whether to approve either R2-111630 (if no concerns on backward compatibility with 

using one of existing spare cause values) or to approve R2-111760 (if concerns on backward compatibility).

R2-111630 has a related CT1 24.008 CR1699r2 in CP-110192.


R2-111760 has a related CT1 24.008 CR1748r1 in CP-110191.
11.3.7.1
RP-110287
Technically endorsed RAN2 CRs on Adding Extension of 850 MHz Upper Band (814 - 849 MHz) to TS 25.307
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111498
	Add Extending 850 MHz Upper Band (814 - 849 MHz) to TS25.307
	Alcatel-Lucent
	25.307
	0121
	-
	B
	REL-4
	e850_UB-Core

	R2-111499
	Add Extending 850 MHz Upper Band (814 - 849 MHz) to TS25.307
	Alcatel-Lucent
	25.307
	0122
	-
	B
	REL-5
	e850_UB-Core

	R2-111640
	Add Extending 850 MHz Upper Band (814 - 849 MHz) to TS25.307
	Alcatel-Lucent
	25.307
	0123
	-
	B
	REL-6
	e850_UB-Core

	R2-111641
	Add Extending 850 MHz Upper Band (814 - 849 MHz) to TS25.307
	Alcatel-Lucent
	25.307
	0124
	-
	B
	REL-7
	e850_UB-Core

	R2-111642
	Add Extending 850 MHz Upper Band (814 - 849 MHz) to TS25.307
	Alcatel-Lucent
	25.307
	0125
	-
	B
	REL-8
	e850_UB-Core

	R2-111643
	Add Extending 850 MHz Upper Band (814 - 849 MHz) to TS25.307
	Alcatel-Lucent
	25.307
	0126
	-
	B
	REL-9
	e850_UB-Core


Note:
TS 25.307 does not yet exist in REL-10 therefore no REL-10 CR needed.

All 6 RAN2 CRs were just technically endorsed because status in RAN4 unclear and whether WI still applicable to UTRA.

25.331 company contribution expected.
11.4.3.1
RP-110288
Agreed RAN2 CR on UE UL&DL MIMO Capabilities
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111685
	UE UL&DL MIMO Capabilities
	Renesas Electronics Europe
	36.306
	0042
	1
	F
	REL-10
	LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core


11.4.4.1
RP-110289
Agreed RAN2 CRs for Carrier Aggregation for LTE (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111540
	Measurements in CA
	Nokia Siemens Networks
	36.300
	0313
	-
	F
	REL-10
	LTE_CA-Core

	R2-111541
	Annex J Clean Up
	Nokia Siemens Networks
	36.300
	0314
	1
	F
	REL-10
	LTE_CA-Core

	R2-111687
	Correction to parallel reception and transmission for CA
	Ericsson, ST-Ericsson, Nokia Siemens Networks, Nokia, Alcatel-Lucent
	36.302
	0022
	1
	F
	REL-10
	LTE_CA-Core

	R2-111539
	Update and correction to TS36.302 for CA
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	36.302
	0026
	-
	F
	REL-10
	LTE_CA-Core

	R2-111561
	Power Headroom Reporting
	Ericsson, ST-Ericsson
	36.321
	0450
	1
	F
	REL-10
	LTE_CA-Core

	R2-111564
	Cancellation of BSR
	Panasonic
	36.321
	0451
	-
	F
	REL-10
	LTE_CA-Core

	R2-111629
	Counterproposal to Corrections to the Carrier Aggregation functionality in MAC
	Ericsson, ST-Ericsson
	36.321
	0453
	1
	F
	REL-10
	LTE_CA-Core

	R2-111636
	CR on SCell Activation
	InterDigital Communications
	36.321
	0457
	2
	F
	REL-10
	LTE_CA-Core

	R2-111723
	Unification of Extended PHR MAC CE formats
	New Postcom
	36.321
	0461
	2
	D
	REL-10
	LTE_CA-Core

	R2-111724
	Clarification for CA and TTI bundling in MAC
	Ericsson, ST-Ericsson
	36.321
	0465
	1
	F
	REL-10
	LTE_CA-Core

	R2-110804
	CR on impact on UP with remove&add approach_2
	ZTE, CATR, Potevio, New Postcom, ASUSTek
	36.331
	0538
	-
	F
	REL-10
	LTE_CA-Core

	R2-110812
	Miscellaneous Corrections for CA Running RRC CR
	CATT
	36.331
	0546
	-
	F
	REL-10
	LTE_CA-Core

	R2-110816
	Parameters confusion of non-CA and CA configurations
	HTC
	36.331
	0550
	-
	F
	REL-10
	LTE_CA-Core

	R2-111552
	Signalling aspects of existing LTE-A parameters
	Samsung
	36.331
	0556
	1
	F
	REL-10
	LTE_CA-Core

	R2-111550
	Clarification to the default configuration of sCellDeactivationTimer
	Potevio
	36.331
	0580
	-
	F
	REL-10
	LTE_CA-Core

	R2-111570
	Miscellaneous corrections to TS 36.331 on Carrier Aggregation
	Potevio
	36.331
	0581
	-
	F
	REL-10
	LTE_CA-Core

	R2-111549
	Miscellaneous corrections to CA
	Huawei, HiSilicon
	36.331
	0598
	-
	F
	REL-10
	LTE_CA-Core

	R2-111721
	Measurement on the deactivated SCells
	Samsung
	36.331
	0629
	2
	B
	REL-10
	LTE_CA-Core

	R2-111622
	Normal PHR and the multiple uplink carriers
	Samsung
	36.331
	0642
	1
	F
	REL-10
	LTE_CA-Core

	R2-111725
	Clarification for CA and TTI bundling in RRC
	Ericsson, ST-Ericsson
	36.331
	0646
	1
	F
	REL-10
	LTE_CA-Core


11.4.4.1
RP-110290
Agreed RAN2 CRs for Carrier Aggregation for LTE (core part), UL multiple antenna transmission for LTE (core part) and Enhanced Downlink Multiple Antenna Transmission for LTE (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110793
	Description of carrier aggregation and MIMO capabilities
	Research In Motion Limited, Ericsson, ST-Ericsson
	36.306
	0038
	-
	B
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-110794
	L2 buffer sizes for Rel-10 categories
	Ericsson, ST-Ericsson
	36.306
	0039
	-
	F
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-110809
	Introduction of CA/MIMO capability signalling and measurement capability signalling in CA
	Ericsson, ST-Ericsson
	36.331
	0543
	-
	B
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-111688
	Updates of L1 parameters for CA and UL/DL MIMO
	Ericsson, ST-Ericsson
	36.331
	0561
	2
	B
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-111551
	Corrections on UE capability related parameters
	Fujitsu
	36.331
	0592
	-
	F
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core

	R2-111625
	UE capability signaling structure w.r.t carrier aggregation, MIMO and measurement gap
	Samsung
	36.331
	0641
	1
	F
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core


11.4.5.1
RP-110291
Agreed RAN2 CRs for Relays for LTE (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110789
	Implementation Updates on Non-UE associated S1X2 message Handling
	Huawei, HiSilicon
	36.300
	0310
	-
	F
	REL-10
	LTE_Relay-Core

	R2-111554
	Stage-2 relay updates
	Ericsson, ST-Ericsson
	36.300
	0317
	-
	F
	REL-10
	LTE_Relay-Core

	R2-111635
	stage-2 clarification on relay security
	ZTE
	36.300
	0320
	2
	B
	REL-10
	LTE_Relay-Core

	R2-111732
	Update to OAM Traffic QoS requirements
	RAN3
	36.300
	0335
	-
	F
	REL-10
	LTE_Relay-Core

	R2-111738
	Stage-2 Updates of Relaying
	RAN3
	36.300
	0341
	-
	B
	REL-10
	LTE_Relay-Core

	R2-111742
	Clarification of the RN authorisation
	RAN3
	36.300
	0345
	-
	F
	REL-10
	LTE_Relay-Core

	R2-111750
	Clarification of RN Architecture and Startup
	RAN3
	36.300
	0353
	-
	F
	REL-10
	LTE_Relay-Core

	R2-111751
	Miscellaneous small corrections to TS 36.300 on Relay
	RAN3
	36.300
	0354
	-
	D
	REL-10
	LTE_Relay-Core

	R2-111597
	Addition of integrity protection of DRBs in PDCP for RNs
	Ericsson
	36.323
	0087
	-
	B
	REL-10
	LTE_Relay-Core

	R2-110824
	Stored system information for RNs
	Ericsson, ST Ericsson
	36.331
	0558
	-
	F
	REL-10
	LTE_Relay-Core

	R2-110825
	Support of Integrity Protection for Relay
	Nokia Siemens Networks, Nokia Corporation, Vodafone, Ericsson, ST-Ericsson
	36.331
	0559
	-
	B
	REL-10
	LTE_Relay-Core

	R2-111605
	Note for Dedicated SIB for RNs
	Huawei, HiSilicon
	36.331
	0571
	1
	F
	REL-10
	LTE_Relay-Core


11.4.6.1
RP-110292
Agreed RAN2 CRs for Enhanced ICIC for non-CA based deployments of heterogeneous networks for LTE (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-110790
	Introduction of 2 subsets for pattern 3
	Samsung
	36.300
	0311
	-
	B
	REL-10
	eICIC_LTE-Core

	R2-111639
	Update of Inter-cell Interference Coordination Feature Description
	Nokia Siemens Networks, Nokia Corporation
	36.300
	0328
	1
	F
	REL-10
	eICIC_LTE-Core

	R2-111701
	CR on ABS definition
	Alcatel-Lucent
	36.300
	0330
	1
	F
	REL-10
	eICIC_LTE-Core

	R2-111736
	OAM requirement for time domain eICIC for macro-pico scenario
	RAN3
	36.300
	0339
	-
	B
	REL-10
	eICIC_LTE-Core

	R2-111618
	Update of R2-110807 on CSI measurement resource restriction for time domain ICIC
	Qualcomm Incorporated
	36.331
	0590
	-
	B
	REL-10
	eICIC_LTE-Core

	R2-111617
	Update of R2-110821 on RRM/RLM resource restriction for time domain ICIC
	Qualcomm Incorporated
	36.331
	0591
	-
	B
	REL-10
	eICIC_LTE-Core


11.4.9.1
RP-110293
Agreed RAN2 CRs for LTE Self Optimizing Networks (SON) enhancements (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111734
	Editorial update for inter-RAT load reporting
	RAN3
	36.300
	0337
	-
	D
	REL-10
	SONenh_LTE-Core

	R2-111737
	Cleanup of MRO
	RAN3
	36.300
	0340
	-
	F
	REL-10
	SONenh_LTE-Core

	R2-111743
	Requirements for OAM control of MRO
	RAN3
	36.300
	0346
	-
	B
	REL-10
	SONenh_LTE-Core

	R2-111764
	Necessary changes for RLF reporting enhancements
	NTT DOCOMO
	36.331
	0548
	4
	B
	REL-10
	SONenh_LTE-Core


11.4.11.1
RP-110294
Agreed RAN2 CRs for Further enhancements to MBMS for LTE (core part)
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111730
	Remove Procedure Lists for MBMS
	RAN3
	36.300
	0333
	-
	F
	REL-10
	MBMS_LTE_enh-Core

	R2-111747
	Remove FFS on Differentiating the Receiving or Interested UEs
	RAN3
	36.300
	0350
	-
	F
	REL-10
	MBMS_LTE_enh-Core

	R2-111752
	Suspension and Resume function
	RAN3
	36.300
	0355
	-
	B
	REL-10
	MBMS_LTE_enh-Core

	R2-110800
	Stage-3 CR for MBMS enhancement
	Huawei (Rapporteur)
	36.331
	0534
	1
	B
	REL-10
	MBMS_LTE_enh-Core


=================================================================================================================================

The following 2 CRs to RAN2 TS 36.300 will be presented by RAN3 in RAN3 CR paclage RP-110223 (together with 4 CRs to RAN3 specifications):
9.3.6
RP-110223
Correction on MBMS Reset procedure

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-111748
	Correction on MBMS Reset procedure
	RAN3
	36.300
	0351
	-
	F
	REL-9
	MBMS_LTE

	R2-111749
	Correction on MBMS Reset procedure
	RAN3
	36.300
	0352
	-
	A
	REL-10
	MBMS_LTE
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