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	Reason for change:
(

	In test case 13.1.4 UE is brought to state 6-14 (as specified in cl. 7.4 of TS 34.108), PS+CS-DCCH+DTCH_DCH with a CS Speech RB. The applciability of test case 13.1.4 needs to be updated accordingly (support of speech and simutaneous CS and PS services needs to be added).

	
	

	Summary of change:
(

	Assigned applicabilty condition C81 to test case 13.1.4 instead of C85. 

	
	

	Consequences if 
(

not approved:
	Conformant UE which does not support Speech and does not offer simulataneaous CS and PS services will incorrectly be able to execute test case 13.1.4 but will incorreclty fail the test cases.
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(

	4
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(

	


NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause nunber. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT

	
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<< Part of table skipped here >>

	12.3.4
	Data transfer of E-UTRA radio bearer combination 13 / MIMO
	Rel-8
	C30
	UEs supporting E-UTRA and Feature Group Indicator 1 and Feature Group Indicator 20
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13
	Multi-layer Procedures
	
	
	
	
	

	13.1.1
	Activation and deactivation of additional packet radio bearer in E-UTRA
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.2
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with redirection / MO call
	Rel-8
	C48
	UEs supporting E-UTRA and UTRA and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.3
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with redirection / MT call
	Rel-8
	 C84
	UEs supporting E-UTRA and UTRA and CS fallback and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.4
	Call setup from E-UTRAN RRC_IDLE / CS fallback to UTRAN with Handover / MT call
	Rel-8
	 C81
	UEs supporting E-UTRA and UTRA and CS fallback and Feature Group Indicator 8 and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.5
	Call setup from E-UTRAN RRC_CONNECTED / CS fallback to UTRAN with Handover / MO call
	Rel-8
	C81
	UEs supporting E-UTRA, UTRA, CS fallback and Feature Group Indicator 8 and speech and PS domain services and CS domain services simultaneously
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.7
	Call setup from E-UTRA RRC_IDLE / CS fallback to GSM with redirection / MT call
	Rel-8
	C57
	UEs supporting E-UTRA and GERAN and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	13.1.8
	Call setup from E-UTRA RRC_CONNECTED / CS fallback to GSM with redirection / MO call
	Rel-8
	C60
	UEs supporting E-UTRA and GERAN and CS fallback
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	


<< Part of specification skipped here >>
Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	C03
IF A.4.4-1/1 THEN R ELSE N/A


<< Part of table skipped here >>

	C78
IF A.4.1-1/6 AND A.4.5-2/2 THEN R ELSE N/A

	C79
IF A.4.4-1/2 THEN O ELSE N/A

	C80
IF A.4.4-1/2 THEN R ELSE N/A

	C81
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C82
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-2/1THEN O ELSE N/A

	C83
IF A.4.1-1/6 AND A.4.4-1/2 AND A.4.5-2/1THEN R ELSE N/A

	C84
IF A.4.1-1/6 AND A.4.2.1.1-1/1 AND [8]A.2/1 AND [8]A.3/3 THEN R ELSE N/A

	C85
IF ([8]A.1/1 OR [8]A.1/2) AND A.4.2.1.1-1/1 AND A.4.5-1/8 THEN R ELSE N/A

	C86
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/4 THEN R ELSE N/A

	C87
IF A.4.1-1/6 AND A.4.4-2/2 AND A.4.4-2/3 AND A.4.4-2/5 THEN R ELSE N/A

	C88
IF (A.4.2.1.1-1/2 OR A.4.2.1.1-1/3) AND  A.4.2.1.1-1/4  THEN R ELSE N/A
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