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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110222
	R3-110995
	Correction of Write Replace Warning abnormal condition
	36.413
	0832
	2
	F
	9.5.1
	LTE-interfaces, TEI9
	Rel-9

	RP-110222
	R3-110996
	Correction of Write Replace Warning abnormal condition
	36.413
	0833
	2
	A
	10.0.1
	LTE-interfaces, TEI9
	Rel-10

	RP-110222
	R3-110501
	ASN.1 Correction for the Broadcast Cancelled Area List IE
	36.413
	0811
	-
	F
	9.5.1
	LTE-interfaces, TEI9
	Rel-9

	RP-110222
	R3-110502
	ASN.1 Correction for the Broadcast Cancelled Area List IE
	36.413
	0812
	-
	A
	10.0.1
	LTE-interfaces, TEI9
	Rel-10

	RP-110222
	R3-110862
	Addition of Measurement Power Offset in ESCC procedure over Iur
	25.423
	1659
	1
	F
	9.5.0
	RANimp-HSDSCH, TEI9
	Rel-9

	RP-110222
	R3-110863
	Addition of Measurement Power Offset in ESCC procedure over Iur
	25.423
	1660
	1
	A
	10.1.0
	RANimp-HSDSCH, TEI9
	Rel-10

	RP-110222
	R3-110473
	Changed values for a sub-IE in "Common E-DCH Information for E-DCH" IE
	25.433
	1861
	-
	F
	9.5.0
	RANimp-UplinkEnhState, TEI9
	Rel-9

	RP-110222
	R3-110474
	Changed values for a sub-IE in "Common E-DCH Information for E-DCH" IE
	25.433
	1862
	-
	A
	10.1.0
	RANimp-UplinkEnhState, TEI9
	Rel-10

	RP-110222
	R3-110514
	Inclusion of "Additional E-DCH Transmission Back Off" in "Common E-DCH Information"
	25.433
	1867
	-
	F
	9.5.0
	RANimp-UplinkEnhState, TEI9
	Rel-9

	RP-110222
	R3-110515
	Inclusion of "Additional E-DCH Transmission Back Off" in "Common E-DCH Information"
	25.433
	1868
	-
	A
	10.1.0
	RANimp-UplinkEnhState, TEI9
	Rel-10

	RP-110222
	R3-110496
	Correction of CSFB related Cause Values
	36.413
	0807
	-
	F
	9.5.1
	TEI9
	Rel-9

	RP-110222
	R3-110497
	Correction of CSFB related Cause Values
	36.413
	0808
	-
	A
	10.0.1
	TEI9
	Rel-10

	RP-110222
	R3-110561
	Correction of the usage of optional ShortMAC-I IE in RLF INDICATION message
	36.423
	0410
	1
	F
	9.5.0
	TEI9
	Rel-9

	RP-110222
	R3-110608
	Correction of the usage of optional ShortMAC-I IE in RLF INDICATION message
	36.423
	0411
	1
	A
	10.0.0
	TEI9
	Rel-10

	RP-110222
	R3-110897
	Correction of M2 Setup
	36.443
	0041
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-110222
	R3-110898
	Correction of M2 Setup
	36.443
	0042
	1
	A
	10.0.0
	TEI9
	Rel-10
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