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	rev
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	R2-111452
	Introduction of Minimization of Drive Tests
	Nokia Siemens Networks, Nokia Corporation
	25.304
	0270
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111506
	Counter proposal to R2-110749 on UE capabilities for MDT
	MediaTek, Ericsson, ST-Ericsson
	25.306
	0295
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111508
	UE Capabilities for MDT
	MediaTek, Ericsson, ST-Ericsson
	25.331
	4461
	1
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111480
	Introduction of Minimization of Drive Tests
	Nokia Siemens Networks, Nokia Corporation
	25.331
	4533
	2
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111745
	Support for MDT
	RAN3
	36.300
	0348
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111507
	Counter proposal to R2-110795 on UE capabilities for MDT
	Ericsson, ST-Ericsson, MediaTek
	36.306
	0043
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-110799
	36331_CRxxx_Protection of Logged Measurements Configuration
	Vodafone
	36.331
	0533
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110801
	Clean up MDT-related text
	LG Electronics Inc.
	36.331
	0535
	-
	D
	REL-10
	MDT_UMTSLTE-Core

	R2-110802
	Clear MDT configuration and logs when the UE is not registered
	HTC
	36.331
	0536
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110805
	CR to 36.331 on corrections for MDT
	ASUSTeK
	36.331
	0539
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110810
	MDT PDU related clarifications
	Samsung
	36.331
	0544
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110811
	Correction on release of logged measurement configuration while in another RAT
	Samsung
	36.331
	0545
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111510
	Memory size for logged measurements capable UE
	NTT DOCOMO
	36.331
	0549
	1
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111381
	Removal of MDT configuration at T330 expiry
	LG Electronics Inc.
	36.331
	0554
	1
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111574
	Validity time for location information in Immediate MDT
	NTT DOCOMO, INC.
	36.331
	0596
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111571
	CR to 36.331 on MDT neighbour cell measurements logging
	Alcatel-Lucent
	36.331
	0604
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111572
	Release of Logged Measurement Configuration
	LG Electronics Inc.
	36.331
	0615
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111509
	Counter proposal to R2-110826 on UE capabilities for MDT
	Ericsson, ST-Ericsson, MediaTek
	36.331
	0624
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111718
	Trace configuration paremeters for Logged MDT
	Nokia Siemens Networks, Nokia Corporation
	36.331
	0632
	1
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111573
	Clarification on stop condition for timer T3330
	Nokia Siemens Networks, Nokia Corporation
	36.331
	0635
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111513
	User consent for MDT
	Vodafone
	36.331
	0637
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110832
	Clarifications on MDT initiation
	Ericsson, ST-Ericsson
	37.320
	0001
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110833
	Clear MDT configuration and logs when the UE is not registered
	HTC
	37.320
	0002
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111512
	MDT stage 2 clarifications
	Samsung
	37.320
	0003
	1
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110835
	On memory size limitation for Logged MDT
	NTT DOCOMO
	37.320
	0004
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-110836
	UE Capabilities for MDT
	Mediatek
	37.320
	0005
	-
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-111700
	Validity time for location information in Immediate MDT
	NTT DOCOMO, INC.
	37.320
	0006
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111515
	Correction to include CDMA2000 reporting for neighbouring cells
	Alcatel-Lucent
	37.320
	0008
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111511
	Small Carifications and Corrections to 37.320
	CATT
	37.320
	0012
	-
	F
	REL-10
	MDT_UMTSLTE-Core

	R2-111614
	Trace parameters for MDT configuration
	Nokia Siemens Networks, Nokia Corporation
	37.320
	0013
	-
	F
	REL-10
	MDT_UMTSLTE-Core
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