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Title
List of CRs from RAN WG3
Source
TSG RAN WG3

Agenda Item
8.3.1

8.3.4.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-110681: Rel-8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110681
	R3-111799
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.425
	159
	-
	F
	8.5.0
	TEI8
	Rel-8

	RP-110681
	R3-111562
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.425
	156
	-
	A
	9.1.1
	TEI8
	Rel-9

	RP-110681
	R3-111563
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.425
	157
	-
	A
	10.0.1
	TEI8
	Rel-10

	RP-110681
	R3-111456
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.435
	261
	-
	F
	8.6.0
	TEI8
	Rel-8

	RP-110681
	R3-111457
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.435
	262
	-
	A
	9.3.1
	TEI8
	Rel-9

	RP-110681
	R3-111458
	Correction of Logical Channel ID range used in Enhanced Cell-FACH
	25.435
	263
	-
	A
	10.1.0
	TEI8
	Rel-10

	RP-110681
	R3-111558
	Correction of SRVCC from LTE to UMTS
	25.413
	1112
	1
	F
	8.7.0
	TEI8
	Rel-8

	RP-110681
	R3-111559
	Correction of SRVCC from LTE to UMTS
	25.413
	1113
	1
	A
	9.5.2
	TEI8
	Rel-9

	RP-110681
	R3-111685
	Correction of SRVCC from LTE to UMTS
	25.413
	1114
	2
	A
	10.1.0
	TEI8
	Rel-10

	RP-110681
	R3-111369
	Correction to the MIMO capability for 1.28Mcps TDD
	25.433
	1892
	-
	F
	8.11.0
	RANimp-MIMOLCR
	Rel-8

	RP-110681
	R3-111370
	Correction to the MIMO capability for 1.28Mcps TDD
	25.433
	1893
	-
	A
	9.6.0
	RANimp-MIMOLCR
	Rel-9

	RP-110681
	R3-111371
	Correction to the MIMO capability for 1.28Mcps TDD
	25.433
	1894
	-
	A
	10.2.0
	RANimp-MIMOLCR
	Rel-10

	RP-110681
	R3-111372
	Correction to the number of E-RNTI per group for 1.28Mcps TDD
	25.433
	1895
	-
	F
	8.11.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-110681
	R3-111373
	Correction to the number of E-RNTI per group for 1.28Mcps TDD
	25.433
	1896
	-
	A
	9.6.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-110681
	R3-111374
	Correction to the number of E-RNTI per group for 1.28Mcps TDD
	25.433
	1897
	-
	A
	10.2.0
	RANimp-EnhState1.28TDD
	Rel-10

	RP-110681
	R3-111553
	Misalignment between message tabular and ASN.1 for Idle Interval Information IE
	25.423
	1675
	1
	F
	8.11.0
	TEI8
	Rel-8

	RP-110681
	R3-111554
	Misalignment between message tabular and ASN.1 for Idle Interval Information IE
	25.423
	1676
	1
	A
	9.6.0
	TEI8
	Rel-9

	RP-110681
	R3-111555
	Misalignment between message tabular and ASN.1 for Idle Interval Information IE
	25.423
	1677
	1
	A
	10.2.0
	TEI8
	Rel-10

	RP-110681
	R3-111772
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.423
	1694
	-
	F
	8.11.0
	RANimp-DCHSDPA
	Rel-8

	RP-110681
	R3-111750
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.423
	1684
	2
	A
	9.6.0
	RANimp-DCHSDPA
	Rel-9

	RP-110681
	R3-111773
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.423
	1685
	1
	A
	10.2.0
	RANimp-DCHSDPA
	Rel-10

	RP-110681
	R3-111776
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.433
	1904
	-
	F
	8.11.0
	RANimp-DCHSDPA
	Rel-8

	RP-110681
	R3-111751
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.433
	1899
	2
	A
	9.6.0
	RANimp-DCHSDPA
	Rel-9

	RP-110681
	R3-111774
	UE support indicator for DL secondary HS-DSCH activation state according to RRC Rel-9
	25.433
	1900
	1
	A
	10.2.0
	RANimp-DCHSDPA
	Rel-10


8.3.5.1
CRs related to LTE
RP-110682: Rel-9 CRs related to LTE
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110682
	R3-111566
	Correction of Target ID
	36.413
	884
	1
	F
	9.6.1
	TEI9
	Rel-9

	RP-110682
	R3-111567
	Correction of Target ID
	36.413
	885
	1
	A
	10.1.0
	TEI9
	Rel-10


8.3.5.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI9]
RP-110683: Rel-9 CRs to other closed work items
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110683
	R3-111234
	Special value for HS-DSCH DATA FRAME TYPE 2 RACH Measurement Result
	25.435
	258
	-
	F
	9.3.1
	RANimp-EnhState
	Rel-9

	RP-110683
	R3-111235
	Special value for HS-DSCH DATA FRAME TYPE 2 RACH Measurement Result
	25.435
	259
	-
	A
	10.1.0
	RANimp-EnhState
	Rel-10


8.3.6

Approval of linked CRs where the leading one originated from RAN WG3
RP-110713: Clarification to detection of unnecessary IRAT handover
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110713
	R3-111633
	Clarification to detection of unnecessary IRAT handover
	25.413
	1111
	1
	F
	10.1.0
	SONenh_LTE-Core
	Rel-10

	RP-110713
	R2-113681
	Clarification to detection of unnecessary IRAT handover
	36.300
	0382
	-
	F
	10.3.0
	SONenh_LTE-Core
	Rel-10


RP-110714: Remove the UE context in the source HeNB-GW after HeNB-HeNB X2 HO
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110714
	R3-111778
	Remove the UE context in the source HeNB-GW after HeNB-HeNB X2 HO
	36.413
	913
	2
	F
	10.1.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110714
	R2-113682
	Release the UE context in the source HeNB-GW after HeNB-HeNB X2 HO
	36.300
	0383
	-
	F
	10.3.0
	HNB_HENB_mob_enh-Core
	Rel-10


10.1.11.1
Four carrier HSDPA - Core part [460115, 4C_HSDPA-Core, 03/2011]
RP-110690: Four carrier HSDPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110690
	R3-111543
	Correction of abnormal condition text
	25.423
	1686
	1
	F
	10.2.0
	4C_HSDPA-Core
	Rel-10

	RP-110690
	R3-111475
	Correction of abnormal condition text
	25.433
	1901
	-
	F
	10.2.0
	4C_HSDPA-Core
	Rel-10


10.1.12.1
HNB and HeNB Mobility Enhancements – Core Part [470105, HNB_HENB_mob_enh-Core, 03/2011]
RP-110691: HNB and HeNB Mobility Enhancements CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110691
	R3-111573
	ASN.1 Corrections and Tabular alignment.
	25.469
	68
	1
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110691
	R3-111748
	Final specification of the provision of Iurh-connectivity related TNL addresses
	25.467
	142
	2
	F
	10.1.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110691
	R3-111769
	Final specification of the provision of Iurh-connectivity related TNL addresses
	25.469
	72
	3
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110691
	R3-111598
	Removal of Access Query Procedure for Intra-CSG Handover
	25.467
	136
	1
	F
	10.1.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110691
	R3-111599
	Removal of Access Query Procedure for Intra-CSG Handover
	25.469
	65
	1
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110691
	R3-111775
	Review Changes
	25.469
	69
	2
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10

	RP-110691
	R3-111637
	Review Corrections
	25.471
	2
	1
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10 


10.1.14.1
Further enhancements to MBMS for LTE – Core Part  [480127, MBMS_LTE_enh-Core, 03/2011]
RP-110692: MBMS for LTE CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110692
	R3-111586
	Completion of MBMS new functions
	36.443
	44
	1
	F
	10.1.0
	MBMS_LTE_enh-Core
	Rel-10

	RP-110692
	R3-111618
	Mismatch in Counting Report
	36.443
	45
	1
	F
	10.1.0
	MBMS_LTE_enh-Core
	Rel-10


10.1.16

Small Technical Enhancements and Improvements for Rel-10 [TEI10]
RP-110684: Correction of references, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110684
	R3-111614
	Correction of references
	25.401
	137
	1
	F
	10.1.0
	TEI10
	Rel-10

	RP-110684
	R3-111189
	Correction of references
	25.410
	75
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110684
	R3-111187
	Correction of references
	25.411
	19
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111427
	Correction of References
	25.413
	1115
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110684
	R3-111190
	Correction of references
	25.420
	63
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111183
	Correction of references
	25.421
	3
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111191
	Correction of references
	25.422
	24
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111192
	Correction of references
	25.424
	39
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111193
	Correction of references
	25.425
	155
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110684
	R3-111184
	Correction of references
	25.431
	3
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111787
	Correction of references
	25.433
	1882
	2
	F
	10.2.0
	TEI10
	Rel-10

	RP-110684
	R3-111413
	Correction of References in TS 25.434
	25.434
	40
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111195
	Correction of references
	25.444
	2
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111784
	Correction of references
	25.468
	34
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111785
	Correction of references
	25.469
	67
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111786
	Correction of references
	25.471
	1
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111261
	Correction of references
	25.931
	52
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111425
	Correction of References
	29.108
	17
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111325
	Correction of References
	36.410
	15
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110684
	R3-111229
	Correction of references
	36.411
	4
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110684
	R3-111432
	Correction of References
	36.413
	903
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110684
	R3-111185
	Correction of references
	36.414
	9
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110684
	R3-111596
	Correction of References
	36.420
	3
	1
	F
	10.0.1
	TEI10
	Rel-10

	RP-110684
	R3-111186
	Correction of references
	36.424
	9
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110684
	R3-111326
	Correction of References
	36.440
	3
	-
	F
	10.0.1
	TEI10
	Rel-10


RP-110685: Correction of references, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110685
	R3-111274
	Correction to the References in 25.412
	25.412
	26
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111492
	Reference review outcome in TS 25.414
	25.414
	90
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111493
	Reference review outcome in TS 25.415
	25.415
	134
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111299
	Removal of unused references
	25.419
	140
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111494
	Reference review outcome in TS 25.423
	25.423
	1690
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-110685
	R3-111513
	Correction to the References
	25.430
	74
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111568
	Correction to the References
	25.432
	8
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111656
	Update of References in TS 25.434
	25.434
	41
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111275
	Correction to the References in 25.435
	25.435
	260
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110685
	R3-111300
	Removal of unused references
	25.442
	5
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111657
	References cleanup (25.450)
	25.450
	10
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111658
	References cleanup (25.452)
	25.452
	3
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111782
	References cleanup (25.453)
	25.453
	136
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-110685
	R3-111302
	Removal of unused references
	25.461
	73
	-
	F
	10.1.1
	TEI10
	Rel-10

	RP-110685
	R3-111303
	Removal of unused references
	25.462
	32
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110685
	R3-111304
	Removal of unused references
	25.466
	39
	-
	F
	10.1.1
	TEI10
	Rel-10

	RP-110685
	R3-111717
	Correction to the References in 36.401
	36.401
	50
	1
	F
	10.1.0
	TEI10
	Rel-10

	RP-110685
	R3-111271
	Correction to the References in 36.412
	36.412
	20
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110685
	R3-111272
	Correction to the References in 36.422
	36.422
	18
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110685
	R3-111497
	Reference review outcome in TS 36.423
	36.423
	454
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110685
	R3-111495
	Reference review outcome in TS 36.441
	36.441
	3
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110685
	R3-111496
	Reference review outcome in TS 36.442
	36.442
	2
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110685
	R3-111791
	Correction to the References in 36.444
	36.444
	21
	2
	F
	10.1.0
	TEI10
	Rel-10

	RP-110685
	R3-111792
	Correction to the References in 36.445
	36.445
	3
	2
	F
	10.0.1
	TEI10
	Rel-10

	RP-110685
	R3-111498
	Reference review outcome in TS 36.455
	36.455
	20
	-
	F
	10.0.1
	TEI10
	Rel-10


RP-110686: ASN.1 and general clean-up corrections
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110686
	R3-111207
	ASN.1 Corrections and Tabular alignment
	25.433
	1883
	-
	F
	10.2.0
	TEI10
	Rel-10

	RP-110686
	R3-111461
	Correction related to the References and clean-up of TS25.402
	25.402
	79
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110686
	R3-111462
	Correction related to the References and clean-up of TS25.426
	25.426
	53
	-
	F
	10.0.0
	TEI10
	Rel-10

	RP-110686
	R3-111463
	Correction related to the References and clean-up of TS25.427
	25.427
	153
	-
	F
	10.0.1
	TEI10
	Rel-10

	RP-110686
	R3-111571
	Review Corrections
	25.433
	1884
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-110686
	R3-111574
	ASN.1 corrections and cleanup of 25.453
	25.453
	135
	2
	F
	10.2.0
	TEI10
	Rel-10

	RP-110686
	R3-111575
	Specification Cleanup for Rel-10
	25.446
	12
	1
	D
	10.0.0
	TEI10
	Rel-10

	RP-110686
	R3-111576
	Rapporteur’s proposal following review of TS 25.423
	25.423
	1687
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-110686
	R3-111583
	Rapporteur’s proposal following review of TS 36.455
	36.455
	19
	1
	F
	10.0.1
	TEI10
	Rel-10

	RP-110686
	R3-111585
	Removal of unused references and text clean-up for Rel-10
	36.443
	47
	1
	D
	10.1.0
	TEI10
	Rel-10

	RP-110686
	R3-111694
	General clean-up before Rel-10 ASN.1 closure
	25.413
	1116
	2
	F
	10.1.0
	TEI10
	Rel-10

	RP-110686
	R3-111700
	General clean-up before Rel-10 ASN.1 closure
	36.413
	904
	2
	F
	10.1.0
	TEI10
	Rel-10

	RP-110686
	R3-111722
	Rapporteur’s proposal following review of TS 36.423
	36.423
	451
	2
	F
	10.1.0
	TEI10
	Rel-10

	RP-110686
	R3-111728
	Completion with Release 10 functions
	36.440
	4
	2
	F
	10.0.1
	TEI10
	Rel-10

	RP-110686
	R3-111793
	Cleanup and small corrections of 25.467 before Rel-10 closure
	25.467
	140
	4
	F
	10.1.0
	TEI10
	Rel-10


RP-110687: LIPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110687
	R3-111649
	UE context release correction
	36.413
	874
	1
	F
	10.1.0
	LIPA_SIPTO, TEI10
	Rel-10

	RP-110687
	R3-111795
	Error Handling for LIPA
	36.413
	910
	3
	F
	10.1.0
	LIPA_SIPTO, TEI10
	Rel-10


RP-110688: Other TEI10 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110688
	R3-111742
	Clarification on roaming and area restiction function
	36.410
	14
	3
	F
	10.0.1
	LTE-interfaces, TEI10
	Rel-10

	RP-110688
	R3-111667
	Removal of DTM capability for UTRAN PS HO
	36.413
	871
	1
	F
	10.1.0
	LTE-interfaces, TEI10
	Rel-10

	RP-110688
	R3-111666
	Usage of the transparent containers for SRVCC
	36.413
	870
	1
	F
	10.1.0
	LTE-interfaces, TEI10
	Rel-10

	RP-110688
	R3-111604
	Clarification on the Range of Possible Secondary Serving Cell List
	25.423
	1674
	1
	F
	10.2.0
	RANimp-DCHSDPA, TEI10
	Rel-10

	RP-110688
	R3-111603
	Clarification on the Range of Possible Secondary Serving Cell List
	25.433
	1881
	1
	F
	10.2.0
	RANimp-DCHSDPA, TEI10
	Rel-10

	RP-110688
	R3-111779
	Correction to mapping of MAC-is SDU to MAC-d PDU
	25.425
	158
	-
	F
	10.0.1
	RANimp-UplinkL2dataRates, TEI10
	Rel-10

	RP-110688
	R3-111780
	Correction to mapping of MAC-is SDU to MAC-d PDU
	25.427
	151
	2
	F
	10.0.1
	RANimp-UplinkL2dataRates, TEI10
	Rel-10

	RP-110688
	R3-111781
	Correction to mapping of MAC-is SDU to MAC-d PDU
	25.435
	256
	2
	F
	10.1.0
	RANimp-UplinkL2dataRates, TEI10
	Rel-10


RP-110689: Other TEI10 CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110689
	R3-111684
	Addition of AOA measurement in distributed antenna scenarios for 1.28Mcps TDD
	25.433
	1890
	2
	F
	10.2.0
	TEI10
	Rel-10

	RP-110689
	R3-111605
	Clarification of "Redirection towards 1xRTT" cause code 
	36.413 
	892
	2
	F
	10.1.0
	TEI10
	Rel-10

	RP-110689
	R3-111741
	Clarification of usage of RUA Disconnect
	25.468
	36
	2
	F
	10.0.0
	TEI10
	Rel-10

	RP-110689
	R3-111584
	Correction of Measured Result IE
	36.455
	18
	1
	F
	10.0.1
	TEI10
	Rel-10

	RP-110689
	R3-111313
	Correction of SPID
	36.413
	887
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110689
	R3-111645
	Correction of the dependency of RNSAP to a specific signalling transport network layer
	25.423
	1682
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-110689
	R3-111611
	Correction of the partial success mechanism in Resource Status Reporting
	36.423
	452
	1
	F
	10.1.0
	TEI10
	Rel-10

	RP-110689
	R3-111680
	Extend the Number of Supported Carriers for Multi-Carrier HSDPA for 1.28Mcps TDD
	25.423
	1678
	3
	F
	10.2.0
	TEI10
	Rel-10

	RP-110689
	R3-111761
	Extend the Number of Supported Carriers for Multi-Carrier HSDPA for 1.28Mcps TDD
	25.433
	1885
	4
	F
	10.2.0
	TEI10
	Rel-10

	RP-110689
	R3-111601
	IDNNS usage in the CONNECT message
	25.468
	35
	1
	F
	10.0.0
	TEI10
	Rel-10

	RP-110689
	R3-111602
	Introduction of cell portion based RTWP control for 1.28Mcps TDD
	25.433
	1898
	1
	F
	10.2.0
	TEI10
	Rel-10

	RP-110689
	R3-111180
	Introduction of NodeB Operation for Common HS-DSCH SRB1 Transmission
	25.435
	255
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110689
	R3-111316
	Limitations of PWS Operation in RAN Sharing
	36.401
	49
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110689
	R3-111579
	Overload Consistency Handling
	36.413
	889
	1
	F
	10.1.0
	TEI10
	Rel-10

	RP-110689
	R3-111144
	Removal of double-numbering from 3 sub-clauses
	25.467
	135
	-
	F
	10.1.0
	TEI10
	Rel-10

	RP-110689
	R3-111724
	Review of Initial Context Setup
	36.413
	886
	2
	F
	10.1.0
	TEI10
	Rel-10


10.2.4.1

Automatic Neighbour Relation (ANR) for UTRAN - Core Part [480120, ANR_UTRAN-Core, 06/2011]
RP-110693: ANR for UTRAN CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110693
	R3-111759
	ANR neighbour cell configuration supported by Information Exchange Initiation procedure
	25.423
	1689
	2
	B
	10.2.0
	ANR_UTRAN-Core
	Rel-10

	RP-110693
	R3-111760
	ANR report distribution using Direct Information Transfer procedure
	25.423
	1688
	2
	B
	10.2.0
	ANR_UTRAN-Core
	Rel-10

	RP-110693
	R3-111794
	Introduction of information transfer control for UTRAN ANR related information
	25.423
	1683
	3
	B
	10.2.0
	ANR_UTRAN-Core
	Rel-10


10.2.7.1

Enhancements of Iur-g interface – RAN part – Core Part [490021, EIurg-RAN, 06/2011]
RP-110694: Iur-g interface CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110694
	R3-111788
	Introduction of Enhancements of Iur-g Interface
	25.401
	138
	3
	B
	10.1.0
	eIurg-RAN
	Rel-10

	RP-110694
	R3-111789
	Introduction of Enhancements of Iur-g Interface
	25.420
	64
	2
	B
	10.0.0
	eIurg-RAN
	Rel-10

	RP-110694
	R3-111790
	Introduction of Enhancements of Iur-g Interface
	25.423
	1681
	3
	B
	10.2.0
	eIurg-RAN
	Rel-10


10.3.2.1
Minimization of drive tests for E-UTRAN and UTRAN - Core Part [460103, MDT_UMTSLTE-Core, 06/2011]
RP-110695: MDT for E-UTRAN and UTRAN CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110695
	R3-111707
	Correction of trace function and trace session
	36.413
	912
	1
	F
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111783
	Correction of trace function and trace session
	36.423
	456
	-
	F
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111756
	MDT amendments
	36.413
	911
	2
	F
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111757
	MDT amendments
	36.423
	453
	2
	F
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111640
	MDT correction for TAI
	36.413
	865
	1
	F
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111639
	MDT correction for TAI
	36.423
	435
	1
	F
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111767
	MDT UTRAN amendments
	25.413
	1118
	2
	B
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111770
	Support for MDT user consent
	36.413
	900
	3
	B
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111771
	Support for MDT user consent
	36.423
	447
	3
	B
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	RP-110695
	R3-111766
	User consent indication for MDT in RANAP
	25.413
	1104
	3
	B
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10


10.3.3.1
Expanded 1900 MHz Band for UTRA and LTE – Core Part [480124, E1900-Core, 06/2011]
RP-110696: Expanded 1900 MHz Band for UTRA and LTE CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110696
	R3-111201
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.461
	25.461
	71
	-
	B
	10.1.1
	E1900-Core
	Rel-10

	RP-110696
	R3-111202
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.466
	25.466
	37
	-
	B
	10.1.1
	E1900-Core
	Rel-10


10.3.5.1
Extending 850 MHz Upper band (814 - 846 MHz) - Core Part [500120, e850_UB-Core, 06/2011]
RP-110697: Extending 850 MHz Upper Band CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110697
	R3-111239
	Addition of new Band 26 for E850
	25.461
	72
	-
	B
	10.1.1
	e850_UB-Core
	Rel-10

	RP-110697
	R3-111240
	Addition of new Band 26 for E850
	25.466
	38
	-
	B
	10.1.1
	e850_UB-Core
	Rel-10


10.4.4.1
Relays for LTE – Core Part [460113, LTE_Relay-Core, 06/2011]
RP-110698: Relays for LTE CRs

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110698
	R3-111644
	Clarification of MME, HeNB GW and Relay Node functions
	36.413
	905
	1
	F
	10.1.0
	HNB_HeNB_mob_enh-Core, LTE_Relay-Core
	Rel-10

	RP-110698
	R3-111703
	Clarification on Radio Resource Status
	36.423
	436
	1
	F
	10.1.0
	LTE_Relay-Core
	Rel-10


10.4.7.1
Adding 2 GHz band LTE for ATC of MSS in North America – Core Part [470109, S_Band_LTE_ATC_MSS-Core, 06/2011]
RP-110699: 2 GHz band for LTE for ATC of MSS in North America CRs

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110699
	R3-111200
	Add 2 GHz band LTE for ATC of MSS in North America to TS25.461
	25.461
	70
	-
	B
	10.1.1
	S_Band_LTE_ATC_MSS-Core
	Rel-10

	RP-110699
	R3-111199
	Add 2 GHz band LTE for ATC of MSS in North America to TS25.466
	25.466
	36
	-
	B
	10.1.1
	S_Band_LTE_ATC_MSS-Core
	Rel-10


11.4.9.1
LTE Self Optimizing Networks (SON) enhancements – Core Part [470111, SONenh_LTE-Core, 06/2011]
RP-110700: LTE SON enhancements CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-110700
	R3-111276
	Correction to the semantic description of Cell Load Reporting Cause IE
	36.413
	878
	-
	F
	10.1.0
	SONenh_LTE-Core
	Rel-10

	RP-110700
	R3-111797
	X2 support of RLF report extension for SON MRO defined in R10 
	36.423
	443
	4
	B
	10.1.0
	SONenh_LTE-Core
	Rel-10
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