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	As per 34.123-1 Section 8.3.3.4.4 “The UE is registered in CS and PS domains on PLMN1 (MM Idle, SM Inactive, GMM Idle) and is in state CS-DCCH_

DCH (state 6-5) as specified in clause 7.4 of TS 34.108.” 
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	The applicability of the test case is modified to C90d i.e. UEs supporting FDD and PS domain services and CS domain services and CS call establishment
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	The testcase will fail if executed with a UE supporting PS domain only.
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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document and of TS 51.010-2 [52].
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Table 1: Applicability of tests

	8.3.3.1
	RRC / UTRAN Mobility Information: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	1 Execution: PS

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.3.3.2
	RRC / UTRAN Mobility Information: Failure (Invalid message reception)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option or 7.68 Mcps TDD option and supporting PS bearer service.
	

	8.3.3.3
	RRC / UTRAN Mobility Information: Seamless SRNS relocation in CELL_DCH (without pending of ciphering)
	R99
	C01
	UEs supporting FDD.
	

	8.3.3.4
	RRC / UTRAN Mobility Information: Shared Network
	Rel-6
	C90d
	
UEs supporting FDD and PS domain services and CS domain services and CS call establishment
	1 Execution: CS+PS ( only if CS call establishment is supported )

	8.3.4.1
	RRC / Active set update in soft handover: Radio Link addition
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.3.4.2
	RRC / Active set update in soft handover: Radio Link removal
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.3.4.3
	RRC / Active set update in soft handover: Combined radio link addition and removal 
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.3.4.4
	RRC / Active set update in soft handover: Invalid Configuration
	R99
	C01
	UEs supporting FDD.
	

	8.3.4.5
	RRC / Active set update in soft handover: Reception of an ACTIVE SET UPDATE message in wrong state
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.
	

	8.3.4.6
	Void
	
	
	
	

	8.3.4.7
	RRC / Active set update in soft handover: Invalid Message Reception
	R99
	C01
	UEs supporting FDD.
	

	8.3.4.8
	RRC / Active set update in soft handover: Radio Link addition in multiple radio link  environment
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.3.4.9
	Active set update in soft handover: Radio Link removal (stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH
	1 Execution: PS

	8.3.4.10
	Active Set Update in soft handover. Radio link addition and serving HS-DSCH / E-DCH cell change
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH
	1 Execution: PS

	8.3.4.11
	Active set update in soft handover: Radio Link addition/removal and serving HS-DSCH / E-DCH cell change, with discontinuous uplink transmission
	Rel-7
	C579
	UEs supporting FDD and UL DTX
	1 Execution: PS
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