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Reason for change:
(

As per the initial condition: “The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE to prevent repeated CS domain registration and/or IMSI Detach by UEs in operation mode A) in all cells” and “The UE has been registered in the CS domain”.

However in the current implementation ATT flag is no set to FALSE.

Unless this is step to FALSE, a UE may send an unexpected Location Area Update message after step 15.




Summary of change:
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TTCN is modified such that UE will be prevented from doing repeated  CS domain registration /or IMSI Detach.
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not approved:
TTCN implementation will not be as per test specification.
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1. Change Details:
Testcase name
tc_12_4_3_4

Reason for change
As per the initial condition: “The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE to prevent repeated CS domain registration and/or IMSI Detach by UEs in operation mode A) in all cells” and “The UE has been registered in the CS domain”.

However in the current implementation ATT flag is no set to FALSE.

Unless this is step to FALSE, a UE may send an unexpected Location Area Update message after step 15.

Summary of change
TTCN is modified such that UE will be prevented from doing repeated  CS domain registration /or IMSI Detach by UEs in operation mode A in all cells.

Source of change


Before:
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