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Reason for change:
(

A conformant UE will start T3417 timer when it transmits Service Request message at step 13. Between step 13 and 22 UE re-establish RRC Connection. This takes time and hence there is a possibility that in the preamble when UE is triggered for power off, timer T3417 expires first. In this case UE will locally release the RRC Connection and sends detach message for power off on a new RRC connection. This is not expected by the implementation.

Note: prose CR will be raised at the enxt RAN5 meeting




Summary of change:
(

Released RRC connection after Step22 & Postamble performed in E1_IDLE
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not approved:
TTCN implementation will not be as per test specification
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Change 1

Testcase name
7.3.4.1 and 7.3.4.2

Reason for change
A conformant UE will start T3417 timer when it transmits Service Request message at step 13. Between step 13 and 22 UE re-establish RRC Connection. This takes time and hence there is a possibility that in the preamble when UE is triggered for power off, timer T3417 expires first. In this case UE will locally release the RRC Connection and sends detach message for power off on a new RRC connection. This is not expected by the implementation.

Note: prose CR will be raised at the enxt RAN5 meeting

Summary of change
Released RRC connection after Step22 & Postamble performed in E1_IDLE.

Source of change
PDCP_Security.ttcn

Before change:

  function fl_Test_7_3_4_1Or7_3_4_2 (CellId_Type p_CellId,

                                     IntegrityProtAlgorithm_Type p_AS_IntegrityProtAlgorithm) runs on EUTRA_PTC

  {

    ……………………

    …………………...        

    //@siclog "Step 21" siclog@

    /* UE transmits an RRCConnectionReestablishmentComplete message */

    SRB.receive ( car_SRB1_RrcPdu_IND ( p_CellId,  cr_508_RRCConnectionReestablishmentComplete( tsc_RRC_TI_Def ) ) );

    //@siclog "Step 22" siclog@

    //Check UE is in connected state

    f_EUTRA_508Check_ConnectedState(p_CellId);

    f_EUTRA_TestBody_Set(false);

    //test body ends

    ///////////////////////////////////////////////////////////////////////////////////

    //      Post Amble

    //////////////////////////////////////////////////////////////////////////////////

    //Switch off UE and expect a DETACH REQUEST message

    f_EUTRA_Postamble ( p_CellId, E2_CONNECTED );//@sic R5-103875 sic@

  };// end of fl_Test_7_3_4_1Or7_3_4_2

After change:

  function fl_Test_7_3_4_1Or7_3_4_2 (CellId_Type p_CellId,

                                     IntegrityProtAlgorithm_Type p_AS_IntegrityProtAlgorithm) runs on EUTRA_PTC

  {

    …………………..

    …………………..        

    //@siclog "Step 21" siclog@

    /* UE transmits an RRCConnectionReestablishmentComplete message */

    SRB.receive ( car_SRB1_RrcPdu_IND ( p_CellId,  cr_508_RRCConnectionReestablishmentComplete( tsc_RRC_TI_Def ) ) );

    //@siclog "Step 22" siclog@

    //Check UE is in connected state

    f_EUTRA_508Check_ConnectedState(p_CellId);

    f_EUTRA_RRC_ConnectionRelease(p_CellId, tsc_RRC_TI_Def, other);    

    f_EUTRA_TestBody_Set(false);

    //test body ends

    ///////////////////////////////////////////////////////////////////////////////////

    //      Post Amble

    //////////////////////////////////////////////////////////////////////////////////

    //Switch off UE and expect a DETACH REQUEST message

    f_EUTRA_Postamble ( p_CellId, E1_IDLE);//@sic R5-103875 sic@

  };// end of fl_Test_7_3_4_1Or7_3_4_2
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