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	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-113463
	Addition of the missing Total RLC and MAC-hs parameters in UE HS-DSCH categories for 1.28Mcps TDD
	CATT
	25.306
	0299
	1
	F
	REL-8
	TEI8

	R2-113507
	Addition of the missing Total RLC and MAC-hs parameters in UE HS-DSCH categories for 1.28Mcps TDD
	CATT
	25.306
	0300
	2
	A
	REL-9
	TEI8

	R2-113508
	Addition of the missing Total RLC and MAC-hs parameters in UE HS-DSCH categories for 1.28Mcps TDD
	CATT
	25.306
	0301
	2
	A
	REL-10
	TEI8

	R2-113606
	Clearance of the stored frequency info for measure without CM
	Huawei, HiSilicon
	25.331
	4650
	1
	F
	REL-8
	RANimp-DCHSDPA

	R2-113607
	Clearance of the stored frequency info for measure without CM
	Huawei, HiSilicon
	25.331
	4651
	1
	F
	REL-9
	RANimp-DCHSDPA, RANimp-MultiBand_DC_HSDPA

	R2-113608
	Clearance of the stored frequency info for measure without CM
	Huawei, HiSilicon
	25.331
	4652
	1
	F
	REL-10
	4C_HSDPA-Core, RANimp-DC_HSDPA, RANimp-MultiBand_DC_HSDPA

	R2-113692
	Correction for SR-VCC Parameter Setting
	Nokia Siemens Networks, Nokia Coporation
	25.331
	4580
	1
	F
	REL-8
	TEI8

	R2-113693
	Correction for SR-VCC Parameter Setting
	Nokia Siemens Networks, Nokia Coporation
	25.331
	4581
	1
	A
	REL-9
	TEI8

	R2-113694
	Correction for SR-VCC Parameter Setting
	Nokia Siemens Networks, Nokia Coporation
	25.331
	4582
	1
	F
	REL-10
	TEI10

	R2-113586
	Correction of actions related to TARGET_CELL_RECONFIGURATION variable
	Research in Motion UK Ltd
	25.331
	4647
	1
	F
	REL-8
	RANimp-HSDSCH

	R2-113587
	Correction of actions related to TARGET_CELL_RECONFIGURATION variable
	Research in Motion UK Ltd
	25.331
	4648
	1
	A
	REL-9
	RANimp-HSDSCH

	R2-113588
	Correction of actions related to TARGET_CELL_RECONFIGURATION variable
	Research in Motion UK Ltd
	25.331
	4649
	1
	A
	REL-10
	RANimp-HSDSCH

	R2-113460
	Correction to HS-DSCH physical layer categories for 1.28 Mcps TDD
	ZTE
	25.306
	0304
	1
	F
	REL-8
	RANimp-MIMOLCR

	R2-113461
	Correction to HS-DSCH physical layer categories for 1.28 Mcps TDD
	ZTE
	25.306
	0305
	1
	A
	REL-9
	RANimp-MIMOLCR

	R2-113462
	Correction to HS-DSCH physical layer categories for 1.28 Mcps TDD
	ZTE
	25.306
	0306
	1
	A
	REL-10
	RANimp-MIMOLCR

	R2-113603
	Correction to SIB5 5bis and SIB6 handle for Enhanced Uplink
	Huawei, Hi-Silicon
	25.331
	4655
	1
	F
	REL-8
	RANimp-UplinkEnhState

	R2-113604
	Correction to SIB5 5bis and SIB6 handle for Enhanced Uplink
	Huawei, HiSilicon
	25.331
	4656
	1
	A
	REL-9
	RANimp-UplinkEnhState

	R2-113605
	Correction to SIB5 5bis and SIB6 handle for Enhanced Uplink
	Huawei, HiSilicon
	25.331
	4657
	1
	A
	REL-10
	RANimp-UplinkEnhState

	R2-112698
	Correction to the HS-SCCH system info for 1.28Mcps TDD
	ZTE
	25.331
	4590
	-
	F
	REL-8
	RANimp-EnhState1.28TDD

	R2-112699
	Correction to the HS-SCCH system info for 1.28Mcps TDD
	ZTE
	25.331
	4591
	-
	A
	REL-9
	RANimp-EnhState1.28TDD

	R2-112700
	Correction to the HS-SCCH system info for 1.28Mcps TDD
	ZTE
	25.331
	4592
	-
	A
	REL-10
	RANimp-EnhState1.28TDD

	R2-113519
	Correction to the physical channel failure in CELL UPDATE CONFIRM for 1.28Mcps TDD
	ZTE
	25.331
	4672
	1
	F
	REL-8
	RANimp-LCRCPC

	R2-113520
	Correction to the physical channel failure in CELL UPDATE CONFIRM for 1.28Mcps TDD
	ZTE
	25.331
	4675
	1
	A
	REL-9
	RANimp-LCRCPC

	R2-113580
	Correction to the physical channel failure in CELL UPDATE CONFIRM for 1.28Mcps TDD
	ZTE
	25.331
	4674
	1
	A
	REL-10
	RANimp-LCRCPC

	R2-112701
	Corrections to T321 and enhanced UE DRX operation upon transition to CELL_FACH state
	Qualcomm Incorporated
	25.331
	4593
	-
	F
	REL-8
	RANimp-DRX

	R2-112702
	Corrections to T321 and enhanced UE DRX operation upon transition to CELL_FACH state
	Qualcomm Incorporated
	25.331
	4594
	-
	A
	REL-9
	RANimp-DRX

	R2-112703
	Corrections to T321 and enhanced UE DRX operation upon transition to CELL_FACH state
	Qualcomm Incorporated
	25.331
	4595
	-
	A
	REL-10
	RANimp-DRX

	R2-112704
	Fast Dormancy correction for releasing radio bearers
	Alcatel-Lucent
	25.331
	4596
	-
	F
	REL-8
	TEI8

	R2-112705
	Fast Dormancy correction for releasing radio bearers
	Alcatel-Lucent
	25.331
	4597
	-
	A
	REL-9
	TEI8

	R2-112706
	Fast Dormancy correction for releasing radio bearers
	Alcatel-Lucent
	25.331
	4598
	-
	A
	REL-10
	TEI8

	R2-113420
	Further clarification on UE behavior during state transition from CELL_PCH/URA_PCH to CELL_FACH
	Huawei, Hisilicon
	25.331
	4599
	1
	F
	REL-8
	RANimp-UplinkEnhState

	R2-113421
	Further clarification on UE behavior during state transition from CELL_PCH/URA_PCH to CELL_FACH
	Huawei, Hisilicon, Renesas Mobile Europe Ltd
	25.331
	4600
	1
	A
	REL-9
	RANimp-UplinkEnhState

	R2-113422
	Further clarification on UE behavior during state transition from CELL_PCH/URA_PCH to CELL_FACH
	Huawei, Hisilicon, Renesas Mobile Europe Ltd
	25.331
	4601
	1
	A
	REL-10
	RANimp-UplinkEnhState

	R2-112679
	Modification on Measurement Occasion of HS-DSCH reception in CELL_FACH state (1.28Mcps TDD only)
	CATT
	25.308
	0113
	-
	F
	REL-8
	RANimp-EnhState1.28TDD

	R2-112680
	Modification on Measurement Occasion of HS-DSCH reception in CELL_FACH state (1.28Mcps TDD only)
	CATT
	25.308
	0114
	-
	A
	REL-9
	RANimp-EnhState1.28TDD

	R2-112681
	Modification on Measurement Occasion of HS-DSCH reception in CELL_FACH state (1.28Mcps TDD only)
	CATT
	25.308
	0115
	-
	A
	REL-10
	RANimp-EnhState1.28TDD

	R2-113440
	Reconfiguration messages and HS-SSCH orders interaction for DC-HSDPA
	Qualcomm Incorporated
	25.331
	4630
	-
	F
	REL-8
	RANimp-DCHSDPA

	R2-113438
	Reconfiguration messages and HS-SSCH orders interaction for DC-HSDPA
	Qualcomm Incorporated
	25.331
	4631
	-
	F
	REL-9
	RANimp-DCHSDPA

	R2-113439
	Reconfiguration messages and HS-SSCH orders interaction for DC-HSDPA
	Qualcomm Incorporated
	25.331
	4632
	-
	A
	REL-10
	RANimp-DCHSDPA

	R2-112721
	Conditionaly mandate the support of test loop mode 4 for the UEs supporting UTRA only
	Ericsson, ST-Ericsson
	34.109
	0049
	-
	B
	REL-8
	TEI8


Note:
RAN1 25.214 REL-9/REL-10 CRs in RP-110816 indicate a linking  to 25.331 CRs (which are in R2-113440, R2-113438, R2-113439 of RP-110829).
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