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-------------------------------------------- 1st change ----------------------------------------------------------------------
8.3.1.7a
Physical channel failure
If the received CELL UPDATE CONFIRM message would cause the UE to transit to CELL_DCH state:

1>
if the UE failed to establish the physical channel(s) indicated in the received CELL UPDATE CONFIRM message according to the criteria defined in subclause 8.5.4 are not fulfilled;
1>
for FDD and 3.84/7.68 Mcps TDD, if the received CELL UPDATE CONFIRM message does not contain dedicated physical channels; or
1>
for 1.28 Mcps TDD, if the received CELL UPDATE CONFIRM message does not contain dedicated physical channels nor physical shared channels as defined in clause 8.5.4; or
1>
for 3.84 Mcps TDD or 7.68 Mcps TDD, if the received CELL UPDATE CONFIRM does not contain physical channels to which DCCH(s) are mapped:

the UE shall:

1>
if, caused by the received CELL UPDATE CONFIRM message

2>
the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE; and/or

2>
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE:

3>
abort the ongoing integrity and/or ciphering reconfiguration;

3>
if the received CELL UPDATE CONFIRM message contained the IE "Ciphering mode info":

4>
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

4>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

3>
if the received CELL UPDATE CONFIRM message contained the IE "Integrity protection mode info":

4>
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

4>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO.

1>
if the variable ORDERED_RECONFIGURATION is set to TRUE caused by the received CELL UPDATE CONFIRM message:

2>
set the IE "failure cause" to "physical channel failure";

2>
set the variable ORDERED_RECONFIGURATION to FALSE.

1>
if V302 is equal to or smaller than N302:

2>
select a suitable UTRA cell according to [4];

2>
set the contents of the CELL UPDATE message according to subclause 8.3.1.3, except for the IE "Cell update cause" which shall be set to "Radio link failure";

2>
submit the CELL UPDATE message for transmission on the uplink CCCH;

2>
increment counter V302;

2>
restart timer T302 when the MAC layer indicates success or failure to transmit the message.

1>
if V302 is greater than N302:

2>
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

2>
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

2>
in case of a cell update procedure:

3>
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS.

2>
release all its radio resources;

2>
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

2>
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

2>
clear the variable ESTABLISHED_RABS;

2>
set the variable CELL_UPDATE_STARTED to FALSE;

2>
enter idle mode.

---------------------------------------------- End of change ----------------------------------------------------------------------
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